


What Elements Are Required InESC Plan?

First and foremost, youPlanmustbe developed and
Implemented consistent with all permits.

LYRVPOUAQA

& £ € EENE

a
wSO2 NRa & Mmaimeyaidelsf
wPlan amendments



Prevent all types of Erosion

Raindrop erosion

Dislodging of soil particles by raindrops
Sheet erosion

The uniform removal of soil without the
development of visible

water channels

Rill erosion

Soil removal through the formation of
concentrated runoff that

creates many small channels

Gully erosion

The result of highly concentrated runoff
that cuts down into the

solil along the line of flow
Streambankerosion

Flowing water that erodes unstable
streambanks
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What is an Adequate Stormwatel
PoII |on Preventlon Plan?
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Managing Construction Site Runoff
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ABudgetsare tight, environmental protection
IS often underestimated along with other
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answer and it does noexist

AEnforcement is perceived as random and often
unevenly distributedregionally



Attainment of Water Quality Standards

Select install, implement and maintain control measures at your
construction site that minimize pollutants in the discharge as
necessary to meet applicable water quality standards.
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wldentify, reduce,or prevent the pollution of stormwater.
wPrevent violationsand water quality.

wldentify, and assignmaintenance responsibilitie§ 2 NJ
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The Key to a SuccessfEasC Plak &
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- Site Specific:

AAssessment & Analysis
‘wWBMP Selection -

N «odnderstandings& Implementatlon
SRR oolnspectlons&Documentatlon |
- uAdaptlve Management :
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Gravel Filter Ber

Silt Fence

Straw Mulch



