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STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION
REQUEST FOR QUALIFICATIONS NOTICE
NUMBER 08A3063
Read carefully as the following revisions have been made to this document:
• On 10/2/18, Section I, General Information, Paragraph E, regarding
financial documents was revised.
• On 4/7/17, Section I, General Information, Paragraph E, regarding
financial documents was revised.
• On 4/7/17, the Note on this page regarding questions was revised.
Note: Questions concerning this Request for Qualifications (RFQ) must be submitted in
writing to the attention of Denetia Smith at Denetia.Smith@dot.ca.gov. Questions must
be received no later than 10 calendar days after RFQ advertisement. Consultants
contacting the District or Division directly seeking information about this RFQ will be
disqualified from consideration in the selection process.
Proposers are advised that Caltrans has established a federally mandated overall annual
DBE goal comprising both race neutral and race conscious elements to ensure equal
participation of DBE groups specified in 49 CFR 26.5. In compliance with 49 CFR 26,
Caltrans set a contract goal for DBEs participating in this solicitation expressed as a
percentage of the total dollar value of the resultant Agreement. The DBE participation
goal for this solicitation is eighteen percent (18%). See section I.H. in this RFQ for
requirements.
I.

GENERAL INFORMATION
A.

Caltrans is soliciting Statements of Qualifications (SOQs) from qualified
firms that may lead to the award of a contract for Multiphase Project
Specific Project Management services. In submitting your Statement of
Qualifications (SOQ), you shall comply with the instructions found
herein. In addition to those programs that are specified in this
solicitation, prospective consultants are encouraged to consider programs
that are available, such as those for the use of small businesses,
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disadvantaged businesses, disabled veteran businesses, new emerging
firms, and other businesses covered by State and Federal programs.
B.

The estimated contract amount is $2,144,000.00 - $3,484,000.00.

C.

The estimated contract term is four (4) years and two (2) months.

D.

Interviews will be held in San Bernardino, CA on April 4, 2019.
Confirmation letters will be sent to those firms short-listed.

E.

The most highly qualified consulting firm will be required to submit an
electronic copy of the financial documents listed on the appropriate
Financial Documents Submittal Checklist available at:
http://www.dot.ca.gov/dpac/viewaeinfo.html. The most highly qualified
consulting firm will be notified of their selection and receive instructions
for the electronic submission financial documents.
The most highly qualified consulting firm must submit a complete
financial documents package no later than four (4) days after notification
of selection. The prime consultant must submit the complete financial
documents package in order for Caltrans to have the information
necessary to engage in negotiations. The prime consultant is solely
responsible for timely and complete submission of financial documents
on behalf of the entire proposed team; financial documents will not be
accepted from proposed subconsultant firms. Failure to submit a
complete financial documents package by the specified due date may
result in termination of negotiations with the most highly qualified
consulting firm.

F.

Negotiations will be held with the top-ranked firm in San Bernardino, CA
during the week of April 8, 2019. The fee for profit shall be 10.6
percent, and the escalation shall be as follows:
Year
02/20/19-01/31/20
02/01/20-01/31/21
02/01/21-01/31/22
02/01/22-01/31/23
02/01/23-06/30/23

% Escalation
0
1.5
3
3
3
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G.

The scheduled date to complete cost negotiations and submit final cost
proposal is April 15, 2019.

H.

Disadvantaged Business Enterprise Program
1. This solicitation and resultant Agreement is financed in whole or in
part with federal funds and therefore subject to Title 49, Code of
Federal Regulations, Part 26 (49 CFR 26) entitled "Participation by
Disadvantaged Business Enterprises in Department of Transportation
Financial Assistance Programs." To ensure equal participation for
Disadvantaged Business Enterprise (DBE) groups specified in 49 CFR
26.5, Caltrans specifies a contract goal for DBE participation. The
required goal for DBE participation in this solicitation is not less than
eighteen percent (18%).
2. Only participation by certified DBEs will count toward the contract
goal for this solicitation. In order to count toward a contract goal, a
firm must be certified as a DBE by the California Unified Certification
Program (CUCP) and possess the work codes applicable to the type of
work the firm will perform on the Agreement by the SOQ submittal
due date. For a list of work codes, go to
http://www.dot.ca.gov/hq/bep/find_certified.htm
3. It is the proposer’s responsibility to verify that the DBE firm is
certified as a DBE by the specified SOQ submittal due date and time.
For a list of DBEs certified by the CUCP, go to:
http://www.dot.ca.gov/hq/bep/find_certified.htm
4. A DBE must perform a commercially useful function (CUF) for the
type of work it will perform on the Agreement as provided in 49 CFR
26.55(c)(1)-(4). A DBE performs a CUF when it is responsible for the
execution of a distinct element of the work of the Agreement and is
carrying out its responsibilities by actually performing, managing, and
supervising the work involved.
5. See “Statement of Qualifications Submittal Instructions and General
Contract Process Information” for detailed information and references
to the required forms. Required forms will be made a part of the
Agreement. Failure to meet the DBE goal or Good Faith Effort
requirements and provide required DBE participation at due date and
time of SOQ submittal may result in the SOQ submittal being rejected
as non-responsive.
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II.

I.

Federal and/or State prevailing wage rates may apply. This requirement,
if applicable, will be specified in the draft Agreement. See SOQ
Submittal Instructions, Section I., H. regarding the California Department
of Industrial Relations (DIR) Consultant/Contractor Registration Program
http://www.dot.ca.gov/dpac/viewaeinfo.html

J.

Caltrans does not guarantee, either expressly or by implication, that any
work or services will be required under any contract issued as a result of
this RFQ.

K.

A Pre-award or Post-award Audit will be performed on any contract
issued as a result of this RFQ.

L.

Contract boilerplate can be obtained at
http://www.dot.ca.gov/dpac/viewaeinfo.html

SCOPE OF WORK/DELIVERABLES
The work to be performed for this RFQ is described in the Scope of
Work/Deliverables, and is hereby incorporated as Attachment 1.

III.

CONFLICT OF INTEREST
A.

Conflicts of interest may occur due to direct or indirect financial or
business interests in the work to be performed or in any real property
acquired for such project. Conflicts of interest can include, but are not
limited to, past, existing or planned activities or because of relationships
with other persons or firms. If there is a conflict of interest, the proposed
team, including both the prime consultants and subconsultants, and
individual employees of team members would actually or potentially be
unable to render impartial assistance or advice to Caltrans. The
proposer’s objectivity or availability in performing the contract work may
be impaired due to actual or potential conflicts of interest.

B.

If the proposed team determines that any actual or potential conflicts of
interest exists, it must identify and describe in detail each conflict of
interest to Caltrans, using the Disclosure of Potential Conflict of Interest
Form, which can be found on the Caltrans website at
http://www.dot.ca.gov/dpac/viewaeinfo.html. Along with the description
of the actual or potential conflicts of interest, the proposed team shall also
offer measures to avoid, neutralize, or mitigate all listed conflicts. The
list of conflicts, including conflicts that apply to individuals as well as
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firms, and the mitigation measures on the Disclosure of Potential Conflict
of Interest Form must be submitted as a separate section in the Statement
of Qualifications. Disclosure of information will not disqualify a
proposed team from competing for a contract. The existence of actual or
potential conflicts of interest will be used as a criterion to evaluate team
availability during the evaluation and selection process. Caltrans reserves
the right to terminate negotiations with the first selected firm and begin
negotiations with the next selected firm or to cancel the procurement prior
to execution if Caltrans learns that the selected team failed to disclose any
actual or potential conflicts, which it knew or should have known about,
or if the proposed team provided or omitted information on the disclosure
form that results in the information being false or misleading.

IV.

C.

After award, conflict of interest guidelines and policies shall continue to
be monitored and enforced by the Caltrans Contract Manager. Additional
information about Conflict of Interest issues can be found in the SOQ
Submittal Instructions and General Contract Process Information
document (Section V. Post Government Employment Restrictions and
Section VI. Conflict of Interest Concerning Consultant(s)) found at
http://www.dot.ca.gov/dpac/viewaeinfo.html. The State and Federal
contract boilerplates on DPAC’s website also contain information on
conflict of interest issues (Exhibit D) and can be found at
http://www.dot.ca.gov/dpac/viewaeinfo.html

D.

The prime consultant and subconsultants may be proposed on SOQs for
other Caltrans A&E on-call contracts; however, the Caltrans Contract
Manager may prohibit work on specific projects where Caltrans
determines that a conflict of interest exists.

SUBMISSION OF STATEMENTS OF QUALIFICATIONS (SOQs)
A. IMPORTANT: Download “Statement of Qualifications Submittal
Instructions and General Contract Process Information” dated (Rev.
10-19-18) from http://www.dot.ca.gov/dpac/procuringaecontracts.html .
Failure to follow these instructions may result in rejection of your SOQ’s.
B. SOQ Package Submittal Instructions.
Read instructions below carefully. You will be required to submit
SOQ packages to Sacramento and District 8 (see items 1 and 3 below
for required number of copies), as well as an electronic file to
Sacramento. See paragraph B.5.
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1. One (1) copy of the SOQ containing all the indicated information
shall be submitted. Fax copies will not be allowed. SOQs will be
accepted until 3:00 p.m. on March 21, 2019, and must be directed
to:
State of California
Department of Transportation
Administration
Division of Procurement and Contracts, MS 65
1727 30th Street
Sacramento, CA 95816-7006
Attention: Denetia Smith, Contract Analyst
Telephone: (916) 227 – 6068
2. If your SOQ package is hand-delivered, you must date and time
stamp it immediately upon arrival. The date/time stamp machine is
located in the lobby of the first floor to the right of the security guard
station at the address noted above. Date/stamp one label for each
SOQ package/box submitted. Ask the security guard to call the
Division of Procurement and Contracts’ reception desk at (916)
227-6000 to have your SOQ package picked up by Contracts’ staff.
3. In addition, five (5) copies of the SOQ containing all indicated
information shall be submitted to District 8. FAX copies will not be
allowed. SOQs will be accepted until 3:00 p.m. on March 21, 2019,
and must be directed to:
State of California
Department of Transportation
District 8/ Division pf Program Project Management Division, MS 645
464 W. 4th Street
San Bernardino, CA 92401
Attention: Masud Zahedi
Telephone: (909) 383 - 5952
4. The SOQs must be submitted in a sealed package labeled as follows:
• RFQ Number 08A3063
• Submittal deadline 3:00 p.m. on March 21, 2019
• “DO NOT OPEN”
5. In addition to the six (6) copies of the SOQ requested in this section
IV “Submission of Statements of Qualifications,” electronic
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submission of a single unprotected (i.e. not password protected) PDF
file of the SOQ is required. The electronic submittal will be accepted
until 3:00 p.m. on March 21, 2019.
You will be required to create a Novell Filr account with Caltrans.
Send an email message to the Contract Analyst, Denetia Smith, at
Denetia.Smith@dot.ca.gov containing the information listed below
for a link and instructions to complete the self-registration page and
submit the SOQ electronically.
• Your firm’s name
• Your email address
• The solicitation number for which you would like to submit an
SOQ
The file name shall include the contract number, consultant name
(max. 25 characters) separated by an underscore (_), ending with the
“.pdf” extension.
Example A: 50A0694_JohnDoeConsulting.pdf
Example B: 50A0694_aaa1234engineer.pdf
6. SOQ submittals will be considered non-responsive if all copies,
including electronic submittal, are not received in the specified
locations by the date and time specified in this RFQ.
C.

Request for RFQ Copies
Copies of this RFQ may be obtained at
https://caleprocure.ca.gov/pages/index.aspx
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SCOPE OF WORK/DELIVERABLES
MULTIPHASE PROJECT-SPECIFIC SERVICES
For Caltrans, Division of Project Management, District 08

Subject to the satisfaction of all requirements of each Phase Order and written acceptance by
Caltrans of all deliverables in the Phase Order, the Agreement shall include the following Phase(s)
of the Project(s) set forth below, as described in -Phase Order:
Project ID 0815000200, Phase0, Phase 1, Phase 3,
This Agreement will be implemented in accordance with the Project Development Procedure
Manual. In each phase of a project, there shall be one Phase Order.
The Consultant’s engagement to complete subsequent phases under subsequent Phase Orders is
expressly contingent upon the Consultant’s satisfactory performance of the work under thenexisting Phase Orders and upon successful negotiation of an agreement for subsequent phase(s),
as well as satisfaction of all requirements of each Phase Order and written acceptance by
Caltrans of all deliverables in the Phase Order. Further, Caltrans may also exercise any and all
of its under rights under the Agreement, including without limitation, those rights described in
Exhibit B.
The services required for the project and phase(s) referenced above are listed in the following
disciplines and are also outlined in the respective Scope of Work in Attachments 1A thru 1L:
A. Project Management Services
B. Roadway Design and related Project Development and Construction Support
Services
C. Traffic Operations and Traffic Management Planning Services
D. Landscape Architecture Services
E. Environmental Generalist Services
F. Water Quality Studies Services
G. Visual Impact Analysis Services
H. Biological Services
I. Hazardous Waste Site Investigation and Design Services
J. Cultural Resource Services
K. Utility Engineering Services
L. Structure Design, Geotechnical Design, Structure Hydraulics, and related Project
Development and Construction Support Services
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A.

Purpose of Work.
The Consultant shall perform professional and technical services required to deliver the
Project and Phase(s).
The Consultant will analyze and assess the project(s) impact on the social, economic,
cultural, natural, and physical environment, in order to develop the location and design
concept of each project in accordance with the California Department of Transportation
(“Caltrans” or “Department”) policies, procedures, and requirement in compliance with
State and Federal laws and regulations.
The consultant will conduct the appropriate level of engineering and environmental
analyses. The level of analysis depends on the complexity of the project, the potential for
significant impacts, and degree and quality of information/ data available. The consultant
will prepare and updated technical studies and environmental document(s) to ensure
compliance with National Environmental Policy Act (NEPA), California Environmental
Quality Act (CEQA), other State and Federal laws, regulations and Executive Orders.
The consultant shall review and become familiar with Project Documents and materials
that have been prepared during the prior phase(s) of the project. The consultant shall also
review concepts and reports (e.g., typical sections, alignments, planning reports) developed
from prior planning studies. The consultant shall maximize the use of existing information
available from State, regional, local agencies, private sources and its own files.
The consultant will review the following information:
1. Project Initiation Documents (PID) or Project Reports that may contain the following,
but not limited to:
o Project(s) specific locations
o Project(s) description
o Purpose and need statement(s)
o Environmental Document Type for each project
o The delivery schedule for each project
o Funding and programming
o Project(s) risks
o Estimated project(s) costs
o Project life-cycle analysis and asset management
o Department project personnel
o Right of Way Data Sheet if any are available
o Available traffic and planning data
o Existing geometric data including but not limited to horizontal, vertical,
superelevation, cross-sections, and more. Existing right of way maps
o Advance Planning Studies, Geotechnical Reports
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2. All available information in possession of the Department pertaining to utility
companies whose facilities may be affected by the proposed work.
3. List of related Work Breakdown Structure (WBS) elements
4. Communication plan with the consultant
5. Existing as-built construction plans
B.

Explanation of Work.
The consultant will provide the Department with professional services required for the
preparation of Project Approval and Environmental Document (PA/ED) and the Plans,
Specifications and Estimate (PS&E) Phase and support services for the right-of-way and
construction support for the project and the Phase Orders.
1.

Exclusion of Work.
The following activities will be performed by Department’s staff and are excluded
from this Contract. The consultant must include the excluded activities in the
project schedule to be submitted to the Department for approval. Consultant further
agrees to provide the necessary information in a timely manner to facilitate the
successful completion of the excluded tasks listed below:
a) Right of way acquisition
b) Right of Way Certification
c) All Department agreements with utility agencies
d) Appropriate signatures on application forms
e) Utility relocations.
f) Accident analysis
g) Approval of Caltrans documents (i.e. Design Standard Decision Documents,
SWDR, Hydraulics Report, etc.)
h) Lane closure charts
i) Regulatory and resource agency coordination
j) Construction inspection
k) Project closeout activities
l) Land Surveys (Topo and original ground surface data)
m) All sensitive biological species protocol and general field surveys
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C.

Schedule
Project ID 0815000200:
Completion Time for PA&ED Phase
14 months
Completion Time for PS&E Phase
10 months
Completion Time for Design Support during 42 months
Construction

D.

Location of Work.
The work shall be performed on the Project within the limits of Districts _08.

E.

Required Services.
1.

Pursuant to an authorized Order, the Consultant shall provide Transportation
Services within the geographical jurisdiction of this Contract set forth above in
“Location of Work” Section. The Consultant shall also provide all necessary
personnel, material, transportation, lodging, instrumentation, and the specialized
facilities and equipment necessary to satisfy all appropriate agencies and required
to ensure compliance with all applicable Federal, State, and Local statutes, laws,
codes, regulations, policies, procedures, ordinances, standards, specifications,
performance standards, and guidelines applicable to the Consultant's services and
work product.
To the extent there is a difference, contradiction, or inconsistency between the
terms, covenants or conditions of Exhibit A – Scope of Work and Deliverables –
and the terms, covenants and conditions of Attachments 1, 2, 3, or 4 the terms,
covenants and conditions of Attachments 1, 2 , 3, or 4 shall control.

2.

Caltrans intends to utilize this Contract to complete a specific piece of work as
long as the work is a part of the Project utilizing the services described in this
Scope of Work and as described in a Phase Order.
Should a Contract be procured under these provisions, the parties mutually agree
that, in accordance with Exhibit D, Section III, Termination of this Contract,
Caltrans shall terminate for convenience the portion of the Contract that includes
the common scope of work identified in Exhibit D, Section III, Termination of this
Contract. Such partial termination for convenience shall be processed by
amendment to this Contract.
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3.

Consultant agrees that:
a.
The Consultant Contract Manager or designee shall manage, instruct and
supervise all Consultant employees and subconsultants, and shall not allow
any other party to manage, instruct and supervise such parties.
b.
Consultant shall employ and discharge its own employees and
subconsultants.
c.
Unless approved in writing by the Caltrans Contract Manager, Consultant
shall not hire employees or subconsultants to exclusively and only work on
Caltrans matters. Consultant may hire employees and subconsultants for a
specific Caltrans matter provided such party has the skills and knowledge
to work on other matters and they are assigned to other matters from time
to time.
d.
The work performed by Consultant, its employees and its subconsultants
shall be a regular part of Consultant’s regular and established business.
e.
Consultant shall make all of its own business (including personnel)
decisions and bear the risk for its decisions.
f.
Consultant shall provide its own tools, equipment and supplies, and
Consultant shall not rely on Caltrans to provide such tools, equipment and
supplies. Notwithstanding the foregoing, Caltrans may, during the term of
the Agreement, allow Consultant to access selected items of equipment;
provide non-employee user identification (ID) and related access to
Caltrans computer systems to Consultant employees and subconsultants;
and provide non-employee access cards and other such forms of
identification to Consultant employees and subconsultants.
g.
Consultant shall provide its own training to its employees and
subconsultants, and Consultant shall not rely upon Caltrans to provide such
training.
h.
Consultant shall advise its employees and subconsultants of the foregoing
contract terms that apply to them, and Consultant advise such employees
and subconsultants to report to Consultant any apparent or actual breaches.
Consultant shall relay any such reports to Caltrans.

4.

A wide range of tasks associated with Transportation Services should be expected.
The Consultant shall perform and have the expertise, capability, and equipment
necessary to perform this Scope of Work.

5.

Consultant shall be available, on two (2) days’ written notice:
a.
b.
c.
d.

To meet with Caltrans or other Caltrans meetings.
To attend public meetings (day and evening) where an expert is required.
To participate in any public hearings necessary for a Project.
To provide technical expertise.
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F.

6.

Maintaining a stable work force is essential to the successful completion of Caltrans
work. Consultant shall implement a personnel retention plan strategy and shall
submit a written plan with the Statement of Qualification submittal.

7.

The Consultant may be expected to spend time for extended assignments to perform
A&E services at Caltrans offices. At the sole discretion and convenience of
Caltrans, Caltrans may permit Consultant to use office space, office equipment
(such as copiers, printers and telephones) and furniture at various Caltrans (field)
offices. Consultant will provide its own computers, office supplies, and related
work materials. The Consultant, including its Subconsultants, shall include the
Field Office Indirect Cost Rate in its cost proposals and use the Field Office Indirect
Cost Rate in billing Caltrans for those personnel utilizing Caltrans’ (field) office
facilities, and the cost rates will reflect the Consultant’s lower costs where Caltrans
provides office space, office equipment and furniture. If the Consultant, including
its Subconsultants, does not currently have a Field Office Indirect Cost Rate, it will
develop and use a Field Office Indirect Cost Rate to reflect an equitable distribution
of allowable costs to the contract (as specified in 48 CFR 31.203(f)). When
working on-site in the Caltrans Facilities, the Consultant shall adjust its hours to
meet the business needs of Caltrans and shall generally work and be present during
Caltrans building business hours (which are 8:00 a.m. - 5:00 p.m.) The business
hours can be adjusted in different Phase Orders.

Workplan Standards Guide Codes.
Phase Orders are based on the Caltrans Workplan Standards Guide (WSG). The latest
WSG is found in the Guide to Project Delivery Workplan Standards Guide, which is
available from the Caltrans’ Publication Unit and on the Internet at
http://www.dot.ca.gov/hq/projmgmt/guidance.htm. The WSG references the Work
Breakdown Structure (WBS) categories, which are potential and related work activities
applicable to this Contract. The WGS references WBS categories which present the
potential and related work activities that the Consultant may be required to perform. All
revisions to the current version of the Work Breakdown Structure (WBS) shall apply during
the life of this Contract. Refer to Attachments 1A thru 1L1L and to the WBS Attachment
for activities applicable to this Contract.

G.

General Personnel Requirements.
1.

The Consultant’s personnel shall be capable, competent, and experienced in
performing the types of work in this Contract with minimal instruction. Personnel
skill level should match the specific job classifications, as set forth herein or in the
Consultant’s Cost Proposal, Attachment 1 and task complexity. The Consultant’s
personnel shall be knowledgeable about, and comply with, all applicable Federal,
State, and Local laws and regulations.
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2.

The Consultant is required to submit a written request and obtain the Caltrans
Contract Manager’s prior written approval for any substitutions, additions,
alterations, or modifications to the Consultant’s originally proposed personnel and
project organization, as depicted on the proposed Consultant’s Organization Chart
or the Consultant’s cost proposals. The Consultant personnel shall have the same
job classification, as set forth herein or in the Consultant’s Cost Proposal,
Attachment 3, not exceed the billing rate, and meet or exceed the qualifications and
experience level of the previously assigned personnel, at no additional cost to
Caltrans. The Consultant personnel shall have significant experience in the work
involving a similar transportation facility for at a minimum two (2) previous
projects, unless otherwise approved by the Caltrans Contract Manager.

3.

In responding to Caltrans’ Phase Order and in consultation with the Caltrans
Contract Manager, the Consultant Contract Manager shall identify the specific
individuals proposed for the task and their job assignments. The Consultant shall
provide documentation that proposed personnel meet the appropriate minimum
qualifications as required by this Contract.

4.

The Consultant’s personnel shall typically be assigned to and remain on specific
Caltrans projects/deliverables until completion and acceptance of the
project/deliverables by Caltrans. Personnel assigned by the Consultant shall be
available at the start of a Phase Order and after acceptance of the project/deliverable
by Caltrans.

5.

After the Caltrans Contract Manager’s approval of the Consultant’s personnel
proposal and finalization of a Phase Order, the Consultant may not add, delete or
substitute personnel without the Caltrans Contract Manager’s prior written
approval.

6.

Resumes containing the qualifications and experience of the Consultant’s and
Subconsultant’s personnel, which include existing and additional personnel, and
copies of their minimum required certifications, shall be submitted to the Caltrans
Contract Manager for review before assignment on a project or Phase Order. The
resume and copies of current certification for each candidate shall be submitted to
the Caltrans Contract Manager within one (1) week of receiving the request.

7.

The Caltrans Contract Manager or designee may interview the key members of
Consultant’s personnel for the qualifications and experience. The Caltrans
Contract Manager’s decision to select the Consultant’s personnel shall be binding
to the Consultant and its Subconsultants. The Consultant shall provide adequate
qualified personnel to be interviewed by the Caltrans Contract Manager within one
(1) week of receiving the request.
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8.

The Caltrans Contract Manager or designee shall evaluate the adequacy (quality
and quantity) of the work performed by the Consultant’s personnel, and the
determination of whether the deliverables satisfy the acceptance tests and criteria.
The Caltrans Contract Manager may reject any Consultant personnel who are
determined by the Caltrans Contract Manager to lack the minimum qualifications.
If at any time the level of performance is below expectations, the Caltrans Contract
Manager may direct the Consultant to immediately remove Consultant personnel
from the project specified in a Phase Order and request that the Consultant provide
another qualified person be assigned as needed. The Consultant personnel shall
meet the qualifications required by this Contract for performance of the work as
demonstrated by a resume and copies of current certifications submitted by the
Consultant. Consultant personnel shall receive prior written approval from the
Caltrans Contract Manager. Invoices with charges for personnel not pre-approved
by the Caltrans Contract Manager for work on the Contract and for each Phase
Order shall not be reimbursed.

9.

The Consultant shall not remove or replace any existing personnel assigned to
Phase Orders without the prior written consent of the Caltrans Contract Manager.
The removal or replacement of personnel without the written approval from the
Caltrans Contract Manager shall be a violation of the Contract and may result in
termination of the Contract per Exhibit D, Section III, Termination of the Contract.

10.

When assigned consultant personnel is on approved leave and required by the
Caltrans Contract Manager, the Consultant Contract Manager shall provide a
temporary substitute employee until the assigned employee returns to work from
the approved leave. The Consultant personnel shall have the same job
classification, as set forth herein or in the Consultant’s Cost Proposal, Attachment
3, not exceed the billing rate and meet or exceed the qualifications and experience
level of the previously assigned personnel, at no additional cost to Caltrans.
Consultant personnel shall receive prior written approval from the Caltrans
Contract Manager to work on this Contract.

11.

Other project personnel who are not identified on the Consultant’s cost proposal
shall also satisfy appropriate minimum qualifications for assigned Phase Orders.
Caltrans’ prior written approval is required for all personnel not identified on the
Consultant’s organization chart or the Consultant’s cost proposals before providing
services under this Contract.

12.

The Consultant is responsible to provide fully trained personnel to efficiently
perform the work. The Consultant’s personnel may be asked to attend certain
special training if recommended by the Caltrans Contract Manager. On such
occasions, with the approval of the Caltrans Contract Manager, Caltrans shall
compensate the Consultant for the Consultant’s actual cost for time spent in training
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only. All other costs, fees, and expenses associated with the training, including any
transportation costs and training fees, shall be the Consultant’s responsibility. In
addition, services to train the Caltrans personnel shall not be provided by the
Consultant under this Contract.
13.

In location(s) where the Consultant personnel is expected to work for extended
period(s) of time, the Consultant shall either relocate the personnel or make every
effort to hire local persons.

14.

This Attachment 1 – Scope of Work – and related Attachments 1A thru 1L specify
personnel requirements for the Consultant depending on the type of work. Caltrans
reserves the right to add or delete personnel classifications from this list. The
complete list of subattachments applicable to this Contract is as follows:
Refer to Introduction of this SOW. See above.

15.

The Consultant and all subconsultants, shall throughout the life of the Contract,
retain within its firm, a staff of people who shall be properly licensed and certified
in accordance with the laws of the State of California and qualified to perform all
aspects of the required work described in this Contract and all work specified in a
Phase Order along with any emergencies that may arise during the life of this
Contract. The Consultant shall be prepared to provide additional personnel, as
necessary, during the period performance of this Contract to accommodate the
work.

At the request of the Caltrans Contract Manager, Consultant personnel will
complete security and privacy awareness training each year, see
http://itsecurity.dot.ca.gov/training.
For providing Construction support, the Caltrans Contract Manager may request
the following of the Consultant personnel:
a.
b.

c.

Have current certification of Defensive Driving Training and current
California Driver’s License.
Have attended an 8 hr Construction Safety Orientation Class prior to being
assigned to work on Caltrans projects and current on annual refresher class.
(See Section on Field Safety for additional requirements.)
Hazardous Waste Training
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H.

Consultant Contract Manager.
The Consultant Contract Manager shall coordinate work-related matters and Consultant’s
operations under this Contract with the Caltrans Contract Manager or designee.
The Consultant Contract Manager shall have a minimum of five (5) years of responsible
experience performing the duties as a contract manager for similar Transportation Projects
in the disciplines listed in Attachments 1A though 1L. The Consultant Contract Manager
shall be knowledgeable about all Caltrans policies and procedures. The Consultant
Contract Manager shall have a documented minimum ten (10) years of demonstrated
experience acceptable to Caltrans in the delivery of Transportation Projects in the
disciplines listed in Attachments 1A though 1L. The Consultant Contract Manager shall
be an employee of the prime Consultant.
In addition to other specified responsibilities, the Consultant Contract Manager shall be
responsible for all matters related to the Consultant’s personnel, Subconsultants,
Transportation Services work, and Consultant’s and Sub-Consultants’ operations
including, but not limited to, the following:
a.

Ensuring that deliverables are clearly defined, acceptance tested and that criteria
are specific, measurable, attainable, realistic and time-bound; and that the
deliverables satisfy the acceptance tests and criteria.

b.

Assigning qualified personnel to complete the required Phase Order work as
specified therein in coordination with the Caltrans Contract Manager.

c.

Maintaining and submitting organized project files for record tracking and auditing.

d.

The Consultant shall attend all technical meetings necessary to execute the Scope
of this contract. This includes meetings with Caltrans staff of the disciplines
involved and of subconsultants, such as access management meetings, local
governments, progress review meetings (phase review), safety review meetings,
constructability meetings and discussions of Critical Path Method (CPM), utility
coordination meetings and miscellaneous meetings. The Consultant shall prepare,
and submit to the Caltrans Contract Manager for review, the meeting minutes for
all meetings attended by them. The meeting minutes are due within five (5) working
days of attending the meeting.

e.

Implementing and maintaining quality control procedures to manage conflicts,
ensure product accuracy, and identify critical reviews and milestones.

f.

Assuring that all applicable safety measures are in place.

RFQ Number 08A3063
Attachment 1
Page 11 of 64

I.

g.

Providing accurate and completed invoices in a timely manner and providing
monthly Contract expenditures in accordance with the method of payment by
Project and Phase.

h.

Managing Subconsultants.

i.

Managing overall budget for Contract and provide report to the Caltrans Contract
Manager.

j.

Monitoring and maintaining required DBE involvement.

k.

Ensuring compliance with the provisions in this Contract and all specific Phase
Order requirements.

l.

Possessing knowledge, experience, and familiarity with prevailing wage issues and
requirements in State of California.

m.

Possessing knowledge, experience, and familiarity in reviewing the Critical Path
Method (CPM) schedules and providing expert comments.

n.

Monitoring the health and safety of personnel working in a hazardous environment
in accordance with all applicable Federal, State, and Local regulations.

Consultant Phase Order Manager.
For each Phase Order, if required by Caltrans Contract Manager, the Consultant shall
provide a Consultant Phase Order Manager to coordinate the Consultant Phase Order
operations with the Caltrans Contract Manager in coordination with the Caltrans Phase
Order Manager.
The Consultant Phase Order Manager (who may be other than the Consultant Contract
Manager) shall be assigned to conduct or direct all work assigned under a single Phase
Order. The Consultant Phase Order Manager shall be the primary contact for the assigned
Phase Order and be available as needed for communication with Caltrans.

J.

Consultant Responsible Person.
1.

In this Contract, a person who is authorized to review and approve Consultant
analytical results, plans, designs, specifications, estimates, notes, calculations,
analysis, reports, graphics, drawings, visual simulations, studies, product, data,
manuals, details, other documents, other items, and deliverables in place of the
Consultant Contract Manager shall be hereafter referred to as the Consultant
Responsible Person for a particular scope as in Attachments 1A thru 1L. Such
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attachments indicate the specific requirements for the Consultant Responsible
Person.
2.

3.

K.

One contract may have multiple Consultant Responsible Persons with differing
minimum requirements, depending on the attachment templates chosen
(Attachment 1A-1L) to create the scope of work.
The Consultant Responsible Person shall be currently employed by the Consultant
at the time the deliverables are submitted to Caltrans for consideration under the
review and acceptance process.

4.

All analytical results, plans, designs, specifications, estimates, notes, calculations,
analysis, reports, graphics, drawings, visual simulations, studies, product, data,
manuals, details, other documents, other items, and deliverables under this Contract
not fully approved by Caltrans bearing the signature of the Consultant Responsible
Person shall be replaced by analytical results, estimates, notes, calculations,
analysis, reports, graphics, drawings, product, data, details, other documents, other
items, and deliverables under this Contract bearing the signature of a qualified
replacement Consultant Responsible Person who is currently employed by the
Consultant or its Subconsultants.

5.

All of the Consultant’s work shall be conducted under the direction of the
Consultant Contract Manager who shall have the appropriate experience as
described in this Contract. All analytical results, plans, designs, specifications,
estimates, notes, calculations, analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, other documents, other items,
and deliverables under this Contract requiring the Consultant Responsible Person’s
signature, shall be produced by the responsible Consultant personnel having
appropriate experience, and shall be signed by the Consultant Responsible Person.

Consultant Availability and Work Hours.
1.

Unless otherwise specified in the Phase Order or directed by the Caltrans Contract
Manager, the normal workday shall be Monday through Friday, from 8 a.m. to 5
p.m. or any combination of five (5) consecutive days which may include Saturday
and/or Sunday, and the normal workweek shall consist of forty (40) hours. If
Saturday and/or Sunday is part of a regular work week as determined by Caltrans,
then the Saturday and/or Sunday work shall be treated as work performed on a
regular workday and no overtime shall be paid for the first eight (8) hours on
Saturday or Sunday. Consultant Contract Manager shall be responsible for
providing Consultant personnel who can satisfy the requirements set forth in this
Agreement.
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If Caltrans determines that the Consultant’s services and work product need to be
received outside of normal business hours (including instances where receipt is
required to avoid danger to life or property), the Consultant may be directed to
provide its services and work product during specific hours during the week
(including hours that are outside of normal business hours). Night work may be
required on projects involving high traffic areas. Any shift differential rate pay for
prevailing wage tasks shall be reimbursed in accordance with the applicable
Department of Industrial Relations (DIR) determination.
2.

The Consultant’s typical work day(s) shall include, but not be limited to, working
in conjunction, coordination, and cooperation with all of the following:
a.
b.
c.
d.
e.

L.

Caltrans Contract Manager
Caltrans District Design and PM staff
Caltrans Resident Engineer
Caltrans Structures Design staff
Other State and/or Local Agencies

3.

The Consultant shall obtain approval from the Resident Engineer prior to entering
any Caltrans’ project construction site.

4.

The Consultant shall obtain approval from the Caltrans Facility Manager prior to
conducting activities within a maintenance station or other Caltrans facility.

General Requirements.
1.

The Consultant shall prepare the required analytical results, plans, designs,
specifications, estimates, notes, calculations, analysis, reports, graphics, drawings,
visual simulations, studies, product, data, manuals, details, other documents, other
items, and deliverables required by this Contract according to requirements of this
Contract and applicable Caltrans Manuals for the work.

2.

The Consultant shall prepare and update a comprehensive Critical Path Method
(CPM) network diagram, Bar Chart Schedule Logic Network Schedule, and the
Caltrans Work Breakdown Structure (WBS) for each Phase Order issued by the
Caltrans Contract Manager showing a deliverables schedule as well as other
relevant data to monitor project progress, Consultant’s work control, and Caltrans
review of work status, if required in the Phase Order. The relevant data shall
include a list of activities with budgeted cost, milestones, and target date for
completion of each activity. This workplan shall be updated once a month to show
the approved baseline schedule and the actual progress schedule.
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Caltrans shall review these documents and return them to the Consultant with notes
and comments as soon as possible in order to validate the planning and cost control
procedures within the first calendar month of performance period.
3.

The Consultant’s timesheet/invoices/expenses shall be subject to the review of the
Consultant Contract Manager and the subsequent review and the approval of the
Caltrans Phase Order Manager before submitting timesheets, invoices, or expense
reimbursement requests for payment.

4.

The Consultant shall begin the required work within two (2) working days after
receiving a fully executed Phase Order and the issuance of the Notice to Proceed
(NTP) from the Caltrans Contract Manager to the Consultant Contract Manager or
on the date specified in the Phase Order. Some work, however, may require
Consultant personnel to mobilize within 24-hour of notifications. Once the work
begins, the work shall be prosecuted/performed diligently until all required work
has been completed to the satisfaction of the Caltrans Contract Manager or Caltrans
designee.

5.

The work shall not be performed when conditions prevent a safe and efficient
operation and shall only be performed with written authorization by Caltrans.

6.

The Consultant Contract Manager, Consultant Phase Order Manager, and Key
Personnel shall be accessible to the Caltrans Contract Manager at all times during
normal Caltrans working hours or after hours as required by the Caltrans Contract
Manager.

7.

All Consultant personnel are required to sign a confidentiality and nondisclosure
agreement.

8.

The Consultant may not disclose any information to third parties without prior
written approval of the Caltrans Contract Manager.

9.

The Consultant shall only provide incidental non-Architectural and Engineering
(A&E) services, such as GIS support, utilities location support, traffic control,
office support, field office support, and meeting support, provided (a) such services
are necessary for the completion of the A&E tasks and/or deliverables performed
by the Consultant described in executed Phase Orders and covered by the work in
this Contract and (b) the rendering of the services is approved in advance by the
Caltrans Contract Manager. These incidental services shall only be provided to
support the Consultant’s personnel who are performing A&E services, tasks, and
deliverables on this Contract. The Contract amount spent on such incidental
services shall be relatively minor when compared to the professional A&E services
performed. The Consultant shall not be paid or reimbursed for any incidental non-
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A&E services provided to Caltrans unless provided in the fashion described in this
Contract and included in the executed Phase Order. The Consultant is responsible
for ensuring that Phase Orders only include any incidental non-A&E services.
10.

M.

The Consultant shall include the Caltrans Contract Manager in written
communications to other Caltrans personnel for any clarification on the scope of
work.

Coordination.
1.

For each Phase Order, notwithstanding conditions of this contract, the Consultant
shall coordinate activities and work closely with multiple stakeholders including,
but not limited to, Caltrans’ various functional units, Caltrans’ project managers,
local agencies, various environmental groups, other state agencies, Native
American tribal governments, utility companies, railroads, other agencies, other
entities with an interest in the project (including, but not limited to, FHWA), other
consultants, other contractors, and planning, engineering, and construction firms
(and its suppliers and subcontractors) contracted by Caltrans working on the same
projects or adjacent projects. In the event an instruction or direction is unclear to
the Consultant, the Consultant shall ask the Caltrans Contract Manager or designee
to clarify the instruction or direction. The work is a critical element of compatible
designs, project planning and construction schedules and shall be accomplished in
a timely fashion. Projects having complex and overlapping schedules and therefore
Project work may have overlapping and parallel (not serial order) schedules or
make work discontinues. Projects have complex and overlapping schedules and
field work may be intermittent.

2.

No provision in this Agreement relieves the Consultant of its professional
responsibility during the performance of this Contract. In instances where the
Consultant believes a better standard solution to a task being performed or an issue
being addressed is possible, the Consultant shall promptly notify the Caltrans
Contract Manager of these concerns, together with the reasons therefore. However,
Caltrans shall make all final decisions on the interpretation of the instructions,
directions, work product and outputs that are described in the Phase Order.

3.

The Consultant shall be required to work with other Caltrans Functional Units and
others (including, but not limited to, Regional Water Quality Control Board RWQCB, Army Corps of Engineers, Forest Services, Fish and Wildlife, Permitting
Agencies,) as directed by the Caltrans Contract Manager and/or Project Manager.

4.

The Consultant shall work closely with the Caltrans Contract Manager and the
Caltrans designee identified in the Phase Order.

RFQ Number 08A3063
Attachment 1
Page 16 of 64

5.

The Consultant shall have the capability to send to and receive from Caltrans’
digital electronic mail system and file transfer protocol system including, but not
limited to, attachments for word processing, photographs, spreadsheets, and
databases.

6.

Caltrans shall not reimburse the Consultant for costs to relocate its personnel to the
service area of this Contract. Caltrans shall not reimburse the Consultant for per
diem costs, unless preapproved by the Caltrans Contract Manager. Caltrans shall
not reimburse the Consultant for out-of-state travel without prior written approval
from the Caltrans Contract Manager.

7.

The Consultant shall obtain the Caltrans Contract Manager’s approval prior to
making presentations at non-Caltrans sponsored conferences or workshops for any
services provided under this Contract.

8.

The Consultant shall notify the Caltrans Contract Manager or Caltrans designee in
writing a minimum one (1) week before it begins any field work, unless the Phase
Order specifies some other notification date.

9.

Caltrans shall not incur costs beyond the funding commitments in the Contract and
each Phase Order. If the Consultant anticipates that funding for work will be
insufficient to complete work, the Consultant shall promptly notify the Caltrans
Contract Manager.

10.

Project phases may require funding approval by the California Transportation
Commission before a new task phase order can start and before work can be
initiated. Work performed before this approval is generally non-compensable.
Therefore, Consultant shall perform no work under Phase Orders until Caltrans
provides written verification that funding exists for the phase, and Consultant incurs
the risk for non-payment if Consultant performs work before Caltrans provides the
written verification to Consultant.

11.

The Consultant shall submit personnel resumes for all of the personnel that it and
its Subconsultants propose to use for this Contract. When the Consultant proposes
to add personnel to cost proposals, the Consultant shall submit updated cost
proposals to Caltrans. The Caltrans Contract Manager may request that the update
be for either the incremental change or the complete list. The Consultant shall
provide the electronic copy of the cost proposals and subsequent proposed changes
to the cost proposals in Microsoft Excel format, version 2013 or format currently
in use by Caltrans. All resumes and cost proposals to add personnel must be
submitted and approved by the Caltrans Contract Manager prior to being submitted
to other Caltrans staff.
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N.

O.

General Equipment Requirements.
1.

The Consultant or its Subconsultants shall not incorporate any materials or
equipment of a single or sole source origin without the advance written approval of
Caltrans.

2.

The Consultant may claim reimbursement for providing equipment or supplies.
However, such claimed costs shall be in compliance with 48 Code of Federal
Regulation (CFR), Chapter 1, Part 31 (Federal Acquisition Regulation - FAR cost
principles) and 2 CFR, Part 200, and be consistent with the Consultant's companywide allocation policies and charging practices with all clients including federal
government, state governments, local agencies, and private clients.

Transportation Services Equipment Requirements.

1.

The Consultant shall provide all necessary tools, instruments, equipment, materials,
supplies, and safety equipment required to perform the work identified in each
Phase Order and this Contract accurately, efficiently, and safely. The Consultant’s
personnel shall be fully trained in the use of such necessary tools, instruments,
equipment, materials, supplies, and safety equipment. The Consultant shall not be
reimbursed separately for tools of the trade, which may include, but not be limited
to, the above-mentioned equipment.

2.

Consultant shall possess and skillfully operate:
a.

b.
P.

Critical Path Method (CPM) software, with Primavera Project Planner (P3,
P6) and SureTrak, or an updated version, as a minimum; Scheduler
Analyzer Pro; and Microsoft Project. The Consultant shall have access to
use additional industry standard CPM software, used by the contractors.
Microsoft Office (Word, Excel, PowerPoint, and others) software.

Standards.
1.

All work/services under this Contract shall be performed in accordance with all
applicable Federal, State, and Local statutes, laws, codes, regulations, policies,
procedures, ordinances, standards, specifications, performance standards, and
guidelines, including the latest Caltrans regulations, policies, procedures, manuals,
standards, specifications, performance standards, directives, guidelines,
handbooks, guidance documents, forms, templates, policy memo, methodologies,
and other informational or directive publications, including compliance with
Federal Highway Administration (FHWA) and State guidelines for implementing
those requirements; and any permits, licenses, agreements or certifications that
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apply to specific Phase Orders; the terms and conditions of this Contract; and
current Caltrans Manuals and any future revisions. Work not covered by the
“Manuals” shall be performed as specified in the Phase Order. If no standards exist,
Phase Orders may call for the development of new standards, so long as these
standards do not conflict with the requirements or amend the Scope of Work under
of this Contract.
a.
b.

c.

d.

2.

The Consultant is responsible for obtaining, at its expense, all necessary
manuals, reference documents, and other materials.
Caltrans Manuals generally may be purchased from the Publication
Distribution Unit. The Publications staff may be reached at (916) 263-0822,
and the center is located at the following address:
State of California
California Department of Transportation
Publication Distribution Unit
1900 Royal Oaks Drive
Sacramento, CA 95815-3800
Manuals and documents that are not available from the Caltrans Publication
Distribution Center or are not available from Caltrans’ Internet web site may
be requested from the Caltrans Contract Manager. Caltrans does not
guarantee the availability of publications nor its Internet web pages.
Required Manuals include:
i.
http://www.caltrans-opac.ca.gov/publicat.htm
ii.
http://www.dot.ca.gov/manuals.htm
Caltrans’ regulations, policies, procedures, manuals, standards,
specifications, performance standards, directives, guidelines, handbooks,
guidance documents, forms, templates, policy memo, methodologies, and
other informational or directive publications, are dynamic documents and
subject to change. The Consultant is responsible to verify that the latest
version or update is used.

Manuals, Documents, and Websites.
The following manuals, documents and links to internet sites are referenced in
association with the work in this Contract. The list is not all-inclusive, but it is
intended to illustrate the types of reference material and sources of information.
a.

Caltrans Internet Home Webpage:
http://www.dot.ca.gov/
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b

Memo to Designers (MTD)
http://www.dot.ca.gov/des/techpubs/mtd.html

c.

Bridge Design Aids (BDA)
http://www.dot.ca.gov/des/techpubs/bda.html

d.

Bridge Design Details (BDD)
http://www.dot.ca.gov/des/techpubs/bdd.html

e.

Seismic Design Criteria (SDC)
http://www.dot.ca.gov/hq/esc/earthquake_engineering/sdc/

f.

Bridge Standard Detail Sheets
http://www.dot.ca.gov/des/techpubs/bsds.html

g.

Geotechnical Manuals
http://www.dot.ca.gov/hq/esc/geotech/geo_manual/manual.html

h.

Caltrans Highway Design Manual:
http://www.dot.ca.gov/hq/oppd/hdm/hdmtoc.htm

i.

Manual of Uniform Traffic Control Devices (MUTCD):
California Manual on Uniform Traffic Control Devices:
http://mutcd.fhwa.dot.gov/
http://www.dot.ca.gov/trafficops/engineering/
http://www.dot.ca.gov/hq/traffops/engineering/mutcd/index.htm

j.

Caltrans Traffic Manual and Manual on Uniform Traffic Control Devices
(MUTCD) 2003 California Supplement:
http://www.dot.ca.gov/hq/traffops/engineering/controldevices/trafficmanual-current.htm
http://www.dot.ca.gov/trafficops/engineering/

k.

Caltrans Surveys Manual:
http://www.dot.ca.gov/hq/row/landsurveys/SurveysManual/Manual_TOC.
html

l.

Caltrans Construction Manual:
http://www.dot.ca.gov/hq/construc/constmanual/

m.

Construction Manual:
Chapter 5 Section 1 Project Records and Reports
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http://www.dot.ca.gov/hq/construc/constmanual/chapter5/sec5-1.pdf
n.

Caltrans Project Development Procedures Manual (PDPM):
http://www.dot.ca.gov/hq/oppd/pdpm/pdpmn.htm

o.

Project Development Procedures Manual: Chapter 15 - Final Project
Development Procedures:
http://www.dot.ca.gov/hq/oppd/pdpm/chap_pdf/chapt15.pdf

p.

Caltrans CADD Users Manual:
http://www.dot.ca.gov/hq/oppd/cadd/usta/caddman/english/toc.htm
http://www.dot.ca.gov/hq/oppd/cadd/usta/caddman/default.htm

q.

CADD Users Manual Chapter 4.3 As-Built Plans (March 30, 2011)
http://www.dot.ca.gov/hq/oppd/cadd/usta/caddman/english/4-3.pdf

r.

Caltrans Construction Manual: Traffic Safety Guidelines:
http://www.dot.ca.gov/hq/construc/manual2001/chapter2/chp2_2.pdf

s.

Caltrans Standard Plans and Standard Specifications:
Caltrans Specification and Estimate Procedures:
http://www.dot.ca.gov/hq/esc/oe/
http://www.dot.ca.gov/hq/esc/oe/standards.php
http://www.dot.ca.gov/hq/esc/oe/construction_standards.html
http://www.dot.ca.gov/hq/esc/oe/project_plans/
http://www.dot.ca.gov/hq/esc/oe/project_plans/highway_plans/stdplans_U
S-customary-units_10/viewable_pdf/2010-Std-Plns-for-Web.pdf
http://www.dot.ca.gov/hq/esc/oe/construction_contract_standards/std_spec
s/2010_StdSpecs/2010_StdSpecs.pdf
http://www.dot.ca.gov/hq/esc/oe/project_plans/HTM/06_plans_disclaim_
US.htm

t.

Caltrans Standard Special Provisions:
http://www.dot.ca.gov/hq/esc/oe/construction_standards.html

u.

Caltrans Guide for the Submittal of Plans, Specifications, and Estimates:
Caltrans Plans Preparation Manual:
http://www.dot.ca.gov/des/oe/
http://www.dot.ca.gov/hq/oppd/cadd/usta/caddman/english/4-1.pdf
http://www.dot.ca.gov/hq/oppd/cadd/usta/caddman/default.htm
http://www.dot.ca.gov/hq/oppd/cadd/usta/ppman/default.htm
http://www.dot.ca.gov/hq/esc/oe/standards.php
http://www.dot.ca.gov/hq/esc/oe/construction_standards.html
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v.

Caltrans Right of Way Manual:
http://www.dot.ca.gov/hq/row/rowman/manual/index.htm
http://www.dot.ca.gov/hq/row

w.

Caltrans Standard Environmental Reference Webpage:
Caltrans Standard Environmental Reference (SER), Caltrans
Environmental Handbook, Volume I, Volume II, Volume III, and Volume
IV:
http://www.dot.ca.gov/ser/
http://www.dot.ca.gov/ser/envhand.htm

x.

Caltrans PEAR Handbook:
http://www.dot.ca.gov/ser/pear.htm

y.

Caltrans Ready-to-list and Construction Contract Award Guide:
http://www.dot.ca.gov/hq/esc/oe/rtl_guide.html

z.

Caltrans Design Memorandum:
http://www.dot.ca.gov/hq/oppd/design/index.htm

aa.

Caltrans Cooperative Agreements Manual:
http://www.dot.ca.gov/hq/oppd/pdpm/chap_pdf/chapt16.pdf

bb.

Caltrans Environmental Policy Memos:
Environmental Policy Memos:
http://www.dot.ca.gov/ser/memos.htm

cc.

Median Barrier Guidelines.
(Not available on the internet)

dd.

AASHTO Policy on Geometric Design of Highways and Structures.
(Not a Caltrans Publication)

ee.

Division of Construction Oversight Engineer Field Guidelines.
Chapter 4 Project Completion.
http://www.dot.ca.gov/hq/construc/oversightengineerfieldguidelines2005.
pdf

ff.

Caltrans Encroachment Permits Manual.
Chapter 206.2A As-Built Plans and Other Completion Records.
http://www.dot.ca.gov/hq/traffops/developserv/permits/encroachment_per
mits_manual/index.html
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Q.

gg.

Local Assistance Procedures Manual.
Chapter 17.4 AS BUILT PLANS.
http://www.dot.ca.gov/hq/LocalPrograms/lam/lapm.htm

hh.

Office of Special Funded Projects Information and Procedures Guide.
Chapter 1-9 Project Records.
http://www.dot.ca.gov/hq/esc/osfp/osfp-manual/osfp-manual.htm

ii.

Code of Safe Drilling Practices
http://www.dot.ca.gov/hq/esc/geotech/drilling_services/page/CoSDP_July
2017.pdf

Field Safety.
In addition to the requirements specified elsewhere in this Contract, the following also shall
apply:
1.

The Consultant shall maintain a working environment that is safe for project
personnel and the public. The Consultant shall provide a Code of Safe Practices
that includes at a minimum, fall protection safety, lead training, respirator training,
and promotes an awareness of health and safety requirements and enforce
applicable regulations and contract provisions for the protection of the project
personnel and the public. The Consultant’s personnel shall comply with all safety
provisions
of
the
Caltrans
Safety
Manual
(http://www.dot.ca.gov/hq/opo/safety/safetymanual_toc.htm), Caltrans Surveys
Manual
(http://www.dot.ca.gov/hq/row/landsurveys/SurveysManual/Manual_TOC.html),
Caltrans
Laboratory
Safety
Manual
(http://www.dot.ca.gov/hq/esc/ctms/pdf/lab_safety_manual.pdf), Caltrans Traffic
Manual (http://www.dot.ca.gov/trafficops/engineering/) and Caltrans Code of Safe
Practices (http://www.dot.ca.gov/hq/construc/safety/).
The Consultant shall
comply with all Federal, State, and Local Occupational Safety and Health
Administration (OSHA) statutes, laws, codes, regulations, policies, procedures,
ordinances, standards, rules, specifications, performance standards, and guidelines,
and the safety instructions that Caltrans issues for performance of Phase Order
work, applicable to the work under this Contract, regarding safety equipment and
procedures (including, but not limited to, use and operation). Under no
circumstance shall the Consultant’s safety policies be less stringent than Caltrans’.

2.

The field work shall not be performed when conditions prevent a safe and efficient
operation and shall only be performed with written authorization by Caltrans.
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R.

3.

The Consultant shall provide, at no cost to Caltrans, all safety equipment to perform
the required services in a safe manner including, but not limited to: gloves,
coveralls, sunscreen, insect repellents, fire extinguisher, hard-soled safety
footwear, white hard hats, eye and hearing protection, and approved safety attire.
The Consultant’s personnel shall wear hard-soled safety footwear, white hard hats,
eye protection, hearing protection, and approved safety vests at all times while
working in the field.

4.

The Consultant shall provide, at no cost to Caltrans, appropriate safety training for
all the Consultant’s and the Subconsultant’s office, laboratory, and field personnel,
including training required for performing the work in an office setting or in the
field to work on and near highways in a safe manner.

5.

The Consultant shall be solely responsible for the protection of health and safety of
its personnel, Subconsultant’s personnel in the performance of this Contract.

6.

Any safety violations committed by the consultant personnel may be cause for
termination

Orientation Provided by Caltrans.
Caltrans may provide orientation regarding the requirements for this Contract and each
Phase Order as deemed necessary by Caltrans. The orientation may consist of a description
of Caltrans procedures, practices, and requirements for the specific work to be performed
and sharing of project related files and notes. However, if the orientation instructions
conflict with the contract or Phase Order requirements, the Contract and the executed Phase
Order shall prevail over any descriptions provided.

S.

Monitoring, Review Procedure, and Progress Reporting.
1.

The Caltrans Contract Manager shall have the unilateral right, from time to time or
as requested by the Consultant, to monitor and review the progress and processes
of the Consultant related to work performed under this Contract.

2.

The Consultant shall meet with the Caltrans Contract Manager as required and shall
provide a written monthly progress report with approved schedule, schedule status,
and payout curve or by using the earned value method that describe the work
performed on each task. The report will include assessing project risk through
monthly documentation of identifying and updating the risk category and approach
for monitoring those tasks. Invoices shall be submitted after the Contract Manager
approves the monthly progress report and the payout curve or with earned value
analysis. The Contract Manager will make judgment on whether work of sufficient
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quality and quantity has been accomplished by comparing the reported percent
complete against actual work accomplished.
3.

The overall performance of the Consultant Contract Manager, key personnel, and
team shall be evaluated by the Caltrans Contract Manager, as needed, but no less
frequently than annually, and at the expiration of the Contract. Unsatisfactory
reviews of specific consultant personnel may result in Caltrans requesting that they
be replaced with new personnel; the Consultant shall immediately replace
personnel with individuals whose qualifications at a minimum equal those of the
personnel replaced at no additional cost to Caltrans. Evaluation includes, but not
be limited to, the following:
a.
b.
c.
d.
e.
f.
g.
h.
i.

Job performance.
Quality of Work.
Timely submittal of reports, invoices, daily diaries, and other required
documents.
Early detection of problems and timely resolutions.
Requesting timely approval for personnel changes and travel expenditure.
Responsiveness and ability to control costs.
DBE Participation.
Conflicts of interest.
Earned value or payout curve in comparison to the actual work performed

Poor performance and any negative evaluations may result in the request for
replacement of the Consultant Contract Manager, key personnel, or any personnel;
the need to replace key personnel shall reflect adversely on the Consultant’s
performance evaluation, and if warranted, may result in the termination of the
Contract per Exhibit D, Section III, Termination of the Contract.
T.

General Materials to be provided or made available by Caltrans.
Materials (if deemed applicable, necessary, and when available from Caltrans) that may be
furnished or made available by Caltrans and where listed in the individual Phase Orders
and this Contract, are for the Consultant’s use only, shall be returned at the end of the
Contract. The Consultant shall use the materials in the execution of the specific work
described in the Phase Order. These materials may include, but not be limited to, the
following:
1.

Appropriate background or reference information for each Phase Order.

2.

A copy of the approved PID.
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3.

Project special provisions, full-size and reduced-size sets of project plans, materials
information handout, and construction contract and proposal, as necessary.

4.

Caltrans standardized forms.

5.

Caltrans shall provide Permits to Enter for private property access. The Consultant
shall notify Caltrans, in writing, sufficiently in advance of its need to enter upon
private property or facility to perform work. The Consultant’s notice shall specify
the date, purpose, duration, location, and the time of day of the Consultant’s
activities. The Consultant shall not perform work on property outside of the
Caltrans right-of-way until Caltrans has obtained an entry permit from the property
owner. The Consultant is responsible for notifying the property owner 48 hours in
advance of entering the property, unless otherwise specified in the Permit. The
Consultant shall notify the Caltrans Contract Manager within 48 hours if
permission has been denied. The Consultant personnel shall carry the Permits to
Enter on their person while performing work outside the Caltrans Right-of-Way.
No work shall be performed by the Consultant outside the Caltrans Right-of-Way
without Permits to Enter. The Consultant shall comply with all conditions imposed
by the Caltrans Contract Manager and requirements set forth in the Permit to Enter.
The Consultant shall be responsible for any damages that consultant did to owner
property at Consultant’s own expense.

6.

Appropriate background information, site topographic maps, as-built drawings,
blank Caltrans plan sheet overlays, digital electronic seed files, cell libraries, lane
closure request forms, right-of-way alignments and survey limits, preliminary
utility location maps, areas where focused studies are needed, Construction
Contract Documents, and Shop Drawings, as available, for each Phase Order.

7.

Digital Electronic templates of Phase Order formats.

8.

For Contract work on Caltrans’ Right-of-Way, an executed contract constitutes the
consultant’s “Encroachment Permit.” The consultant (prime as well as any
subconsultants) shall carry a copy of the fully executed contract along with the
pertinent Phase Order(s) at all times while conducting work for Caltrans within
Caltrans’ Right-of-Way.

9.

All pertinent documents, correspondence, investigations and environmental
permits issued by Caltrans.

10.

The Caltrans Contract Manager may designate a Caltrans Phase Order Manager to
manage the technical aspects of the Phase Order or each specific Phase Order.
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11.

U.

The Caltrans Contract Manager or Caltrans designee shall review existing technical
reports, as builts, etc., and all deliverables for compliance, substance and quality.

Materials to be provided by the Consultant.
Unless otherwise specified in this Contract, the Consultant shall provide all materials to
complete the required work in accordance with the delivery schedule and cost estimate
outlined in each Phase Order.
1.

The Consultant shall be responsible for obtaining all necessary approvals and
permits for Phase Order work performed on any property that Caltrans does not
own or control, with the exception of private property. The Consultant shall
identify all necessary approvals and permits, prepare signature-ready permit
applications, and track the status of permit applications, as specified in each Phase
Order.

2.

The Consultant shall provide personnel the following supporting materials at no
cost to the State:
a.
b.
c.

3.

When performing work within Railroad Company property, the Consultant is
required to obtain sufficient and/or adequate insurance coverage that shall comply
with the Railroad Company’s requirements when performing work within their
jurisdiction. The amount of insurance and types of coverage required by the
Railroad Company may be above and beyond that required by Caltrans. The
Consultant may be required to provide additional Railroad liability insurance
including, but not limited to:
a.
b.
c.
d.
e.
f.

V.

Standard Specifications.
Standard Plans.
Materials listed under section “Equipment Requirements”.

Commercial General Liability Insurance.
Business Automobile Coverage Insurance.
Worker Compensation and Employers Liability Insurance.
Railroad Protective Liability Insurance.
Umbrella or Excess Insurance.
Pollution Liability Insurance.

Product Approval and Payment
1.

All analytical results, plans, designs, specifications, estimates, notes, calculations,
analysis, reports, graphics, drawings, visual simulations, studies, product, data,
manuals, details, deliverables, backup documents, other documents, and other items
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produced by the Consultant in the performance of this Contract, shall be subject to
the approval and acceptance by Caltrans Contract Manager and/or Project Manager
prior to invoicing and payment for these items.

W.

2.

All of the deliverables and tasks provided for acceptance under each Phase Order
shall comply with the terms, covenants and conditions of this Contract.

3.

Upon completion of each deliverable or task, the Caltrans Contract Manager shall
either accept or reject the completed work. In the event of non-acceptance due to
errors, omissions, or non-compliance with the Caltrans Manuals, as revised as of
the time of the Phase Order, or the provisions of this Contract (including without
limitation the applicable Phase Order), the Consultant shall remedy the errors,
omissions, or non-compliance to the satisfaction of the Caltrans Contract Manager
at no cost to Caltrans prior to payment. Caltrans shall withhold approval and
payment until the work is satisfactorily completed and approved by the Caltrans
Contract Manager. Additional cost incurred to correct errors will not be
compensated.

4.

Caltrans shall not pay the Consultant for the Consultant’s work under this Contract
and the charges incurred by the Consultant that does not conform to the
requirements specified in this Contract and to the applicable Phase Order, and such
work shall be corrected at the Consultant’s sole expense at no additional cost to
Caltrans.

5.

All reviews, inspections and approvals made prior to the final acceptance of
deliverables or Phase Orders are intended only to provide interim authorizations to
proceed and do not constitute final approval of the deliverable or Phase Order.

6.

Notwithstanding any other provision of this Agreement, until final acceptance of a
Phase Order under the Agreement, any acceptance or approval means approval to
proceed, but it does not mean acceptance or approval of a deliverable or task, and,
it does not reduce or eliminate any of the Consultant’s duties or responsibilities
under this Agreement.

General Deliverables.
All deliverables, intermediate work products, and original documents including, but not
limited to, original field notes, photographs, reports, documents, plans, data, data files,
edits to field data, adjustment calculations, final results, drawings, specifications,
estimates, studies, record search, records, books, maps, manuscripts, manuals, digital
electronic software developed, databases, background information, spreadsheets,
procedural scripts, macros developed, and intellectual properties, developed pursuant to
this Contract, shall be subject to the provisions of Exhibit D, sections XIX and XX and
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shall be sent to Caltrans upon completion of each Phase Order deliverable and
acceptance/approval of the work by the Caltrans Contract Manager or immediately upon
request by the Caltrans Contract Manager. The Consultant shall retain a copy of all
documents furnished to Caltrans until expiration of the Contract.
Unless otherwise specified in the Phase Order, the deliverables shall conform to the
following:
1.

Data Format for Unprotected and Modifiable Digital Electronic File Transfers.
The Consultant shall deliver unprotected and modifiable digital electronic files
meeting the following requirements and as specified in each Phase Order:
a.
b.
c.
d.

Alphanumeric information (80 character, ASCII data type).
Reports (Acrobat Writer 5 and above).
Graphs, charts (Acrobat Writer 5 and above).
Compliance with standard naming convention (including, but not limited
to, Project ID, County, Route/PM, Date).

2.

The Consultant shall work in close liaison with the Caltrans Contract Manager.
Time is of the essence. Caltrans shall exercise review and approval functions
through the Caltrans Contract Manager at key points, as specified in each Phase
Order. Milestone reviews shall be performed with the Caltrans Contract Manager
for the specific performance, products, and deliverables listed in each Phase Order.

3.

The Consultant shall prepare a cost estimate showing task, subtask, personnel,
personnel hours estimated for each task or subtask, and a schedule of deliverables.

4.

All analytical results, plans, designs, specifications, estimates, notes, calculations,
analysis, reports, graphics, drawings, visual simulations, studies, product, data,
manuals, details, other documents, other items, and deliverables required by this
Contract shall be prepared on Caltrans standardized forms. Necessary forms shall
be provided by Caltrans for the Consultant’s use.

5.

All analytical results, plans, designs, specifications, estimates, notes, calculations,
analysis, reports, graphics, drawings, visual simulations, studies, product, data,
manuals, details, other documents, other items, and deliverables required by this
Contract shall be submitted in both hardcopy and unprotected and modifiable
digital electronic files in the Caltrans-approved forms and in the Caltrans-approved
and designated digital electronic formats (Microsoft Word, Microstation, CA ice,
AutoCAD Civil 3D, PhotoShop, 8 1/2 x 11 in green, plastic, three ring binder), in
accordance with the guidelines in this Contract and each Phase Order, and shall
conform to Caltrans standards and the requirements of the Caltrans Office Engineer
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at the end of Contract or when requested by the Caltrans Contract Manager or
Caltrans designee. The unprotected and modifiable digital electronic files shall
include the responsible person’s digital electronic signature and seal. The
Consultant shall verify the latest version of software used prior to submittal. The
Consultant shall also provide plot parameter (.par) or IPARM (.i) files in
accordance with I-Plot standards.
6.

At the end of each Phase Order or when requested by the Caltrans Contract
Manager, the Consultant shall also submit one (1) unprotected and modifiable
digital electronic copy of all analytical results, plans, designs, specifications,
estimates, notes, calculations, analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, other documents, other items,
and deliverables required by this Contract in a specified digital device format (CD,
DVD, and/or flash drive). The file formats shall be specified in each Phase Order.
Appropriate documentation shall accompany each digital device indicating the
contents of each file.

7.

When the Consultant is required to prepare and submit analytical results, plans,
designs, specifications, estimates, notes, calculations, analysis, reports, graphics,
drawings, visual simulations, studies, product, data, manuals, details, other
documents, other items, and deliverables required by this Contract and any
approved Phase Order to Caltrans or review analytical results, plans, designs,
specifications, estimates, notes, calculations, analysis, reports, graphics, drawings,
visual simulations, studies, product, data, manuals, details, deliverables, backup
documents, other documents, and other items submitted to Caltrans by others, these
documents shall be reviewed. They shall be submitted in draft as scheduled and
the opportunity provided for Caltrans to provide comments and feedback, prior to
final submittal. The specific schedule for Caltrans’ review of the Consultant’s
submittals shall be specified in the Phase Order.
The Consultant personnel involved in preparation or review of analytical results,
estimates, notes, calculations, analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, deliverables, backup
documents, other documents, and other items shall be identified in the prepared or
review report.

8.

If the Consultant fails to submit the required analytical results, plans, designs,
specifications, estimates, notes, calculations, analysis, reports, graphics, drawings,
visual simulations, studies, product, data, manuals, details, other documents, other
items, and deliverables required by this Contract and any approved Phase Order,
Caltrans shall have the right to withhold payment and/or terminate this Contract in
accordance with the termination provisions of this Contract per Exhibit D, Section
III, Termination. If the Contract is terminated, the Consultant shall, at Caltrans’
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request, return all materials recovered or developed by the Consultant under the
Contract including, but not limited to, photos, field notes, computer data files,
maps, artifact collections, catalogs, analytical results, plans, designs, specifications,
estimates, notes, calculations, analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, deliverables, backup
documents, other documents, and other items required by this Contract.
9.

For each Phase Order, a milestone submittal schedule shall be prepared by the
Consultant and approved by the Caltrans Contract Manager. Milestones may be
changed by written agreement between the Caltrans Contract Manager and the
Consultant Contract Manager through an amendment to the Phase Order.

10.

The Consultant shall prepare and update the Caltrans Work Breakdown Structure
(WBS) as set forth in this Contract for each Phase Order issued by the Caltrans
Contract Manager showing a deliverables schedule. It is expected that the
Consultant shall complete and meet the agreed upon schedule for each Phase Order.
Failure to complete the work based on the agreed upon schedule in the Phase Order
may result in termination of the Phase Order or this Contract. Caltrans may have
work completed in any way allowed by law, for which the Consultant shall be liable
for any additional costs incurred by Caltrans to complete the work. Such costs may
be deducted from amounts due to the Consultant in pending or future invoices, or
if the Contract is terminated, may be recouped by any means allowed by law.

11.

The Consultant shall maintain a separate complete set of project files for each Phase
Order issued by the Caltrans Contract Manager performed under this Contract. The
Consultant shall maintain two (2) sets of these files. One (1) set shall be maintained
on site with the Consultant and the other set shall be updated by the Consultant
monthly and delivered to the Caltrans Contract Manager in coordination with the
Caltrans Phase Order Manager. These files shall be indexed in accordance with
Caltrans’
Project
Development
Uniform
File
System
(http://www.dot.ca.gov/hq/oppd/pdpm/chap_pdf/chapt07.pdf). These files shall be
made available to the Caltrans Contract Manager during normal working hours and
shall be transferred to Caltrans upon completion of work under the Phase Order. If
requested by the Caltrans Contract Manager, the Consultant shall provide these
project files.

12.

Deliverables specified in each Phase Order shall be delivered to the attention and
address indicated in each Phase Order.

13.

The Consultant shall be capable of working in either English or Metric units.
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14.

All deliverables shall be prepared in Imperial English Units unless an exception is
approved. The units to be used for deliverables shall be addressed within individual
Phase Orders.

15.

A Phase Order may require the Consultant to use software and digital electronic
formats other than those indicated in this Contract as needed to accomplish the
objectives of the Phase Order.

16.

Quality Management Plan
Prior to the work, the Consultant shall prepare the quality management plan and the
minimum standard of work quality and obtain approval from the Caltrans Contract
Manager and/or Project Manager in effect for each and every Phase Order during
the entire time the work is being performed under the Contract. The Consultant
shall complete the quality management plan and certify at the completion of work
that all measures contained therein were satisfied. Caltrans shall perform quality
assurance on the quality management plan to assure that quality management was
satisfied.
The Consultant’s quality management plan shall establish a process whereby:
a.
b.
c.
d.

All deliverables are reviewed for accuracy, completeness, and readability
before submittal to Caltrans.
Calculations and plans are independently checked, corrected and rechecked.
All job-related correspondence and memoranda are routed and received by
affected persons and then filed in the appropriate Phase Order file.
Field activities are routinely verified for accuracy and completeness, such
that any discovered deficiencies do not become systemic or affect the result
of a Phase Order deliverable.

The Consultant shall provide an outline of the quality control program before a
specific task begins and shall identify critical quality control reviews within each
Phase Order. The Caltrans Contract Manager shall periodically request evidence
that the quality control/quality assurance plan is functioning. All analytical results,
plans, designs, specifications, estimates, notes, calculations, analysis, reports,
graphics, drawings, visual simulations, studies, product, data, manuals, details,
deliverables, backup documents, other documents, and other items required by this
Contract submitted to the Caltrans Contract Manager for review shall be marked
clearly as being fully checked or unchecked, and that the preparation of the material
followed the quality control plan established for the work. The Quality
Control/Quality Assurance (QC/QA) plan shall contain provisions for the
development of appropriate “checklists” to maintain product quality and control.
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These “checklists” shall be delivered to the Caltrans Contract Manager with the
QC/QA plan. The Consultant shall update these documents when directed by the
Caltrans Contract Manager. Within thirty (30) calendar days of the Notice to
Proceed (NTP), the Consultant shall submit to the Caltrans Contract Manager or
Caltrans designee a job specific QC/QA plan and staffing plan.
17.

Subject to Caltrans review, approval, and acceptance, the Consultant has total
responsibility for and shall verify the accuracy and completeness of the analytical
results, plans, designs, specifications, estimates, notes, calculations, analysis,
reports, graphics, drawings, visual simulations, studies, product, data, manuals,
details, other documents, other items, and deliverables required by this Contract
prepared by the Consultant or its Subconsultants for the projects as specified in this
Contract and in each Phase Order. All analytical results, plans, designs,
specifications, estimates, notes, calculations, analysis, reports, graphics, drawings,
visual simulations, studies, product, data, manuals, details, other documents, other
items, and deliverables required by this Contract shall be reviewed by Caltrans for
conformity with project standards and the requirements in the Phase Order and this
Contract. The analytical results, plans, designs, specifications, estimates, notes,
calculations, analysis, reports, graphics, drawings, visual simulations, studies,
product, data, manuals, details, other documents, other items, and deliverables
required by this Contract are subject to Caltrans’ review, approval, and acceptance.
Reviews by Caltrans do NOT include detailed review or checking of major
components, quantitative calculations, related details or accuracy of information.
The responsibility for accuracy and completeness of such items remains solely that
of the Consultant.

18.

The Caltrans Contract Manager shall address all questions which may arise as to
the quality or acceptability of deliverables furnished and work performed for this
Contract.

19.

Prepare the analytical results, plans, designs, specifications, estimates, notes,
calculations, analysis, reports, graphics, drawings, visual simulations, studies,
product, data, manuals, details, other documents, other items, and deliverables
required by this Contract in accordance with prevailing industry standards and in a
form acceptable to the Caltrans Contract Manager. These items shall identify the
preparer, the designated reviewers, and the criteria for acceptance. The deliverables
shall satisfy the Caltrans acceptance criteria and tests. The work product shall be
complete, of neat appearance, well-organized, technically and grammatically
correct, independently checked for error, checked by designated reviewers
(Caltrans and Consultant Personnel), dated, and shall conform to industry standards
and all applicable Caltrans, State, and Federal Standards, Requirements, and
Procedures. All deliverables shall be approved by the Caltrans Contract Manager
or Caltrans designee.
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The minimum standard of appearance, organization, and content of analytical
results, plans, designs, specifications, estimates, notes, calculations, analysis,
reports, graphics, drawings, visual simulations, studies, product, data, manuals,
details, deliverables, backup documents, other documents, and other items required
by this Contract, shall be that of similar types produced by Caltrans and set forth in
related Caltrans manuals.
Caltrans and the Consultant shall develop and agree to a schedule for the services
and deliverables to be completed and delivered, and where appropriate, for
acceptance criteria and acceptance tests that the services and deliverables must
satisfy as a prerequisite for approval by Caltrans. All deliverables shall satisfy the
Standards set forth in “Standards” Section in order to be accepted for payment.
X.

Transportation Services Deliverables.
1.

The Consultant shall obtain written approval from Caltrans for all analytical results,
plans, designs, specifications, estimates, notes, calculations, analysis, reports,
graphics, drawings, visual simulations, studies, product, data, manuals, details,
other documents, other items, and deliverables required by this Contract. If there
are no Caltrans standardized forms, the format and content requirements for all
analytical results, plans, designs, specifications, estimates, notes, calculations,
analysis, reports, graphics, drawings, visual simulations, studies, product, data,
manuals, details, deliverables, Noise Study documents, other documents, and other
items required by this Contract shall be specified in each Phase Order.

2.

All Transportation Services analytical results, plans, designs, specifications,
estimates, notes, calculations, analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, other documents, other items,
and deliverables required by this Contract performed on computer shall be
delivered to Caltrans including, but not limited to, the formats specified below:
a.

Text-based documents shall be submitted as an Adobe Portable Document
Format (“pdf”) file using Adobe Acrobat Professional version 5 or later
software. The pdf file shall be inclusive of all graphics (e.g. page
orientation, photographs or other images, charts, and tables) and be suitable
for printing in final form. The pdf file shall:
i.
Contain functioning bookmarks, indexes, tables of contents or other
hyperlinks as required by the Phase Order.
ii.
Be configured (e.g. bookmarks, indexes, table of contents,
thumbnails, annotations, signatures, and security settings) as
required, or as directed by the Phase Order.
iii.
Be optimized for use by Adobe Acrobat Reader 10 or newer.
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b.

c.

d.
e.
f.
g.
h.
i.
j.

Y.

Text-based documents shall also be submitted in Microsoft Word format,
version 2013 or version currently in use by Caltrans. The document shall
include all graphics (e.g. photographs, image graphics, charts, and tables).
Photographs shall be in “jpeg” file format. Other image graphics shall be
in “gif” format unless otherwise specified.
All graphics (e.g. photographs or other drawings) shall be submitted
separately from the pdf and Microsoft Word documents in archive-type file
formats (e.g. photographs and bitmapped drawings as “tif”, Microstation
drawings as “dgn”, and vector drawings as “ai”) unless otherwise specified.
The intent of this section is for the Consultant to provide Caltrans with a
copy of each graphic in an uncompressed file format for archive purposes.
The Consultant may suggest alternative formats that are compatible with
this goal.
Spreadsheet files shall be submitted in Microsoft Excel format, version
2013, or format currently in use by Caltrans.
Word processing files shall be submitted in Microsoft Word format, version
2013, or format currently in use by Caltrans.
Database files shall be submitted in Microsoft Access format, version 2013,
or in a format currently in use by Caltrans such as FilemakerPro.
The Consultant shall not format digital electronic files as “view only” or
“read only” unless so specified in the Phase Order.
Other - As specified in the Phase Order.
All scheduling deliverables and documents performed on computer shall be
delivered to Caltrans in the specified formats per executed Phase Orders.
Schedules in Critical Path Method (CPM) software; and Microsoft Projects.
The Consultant shall have an access to use additional industry standard
CPM software, used by the contractors.

Conflict of Interest
The Consultant, its subconsultants and their subsidiaries thereof who may provide, has
provided, or is currently providing Transportation services, and/or engineering services
under a contractual relationship with a construction contractor(s) on any Caltrans project
listed in this Scope of Work, must disclose the contractual relationship, the dates and the
nature of the services (either actually provided or potentially to be provided under the
contract(s).
The Consultant, its subconsultants and their subsidiaries are required to disclose in the SOQ
and throughout the term of the awarded contract any design engineering services including
claim services, lead project management services and construction engineering services
provided to Caltrans and all consultant clients which either actually provided or potentially
to be provided under that contract(s) on the projects listed in this SOW.
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Throughout the contract term, the Consultant will ensure that the consultant and its
subconsultants will agree that, prior to providing any engineering services to any
construction contractor on any of the Caltrans projects listed in this SOW, it will disclose
all actual and potential business relationship and mitigation efforts, if any, to eliminate any
conflicts of interest and will submit a written request and seek Caltrans’ consent to render
those services.
The submitted documentation regarding conflicts of interest will be used for determining
potential conflicts of interest; Caltrans will use this documentation to determine whether
the consultant or subconsultant may work on specific projects. A conflict of interest may
include a situation in which, during the term of the Contract, the consultant or any
subconsultants provide engineering services to a construction contractor who is awarded a
contract with Caltrans on a project for which the consultant or subconsultant is working on
an assigned Phase Order under this contract. In this situation, the Consultant must
immediately notify the Caltrans Contract Manager regarding the conflict. The Caltrans
Contract Manager will then terminate the Phase Order involving the conflict of interest and
Caltrans may obtain the conflicted services in any way allowed by law. Failure by the
Consultant to notify the Caltrans Contract Manager is grounds for termination of the
contract for default pursuant to Exhibit D, Section III, Termination, of the awarded
Contract. The Consultant and its subconsultants have not, currently do not, and will not
provide design engineering services including lead project management services and claim
services on the same Caltrans project(s) identified in this SOW.
All Transportation services deliverables produced by the Consultant and its subconsultants
shall be free of any actual or potential conflict of interest and shall be subject to the
approval and acceptance by the Caltrans Contract Manager.
In the event of non-acceptance due to discovery of conflict of interest, the Consultant shall
provide replacement deliverables free of any conflict of interest as a prerequisite for receipt
of payment and at no additional cost to Caltrans. In the event the Consultant is unable to
provide replacement deliverables, the Consultant shall not receive compensation for the
deliverables containing the conflict of interest. If work is later determined to contain a
conflict of interest, either the Consultant shall reimburse Caltrans for any amount paid for
the conflicted work or Caltrans may deduct that payment from any current or future
amounts owed to the Consultant. Failure by the Consultant to disclose any conflict of
interest to the Caltrans Contract Manager is grounds for termination of the contract for
default pursuant to Exhibit D, Section III, Termination, of the awarded contract.
The Consultant and its subconsultants will not be eligible to bid on or otherwise compete
for or accept awards for contracts for non-A&E construction or related construction
services for projects identified in the SOQ or assigned Phase Order(s). If the Consultant
or any subconsultants are not assigned specific projects by the expiration of the contract,
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either may bid or otherwise compete for and enter into contracts for non-A&E construction
and related services.
In the event of non-acceptance of a deliverable due to discovery of an actual conflict of
interest, the Consultant shall provide replacement deliverables free of any actual conflict
of interest as a prerequisite to receiving payment for the deliverable. In the event it is not
possible to provide a replacement deliverable, the Consultant shall not receive
compensation for any deliverables that contains an actual conflict of interest. The
following is(are) an example(s) of conflicts of interest:
Z.

Conflict of Interest Examples
a) Provide design engineering services and Construction Management/Inspection
services for the same project listed in this SOW.
b) Providing services to construction contractor’s subcontractors, fabricators,
equipment installer, material suppliers and other firms associated with the
projects listed in the Contract can be a potential conflict of interest when such
contractor teams are identified.
c) Providing design services for Caltrans and construction inspection services
for the construction contractor on the same project.
d) Bid and accept the award for non-A&E construction contract on the same
project that provided design services for.

The above list of conflict of interest scenarios is only a sample of types of conflicts of interest for
the services provided under this contract but is not an exclusive list of potential conflicts.
AA. List of Applicable Work Breakdown Structure (WBS) Elements
An inclusive list of WBS elements appropriate for inclusion for this type of contracts
listed below. The Consultant will verify with the Contract Manager a subset of WBS
elements suitable for the Contract before starting the work.
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WBS ID

WBS Name

Included

100
100.05
100.05.05
100.05.10
100.05.15
100.05.20
100.05.25
100.05.35

Perform Project Management
Project Management PID Component
PID Component Initiation and Planning
PID Component Execution and Control
PID Component Close Out
Project Shelving (PID)
Project Unshelving (PID)
Executed Cooperative Agreement for
PID Component
Other Project Management PID
Component Products
Project Management PA&ED
Component
PA&ED Component Initiation and
Planning
PA&ED Component Execution and
Control
PA&ED Component Close Out
Project Shelving (PA&ED)
Project Unshelving (PA&ED)
Updated Administrative Record and
Support for Legal Challenges during
PA&ED
Executed Cooperative Agreement for
PA&ED Component
Other Project Management PA&ED
Component Products
Project Management PS&E Component
PS&E Component Initiation and Planning
PS&E Component Execution and Control
PS&E Component Close Out
Project Shelving (PS&E)
Project Unshelving (PS&E)
Updated Administrative Record and
Support for Legal Challenges during
PS&E
Executed Cooperative Agreement for
PS&E Component
Other Project Management PS&E
Component Products

Yes
No
No
No
No
No
No
No

100.05.99
100.10
100.10.05
100.10.10
100.10.15
100.10.20
100.10.25
100.10.30

100.10.35
100.10.99
100.15
100.15.05
100.15.10
100.15.15
100.15.20
100.15.25
100.15.30

100.15.35
100.15.99

No
Yes
Yes
Yes
Yes
No
No
Yes

No
Yes
Yes
Yes
Yes
Yes
No
No
Yes

No
Yes

Notes
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100.20

Project Management Construction
Component
Construction Component Initiation and
Planning
Construction Component Execution and
Control
Construction Component Close Out
Project Shelving (Construction)
Project Unshelving (Construction)
Updated Administrative Record during
Construction
Executed Cooperative Agreement for
Construction Component
Other Project Management
Construction Component Products
Project Management Right of Way
Component
Right of Way Component Initiation and
Planning

No

100.25.10

Right of Way Component Execution and
Control

No

100.25.15

Right of Way Component Close Out

No

100.25.20

Project Shelving (Right of Way)

No

100.25.25

Project Unshelving (Right of Way)

No

100.25.30

Updated Administrative Record during
Right of Way

No

100.25.35

Executed Cooperative Agreement for
Right of Way Component

No

100.25.50

Executed Cooperative Agreement for
Right of Way Relinquishment

No

100.20.05
100.20.10
100.20.15
100.20.20
100.20.25
100.20.30
100.20.35
100.20.99
100.25
100.25.05

No
No
No
No
No
No
No
No
No
No

A&E Consultant can
complete PM tasks, but not
make RWLS decisions
A&E Consultant can
complete PM tasks, but
needs RW input
A&E Consultant can
complete PM tasks, but
needs RWLS input
A&E Consultant can
complete PM tasks, but
needs RWLS input
A&E Consultant can
complete PM tasks, but
needs RWLS input
A&E Consultant can
complete PM tasks, but
needs RWLS and Legal
input
A&E Consultant can
complete PM tasks, but
needs RWLS input
A&E consultant can
complete PM tasks, but
needs RWLS input
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100.25.99

Other Project Management Right of Way No
Component Products

150

Develop Project Initiation Document
(PID)
Transportation Problem Definition and
Site Assessment
Review of Existing Reports, Studies, and
Mapping
Geological Hazards Review
Utility Search
Environmental Constraints Identification
Traffic Forecasts/Modeling
Surveys and Maps for PID
Regular Surveys and Maps for PID
Accelerated Engineering Surveys
Transportation Problem Definition and
Site Assessment
As-Built Centerline and Existing Right of
Way
Other Definition And Assessment
Products
Initial Alternatives Development
Public / Local Agency Input
Value Analysis
Concept Alternatives Development
Other Initial Alternative Development
Products
Alternatives Analysis
Right of Way Data Sheets
Utility Relocation Requirements
Assessment
Railroad Involvement Determination
District Preliminary Geotechnical Report
(DPGR)
Preliminary Materials Report
Structures Advance Planning Study (APS)
Multimodal Review
Hydraulic Review
Traffic Capacity Analysis
Traffic Studies
Construction Estimates

150.05
150.05.05
150.05.10
150.05.15
150.05.20
150.05.25
150.05.30
150.05.30.05
150.05.30.10
150.05.35
150.05.45
150.05.99
150.10
150.10.05
150.10.10
150.10.15
150.10.99
150.15
150.15.05
150.15.10
150.15.15
150.15.20
150.15.25
150.15.30
150.15.35
150.15.40
150.15.45
150.15.50
150.15.55

No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No

A&E consultant can
complete PM tasks, but
needs RWLS input
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150.15.60
150.15.99
150.20
150.20.05
150.20.10
150.20.15
150.20.20
150.20.25
150.20.30
150.20.40
150.20.45
150.20.50
150.20.55
150.20.60
150.20.65
150.20.70
150.20.99
150.25
150.25.05
150.25.10
150.25.15
150.25.20
150.25.25
150.25.30
150.25.30.05
150.25.30.10
150.25.30.15
150.25.30.20
150.25.30.25
150.25.99

Preliminary Transportation
Management Plan
Other Alternative Analysis Products
Preliminary Environmental Analysis
Report (PEAR)
Initial Noise Study
Hazardous Waste Initial Site
Assessment/Investigations
Scenic Resources and Landscape
Architecture Review
Initial NEPA/404 Coordination
Initial Biology Study
Initial Records and Literature Search for
Cultural Resources
Initial Community Impact Analysis, Land
Use, and Growth Studies
Initial Air Quality Study
Initial Water Quality Studies
Initial Floodplain Study
Preliminary Environmental Analysis
Report Preparation
Initial Paleontology Study
Initial Native American Coordination
Other PEAR Products
Approved PID (PSR, PSSR, etc.)
Draft PID
Approved Exceptions to Design
Standards
Approved Access Modification Request
PID Circulation, Review & Approval
Storm Water Data Report
Draft Project Report as part of a
PSSR/PR Programming Document
Cost Estimates for Alternatives
Fact Sheet for Exceptions to Design
Standards
Approved Exceptions to Encroachment
Policy
Draft Project Report as part of a
PSSR/PR Programming Document
Draft Project Report Circulation Review
and Approval
Other PID Products

No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
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150.35

150.40
150.40.05
150.40.10
150.40.15
150.40.20
150.40.25
150.40.30
150.40.35
150.40.40
150.40.45
150.40.50
150.40.55
150.40.95
150.45
160
160.05
160.05.05
160.05.10
160.05.15
160.05.20
160.05.25
160.05.30
160.05.35
160.05.99
160.10
160.10.10
160.10.15
160.10.20
160.10.25
160.10.30
160.10.35

Required Permits, Licenses, Agreements,
and Certifications (PLACs) during Project
Initiation Documents Development
PLACs During Project Initiation
Documents Development
U.S. Army Corps of Engineers Permit
(404/10)
U.S. Forest Service PLACs
U.S. Coast Guard PLACs
Department of Fish and Wildlife 1600
Agreement(s)/2080.1/2081 Permit(s)
Coastal Development Permit
Local Agency Concurrence/PLACs
Waste Discharge (NPDES) Permit
U.S. Fish and Wildlife Service/National
Marine Fisheries Service Approvals
Regional Water Quality Control Board
401 Permit
Updated Environmental Commitments
Record
NEPA Assignment
Other PLACs
Base Maps and Plan Sheets for Project
Initiation Documents
Perform Preliminary Engineering Studies
and Draft Project Report
Updated Project Information
Approved PID Review
Geotechnical Information Review
Materials Information Review
Traffic Data and Forecasts Review
Geometrics Review
Project Scope Review
Project Cost Estimate Review
Other Project Information Products
Engineering Studies
Traffic Forecasts/Modeling
Geometric Plans for Project Alternatives
Value Analysis
Hydraulics/Hydrology Studies
Highway Planting Design Concepts
Traffic Operational Analysis

No

No
No
No
No
No
No
No
No
No
No
No
No
No
No
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
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160.10.40
160.10.45

Updated Right of Way Data Sheet
Utility Locations Determined for
Preliminary Engineering

No
No

160.10.50
160.10.55
160.10.60
160.10.65

Railroad Study
Multi-modal Study
Park and Ride Study
Right of Way Relinquishment and
Vacation Study

No
No
No
No

160.10.70
160.10.75
160.10.80
160.10.85
160.10.90
160.10.95

Traffic Studies
Updated Materials Information
Updated Geotechnical Information
Structures Advance Planning Study (APS)
High Occupancy Vehicle Report
Updated Preliminary Transportation
Management Plan
Other Engineering Studies
Draft Project Report
Cost Estimates for Alternatives
Fact Sheet for Exceptions to Design
Standards
Approved Exceptions to Encroachment
Policy
Draft Project Report
Draft Project Report Circulation Review
and Approval
Other Draft Project Report Products
Engineering and Land Net Surveys
Existing Records
Land Net Surveys
Land Net Map
Right of Way Engineering Products
Control Surveys
Photogrammetric Maps and Products
Engineering Surveys
As-Built Centerline Surveys
Pavement Surveys
Environmental Study Request (ESR)

Yes
Yes
Yes
Yes
Yes
Yes

160.10.99
160.15
160.15.05
160.15.10
160.15.15
160.15.20
160.15.25
160.15.99
160.20
160.20.25
160.20.30
160.20.35
160.20.40
160.20.50
160.20.55
160.20.60
160.20.65
160.20.70
160.30

Yes
Yes
Yes
Yes
Yes
Yes
Yes
No
No
No
No
No
No
No
No
No
No
No
Yes

A&E Consultant can
create/modify utility
verification maps, but
cannot contact complete
NTOs or Agreements
Collaborative process

A&E Consultant cannot
perform this activity/make
decision without RWLS
input
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160.30.05
160.30.10
160.30.15
160.40
160.45
165
165.05
165.05.05
165.05.10
165.05.15
165.05.99
165.10
165.10.15
165.10.20
165.10.25
165.10.30
165.10.35
165.10.40
165.10.45
165.10.55
165.10.60
165.10.65
165.10.70
165.10.75
165.10.80
165.10.85
165.10.99
165.15
165.15.05
165.15.10

Maps for ESR
Surveys and Mapping for Environmental
Studies
Property Access Rights for
Environmental/Engineering Studies
NEPA Assignment
Base Maps and Plan Sheets for PA&ED
Development
Perform Environmental Studies and
Prepare Draft Environmental Document
Environmental Scoping of Alternatives
Identified for Study in PID
Project Information Review
Public and Agency Scoping Process
Alternatives for Further Study
Other Environmental Scoping of
Alternatives Identified for Studies in PID
General Environmental Studies
Community Impact Analysis Land Use
and Growth Studies
Visual Impact Assessment and Scenic
Resource Evaluation
Noise Study
Air Quality Study
Water Quality Studies
Energy Studies
Summary of Geotechnical Report
Draft Right of Way Relocation Impact
Document
Location Hydraulic and Floodplain Study
Report
Paleontology Study
Wild and Scenic Rivers Coordination
Environmental Commitments Record
Hazardous Waste Initial Site
Assessments/Investigations
Hazardous Waste Preliminary Site
Investigations
Other Environmental Studies
Biological Studies
Biological Assessment
Wetlands Study

Yes
Yes
No
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
No
Yes
Yes
No
Yes
Yes
Yes
No
Yes
Yes
Yes
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165.15.15
165.15.20
165.15.99
165.20
165.20.05
165.20.05.05
165.20.05.10
165.20.05.15
165.20.05.20
165.20.05.25
165.20.05.99
165.20.10
165.20.10.05
165.20.10.10
165.20.10.15
165.20.10.20
165.20.10.25
165.20.10.99
165.20.15
165.20.15.05
165.20.15.10
165.20.15.15
165.20.15.20
165.20.15.25
165.20.15.99
165.20.20
165.20.20.05
165.20.20.10
165.20.20.15
165.20.20.20
165.20.20.99
165.20.25

Resource Agency Permit Related
Coordination
Natural Environment Study (NES) Report
Other Biological Studies
Cultural Resource Studies
Archaeological Survey
Area of Potential Effects/Study Area
Map
Native American Consultation
Records and Literature Search
Field Survey
Archaeological Survey Report (ASR)
Other Archaeological Survey Products
Extended Phase I Archaeological Studies
Native American Consultation
Extended Phase 1 Proposal
Extended Phase 1 Field Investigation
Extended Phase 1 Materials and Analysis
Extended Phase 1 Report
Other Phase I Archaeological Study
Products
Phase II Archaeological Studies
Native American Consultation
Phase II Proposal
Phase II Field Investigation
Phase II Materials Analysis
Phase II Report
Other Phase II Archaeological Study
Products
Historical and Architectural Resource
Studies
Preliminary Area Of Potential Effects
/Study Area Maps for Architecture
Historic Resources Evaluation Report Archaeology
Historic Resource Evaluation Report Architecture (HRER)
Bridge Evaluation
Other Historical and Architectural
Resource Study Products
Cultural Resources Compliance
Consultation Documents

Yes
Yes
No
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
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165.20.25.05
165.20.25.10
165.20.25.15
165.20.25.20
165.20.25.25
165.20.25.30
165.20.25.99
165.25
165.25.05
165.25.10
165.25.15
165.25.20
165.25.25
165.25.30
165.25.99
165.30
170

170.05
170.10
170.10.05
170.10.10
170.10.15
170.10.20
170.10.25
170.10.30
170.10.40
170.10.45
170.10.50
170.10.60

Final Area of Potential Effects /Study
Area Maps
PRC 5024.5 Consultation
Historic Property Survey Report/Historic
Resources Compliance Report
Finding of Effect (FOE)
Archaeological Data Recovery
Plan/Treatment Plan
Memorandum of Agreement (MOA)
Other Cultural Resources Compliance
Consultation Products
Draft Environmental Document
Draft Environmental Document Analysis
Section 4(f)/6(f) Evaluation
Categorical Exemption/Categorical
Exclusion (CE) Determination
Environmental Quality Control and
Other Reviews
Approval to Circulate Resolution
Environmental Coordination
Other Draft Environmental Document
Products
NEPA Assignment
Obtain Permits, Licenses, Agreements,
and Certifications (PLACs) and Route
Adoptions during PA&ED Component
Required PLACs
PLACs
U.S. Army Corps of Engineers Permit
(404/10)
U.S. Forest Service PLACs
U.S. Coast Guard PLACs
Department of Fish and Wildlife 1600
Agreement(s)/2080.1/2081 Permit(s)
Coastal Development Permit
Local Agency Concurrence/PLACs
Waste Discharge (NPDES) Permit(s)
U.S. Fish and Wildlife Service/National
Marine Fisheries Service Approval
Regional Water Quality Control Board
401 Permit
Updated Environmental Commitments
Record

Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes

Yes
Yes
Yes
No
No
Yes
No
Yes
Yes
Yes
Yes
Yes
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170.10.95
170.15

Other PLACs
Railroad Agreements

Yes
No

170.15.05

Plan Approval

No

170.15.10

Railroad Special Provisions and
Insurance Clauses

No

170.15.15

Service Contract for Railroad Services

No

170.15.20

Service Contracts for Railroad Services

No

170.15.25

PUC Exhibits and Application

No

170.15.99

Other Railroad Agreement Products

No

170.20
170.20.05
170.20.10
170.20.15
170.20.20
170.20.99
170.25
170.30
170.40

Freeway Agreements
Draft Freeway Agreement
Draft Freeway Agreement Review
Final Freeway Agreement
Executed Freeway Agreement
Other Freeway Agreement Products
Agreement for Material Sites
Executed Maintenance Agreement
Route Adoptions

No
No
No
No
No
No
No
No
No

A&E Consultant can
participate in Site
Diagnostic meeting and
assist in determining R/W
requirements. Other tasks
(negotiate w/RR, PUC
application, RR specs,
agreements must be done
by R/W.
A&E Consultant can
participate in plan
approval, but R/W is
communication lead w/RR
A&E consultant can draft
special provisions in
coordination w/district RR
coordinator
A&E consultant acting as
Resident Engineer may
approve invoices for
payment. All other service
contract matters done by
R/W.
A&E consultant acting as
structures engineer may
have input regarding C&M
Agreement. All other
matters done by R/W.
A&E consultant can draft
necessary exhibits. All
other matters done by R/W
"all other work…" R/W is
lead
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170.40.05
170.40.10
170.40.15
170.40.99
170.45
170.55
175
175.05
175.05.05
175.05.10
175.05.15
175.05.20
175.05.99
175.10
175.10.05
175.10.10
175.10.15
175.10.20
175.10.25
175.10.30
175.10.35
175.10.40
175.10.99
175.15
175.20
175.25
180
180.05
180.05.05
180.05.10
180.05.15
180.05.99
180.10

Route Adoption Map
New Connection Request and Route
Adoption CTC Submittal
Route Adoption and Public Road
Connection Placed on CTC Agenda
Other Route Adoption Products
MOU from Tribal Employment Rights
Office (TERO)
NEPA Assignment
Circulate Draft Environmental Document
and Select Preferred Project Alternative
DED Circulation
Master Distribution and Invitation Lists
Notices Regarding Public Hearing and
Availability of DED
DED Publication and Circulation
Federal Consistency Determination
(Coastal Zone)
Other DED Circulation Products
Public Hearing
Need for Public Hearing Determination
Public Hearing Logistics
Displays for Public Hearing
Second Notices of Public Hearing and
Availability of DED
Map Display and Public Hearing Plan
Display Public Hearing Maps
Public Hearing
Record of Public Hearing
Other Public Hearing Products
Public Comment Responses and
Correspondence
Project Preferred Alternative
NEPA Assignment
Prepare and Approve Project Report and
Final Environmental Document
Project Report
Updated Draft Project Report
Approved Project Report
Updated Storm Water Data Report
Other Project Report Products
Final Environmental Document

No
No
No
No
No
Yes
Yes
Yes
Yes
Yes
Yes
No
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
No
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
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180.10.05

Approved Final Environmental
Document
Draft Final Environmental Document
Review
Revised Draft Final Environmental
Document
Section 4(f)/6(f) Evaluation
Findings
Statement of Overriding Considerations
CEQA Certification
FHWA Approval
Section 106 Consultation and MOA
Section 7 Consultation
Final Section 4(f)/6(f) Statement
Floodplain Only Practicable Alternative
Finding
Wetlands Only Practicable Alternative
Finding
Section 404 Compliance
Mitigation Measures
Public Distribution Of FED And Respond
To Comments
Final Right of Way Relocation Impact
Document
Other FED Products

Yes

Yes

180.15.05

Completed Environmental
Document/Determination
Record Of Decision (NEPA)

180.15.10

Notice Of Determination (CEQA)

Yes

180.15.20

Environmental Commitments Record

Yes

180.15.99

Other Completed Environmental
Document Products
NEPA Assignment

Yes

180.10.05.05
180.10.05.10
180.10.05.15
180.10.05.20
180.10.05.25
180.10.05.30
180.10.05.35
180.10.05.40
180.10.05.45
180.10.05.50
180.10.05.55
180.10.05.60
180.10.05.65
180.10.05.70
180.10.10
180.10.15
180.10.99

180.15

180.20

Yes
Yes
Yes
Yes
Yes
Yes
No
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes

Yes

Yes

Final review by CT.
Consultant may assist with
developing.
Approval by CT. Consultant
may assist.
Approval by CT. Consultant
may assist.
Approval by CT. Consultant
may assist.
Approval by CT. Consultant
may assist.
Approval by CT. Consultant
may assist.
Generally Caltrans task
although consultant
prepares items that are
ultimately under NEPA
Assignment.
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185

Yes

185.05

Prepare Base Maps and Plan Sheets for
PS&E Development
Updated Project Information

185.05.05

Project Concept Review

Yes

185.05.10

Updated Project Information

Yes

185.05.99

Yes

185.10.50

Other Updated Project Information
Products
Surveys and Photogrammetric Mapping
for Design
Control Surveys

185.10.55

Photogrammetric Maps and Products

No

185.10.60

Engineering Surveys

No

185.10.65

As-Built Centerline Surveys

No

185.10.70

Pavement Surveys

No

185.15

Preliminary Design

Yes

185.15.05

Roadway and Miscellaneous Design

Yes

185.15.10

Proposed Geometrics Review

No

185.15.15

Yes

185.15.20

Requests for Exceptions to Design
Standards
Value Analysis

185.15.99

Other Preliminary Design Products

Yes

185.20

Engineering Reports

Yes

185.20.05

No

185.20.10

Updated Traffic Data Analysis and
Forecasts
Hydrology and Hydraulic Reports

185.20.15

Geotechnical Design Report (GDR)

Yes

185.10

Yes

No
No

No

Yes

Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
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185.20.20

Pavement Design Report

No

185.20.25

Materials Report

Yes

185.20.30

Soundwall Design Report

No

185.20.35

Updated Transportation Management
Plan For Design Phase
Utility Locations Determined for Design

Yes

Other Engineering Report Products
Right of Way Requirements
Determination
Project Review With Affected Agencies
Fee and Easement Requirements
Determination
Right of Way Requirements Maps
Final Railroad Involvement
Determination
Water Well Abandonment Needs
Determination
Utility Conflict Maps

Yes
No

Structure Site Plans
Site Plans for Bridges and Structures
Site Plans for Retaining Walls and Nonstandard Earth Retention Systems
Site Plans for Soundwalls on Retaining
Systems or Structures
Site Plans for Pumping Plants
Site Plans for Special-Design Culverts
Other Structure Site Plan Products
Other Base Map And Plan Sheet
Products
Right of Way Property Management and
Excess Land
Property Management

No
No
No

185.20.40

185.20.99
185.25
185.25.05
185.25.10
185.25.15
185.25.20
185.25.25
185.25.30

185.30
185.30.10
185.30.15
185.30.20
185.30.25
185.30.30
185.30.99
185.99
195
195.40

Yes

Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
Non-environmental. Other
Division to advise.
A&E consultant cannot
notice owner or
complete/execute the
utility agreement

Yes
No
No
No
No
Yes

No
No
No
No
Yes
No
No

A&E consultant may create
conflict maps, but shall not
determine UT RW
requirements nor transmit
to UTs
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195.40.05

No

195.45.30
195.45.35
195.45.99
200

Fair Market Rent Determinations
(Residential)
Fair Market Rent Determinations (NonResidential)
Regular Property Management
Property Maintenance and
Rehabilitation (Rentable Property)
Property Maintenance and
Rehabilitation (Non-Rentable Property)
Hazardous Waste and Hazardous
Materials
Transfer of Property to Clearance Status
Other Property Management Products
Excess Land
Excess Lands Inventory
Excess Land Appraisal and Public Sale
Estimate
Government Code Section 54235
Administration
Property Disposal of Units up to $15,000
Property Disposal of Units Between
$15,001 and $50,000
Property Disposal of Units over $50,000
CTC and AAC Coordination
Other Excess Land Products
Utility Relocation

200.15
200.20

Approved Utility Relocation Plan
Utility Relocation Package

No
No

200.25
200.30

Utility Relocation Management
Utility Close Out

No
No

200.99
205

Other Utility Relocation Products
Obtain Permits, Licenses, Agreements,
and Certifications (PLACs) during PS&E
Component

No
Yes

195.40.10
195.40.15
195.40.20
195.40.25
195.40.30
195.40.35
195.40.99
195.45
195.45.05
195.45.10
195.45.15
195.45.20
195.45.25

No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No

A&E consultant can review
plans to ensure utility
relocation plan clears
project
FHWA specific
authorization, NTOs, ROI,
Agreements are RW
activities
Invoices should be paid &
conveyance documents
sent/verified by R/W
Coordination and final
review by CT. May need to
check signature protocols.
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205.05

PLACs Determination

Yes

205.10

PLACs

Yes

205.10.05

U.S. Army Corps of Engineers Permit
(404/10)

Yes

205.10.10

U.S. Forest Service PLACs

Yes

205.10.15

U.S. Coast Guard PLACs

Yes

205.10.20

Department of Fish and Game 1600
Agreement(s)/2080.1/2080 Permit(s)

Yes

205.10.25

Coastal Development Permit

No

205.10.30

Local Agency Concurrence/PLACs

Yes

205.10.40

Waste Discharge (NPDES) Permit(s)

Yes

205.10.45

U.S. Fish and Wildlife Service/National
Marine Fisheries Service Approval

Yes

205.10.50

Regional Water Quality Control Board
401 Permit

Yes

205.10.60

Updated Environmental Commitments
Record
Other PLACs

Yes

205.10.95

Yes

Coordination and final
review by CT. May need to
check signature protocols.
Coordination and final
review by CT. May need to
check signature protocols.
Coordination and final
review by CT. May need to
check signature protocols.
Coordination and final
review by CT. May need to
check signature protocols.
Coordination and final
review by CT. May need to
check signature protocols.
Coordination and final
review by CT. May need to
check signature protocols.
Coordination and final
review by CT. May need to
check signature protocols.
Coordination and final
review by CT. May need to
check signature protocols.
Coordination and final
review by CT. May need to
check signature protocols.
Coordination and final
review by CT. May need to
check signature protocols.
Coordination and final
review by CT. May need to
check signature protocols.
Approval by CT. Consultant
may assist.
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205.15

Railroad Agreements

No

205.15.05

Plan Approval

No

205.15.10

Special Provisions and Insurance Clauses

No

205.15.15
205.15.20

Service Contract for Railroad Services
Construction and Maintenance
Agreement
PUC Exhibits and Application

No
No

Other Railroad Agreement Products
Agreement for Material Sites
Executed Maintenance Agreement
MOU from Tribal Employment Rights
Office (TERO)
NEPA Assignment

No
No
No
No

Perform Right of Way Engineering
Existing Land Net
Existing Records
Land Net Survey
Monumentation Perpetuation Record of
Survey
Land Net Map
Right of Way Maps
Appraisal Map
Other Maps

No
No
No
No
No

205.15.25

205.15.99
205.25
205.30
205.45
205.55

220
220.05
220.05.05
220.05.10
220.05.25
220.10
220.15
220.15.05
220.15.95

No

Yes

No
No
No
No

A&E Consultant can
participate in Site
Diagnostic meeting and
assist in determining R/W
requirements. Other tasks
(negotiate w/RR, PUC
application, RR specs,
agreements must be done
by R/W.
A&E Consultant can
participate in plan
approval, but R/W is
communication lead w/RR
A&E consultant can draft
special provisions in
coordination w/district RR
coordinator

A&E consultant can draft
necessary exhibits. All
other matters done by R/W

Generally Caltrans task
although consultant
prepares items that are
ultimately under NEPA
Assignment.
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220.20
220.20.05
220.20.15

Acquisition Documents
Deeds
Resolution of Necessity Package

No
No
No

220.25
220.25.05
220.25.95
220.35
220.35.05
220.35.10
225

Documents to Convey Property Rights
Director’s Deed Package
Other Deeds and Documents
Field Located Right of Way
Flagged Right of Way
Staked Right of Way
Obtain Right of Way Interests for Project
Right of Way Certification
Parcel and Project Documentation
Right of Way Appraisals
Right of Way Acquisition
Right of Way Relocation Assistance
Right of Way Clearance
Right of Way Condemnation
Prepare Draft PS&E
Draft Roadway Plans
Title Sheet
Typical Cross Sections
Key Map and Line Index
Roadway Layouts
Profile and Superelevation Sheets
Construction Details
Contour Grading Plans
Summary of Quantities Sheets
Noise Barrier Plans
Retaining Wall Plans
Standard Plans Selection
Stage Construction and Detour Plans or
Traffic Handling Plans
Water Pollution Control Plans
Engineering Reports
Hydrology and Hydraulic Reports
Products Required to Ready Site for
Subsurface Exploration
Geotechnical Design Report (GDR)
Pavement Design Report
Materials Report
Other Draft Roadway Plan Products

No
No
No
No
No
No
No

225.50
225.60
225.65
225.70
225.75
225.80
230
230.05
230.05.05
230.05.10
230.05.15
230.05.20
230.05.25
230.05.30
230.05.35
230.05.40
230.05.45
230.05.50
230.05.55
230.05.60
230.05.65
230.05.70
230.05.70.05
230.05.70.10
230.05.70.15
230.05.70.20
230.05.70.25
230.05.99

No
No
No
No
Yes
No
Yes
Yes
Yes
Yes
Yes
Yes
No
Yes
Yes
Yes
No
No
Yes
No
Yes
Yes
Yes
Yes
Yes
No
Yes
Yes

A&E consultant can
prepare exhibits
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230.10
230.10.05
230.10.15
230.10.20
230.10.30
230.10.99
230.15
230.15.05
230.15.10
230.15.15
230.15.99
230.20
230.25

230.25.05
230.25.10
230.25.99
230.30
230.35
230.35.05
230.35.10
230.35.15
230.35.20
230.35.25
230.35.30
230.35.35
230.35.40
230.35.99
230.40
230.40.05
230.40.10
230.40.15
230.40.20
230.40.25
230.40.30
230.40.35
230.40.40

Draft Highway Planting Plans
Highway Planting Plans
Plant List
Irrigation Plans
Irrigation Quantity Sheets
Other Draft Highway Planting Plan
Products
Draft Traffic Plans
Signing and Pavement Delineation Plans
Construction Area Signs Plans
Traffic Electrical Plans
Other Draft Traffic Plan Products
Transportation Management Plan
Draft Utility Plans

Yes
Yes
Yes
No
No
Yes

New Facility Plans
Utility Relocation Plans
Other Draft Utility Plan Products
Draft Drainage Plans
Draft Specifications
Roadway Specifications
Highway Planting Specifications
Traffic Specifications
Electrical Specifications
Utility Specifications
Hydraulic Specifications
Water Pollution Control Specifications
Erosion Control Specifications
Other Draft Specification Products
Draft PS&E Quantities and Estimates
Roadway Quantities and Estimates
Highway Planting Quantities and
Estimates
Drainage Quantities and Estimates
Traffic Quantities and Estimate
Electrical Quantities and Estimates
Utility Quantities and Estimate
Water Pollution Control Quantities and
Estimates
Erosion Control Quantities and
Estimates

No
No
No
Yes
Yes
Yes
Yes
Yes
Yes
No
Yes
Yes
Yes
Yes
Yes
Yes
Yes

Yes
Yes
Yes
Yes
Yes
Yes
No

Yes
Yes
Yes
No
Yes
Yes

A&E consultant can draft
plans, but needs RW for
coordinating efforts
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230.40.99

Other Draft PS&E Quantities And
Estimates Products
Structures Draft PS&E Incorporation
Updated Project Information for PS&E
Package
Updated Storm Water Data Report
Other Reviews and Update of Project
Information
NEPA Assignment

Yes

Yes
Yes

235.05

Other Draft PS&E Products
Mitigate Environmental Impacts and
Clean up Hazardous Waste
Environmental Mitigation

235.05.05

Historical Structures Mitigation

No

235.05.10

Archaeological and Cultural Mitigation

Yes

230.55
230.60
230.60.05
230.60.10
230.90

230.99
235

No
Yes
Yes
Yes
Yes

Yes

Generally Caltrans task
although consultant
prepares items that are
ultimately under NEPA
Assignment.

Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
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235.05.15

Biological Mitigation

Yes

235.05.20

Environmental Mitigation Right of Way
Work

Yes

235.05.25

Paleontology Mitigation

Yes

235.05.99

Other Environmental Mitigation
Products

Yes

235.10

Detailed Site Investigation for Hazardous
Waste

Yes

Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
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235.10.05

Right or Permit for Hazardous Waste
Site Investigations

Yes

235.10.10

Hazardous Waste Sites Survey

Yes

235.10.15

Detailed Hazardous Waste Site
Investigation

Yes

235.15

Hazardous Waste Management Plan

Yes

235.20

Hazardous Waste PS&E

Yes

Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
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235.25

Hazardous Waste Clean-up

Yes

235.30

Hazardous Materials Disclosure
Document

Yes

235.35

Long Term Mitigation Monitoring

Yes

235.40

Updated Environmental Commitments
Record
NEPA Assignment

Yes

Draft Structures PS&E
Overall Draft Structures PS&E
Foundation Plan
Hydraulics Report
Preliminary Foundation Reports
Products Required to Ready Site for
Subsurface Exploration
Draft General Plans
Foundation Report
Draft Structure Plans
Draft Structures Special Provisions and
Cost Estimate
Post Right of Way Certification Work
Parcel and Project Documentation
Right of Way Appraisals
Right of Way Acquisition

No
No
No
No
No
No

235.45

240
240.50
240.55
240.60
240.65
240.70
240.75
240.80
240.85
240.90
245
245.50
245.60
245.65

Yes

No
No
No
No
No
No
No
No

Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Physical mitigation work
may be split into separate
EA. Mitigation plan work
could be developed by
consultant. Agency
negotiations, QA/QC,
decisions, and approvals by
Caltrans.
Probably by Caltrans or
separate contractor as this
may go for 10-20 years
depending on resources.
Approval by CT. Consultant
may assist.
Generally Caltrans task
although consultant
prepares items that are
ultimately under NEPA
Assignment.
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245.70
245.75
245.80
250
250.50
250.55
250.60
250.75
255
255.05
255.10
255.10.05
255.10.10
255.10.15
255.10.20
255.10.25
255.10.30
255.10.35
255.10.99
255.15
255.20
255.20.05
255.20.10

255.20.15
255.25
255.30
255.35
255.35.10
255.35.20
255.40

Right of Way Relocation Assistance
Right of Way Clearance
Right of Way Condemnation
Final Structures PS&E Package
Project Review
Final Structure Plans
Final Structure Special Provisions and
Cost Estimate
Structure Resident Engineer Pending File
Circulate, Review, and Prepare Final
District PS&E Package
Circulated & Reviewed Draft District
PS&E Package
Updated PS&E Package
Updated Roadway PS&E
Updated Highway Planting PS&E
Updated Traffic PS&E
Updated Hydraulic PS&E
Updated Technical Reports
Updated Utility PS&E
Updated Electrical PS&E
Other Updated PS&E Products
Environmental Re-evaluation

No
Yes
No
No
Yes
No
No

Final District PS&E Package
Reviewed Plans for Drafting Standards
Compliance
Final Structures Specifications and
Estimate Incorporated into Final District
PS&E
Request for Funds
Geotechnical Information Handout
Materials Information Handout
Construction Staking Package and
Control
Construction Staking Package
Project Control for Construction
Resident Engineer's Pending File

Yes
Yes

No
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes

No

No
Yes
Yes
Yes
Yes
Yes
Yes

Approval by CT. Consultant
may assist.
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255.45

NEPA Assignment

Yes

255.50

Secured Lease for Resident Engineer
Office Space or Trailer
Contractor Outreach
Right of Way Certification Document
Right of Way Engineering Products
Upgraded/Updated Right of Way
Certification Document
Contract Bid Documents Ready to List
Draft Contract Submittal Ready to
Process (PS&E)
Draft Contract Comments (DCC)
Draft Contract Comment Response (DR)
Environmental Certification at RTL
Ready to List (RTL)
Finalized Submittal Package
Awarded and Approved Construction
Contract
Validate Project Submittal for Listing
Contract Ready for Advertising
Advertised Contract
Bids Opened
Contract Award
Executed and Approved Contract
Independent Quality Assurance (IQA)
Construction Engineering and Contract
Administration
Construction Staking Package and
Control
Construction Staking Package
Project Control for Construction
Existing Monument Perpetuation Survey
Construction Stakes
Slope Stakes
Rough Grade Stakes
Final Grade Stakes
Drainage and Minor Structure Stakes
Miscellaneous Stakes

No

255.55
255.65
255.70
255.75
260
260.50
260.60
260.70
260.75
260.90
260.95
265
265.45
265.50
265.55
265.60
265.65
265.70
265.75
270
270.10
270.10.10
270.10.20
270.10.30
270.15
270.15.15
270.15.25
270.15.30
270.15.35
270.15.50

Generally Caltrans task
although consultant
prepares items that are
ultimately under NEPA
Assignment.

Yes
Yes
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
No
Yes
No
No
No
No
No
No
No
No
No
No

CT approval required.
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270.15.55

Photogrammetric Product for
Construction
Ground Stakes for Major Structure
Superstructure Stakes for Major
Structure
Contract Administration
Construction Inspection
Control of Materials
Employment Compliance
Technical Support

No

Construction Engineering and General
Contract Administration of Structures
Work
Office Administration Work for
Structures
Field Administration Work for Structures
Change Order Inspection for Structures
Work
Safety Tasks for Structures Work
Administration of Permits, Licenses,
Agreements, and Certifications (PLACs)
and Environmental Stewardship

No

280.10

PLAC Compliance

No

280.40

PLAC Violations

No

280.50

Other Environmental Compliance

No

270.15.60
270.15.65
270.22
270.33
270.44
270.56
270.66

275

275.10
275.20
275.30
275.40
280

No
No
No
No
No
No
Yes

Does Environmental charge
here or 280.50 for
monitoring during
construction. Used to have
some 270 charging.

No
No
No
No
No

CT required oversight.
Separate consultant than
construction contractor
could help some
monitoring.
CT required oversight.
Separate consultant than
construction contractor
could help some
monitoring.
CT required oversight.
Separate consultant than
construction contractor
could help some
monitoring.
CT required oversight.
Separate consultant than
construction contractor
could help some
monitoring.
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280.60

Other Environmental Violations

No

280.70

Updated Environmental Commitments
Record
Environmental Reevaluation

No

Updated PLACs
Change Order Administration
Change Order (CO) Process
Functional Support
Field Surveys for Change Order
Staking for Change Order
Other Functional Support
Resolve Contract Claims
Potential Claim Record
Alternative Dispute Resolution
Claim Resolution
Arbitration
Accept Contract/Prepare Final
Construction Estimate and Final Report
Processed Estimate After Acceptance
Proposed Final Contract Estimate
As-Built Plans
Project History File
Final Report
Processed Final Estimate
Certificate of Environmental Compliance
(CEC)
Long Term Environmental
Mitigation/Mitigation Monitoring After
Construction Contract Acceptance
Post-Construction Traffic Operations
Activities
Speed Survey Records
Speed Survey
Signed Speed Survey
Commission TMS Elements
Other Accept Contract/ Prepare Final
Construction Estimate And Final Report

No
No
No
Yes
No
No
No
No
No
No
No
No
No

280.75
280.80
285
285.05
285.10
285.10.05
285.10.10
285.10.15
290
290.40
290.50
290.60
290.70
295
295.05
295.10
295.15
295.20
295.25
295.30
295.35
295.40

295.45
295.45.05
295.45.05.05
295.45.05.10
295.45.10
295.99

No

No
No
No
No
No
No
No
No

No
No
No
No
No
No

CT required oversight.
Separate consultant than
construction contractor
could help some
monitoring.
Approval by CT. Consultant
may assist.
Approval by CT. Consultant
may assist.

CT completes and
approves.
CT or separate contractor.
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300
300.05
300.05.05
300.05.10
300.10
300.25
300.30
300.35

Final Right of Way Engineering
Right of Way Monumentation
Right of Way Monumentation Survey
Filed Monumentation Record of Survey
Trial Exhibits and Testimony
Relinquishment and Vacation Maps
Deed Package for Excess Land
Transactions
Right of Way Record Map

No
No
No
No
No
No
No
No
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SCOPE OF WORK/DELIVERABLES
Project Management Services
A.

Purpose of Work.
The Consultant shall perform consultation, research, professional and technical services
required for Project Management Services including, but not limited to, integration
management; scope management; time management; cost management; quality
management; resource management; communication management; risk management;
project scheduling; project coordination; PM developments and project resource estimating
services.

B.

Required Services.
Pursuant to an authorized Phase Order, the Consultant shall provide Project Management
Services for each Project on each Phase, of the projects listed in the Phase Orders.
1.

Project Management Services include, but not be limited to:
a.
Assisting in the programming of project.
b.

Consultant shall coordinate with all agencies involved or potentially
impacted by the Project. Consultant shall inform the Department prior to all
contacts, meetings, and correspondence. Consultant is required to
coordinate activities with adjacent Projects.

c.

Updating and analyzing project workplans (historic trends on planning vs.
expenditures, analysis and interview functions on the expenditure practices,
current workplan resource analysis, consistent project management
practices, and opportunity for efficiencies).

d.

Prepare and submit comprehensive and accurate monthly progress reports
on the fifth working day of each month to document the progress,
expenditures, budget status, activities performed, completed and
anticipated, and any and all pertinent information necessary to be disclosed,
discussed, and resolved. The Contractor’s PM is required to meet with the
Metro PM to report and discuss Project status, action items, next steps and
risks as requested for the duration of the PAED or PS&E phase, however,
not be more than an average of one meeting per month per Project.

e.

It is anticipated that during the course of the Project the Contractor’s team
will meet monthly, or as needed, with Caltrans staff for Project
Development Team (PDT) meetings and/or focus meetings (with Caltrans
functional units) to discuss the Project and resolve project-related issues.
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i.

ii.

f.

2 mandatory PAED PDT meetings. One kickoff at beginning of 0
Phase and Quality Review (QR) (95%). Other intermediate
meetings will be as agreed at the kickoff and where risks affect
scope, cost, and schedule.
3 mandatory PS&E PDT meetings. One kickoff at beginning of 1
Phase, 60% QR, and 95% QR. Other intermediate meetings will be
as agreed at the kickoff and where risks affect scope, cost, and
schedule.

During the PAED or PS&E Phase, the Contractor shall establish and keep
up-to-date a risk matrix identifying potential risks to the project budget
and/or schedule. Such risks include, but are not limited to: right-of-way
acquisitions, utility conflicts/relocations, pricing and/or availability of
construction materials, project stakeholder coordination, and
constructability issues. The risk matrix shall clearly identify the risk, assess
the probability of occurrence, and assign a value for cost and/or schedule
delay.

The WBS activities below applicable to this Contract are limited to those set forth below:
100

Perform Project Management (Contract Management)

a.

Planning of each project phase.
i.
Develop, maintain, update project information for input into project
management database systems.
ii.
Update and develop Workplan (resourced schedule). Includes the
projects scope, cost, and schedule elements.
iii.
Develop, maintain, and update project Quality Management Plan.
iv.
Develop, maintain, and update project Communication
Management Plan.
v.
Provide support to develop, maintain, and update project Risk
Management Plans and Risk Registers. Includes qualitative risk
analysis, quantitative risk analysis, and various project simulations
methods including Monte Carlo analysis.
vi.
Develop, maintain, and update project Resource Management Plan
(personnel and procurement).
vii.
Provide support to facilitate and conduct partnering sessions for
local oversight projects.
viii. Develop, update and maintain project Resource Management Plans
(staff and procurement). Includes working with task managers and
functional units to develop work agreements for staff resources
required to deliver individual projects. Enter and update resource
information in project work plans.
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ix.

Prepare project change control documents including Project Change
Requests (PCRs).
x.
Support the project status update process. Includes the entire status
process from reporting work results to updating databases. Includes
updating and revising work plan during execution of the phase.
xi.
Provide project data to support District status cycle, status meeting,
close-out meetings, delivery plan and contract for delivery.
xii.
Communication and distribution of project records and information.
Includes responses to all internal and external requests for
information about the project.
xiii. Quality assurance / Quality control for project data and information.
xiv. Sponsor, team, and stakeholder evaluations for project.
xv.
Perform independent reviews of project schedules and estimates.
xvi. Provide quality control relative to the project management aspects
of various engineering reports required for Capital Outlay projects.
Includes review of these reports and providing recommendations to
the developer as well as the approving authority.
xvii. Preparations for public meetings and participation in those
meetings. This includes preparation of project exhibits and
materials. Also includes development of needed advertisements and
publication of these advertisements in newspapers, or other media.
xviii. Assist in the development of various project agreements including
interagency agreements, cooperative agreements, and Highway
Improvement Agreements.
xix. Assist in the review and update of project management related
aspects of the plans, specifications and estimates (PS&E) package.
xx.
Assist in the preparation of Request for Funds and/or Project
Notifications.
xxi. Provide project management support for implementing Earned
Value Management.
b.

Execution & Control of each project phase
i.
Status project. Includes the entire status process from reporting
work results to updating databases. Includes updating and revising
workplan during execution of the phase.
ii.
Communication and distribution of project records and information.
Includes responses to all internal and external requests for
information about the project.
iii.
Preparations for public meetings and participation in those
meetings. This includes preparation of exhibits and materials and
distribution of meeting notes.
iv.
Updating Quality Management Plan.
v.
Updating Communication Management Plan.
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vi.
vii.
c.

Updating Risk Management Plan.
Quality assurance / Quality control.

Close Out each project phase. Project Managers shall close out each
component (phase) of the project in a formal and consistent manner. Proper
Project
Close-Out
process
is
provided
at
http://pd.dot.ca.gov/pm/ProjectOffice/ProcessGuidance_Directives/Closeo
ut.asp.
i.
Close out contracts and agreements.
ii.
Sponsor, team, and stakeholder evaluations.
iii.
Document lessons learned.
iv.
Phase Close out reports.
v.
Close out contracts and agreements necessary for project
completion.
vi.
Providing project management support during the project close out
process including completion of the close out report.
vii.
After the project is complete such as the Construction component,
the Right of Way component (including excess property disposal),
post-construction Environmental mitigation and any other necessary
actions are finished, the expenditure authorizations (EAs) can be
closed out.
viii. Finalize
ix.
Conduct Close-Out Meeting with Project Development Team.
x.
Archive project files.
Project management services include, but not be limited to:
i.
Assisting in the programming of projects.
ii.
Coordinating with Regional Transportation Planning Agencies,
Local Agencies and other local project sponsors.
iii.
Assisting in the management of State Highway project delivery
iv.
Updating and analyzing project workplans (historic trends on
planning vs. expenditures, analysis and interview functions on the
expenditure practices, current workplan resource analysis,
consistent project management practices, and opportunity for
efficiencies).
v.
Presenting and marketing of project management policies, practices
and procedures to project delivery staff
vi.
Assisting the Federal Highway Administration (FHWA) and other
review agencies to review documents submitted by Caltrans and
other transportation agencies in California on projects assigned to
the Consultant.
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C.

Program/Project Management Personnel Requirements.
1.

Consultant Project Manager(s) or Consultant Functional Coordinator(s) (Project
Development Team leader who manages multi-disciplinary resources across all
phases of the project) shall be assigned to manage transportation projects on-site
with Caltrans project management personnel on a full time basis.
Consultant personnel assigned as a Project Manager or Consultant Functional
Coordinator to manage projects:

2.

a.

Degree (Bachelors, Masters, or higher) in engineering, planning, or other
transportation related field.

b.

Shall have a documented minimum five (5) years of demonstrated
experience acceptable to Caltrans delivering highway projects AND
EITHER:
i.
A documented minimum one (1) year of demonstrated experience
acceptable to Caltrans as a Project Manager (Project Development
Team leader who manages multi-disciplinary resources across all
phases of the project).
OR
ii.
A documented minimum five (5) years of demonstrated experience
acceptable to Caltrans as a Project Engineer in “Responsible
Charge” of delivering highway projects.

b.

A Registered Professional Civil Engineer licensed in the State of California
is desirable.

c.

Certification as a PMP from PMI or other equivalent Project Management
certification is desirable.

d.

Qualifications at least equivalent to one of the following classifications in
California State service:
i.
Senior Transportation Engineer, Caltrans.
ii.
Senior Landscape Architect, Caltrans.
iii.
Senior Materials and Research Engineer.

Project Management Specialist(s) to provide project management support, project
scheduling using Project Management Software project coordination, program
management, risk analysis, and expert project management services on an "as
needed" basis.
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3.

Each Consultant personnel assigned as a Project Management Specialist(s) shall
have:
a.
Degree (Bachelors, Masters, or higher) in engineering, planning, or other
transportation related field.
b.
At a documented minimum five (5) years demonstrated experience
acceptable to Caltrans delivering highway projects AND EITHER:
i.
A documented minimum one (1) year of demonstrated experience
acceptable to Caltrans as a Project Manager (Project Development
Team leader who manages multi-disciplinary resources across all
phases of the project).
OR
ii.
A documented minimum five (5) years of demonstrated experience
acceptable to Caltrans as a Project Engineer in “Responsible
Charge” of delivering highway projects.
c.
Certification as a PMP from PMI or other equivalent Project Management
certification is Mandatory.
d.
Experience and expertise in Risk Management, Earned Value Management,
and Resource Loaded Critical Path Method Scheduling.
e.
At a minimum one specialist shall be a certified expert user Project
Management Software Be available to work on-site in the Caltrans Facilities
as required.
f.
Experience as a Project Manager is desirable.
g.
A Registered Professional Civil Engineer licensed in the State of California
is desirable.
h.
Experience managing or delivering highway projects is desirable.
Add instruction for complex scope, {delete if not needed}
Assistant Project Manager to provide Project Management Services and manage
complex aspects of transportation related projects on an "as needed" basis.
Each Consultant employee assigned as an Assistant Project Manager(s) shall have:
a.
Degree (Bachelors, Masters, or higher) in engineering, planning, or other
transportation related field.
b.
A documented minimum five (5) years of demonstrated experience
acceptable to Caltrans managing complex aspects of transportation related
projects.
c.
Qualifications at least equivalent to one of the following classifications in
California State service:
i.
Transportation Engineer (Civil), Range C or D.
ii.
Transportation Engineer (Electrical), Range C or D.
iii.
Associate Architect.
iv.
Land Surveyor, Caltrans.
v.
Landscape Architect, Range C or D.
vi.
Associate Materials and Research Engineer.
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vii.
viii.
ix.
x.
4.

Associate Mechanical Engineer, Caltrans.
Associate Engineering Geologist.
Associate Right of Way Agent.
Associate Environmental Planner.

Project Analyst to provide Project Management Services on an "as needed" basis.
Each Consultant employee assigned as a Project Analyst (s) shall have:
a.
Degree (Bachelors, Masters, or higher) in engineering, planning, or other
transportation related field.
b.
A documented minimum three (3) years of demonstrated experience
acceptable to Caltrans supporting transportation related projects, in
particular providing support related to project management knowledge
areas.
c.
Qualifications at least equivalent to one of the following classifications in
California State service:
i.
Transportation Engineer Technician.
ii.
Associate Governmental Program Analyst.

5.

Project Management Services personnel to provide Project Management Services
on an "as needed" basis.
Each Consultant personnel assigned as a Project Management Services personnel:
a.
Shall be available to work on-site in the Caltrans Facilities as required.
b.
Project Management experience is desirable.
c.
Experience managing or delivering highway projects is desirable.
d.
Certification as a PMP from PMI or other equivalent Project Management
certification is desirable.
e.
A Registered Professional Civil Engineer licensed in the State of California
is desirable.
f.
Qualifications at least equivalent to one of the following classifications in
California State service:
i.
Transportation Engineer (Civil), Range C or D.
ii.
iii.
iv.
v.
vi.
vii.

6.

Landscape Architect, Range C or D.
Associate Materials and Research Engineer.
Associate Engineering Geologist.
Associate Environmental Planner.
Transportation Engineer Technician.
Associate Governmental Program Analyst.

Each Consultant’s personnel assigned as an Expert Project Manager shall be a
recognized expert in the field in which they are consulting. Consultant staff must
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have prior experience with assisting the FHWA and other agencies to assess
documents (e.g. Project Reports, Financial Plans, Environmental Documents, Plans
Specification and Estimates, Change Orders).
7.
D.

Have current certification of Defensive Driving Training and current California
Drivers License.

Project Management Materials to be Provided or made available by Caltrans.
1.

Relevant and existing documents, if any are available, that are applicable to the
current project within the project limits.
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SCOPE OF WORK/DELIVERABLES
Roadway Design and related Project Development and Construction Services
A.

Purpose of Work.
The Consultant shall perform consultation, research, professional and technical services
required for Roadway Design and related Project Development and Construction Services
to support the Department of Transportation (Caltrans). The Consultant shall provide
services to Caltrans including, but not limited to, Engineering Studies producing Project
Development and Design products and deliverables to support the preparation of the
Project Report (or Project Report equivalents), Design Standard Decision Document,
Project Approval report, Storm Water, Hydraulics and Utility Engineering Services,
developing Design Plans, Specifications and Estimates (PS&E) for Roadway, Traffic,
Drainage, Landscape, and Electrical; preparation of the Resident Engineer’s File, support
to the District Office Engineer (DOE) up to Ready to List, during project Advertisement
and Award; maintain project history files; and design support during the construction
phase.

B.

Required Services.
1.

The Roadway Design and related Project Development and Construction Services
shall include, but not be limited to, tasks pertaining to Project Reports (PR), Design
Standard Decision Document, Hydrology and Hydraulics Reports, Storm Water
Data Report, PS&E bidding documents, and other project delivery activities.
Specific work in the following areas may be needed:
a.
Independent Cost Estimating for PS&E or Project Report phase for all cost
items in construction project(s), which may include the preparation of a
critical path construction schedule that is used to determine the construction
contract duration.
b.
Americans with Disability Act (ADA) compliance.
c.
Technical/Specification writing for PR, and PS&E phases.
d.
Drafting services for PS&E or other project drawings for this project(s).

2.

The Consultant shall assist Caltrans Office Engineer by providing answers to the
bidders’ inquiries during advertisement and award phase.

3.

The Consultant shall assist Caltrans in reviewing the construction contractor’s
Request for Information by performing independent modeling, analysis, and
engineering studies during construction.

4.

The Consultant shall assist Caltrans in reviews and approvals of all submittals from
the construction contractor. The most current Caltrans Standard Specifications
allow a minimum six (6) weeks of review time for Caltrans.

RFQ Number 80A3063
Attachment 1B
Page 2 of 10

5.

Where directed in a Phase Order, the Consultant performs the following tasks:
a.
Review all available existing documents (As-Built Plans, reports, and
others).
b.
Prepare complete PS&E construction contract packages in English units for
a construction contract (or contracts) as directed by the executed Phase
Orders. The plan sheets shall be electronically prepared using the Caltrans
Division of Design’s format. As-built record drawings shall be utilized to
the maximum extent possible.

6.

Perform Constructability Reviews: This task involves reviews of plans, special
provisions, quantities, estimates, and construction sequencing. Review and
approve plans and stage construction prepared by the construction contractor.
Consultant shall submit for Caltrans review 30%, 60%, and 95% PS&E packages.
The contents of each package will be in accordance to Caltrans 30%, 60%, and 95%
Package Checklist.

7.

C.

8.

The Consultant shall be available to review and defend engineering calculations,
application of engineering judgment, and operation of facilities constructed per the
Consultant’s design in the event of claims or lawsuits arising out of the Consultant’s
work connected with this project at the expense of the Consultant without further
compensation.

9.

The Caltrans Contract Manager shall decide the manner in which the coordination
of individual matters is undertaken. At the Caltrans Contract Manager’s option in
coordination with the Caltrans Phase Order Manager, such coordination may be
performed by the Consultant’s direct contact personnel, by the Consultant acting
on behalf of Caltrans, or by Caltrans only. When coordination efforts require
agreements, such agreements shall be obtained by Caltrans.

Roadway Design and related Project Development and Construction Personnel
Requirements.
1.

Consultant Personnel and Team Member Qualifications.
The responsible Project Engineer person shall be a registered Professional Civil
Engineer licensed in the State of California in good standing with the California
State Board for Professional Engineers, Land Surveyors, and Geologists at all times
during the Contract period, and shall have a documented minimum five (5) years
of demonstrated experience acceptable to Caltrans in Roadway Design and related
Project Development and Construction or related fields. The responsible Project
Engineer person shall be familiar with Caltrans project development procedures
and process, latest Caltrans Geometric Standards, and Plan Preparation and
Drafting Standards. Other project design professionals, such as Assistant Project
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Engineers, shall have, at a minimum, a Degree (Bachelors, Masters, or higher) in
Engineering from an ABET accredited institution (College or University) or
possession of a valid Engineer-in-Training (EIT) certificate issued or accepted by
the California State Board for Professional Engineers, Land Surveyors, and
Geologists), and shall have a documented minimum three (3) years of demonstrated
experience acceptable to Caltrans in Roadway Design and related Project
Development and Construction and related fields.
Other transportation
professionals and specialists should have appropriate degrees, education,
certificates, licenses, applicable work experience, and other professional
affiliations in their related fields.
Depending on the work required under a specific Phase Order, the Consultant’s
responsible technical personnel shall possess one of the following licensing or
degree requirements:
a.
Registered Professional Engineer (RPE) licensed in the State of California
in good standing with the California State Board for Professional Engineers,
Land Surveyors, and Geologists at all times during the Contract period.
b.
Registered Landscape Architect (RLA) licensed in the State of California
in good standing with the California Architects Board Landscape Architects
Technical Committee at all times during the Contract period.
c.
Registered Electrical Engineer (REE) licensed in the State of California in
good standing with the California State Board for Professional Engineers,
Land Surveyors, and Geologists at all times during the Contract period.
d.
A Professional Land Surveyor, or Civil Engineer licensed prior to 1982 in
the State of California in good standing with the California State Board for
Professional Engineers, Land Surveyors, and Geologists at all times during
the Contract period.
e.
Degree (Bachelors, Masters, or higher) in Civil Engineering from an ABET
accredited institution (College or University) or possession of a valid
Engineer-in-Training (EIT) certificate issued or accepted by the California
State Board for Professional Engineers, Land Surveyors, and Geologists,
and shall have a documented minimum five (5) years of demonstrated
experience acceptable to Caltrans in transportation engineering and related
fields may be substituted for professional license, subject to review and
approval by the Caltrans Contract Manager in coordination with the
Caltrans Phase Order Manager.
2.

Consultant shall establish a process whereby:
a.
All deliverables are reviewed for accurarcy, completeness, and readability
before submittal to Caltrans.
b.
Calculations and and plans are independently checked, corrected and rechecked.
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c.
3.

D.

All project-related correspondences and memoranda are routed and
received by affected persons and then filed in a project history folder.
The page which identifies the preparer of engineering reports, technical studies, the
title sheet for specifications, and each sheet of plans, shall each bear the
professional seal, certificate number, registration classification, expiration date of
the certificate, and the signature of the Registered Professional Engineer(s) licensed
in the State of California in good standing with California State Board for
Professional Engineers, Land Surveyors, and Geologists at all times during the
Contract period, responsible for their preparation.

4.

Each plan sheet and estimate should include the name of the person checking the
work of the preparer of the plans and estimate.

5.

The Consultant personnel (Engineers, Assistants, and Technicians) shall be
experienced in the use of Caltrans’ engineering drafting/design software and
Computer Aid Drafting & Design (CADD) Based Software including MicroStation
and AutoCAD Civil 3D. The Consultant personnel shall be experienced in working
with English and metric units.

6.

The Functional Supervisor’s name should be included on each plan sheet.

Roadway Design and related Project Development and Construction Equipment
Requirements.
1.

Office Equipment and Supplies (Consultant’s Office):
The Consultant should have:
a.
Data processing systems, software packages, reference materials, design
aids, or other tools, including hardware and software, used in providing
transportation engineering deliverables. This includes, but not be limited
to, the following:
i.
ii.

iii.
iv.

b.

Processing digital terrain models in Caltrans' approved roadway design
format (AutoCAD Civil 3D).
Coordinate geometry calculations (COGO). This software shall use/create
coordinate geometry databases; naming and coding conventions in the
Caltrans approved formats (AutoCAD Civil 3D).

Interpolating survey data.
Formatting survey data and digital terrain models to the formats
used by the Caltrans' computerized survey and design systems
(AutoCAD Civil 3D).

Reference material, design aids, or other tools, used in providing
deliverables.
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c.
d.

E.

In-house printing, reproduction, and delivery services.
Computer Aided Drafting equipment and software capable of producing
surveying and Roadway Design and related Project Development and
Construction maps, drawings, and documents in the Caltrans approved
format (Microstation, AutoCAD Civil 3D).

Roadway Design and related Project Development and Construction Materials to be
Provided or made available by Caltrans.
1.

Relevant and existing documents, right-of-way record data, survey maps, control,
data, topographic maps, and planimetric maps, As-builts, DTM, reports, if any are
available, that are applicable to the current project within the project limits.

2.

Appropriate Archive Design Project History Files. RE pending file and other design
decision document for archiving following the PDPM

3.

A copy of the approved PID.

Note: The Consultant is responsible for the return to Caltrans, in original condition, of all
items provided for use under this Contract. The Consultant shall replace, at the
Consultant’s sole expense, all lost or damaged Caltrans data or materials.
F.

Roadway Design and related Project Development and Construction Deliverables.
1.

The Consultant shall obtain written approval from Caltrans for all analytical results,
plans, designs, specifications, estimates, notes, calculations, analysis, reports,
graphics, drawings, visual simulations, studies, product, data, manuals, details,
deliverables, backup documents, other documents, and other items required by this
Contract. If there are no Caltrans standardized forms, the format and content
requirements for all analytical results, plans, designs, specifications, estimates,
notes, calculations, analysis, reports, graphics, drawings, visual simulations,
studies, product, data, manuals, details, deliverables, backup documents, other
documents, and other items required by this Contract shall be specified in each
Phase Order. All analytical results, plans, designs, specifications, estimates, notes,
calculations, analysis, reports, graphics, drawings, visual simulations, studies,
product, data, manuals, details, deliverables, backup documents, other documents,
and other items required by this Contract to be used for the project includes, but not
be limited to, the following:
a.
Draft Project Report
b.
Project Report
c.
Plans
d.
Specifications
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e.
f.
g.
h.
i.
j.
k.

Cost Estimates (11 page format for pre DOE submittal and BEES level for
DOE submittal and RTL).
Quantity calculations.
Slope Staking Notes & earthwork calculations.
Surveys Files for sharing with bidders (alignment files, OG surface, FG
surface.
Storm Water Data Report for PA&ED and PS&E phases.
Design Standard Decision Document.
Hydrology & Hydraulics Reports.

2.

Plans shall be prepared in conformance with the current editions of Caltrans’ Plans
Preparation Manual, the CADD Users Manual, and the following:
a.
All CADD work shall be in compliance with Caltrans’ CADD Users
Manual. CADD work shall also incorporate, as deemed necessary by the
Caltrans Contract Manager in coordination with the Caltrans Phase Order
Manager, any revisions to the CADD Users Manual that are made during
the course of the Contract.
b.
The Consultant shall obtain and use the latest versions of the CADD files in
order to conform to Caltrans’ graphics and plotting standards. Files needed
include, but not be limited to: cell libraries for highways and structures, font
resources, color tables, and graphics seed files. These and other resource
files are accessible electronically from Caltrans’ Internet site at
http://www.dot.ca.gov/hq/oppd/cadd/rsc_files/webpage.php

3.

All CADD graphics files submitted to Caltrans shall be two-dimensional (2-D)
graphics files in MicroStation format (.dgn). All graphics files submitted shall
display and plot properly on the District's plotting system. Effective October 1,
1992, in accordance with the CADD Users Manual, submitted CADD plan sheet
files should not contain any referenced data. All drawing data and features relating
to a CADD plan sheet file shall be fully contained in that CADD file.

4.

The Consultant shall submit AutoCAD Civil 3D archive files as described in the
CADD Users Manual, Project Development Procedures Manual (PDPM), PS&E
guide gold book. The Consultant shall obtain and use the latest versions of the
CADD files in order to conform to Caltrans’ survey & roadway design, graphics
and plotting standards. Files needed include, but not be limited to: block libraries,
font resources, color tables, line style resources, and drawing templates for
existing topography, R/W, and roadway design. These files are accessible
electronically from Caltrans’ Internet site at
http://www.dot.ca.gov/hq/oppd/cadd/rsc_files/webpage.php (click on the
appropriate ZIP file to download files for Civil 3D 2012 or 2016).
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5.

Diskettes are not acceptable to Caltrans. Any translation efforts necessary to obtain
these formats shall be the responsibility of the Consultant at no extra cost to
Caltrans.

6.

The Consultant requests for applicable District CADD copies of plans or
topographic maps (past or present) to complete the task shall be made in writing to
the Caltrans Contract Manager in coordination with the Caltrans Phase Order
Manager at a minimum two (2) weeks prior to their need. The request shall describe
what is needed and the reasons therefore. The Caltrans Contract Manager in
coordination with the Caltrans Phase Order Manager shall review the request and
only forward request of information that is deemed necessary by the Caltrans
Contract Manager in coordination with the Caltrans Phase Order Manager.
Requests for additional CADD copies of information previously provided to the
Consultant by Caltrans shall be at the Consultant’s expense, with no extra cost to
Caltrans. The CADD files associated with another project (past or present) shall
not be released without prior written authorization from the Caltrans Contract
Manager or Caltrans designee.

7.

The Consultant shall be responsible to convert any past CADD files and/or modify
any CADD graphics to current standards. If CADD copies are not available, the
Consultant shall convert what is available to meet current CADD submittal
standards.

8.

As part of the services required for the preparation of the PS&Es, the Consultant
shall prepare and furnish Special Provisions for all items included in the plans
which are not covered in the Standard Plans and Standard Specifications or require
more detail than is presented on the project plans. Caltrans shall supply the
Consultant with the Special Provisions’ standard format on microcomputer disks in
Microsoft Word. The Consultant shall edit and prepare the Special Provisions
specific to the project using the latest version of Microsoft Word. The Standard
Special Provisions (SSPs) should be edited according to the instructions contained
in this Contract and according to the guidelines in the Ready To List and
Construction Contract Award (RTL) Guide. In addition, updated SSPs are
maintained on Caltrans’ HQ website: https://env.onramp.dot.ca.gov/bio/ready-listand-construction-contract-award-guide,
http://www.dot.ca.gov/hq/esc/oe/construction_standards.html. No disk containing
Microsoft Word files shall be provided since SSP updates occur on a daily basis.

9.

PS&Es shall be prepared in conformance with current editions of Caltrans’ Plans,
Specifications, and Estimates Guide.

10.

Consultant shall complete all items as identified in the DOE Submittal Checklist
(See attachment XXX) prior to PS&E submittal to DOE.
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11.

Where several drawings show different work in the same area, means shall be
provided to assure that conflicts do not exist.

12.

As-Awarded and As-Built plans shall be submitted on CD in digital electronic
Microstation (DGN) format in accordance with Caltrans standards which include:
a.

CADD Users Manual
http://www.dot.ca.gov/hq/oppd/cadd/usta/caddman/english/toc.htm

b.

CADD Users Manual Chapter 4.3 As-Built Plans
http://www.dot.ca.gov/hq/oppd/cadd/usta/caddman/english/4-3.pdf

c.

Construction Manual (June 2013)
Chapter 5 Section 1 Project Records and Reports
http://www.dot.ca.gov/hq/construc/constmanual/chapter5/sec5-1.pdf

d.

Division of Construction Oversight Engineer Field Guidelines (June 2005)
Chapter 4 Project Completion
http://www.dot.ca.gov/hq/construc/oversightengineerfieldguidelines2005.
pdf

e.

Encroachment Permits Manual (August 2, 2013)
Chapter 206.2A As-Built Plans and Other Completion Records
http://www.dot.ca.gov/hq/traffops/developserv/permits/encroachment_per
mits_manual/index.html

f.

Local Assistance Procedures Manual (December 12, 2011)
Chapter 17.4 AS BUILT PLANS
http://www.dot.ca.gov/hq/LocalPrograms/lam/lapm.htm

g.

Office of Special Funded Projects Information and Procedures Guide
(June 2002)
Chapter 1-9 Project Records
http://www.dot.ca.gov/hq/esc/osfp/osfp-manual/osfp-manual.htm

h.

Project Development Procedures Manual
http://www.dot.ca.gov/hq/oppd/pdpm/pdpmn.htm

i.

Project Development Procedures Manual
Chapter 7 - Uniform File System (December 15, 2007)
http://www.dot.ca.gov/hq/oppd/pdpm/chap_pdf/chapt07.pdf

j.

Project Development Procedures Manual
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Chapter 15 - Final Project Development Procedures (March 4, 2010)
http://www.dot.ca.gov/hq/oppd/pdpm/chap_pdf/chapt15.pdf
On CD, the Consultant shall include digital electronic Roadway (see Note below)
As-Built plans plot files as black-and-white tiff format approximately 500 kb in
size. The tiff format As-Builts files shall follow the Caltrans Document Retrieval
System (DRS) naming convention. All letters need to be in lower case. On CD,
the Consultant shall provide the signed Oversight Engineer’s Certificate for
consultant inspected construction projects. Along with the CD, the Consultant shall
submit 11” x 17” paper copy of the As-Built Plans with all changes shown in red,
including the As-Built Stamp, made during the Construction phase to the AsAwarded contract plans. Consultant shall strictly follow Caltrans CADD Users
Manual:
http//www.dot.ca.gov/hq/oppd/cadd/usta/caddman/english/4-3.pdf.
Construction has the lead in handling CCO’s. All engineered design feature
changes made during construction must be identified on the As-Built plans with the
CCO number that prompted the change, a “cloud” (as noted in the CADD Users
Manual: http://www.dot.ca.gov/hq/oppd/cadd/usta/caddman/english/4-3.pdf, page
4.3-5 under #3) around what changed, and the striking through of superseded
information. Depending on the nature of the change, Construction may take the
responsibility for the change or when it affects the engineering design of the project,
Construction must get prior concurrence from the original engineer in responsible
charge of the plan sheet in question. Some changes during construction may appear
minor in nature (such as changing the length for hot mix asphalt dike or slightly
shifting the location of a drainage inlet to avoid an underground pipe) but still must
be shown on the As-Built plans. It is preferred that even minor changes have a
cloud around it for easy distinction from the original design. Any item of work that
was part of the As-Awarded plans, but not constructed, the item must be crossed
out stating it was not constructed. If the item affects the engineering design of the
project, the CCO number or the reason it was not constructed must be shown. AsBuilt plans are to show the Encroachment Permit number, Cooperative Agreement
number, Expenditure Authorization (EA) number and EFIS number, District,
County, Route and Post Mile on the Title Sheet. An As-Built Stamp with the
Expenditure Authorization/EFIS number, Construction Contract Acceptance Date,
Resident Engineer’s Name and Signature is to be on the title sheet. An As-Built
Stamp with the Expenditure Authorization/EFIS number, Construction Contract
Acceptance Date and Resident Engineer’s Name is to be on all sheets, other than
the title sheet, and on revised or new standard plans. As-Built plans are to be
transmitted to the assigned Construction Unit Task Manager and submitted to the
appropriate Document Retrieval System (DRS) Support Office for review and
acceptance.
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Note: Separate Caltrans Unit responsibilities apply to Structures As-Built plans.
The Office of Structures Construction required project documentation will be
processed by the structure construction oversight engineer in accordance with the
Bridge Construction Records and Procedures Manual (Division of Engineering
Services Technical Publications website: http://www.dot.ca.gov/hq/esc/techpubs/;
http://www.dot.ca.gov/hq/esc/construction/manuals/OSCCompleteManuals/BCR
PVol1.pdf;
http://www.dot.ca.gov/hq/esc/construction/manuals/OSCCompleteManuals/BCR
PVol2.pdf. Refer to Section 2-19.0 for job acceptance records required by the
Office of Structure Construction and the corresponding submission responsibilities
when the project includes structure work.
13.

A Design Project History File (DPHF), a permanent project file, shall be compiled
for all completed projects. The file consists of selected project development records
and final project construction records. These are to include all letters, memos,
reports, etc. that document project decisions, or that would be useful (or required)
to develop a subsequent project. The Uniform File System Directory (Project
Development
Procedures
Manual
Chapter
7,
Section
2
(http://www.dot.ca.gov/hq/oppd/pdpm/chap_pdf/chapt07.pdf) indicates which
project development records should be included in the Project History File. The
DPHF should not be cluttered with routine records not officially designated for
inclusion. When the construction project is completed the DPHF is submitted in
both hard copy and pdf Optical Character Recognition and web optimized format
on CD once Construction Contract Acceptance is complete and Claims are 100%
completed and the project can be reported for Project Close-out. When complete,
the Design Project History File is to be transmitted to the assigned Task Manager
and submitted to Document Retrieval System (DRS) Support Office for review and
acceptance.
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SCOPE OF WORK/DELIVERABLES
Traffic Operations and Traffic Management Planning Services
A.

Purpose of Work.

The Consultant shall perform consultation, research, professional and technical services required
for Traffic Operations and Traffic Management Planning Services, including, but not limited to,
field sampling, construction materials testing, analysis, reports, plant inspection and work related
to testing equipment calibration, to support the Department of Transportation (Caltrans), The
Consultant shall provide services to Caltrans including, but not limited to, Engineering Studies
producing Project Development and Design products and deliverables to support the preparation
of the Project Report (or Project Report equivalents), Project Approval report, Engineering
Services, developing Design Plans, Specifications and Estimates (PS&E); support to the Office
Engineers during project Advertisement and Award; project history files; design support during
the construction phase.
B.

Required Services.
1.

Pursuant to an authorized Phase Order, the Consultant shall provide Traffic
Operations and Traffic Management Planning Services within the geographical
jurisdiction of this Contract set forth in “Location of Work” Section, and all
necessary personnel, material, transportation, lodging, instrumentation, and the
specialized facilities and equipment necessary to satisfy all appropriate agencies
and required to ensure compliance with all applicable Federal, State, and Local
statutes, laws, codes, regulations, policies, procedures, ordinances, standards,
specifications, performance standards, and guidelines, applicable to the
Consultant's services and work product.

2.

The Traffic Operations and Traffic Management Planning Services shall include,
but not be limited to, tasks pertaining to Project Reports (PR), PS&E bidding
documents, and other project delivery activities. Specific work may be needed as
specified in other attachments.

3.

Consultant shall perform Architectural & Engineering (A&E) services relating to
traffic operations analysis (collectively called “Traffic Operations Analysis Work”)
as required in this Contract.

4.

Consultant shall perform A&E services for the preparation of transportation
management plan(s) and construction traffic handling services (collectively called
“Transportation Management Planning Work”) as required in this Contract.

5.

Consultant shall provide lead direction in traffic analysis methodologies with
consultation of the Caltrans Contract Manager in coordination with the Caltrans
Phase Order Manager, particularly related to oversight comments. Caltrans intends
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to develop consistent study approaches throughout the project(s) within
transportation corridors.
6.

Consultant shall use the appropriate traffic operations analysis methodologies as
directed by the Caltrans Contract Manager in coordination with the Caltrans Phase
Order Manager.

7.

Consultant shall prepare reports, studies, and coordinate activities with local
agencies as specified in a Phase Order. The Consultant shall prepare the required
data collection, model executions, output interpretation, calculations, traffic
operations analysis, and reports needed according to Caltrans’ standards,
requirements, and accepted practices.

8.

The scope of the work may include, but not be limited to, the following:
a.
Traffic Operations Analysis Work.
i.
Gather and review all available information relevant to each traffic
analysis including, but not limited to, traffic volume data, travel time
and speed profile data, existing and proposed roadway geometrics,
and recent studies in the project vicinity.
ii.
Perform operational analysis, using either macroscopic or
microscopic analysis as directed by the Caltrans Contract Manager
in coordination with the Caltrans Phase Order Manager, on existing
demand for individual facility including, but not limited to, freeway
segment, weaving section, ramp junction, signalized intersection,
and un-signalized intersection, for project alternatives.
iii.
Perform operational analysis, using either macrosimulation or
microsimulation analysis as directed by the Caltrans Contract
Manager in coordination with the Caltrans Phase Order Manager, on
forecasted demand for individual facility including, but not limited
to, freeway segment, weaving section, ramp junction, signalized
intersection, and un-signalized intersection, for project alternatives.
iv.
Conduct corridor system-wide analysis as directed by the Caltrans
Contract Manager in coordination with the Caltrans Phase Order
Manager on existing and future demand volumes for project
alternatives.
v.
Collect, aggregate, and summarize existing traffic volume data as
directed by the Caltrans Contract Manager in coordination with the
Caltrans Phase Order Manager. Potential locations for traffic data
collection may include, but not be limited to, freeway segments,
highway segments, ramps, and intersections. Potential durations for
traffic data collection may range from one hour to multiple weeks.
vi.
Determine operationally preferred alternatives and make design
recommendations for project alternatives based on traffic analysis
results.
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vii.

b.

Produce technical reports or memoranda to document the results and
conclusions of work.
viii. Provide responses to comments of agencies, organizations, or
general public related to traffic analysis work.
ix.
Collect, aggregate, and summarize existing travel time and speed
profile data by floating car method (Tach Run) as directed by the
Caltrans Contract Manager in coordination with the Caltrans Phase
Order Manager.
x.
Preparation of Standard Special Provisions (SSPs), which may
include non-standard SSPs, for inclusion in construction contract
specifications as directed by the Caltrans Contract Manager in
coordination with the Caltrans Phase Order Manager.
Transportation Management Planning Work.
i.
Perform operational analysis in support of development of stage
construction, provide recommendations and costs on mitigation
strategies.
ii.
Collect, aggregate, and summarize existing traffic volume data as
directed by the Caltrans Contract Manager in coordination with the
Caltrans Phase Order Manager. Potential locations for traffic data
collection may include, but not be limited to, freeway segments,
highway segments, ramps, and intersections. Potential durations for
traffic data collection may range from one hour to multiple weeks.
iii.
Calculate permitted lane closure hours and prepare lane
requirements charts for inclusion in construction contract
specifications and in support of construction activities.
iv.
Evaluate and prepare detour layouts and graphics for construction
traffic handling.
v.
For proposed closures with significant delay, prepare presentation,
supporting traffic analysis, and documentation for the District Lane
Closure Review Committee.
vi.
Prepare Significant Issue Report (SIR) related to capital outlay
projects as directed by the Transportation Management Plan (TMP)
Manager.
vii.
Prepare TMP documents which may include, but not be limited to,
the following:
•
A communication plan with contact information and detailed
implementation schedule with tasks.
•
Analysis and impacts of planned closures, including demand
management and incident management.
•
Analysis and impacts of partial, full and extended weekdays
and weekend closure.
•
Contingency/action plan for unplanned events/incidents
during planned closures.
•
Develop alternate route graphic plans.
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•

viii.
ix.
C.

Calculation of Road User Cost (RUC) and Liquidated
Damage for Late Closure Pick Up.
•
Evaluation of other viable alternatives of closure strategies.
Prepare agendas and record minutes for meetings.
Facilitate stakeholder review and approval of draft TMP Reports.

Traffic Operations and Traffic Management Planning Personnel Requirements.
1.

Consultant Personnel and Team Member Qualifications.
The responsible Engineer for Traffic Operations and Traffic Management Planning
or related fields shall be a registered Professional Engineer licensed in the State of
California in good standing with the California State Board for Professional
Engineers, Land Surveyors, and Geologists at all times during the Contract period,
and shall have a documented minimum five (5) years of demonstrated experience
acceptable to Caltrans in Traffic Operations and Traffic Management Planning or
related fields. Other project design professionals shall have, at a minimum, a
Degree (Bachelors, Masters, or higher) in Engineering from an ABET accredited
institution (College or University) or possession of a valid Engineer-in-Training
(EIT) certificate issued or accepted by the California State Board for Professional
Engineers, Land Surveyors, and Geologists, and shall have a documented minimum
three (3) years of demonstrated experience acceptable to Caltrans in Traffic
Operations and Traffic Management Planning and related fields.
Other
transportation professionals and specialists should have appropriate degrees,
education, certificates, licenses, applicable work experience, and other professional
affiliations in their related fields.

D.

Traffic Operations and Traffic Management Planning Equipment Requirements.
1.

Office Equipment and Supplies (Consultant’s Office):
The Consultant shall have and provide adequate office equipment and supplies to
complete the work required by this Contract. Such equipment and supplies shall
include, but not be limited to, the following:
a.
Data processing systems, software packages, reference materials, design
aids, or other tools, including hardware and software, used in providing
transportation engineering deliverables. This includes, but not be limited
to, the following:
i.
ii.
iii.
iv.
v.

SYNCHRO by TrafficWare.
Highway
Capacity
Software
(HCS)
Center/Transportation Research Board.
TRAFFIX by PTV.
CORSIM by FHWA.
Paramics by QuadStone.

by

McTrans
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vi.
vii.
viii.
ix.

FREQ by UC Berkeley.
Vissim by PTV.
Dynameq by INRO.
Other transportation models in Caltrans’ approved format as
specified per Phase Order.

x.

Data collection devices such as digital electronic
counters/classifiers, Loop Detectors and hand-held traffic counters.
Traffic Analysis Software such as, but not limited to, TAS,
PETRA or others to analyze data that has been collected.
Operational Software such as, but not limited to:
•
Highway Capacity Software (HCS2000) by McTrans
Center/Transportation Research Board.
•
SYNCHRO by TrafficWare.
•
Passer II.
•
CORSIM by FHWA.
•
PARAMICS by QuadStone.
•
VISSIM by PTV.
•
VISSUM.
•
TRAFFIX by PTV.
•
FREQ by UC Berkeley.
•
Dynameq by INRO.
Other transportation models in Caltrans’ approved format as
specified per Phase Order.

xi.
xii.

xiii.

In-house printing, reproduction, and delivery services.
b.

E.

Traffic data collection equipment including road tube, video, and radar
counters; and GPS-based travel time/speed data collection systems.

Standards.
1.

All work/services under this Contract shall be performed in accordance with all
applicable Federal, State, and Local statutes, laws, codes, regulations, policies,
procedures, ordinances, standards, specifications, performance standards, and
guidelines, including the latest Caltrans regulations, policies, procedures, manuals,
standards, specifications, performance standards, directives, guidelines,
handbooks, guidance documents, forms, templates, policy memo, methodologies,
and other informational or directive publications, including compliance with
Federal Highway Administration (FHWA) and State guidelines for implementing
those requirements; and any permits, licenses, agreements or certifications that
apply to specific Phase Orders; the terms and conditions of this Contract; and
current Caltrans Manuals and any future revisions. Work not covered by the
“Manuals” shall be performed as specified in the Phase Order. If no standards exist,
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Phase Orders may call for the development of new standards, so long as these
standards do not conflict with the requirements, or amend the Scope of Work under
of this Contract.
a.
The Consultant is responsible for obtaining, at its expense, all necessary
manuals, reference documents, and other materials.
b.
Caltrans Manuals generally may be purchased from the Publication
Distribution Unit. The Publications staff may be reached at (916) 263-0822,
and the center is located at the following address:
State of California
California Department of Transportation
Publication Distribution Unit
1900 Royal Oaks Drive
Sacramento, CA 95815-3800
c.
Manuals and documents that are not available from the Caltrans Publication
Distribution Center or are not available from Caltrans’ Internet web site may
be requested from the Caltrans Contract Manager. Caltrans does not
guarantee the availability of publications nor its Internet web pages.
Required Manuals include:
i.
http://www.caltrans-opac.ca.gov/publicat.htm
ii.
http://www.dot.ca.gov/manuals.htm
d.
Caltrans’ regulations, policies, procedures, manuals, standards,
specifications, performance standards, directives, guidelines, handbooks,
guidance documents, forms, templates, policy memo, methodologies, and
other informational or directive publications, are dynamic documents and
subject to change. The Consultant is responsible to verify that the latest
version or update is used.
2.

Manuals, Documents, and Websites.
Please refer to the base template for applicable manuals and websites.

F.

Traffic Operations and Traffic Management Planning Materials to be Provided or made
available by Caltrans.
1.

Relevant and existing documents, right-of-way record data, survey maps, control,
data, topographic maps, and planimetric maps, if any are available, that are
applicable to the current project within the project limits.

2.

Project Study Report and other planning study data.

3.

Hourly and average daily traffic volume counts on Caltrans facilities.

4.

Average daily truck volume counts by axle on Caltrans facilities.

5.

Travel time and speed profile data collected by floating cars on Caltrans facilities.
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6.

G.

Pertinent correspondence and investigations.

Note: The Consultant is responsible for the return to Caltrans, in original condition, of all
items provided for use under this Contract. The Consultant shall replace, at the
Consultant’s sole expense, all lost or damaged Caltrans data or materials.
Traffic Operations and Traffic Management Planning Deliverables.
1.

The Consultant shall obtain written approval from Caltrans for all analytical results,
plans, designs, specifications, estimates, notes, calculations, analysis, reports,
graphics, drawings, visual simulations, studies, product, data, manuals, details,
deliverables, backup documents, other documents, and other items required by this
Contract. If there are no Caltrans standardized forms, the format and content
requirements for all analytical results, plans, designs, specifications, estimates,
notes, calculations, analysis, reports, graphics, drawings, visual simulations,
studies, product, data, manuals, details, deliverables, backup documents, other
documents, and other items required by this Contract shall be specified in each
Phase Order. All analytical results, plans, designs, specifications, estimates, notes,
calculations, analysis, reports, graphics, drawings, visual simulations, studies,
product, data, manuals, details, deliverables, backup documents, other documents,
and other items required by this Contract to be used for the project includes, but not
be limited to, the following:
a.

Traffic Operations Analysis Phase Orders.
Unless otherwise specified per Phase Order, the Consultant shall submit:
i.
Five (5) copies of each report for review, one set of original
reproducible (unbound), and digital electronic file on CD or flash
drive.
ii.
Five (5) copies of the approved reports, one set of original
reproducible (unbound), and digital electronic file on CD or flash
drive.
iii.
Five (5) copies of other studies and/or reports plus digital electronic
file on CD or flash drive.
iv.
One (1) set of network plots (22” x 34” or larger) illustrating link
characteristics and assignment results by mode.
v.
CD(s) or flash drive(s) containing digital electronic files of all
executable program, source code, procedural script and macro, data
bank, data file, plot, text document, and spreadsheet that collectively
constitute a model, excluding the proprietary modeling software
possessed by the Consultant listed in “Equipment Requirements.”
vi.
CD(s) or flash drive(s) containing digital electronic files of all data
and spreadsheets that are used to support model and/or its
components.
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b.

Transportation Management Plan Phase Orders.
Unless otherwise specified per Phase Order, the Consultant shall submit:
i.
Five (5) copies of each draft Transportation Management Plan and
one (1) digital electronic copy, for review by Caltrans.
ii.
Five (5) copies of all final Transportation Management Plans and
one (1) digital electronic copy.
iii.
Five (5) copies of each draft report or studies other than the
Transportation Management Plan and one (1) digital electronic
copy.
iv.
Five (5) copies of all final reports and studies other than the
Transportation Management Plan and one (1) digital electronic
copy.
v.
Five (5) copies of draft lane requirements charts and supporting
calculations, along with one (1) digital electronic copy of the charts
and calculations, for review by Caltrans.
The draft lane
requirements charts shall be prepared by the Consultant using
software that is 100% compatible with Caltrans’s Office of Office
Engineer’s format requirements.
vi.
Five (5) sets of draft detour layouts on street maps or half size (11”
x 17”) plan sheets and one (1) digital electronic copy of the draft
detour layouts for review by Caltrans.
vii.
Five (5) copies of final lane requirements charts and supporting
calculations, along with one (1) digital electronic copy of the final
charts and calculations, on a CD. The final lane requirements charts
shall be prepared by the Consultant using software that is 100%
compatible with Caltrans’ Office of Office Engineer’s format
requirements.
viii. Five (5) sets of final detour layouts on street maps or half size (11”
x 17”) plan sheets, one set of original reproducible (unbound), and
one (1) digital electronic copy of the final detour layouts.

2.

3.

All Traffic Operations and Traffic Management Planning Services analytical
results, plans, designs, specifications, estimates, notes, calculations, analysis,
reports, graphics, drawings, visual simulations, studies, product, data, manuals,
details, deliverables, backup documents, other documents, and other items required
by this Contract performed on computer shall be delivered in a format acceptable
to Caltrans
a.
Other - As specified in the Phase Order.
Scope of Traffic Study using the Caltrans Traffic Impact Studies (TIS) Guidelines.
The TIS Guidelines is available through the following link:
http://www.dot.ca.gov/dist1/d1transplan/tisguide-Dec02.pdf
http://www.dot.ca.gov/hq/traffops/developserv/operationalsystems/reports/tisguid
e.pdf
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4.

The complexity of a project shall determine the level of work required for a traffic
analysis review. A Traffic Study may include an analysis of main line traffic
volumes as well as the intersections of adjacent local facilities with a State highway.
Traffic Study Report
The following is a list of the minimum contents for a typical traffic study
report under review.
I.

EXECUTIVE SUMMARY

II.

TABLE OF CONTENTS
A.
B.

III.

INTRODUCTION
A.
B.
C.
D.

IV.

Description of the potential project (alternatives)
Location of project
Site plan including all access to State highway
Contact persons

TRAFFIC ANALYSIS
A.
B.

C.

D.
V.

List of Figures/Maps
List of tables

Clearly stated assumptions
Existing and project traffic volumes (including turning
movements), facility geometry (including storage lengths,
and traffic control (including signal phasing and multi-signal
progression where appropriate).
Analyze existing conditions, open to traffic year (build and
no-build conditions) and horizon years (build and no-build
conditions).
Provide recommendations and mitigations

APPENDICES
A.
B.
C.

Description of how traffic data was collected
Description of methodologies and assumptions used
Worksheets used in analysis (traffic count information)
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SCOPE OF WORK/DELIVERABLES
Landscape Architecture Services
A.

Purpose of Work.
The Consultant shall perform consultation, research, professional and technical services
required for Landscape Architecture Services. The Consultant may provide services to
Caltrans including, but not limited to, accurately scope and assess landscape components
of ongoing highway projects; an implementation strategy for the development of the
Landscape database formatted to be compatible with the existing Caltrans GIS databases
1.

Landscape Architecture Services tasks should include, but not limited to, any or all
of the following types of tasks/reports/studies/activities/functions which will all be
related to Landscape Architecture Services:
a.
Design and drafting (CADD) of planting, erosion control, and irrigation
plans (Plans, Specifications, and Estimates).
b.
Preparing reports and estimates.
c.
Corridor (landscape and aesthetic themes) concept reports and/or master
plans.
d.
Urban planning.
e.
Visual assessment technical studies and construction field support.
f.
Graphic exhibits and simulations.
g.
Research and develop an inventory of Caltrans Landscape equipment and
facilities; which involves the collection and review of data, including AsBuilt plans and current and previous Landscaping Plans.

2.

The Landscape Architecture Services shall include, but not be limited to, tasks
pertaining to Project Reports (PR), PS&E bidding documents, and other project
delivery activities. Specific work may be needed as specified in other attachments.

3.

The Consultant shall prepare reports, erosion control, planting and irrigation plans,
and specifications and estimates for this project.

4.

The Consultant shall have a good working knowledge of irrigation design, plant
selection and planting design, estimating and calculation procedures, specification
writing, construction methods, and maintenance problems and issues.

5.

The Consultant shall provide test panels for architectural treatment. This process
may require a form-liner or concrete specialist to manufacture these panels. The
size of these panels shall be approximately three-foot square; the size shall be
specified in each Phase Order.

RFQ Number 08A3063
Attachment 1D
Page 2 of 4

B.

6.

The Consultant shall be familiar with State policies and procedures as related to
Landscape Architecture projects.

7.

The Consultant shall have a good working knowledge of computer graphic
programs that shall produce high level graphic/photo-realistic simulations and the
ability to produces professionally formatted reports and studies.

Landscape Architecture Personnel Requirements.
1.

Consultant Personnel and Team Member Qualifications.
The responsible Project Landscape Architect person shall be a registered
Professional Landscape Architect licensed in the State of California in good
standing with the California Architects Board Landscape Architects Technical
Committee at all times during the Contract period, and shall have a documented
minimum five (5) years of demonstrated experience acceptable to Caltrans in
Landscape Architecture. Other project design professionals, such as Assistant
Project Landscape Architects, shall have, at a minimum, a Degree (Associate,
Bachelors, Masters, or higher or extension certificate (UCB Extension and UCLA
Extension) in Landscape Architecture from an LAAB accredited institution
(College or University), and shall have a documented minimum three (3) years of
demonstrated experience acceptable to Caltrans in Landscape Architecture. Other
transportation professionals and specialists should have appropriate degrees,
education, certificates, licenses, applicable work experience, and other professional
affiliations in their related fields.

2.

The Consultant Landscape Architecture responsible person, shall be a Registered
Professional Landscape Architect licensed in the State of California in good
standing with the California Architects Board Landscape Architects Technical
Committee at all times during the Contract period, (or engineer, certified
technician, the Consultant Contract Manager registered in the State of California)
signing analytical results, plans, designs, specifications, estimates, notes,
calculations, analysis, reports, graphics, drawings, visual simulations, studies,
product, data, manuals, details, other documents, other items, and deliverables
under this Contract requiring the signature of a Consultant Landscape Architecture
responsible person (or engineer, certified technician, the Consultant Contract
Manager registered in the State of California) shall be currently employed by the
Consultant or its Subconsultants at the time the deliverables are submitted to
Caltrans for consideration under the review and acceptance process.

3.

All analytical results, plans, designs, specifications, estimates, notes, calculations,
analysis, reports, graphics, drawings, visual simulations, studies, product, data,
manuals, details, other documents, other items, and deliverables under this Contract
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not fully approved by Caltrans bearing the signature of the Consultant Landscape
Architecture responsible person (or engineer, certified technician, the Consultant
Contract Manager registered in the State of California) who is no longer employed
by the Consultant or its Subconsultants, shall be replaced by a qualified replacement
Consultant Landscape Architecture responsible person (or engineer, certified
technician, the Consultant Contract Manager registered in the State of California)
who is currently employed by the Consultant or its Subconsultants. In such an
event, no additional time shall be allowed or cost reimbursed to the Consultant
without the prior written approval of the Caltrans Contract Manager.
4.

All of the Consultant’s work shall be conducted under the direction of the
Consultant Contract Manager who shall have the appropriate experience as
described in this Contract. All analytical results, plans, designs, specifications,
estimates, notes, calculations, analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, other documents, other items,
and deliverables under this Contract requiring the Consultant Landscape
Architecture responsible person (or engineer, certified technician, the Consultant
Contract Manager registered in the State of California)’s signature, shall be
produced by the responsible Consultant personnel having appropriate experience,
and shall be signed by a Consultant Landscape Architecture responsible person (or
engineer, certified technician, the Consultant Contract Manager registered in the
State of California).

5.

The page which identifies the preparer of engineering reports, technical studies, the
title sheet for specifications, and each sheet of plans, shall each bear the
professional seal, certificate number, registration classification, expiration date of
the certificate, and the signature of the Registered Professional Landscape
Architect(s) licensed in the State of California in good standing with the California
Architects Board Landscape Architects Technical Committee at all times during
the Contract period, responsible for their preparation.

6.

Landscape Architecture Assistants.
The Landscape Architecture Assistants shall be capable of assisting the Consultant
Contract Manager in all required field and office landscape architecture work, and
shall have a documented minimum two (2) years of demonstrated experience
acceptable to Caltrans. Typical duties are preparing reports, estimates, erosion
control, planting and irrigation plans, CADD (Microstation), Critical Path Method
Schedule analysis (WBS), contemporary office software, and other essential
computer skills.

7.

The Consultant personnel (Landscape Architects, Assistants, and Technicians)
shall be experienced in the use of Caltrans’ engineering drafting/design software
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and Computer Aid Drafting & Design (CADD) Based Software including
MicroStation, AutoCAD Civil 3D, and Computer Aided Civil Engineering and
Surveying System (CaiCE, AutoCAD Civil 3D). The Consultant personnel shall
be experienced in working with English and metric units.
C.

Landscape Architecture Equipment Requirements.
1.

Office Equipment and Supplies (Consultant’s Office):

In addition to the requirements specified elsewhere in this Contract, the following also shall
apply:
a.

D.

Graphic/Publishing software;
i.
Professional image-editing and graphic publishing software capable
of producing visual simulation graphics and documents required in
the Phase Order, in a format compatible with the latest software used
by Caltrans (Adobe PhotoShop and Illustrator).
ii.
Caltrans compatible Software that shall create high level 2D and 3D
photo-realistic simulations and is compatible with Caltrans’
software.
iii.
Software to produce professionally formatted reports that integrate
written text with graphics.

Landscape Architecture Materials to be Provided or made available by Caltrans.
1.

Relevant and existing documents, right-of-way record data, survey maps, control,
data, topographic maps, and planimetric maps, if any are available, that are
applicable to the current project within the project limits.

2.

Reproducible project map(s), aerial photographs, and/or Digital highway inventory
photography program (DHIPP) aerial photos, if available.
Unprotected and modifiable digital electronic file(s) in Adobe Creative Suite2 v
9.0.1 format or newer, of background border to be used in final photo simulations
and photo/cross sectional illustrations.

3.

4.

Color digital images to be used as baseline imagery for the computer generated high
level graphic/photo-realistic simulations and illustrations, if available and as
specified in the Phase Order.

Note: The Consultant is responsible for the return to Caltrans, in original condition, of all
items provided for use under this Contract. The Consultant shall replace, at the
Consultant’s sole expense, all lost or damaged Caltrans data or materials.
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SCOPE OF WORK/DELIVERABLES
Environmental Generalist Services

A.

Purpose of Work.

The Consultant shall perform consultation, research, professional and technical services required
for Environmental Generalist Services, including, but not limited to, field sampling, analysis,
reports. The Consultant may provide services to Caltrans including, but not limited to, the
preparation of various levels of Environmental Documents and Documentation (ED) and any
incidental related environmental technical studies and deliverables listed in section ‘Required
Services.’
B.

Required Services.
Pursuant to an authorized Phase Order, the Consultant shall provide Environmental
Generalist Services for each project on each phase, of the project listed in the Phase Order.
1.

Environmental Generalist Services, Biological Services, Wetland Assessment,
Fish Passage Assessment, Paleontological Studies, include, but not be limited to:
a.
Biological study, assessment, survey, and monitoring of endangered,
threatened, rare, proposed, and candidate species and sensitive natural
communities. These studies shall include, but not be limited to, surveying,
identifying, monitoring, sampling, transplanting, and trapping. Biological
study, assessment, survey, and monitoring of sensitive, candidate,
threatened, and endangered species are major components of this Contract.
These services are needed prior to, during, and after construction phase. The
Consultant is expected to have a wide variety of experienced biologists to
provide high quality services for Transportation projects in Federal, State,
and Local jurisdictions.
b.
Aquatic resource delineations (wetlands, other waters of the U. S., and
waters of the State).
c.
Initial Study/Negative Declaration/Mitigated Negative Declaration.
d.
Categorical Exclusions.
e.
Notice of Determination.
f.
Perform Environmental Re-evaluations.
g.
Prepare and File Notices of Completion.
h.
Paleontological resource studies and mitigation
i.
Floodplain and Hydrology studies including Geomorphology studies.
j.
Climate Change Analysis.
k.
Floodplain and Hydrology studies including Geomorphology.
l.
Hydro-Acoustic studies, monitoring and reports.
m.
Prepare Exhibits.
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n.
o.
p.
q.
r.

s.
t.

u.
v.

w.

x.
y.
z.
aa.
bb.
cc.
dd.
ee.

Geology and Seismicity Studies.
Cultural Resource Studies.
Natural Environment Studies.
Cumulative impact Analysis.
Activities related to preparation and processing of CEQA/NEPA
Environmental Documents and discussion of environmental impacts at
required Public Meetings.
Mitigation Monitoring Plans
Electronic document transfers, database updates, and electronic filing
consistent with the Caltrans standard practices and policies. Web posting,
data entry, and filing may be entailed.
Incidental Land Surveying and Mapping to support NEPA/CEQA
documentation.
Air Quality Studies.
The Phase Orders for Air Quality Studies may include, but are not limited
to, project-level air quality analysis, including emissions analyses, and CO,
and PM hot-spot analyses.
Noise and Vibration Studies. The Consultant shall provide services to
produce general noise and vibration studies for projects required by
FHWA and the CEQA/NEPA process. The Consultant shall provide all
necessary equipment and instrumentation to perform work. All work under
this portion of the Contract shall be conducted according to the terms,
provisions, and requirements of the Caltrans “Traffic Noise Analysis
Protocol”, May 2011, http://www.dot.ca.gov/env/noise/docs/traffic-noiseprotocol-may2011.pdf (or the most recent version), the California
Department of Transportation “Technical Noise Supplement”, September
2013, http://www.dot.ca.gov/env/noise/docs/tens-sep2013.pdf, (or the
most recent version), the Caltrans “Technical Guidance for Assessment
and Mitigation of the Hydroacoustic Effects of Pile Driving on Fish”,
November 2015, http://www.dot.ca.gov/env/bio/docs/bio-tech-guidancehydroacoustic-effects-110215.pdf, (or the most recent version), Caltrans
“Transportation and Construction Vibration Guidance Manual”,
September 2013, http://www.dot.ca.gov/env/noise/docs/tcvgmsep2013.pdf (or the most recent version). All references cited can be found
in the Caltrans website (http://www.dot.ca.gov/hq/env/noise/index.htm),
FHWA, and others.
Visual Impact Assessment/Visual Impact Analysis/ Visual Impact Studies.
Water Quality Assessments.
Water quality studies for all levels of environmental documents.
Prepare Storm Water Data Reports (SWDR).
Conduct field reviews.
Perform visual inventory of the project area, including tree surveys.
Perform viewshed analyses.
Perform scenic resource(s) determination and studies.
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ff.

2.

Assist in coordination with local agencies, citizen groups, and business
groups related to community design and scenic issues.
gg.
Prepare and distribute viewer surveys to determine viewer sensitivity and
reaction to visual change.
hh.
Prepare conceptual mitigation plans and recommendations.
ii.
Prepare abstract for inclusion in environmental document text.
jj.
Prepare transmittal memo outlining study results, potential significance of
impacts and significance criteria, and proposed mitigation measures.
kk.
Prepare photo-realistic visual simulation graphics and exhibits.
ll.
Prepare public exhibits, including, but not limited to, large-scale imagery
and graphics, handouts, and videos. Large-scale imagery shall be created
using “Genuine Fractals,” or similar software as approved by Caltrans.
Biological Technical Study Requirements.
Biological technical studies shall be undertaken to describe the project’s
environmental setting and local biotic resources, and summarize results of any indepth biological studies. Biological Assessments shall be undertaken to analyze
the effects of the project on federal and State listed, proposed, candidate, and other
sensitive species:
a.

Threatened, endangered, proposed, candidate, rare, and other sensitive
species (For example, Least Bell’s Vireo, Desert Tortoise, Vernal pool fairy
shrimp).
i.
Studies.
ii.
Surveys using the most recent U.S. Fish and Wildlife Service
(USFWS), National Marine Fisheries Service (NMFS), and
California Department of Fish and Wildlife (CDFW) protocols
including, but not limited to:
•
Survey Protocols and Other Guidelines, USFWSSacramento Fish and Wildlife Office, available at
https://www.fws.gov/sacramento/es/Survey-ProtocolsGuidelines/.
•
Survey Protocols and Guidelines for Listed Species,
USFWS-Ventura Fish and Wildlife Office, available at
https://www.fws.gov/ventura/endangered/species/surveysprotocol.html.
•
Survey Information for Threatened and Endangered
Species, USFWS-Carlsbad Fish and Wildlife Office,
available at
https://www.fws.gov/carlsbad/TEspecies/Recovery/SurveyI
nfo.html.
•
Guidelines for Conducting and Reporting Botanical
Inventories for Federally Listed, Proposed and Candidate
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b.

c.

Plants, USFWS (September 1996), available at
https://www.fws.gov/sacramento/ES/Survey-ProtocolsGuidelines/Documents/Listed_plant_survey_guidelines.pdf
•
Guidelines for Conducting and Reporting Botanical
Inventories for Federally Listed Plants on the Santa Rosa
Plain, USFWS, available at
https://www.fws.gov/sacramento/ES/Survey-ProtocolsGuidelines/Documents/Listed_plant_survey_guidelines_sa
ntarosa.pdf
•
Survey and Monitoring Protocols and Guidelines, CDFW,
available at
https://www.wildlife.ca.gov/Conservation/SurveyProtocols.
•
Protocols for Surveying and Evaluating Impacts to Special
Status Native Plant Populations and Sensitive Natural
Communities, CDFW (March 2018), available at
https://nrm.dfg.ca.gov/FileHandler.ashx?DocumentID=189
59&inline.
iii.
Mitigation planning and implementation.
Specialized Surveys.
i.
California Rapid Assessment Method.
ii.
Fish Passage Assessments using the methodology described in the
Reconnaissance Fish Passage Assessment Instructions and
Procedures (available at
https://nrm.dfg.ca.gov/FileHandler.ashx?DocumentID=10773) and
Detailed Fish Passage Assessment Data Collection Instructions and
Procedures (available at
https://nrm.dfg.ca.gov/FileHandler.ashx?DocumentID=10774).
iii.
Botanical surveys using the most recent protocols:
•
CDFW Protocols for Surveying and Evaluating Impacts to
Special Status Native Plant Populations and Sensitive
Natural Communities
(https://nrm.dfg.ca.gov/FileHandler.ashx?DocumentID=18
959&inline).
•
USFWS Guidelines for Conducting and Reporting
Botanical Inventories for Federally Listed, Proposed and
Candidate Plants
(https://www.fws.gov/sacramento/es/Survey-ProtocolsGuidelines/Documents/Listed_plant_survey_guidelines.pdf
Specialized Reports and Studies.
i.
Mitigation and Monitoring Plans (MMP).
ii.
Wildlife Corridor Studies.
iii.
Post Construction Monitoring Reports.
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d.

e.

f.
g.

h.

3.

General Surveys and Studies.
i.
Wildlife Crossings and Corridor Studies.
ii.
Bio-acoustic/hydro-acoustic studies for fish, birds, and other.
iii.
Vegetation mapping.
iv.
Invasive species mapping.
Mitigation/Restoration Planning and Monitoring (specify habitat types).
i.
Mitigation Plan preparation.
ii.
Monitoring of mitigation sites.
Permit Application Preparation (specify agencies).
Construction Monitoring.
i.
Biological monitoring.
ii.
Protocol level construction surveys and handling (be specific).
Wetlands identification and delineation shall be in accordance with
procedures described in the 1987 U. S. Army Corps of Engineers
(USACE) Wetlands Delineation Manual (available at
http://www.lrh.usace.army.mil/Portals/38/docs/USACE%2087%20Wetlan
d%20Delineation%20Manual.pdf) and the appropriate Regional
Supplement to the Corps of Engineers Wetland Delineation Manual.
Consultant shall have expertise in conducting assessment of wetland
functions and values using published procedures such as the Habitat
Evaluation Procedures (HEP) and/or the Wetland Evaluation Technique
(Adamus et al, 1987). The level of evaluation, however, shall not be
included in Consultant’s initial field investigations. If a wetlands’
evaluation is warranted, as determined through consultation with Caltrans,
Consultant shall develop a study plan for Caltrans’ review and approval;
subsequently, a separate Phase Order, may be executed to cover the
wetlands evaluation. This procedure does not preclude inclusion of
normal qualitative evaluations typically found in NEPA/CEQA
documents.

Wetland Assessment Requirements.
a.

Wetland Assessments shall be undertaken to identify and delineate any
wetlands that are present within the study area.

b.

The United States Army Corps of Engineers (USACE) and United States
Environmental Protection Agency (USEPA) jointly define wetlands as:
“Those areas that are inundated or saturated by surface or groundwater at a
frequency and duration sufficient to support, and under normal
circumstances do support, a prevalence of vegetation typically adapted for
life in saturated soil conditions. Wetlands generally include swamps,
marshes, bogs, and similar areas.” This definition shall be used in
determining whether a particular habitat is a wetland for the purposes of
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Executive Order 11990, Section 404 of the Clean Water Act, NEPA and
CEQA.
c.

Wetlands identification and delineation shall follow procedures as specified
by the USACE at the time the work is performed. Current USACE
standards are described in the following:
i.
Environmental Laboratory. 1987. Corps of Engineers Wetlands
Delineation Manual. Technical Report Y-87-1. U.S. Army
Engineers Waterways Experiment Station, Vicksburg, Mississippi.
Available at
http://www.lrh.usace.army.mil/Portals/38/docs/USACE%2087%20
Wetland%20Delineation%20Manual.pdf .
ii.
U.S. Army Corps of Engineers. 2008. Regional Supplement to the
Corps of Engineers Wetland Delineation Manual: Arid West
Region (Version 2.0), Final Report. September. U.S. Army
Research and Development Center, Vicksburg, Mississippi.
Available at
https://www.nrcs.usda.gov/Internet/FSE_DOCUMENTS/stelprdb1
046489.pdf.
iii.
U.S. Army Corps of Engineers. 2010. Regional Supplement to the
Corps of Engineers Wetland Delineation Manual: Western
Mountains, Valleys, and Coast Region (Version 2.0), Final Report.
May. U.S. Army Research and Development Center, Vicksburg,
Mississippi. Available at
https://www.nrcs.usda.gov/Internet/FSE_DOCUMENTS/stelprdb1
046494.pdf.

d.

The minimum standards for wetland delineations are established by each
USACE district. The current standards for the San Francisco District are
available at
http://www.spn.usace.army.mil/Portals/68/docs/regulatory/2%20%20Info%20Req.pdf. The current standards for the Sacramento District
are available at
http://www.spk.usace.army.mil/Portals/12/documents/regulatory/jd/minim
um-standards/Minimum_Standards_for_Delineation_with_Templatefinal.pdf. The current standards for the Los Angeles District are available
at
http://www.spl.usace.army.mil/Portals/17/docs/regulatory/Permit_Process/
Final%20Delin%20Report%20Standards%203-16-2017.pdf?ver=2017-0324-115759-277.

e.

The most recent version of the USACE South Pacific Division’s mapping
and drawing standards, available at
http://www.spd.usace.army.mil/Missions/Regulatory/Public-Notices-and-
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References/Article/651327/updated-map-and-drawing-standards/, should
be used.

4.

f.

The most recent version of the National Wetland Plant List (NWPL),
available at http://wetlandplants.usace.army.mil/nwpl_static/home/home.html, should be used.

g.

For projects within the coastal zone, the wetland regulatory definition used
shall be the State Coastal Commission “single parameter” wetland
definition.

h.

The State Water Resources Control Board is currently proposing a State
Wetland Definition and Procedures for Discharges of Dredged or Fill
Material to Waters of the State. Delineations of waters of the State shall
follow any procedures specified by the State Water Resources Control
Board at the time the work is performed.

i.

For delineation of "other waters of the United States", the standards
specified by the USACE at the time the work is performed shall be
followed. Current USACE standards for delineation of other waters of the
U.S. are as follows:
i.
U.S. Army Corps of Engineers. 2005. Regulatory Guidance Letter
05-05: Ordinary High Water Mark Identification. December 7.
Available at
http://www.usace.army.mil/CECW/Pages/rglsindx.aspx or
http://www.usace.army.mil/CECW/Documents/cecwo/reg/rgls/rgl0
5-05.pdf.
ii.
Lichvar, Robert W., and Shawn M. McColley. 2008. A Field
Guide to the Identification of the Ordinary High Water Mark
(OHWM) in the Arid West Region of the United States: a
Delineation Manual. August. U.S. Army Corps of Engineers,
ERDC/CRREL TR-08-12. Available at
http://www.crrel.usace.army.mil/library/technicalreports/ERDCCRREL-TR-08-12.pdf.

Fish Passage Assessment Requirements.
Fish passage assessments shall be undertaken to identify and characterize any
impediments or barriers at Caltrans’ culvert or bridge structures to resident fish or
anadromous fish movement within the study area. Fish passage assessments shall
utilize the methodology described in the Reconnaissance Fish Passage
Assessment Instructions and Procedures (available at
https://nrm.dfg.ca.gov/FileHandler.ashx?DocumentID=10773) and Detailed Fish
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Passage Assessment Data Collection Instructions and Procedures (available at
https://nrm.dfg.ca.gov/FileHandler.ashx?DocumentID=10774).
5.

When required, the Consultant shall utilize Native American Monitors/Advisors or
Most-Likely Descendant as specified in the Phase Order. Caltrans shall designate
the appropriate Native American Monitors/Advisors or Most-Likely Descendants
in the Phase Orders. The Consultant shall comply with California Public Resources
Code Section 5097.9 and Health and Safety Code Section 7050.

6.

Paleontological Resource Studies and Mitigation Requirements:
a.

b.

c.

As defined here, paleontological resources (i.e. fossils) are remains and/or
traces of prehistoric plant and animal life exclusive of humans.
Paleontological resources include not only actual fossil remains, but also
the collecting localities and the geologic formations containing the fossil
remains.
Paleontological resource studies and mitigation activities and
documentation shall comply with:
i.
Caltrans’ Standard Environmental Reference, Volume I, Chapter 8,
Paleontology
(http://www.dot.ca.gov/ser/vol1/sec3/physical/Ch08Paleo/chap08p
aleo.htm)
ii.
Standard Procedures for the Assessment and Mitigation of Adverse
Impacts to Paleontological Resources, Society of Vertebrate
Paleontology -Impact Mitigation Guidelines Revision Committee
2010
Paleontological Study Requirements.
i.
At the direction of the Caltrans Contract Manager, or designee in
coordination with the Caltrans Phase Order Manager, and detailed
in executed Phase Orders, Consultant shall undertake appropriate
actions to address matters concerning identification, evaluation, and,
as necessary, mitigation of paleontological resources.
The
Consultant shall provide reports detailing these efforts.
ii.
All Consultant paleontological staff must meet the qualifications
criteria as stated in Caltrans’ Standard Environmental Reference,
Volume
I,
Chapter
8,
Paleontology
(http://www.dot.ca.gov/ser/vol1/sec3/physical/Ch08Paleo/chap08p
aleo.htm). The Consultant shall provide a qualified Paleontologist
with a paleontological resource excavation permit for the collection
of vertebrate fossils issued by the Bureau of Land Management.
iii.
Caltrans shall approve the paleontological study area.
iv.
As specified by the Caltrans Contract Manager, Project Manager or
designee and as detailed in executed Phase Orders Consultant shall
conduct:
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•
•
•
•
•
•
•
•
•
•

v.

7.

pre-field research,
records and literature searches at the appropriate facilities,
work planning and survey team mobilization,
field investigations,
geologic site mapping and/or map preparation,
negotiation and attainment of curation agreements
photography,
mitigation monitoring during construction activities,
fossil salvage
fossil preparation to the point of identification and curation
facility acceptance
•
fossil cataloging and delivery to the curation facility
•
report preparation
As specified by the Caltrans Contract Manager, Project Manager or
designee and as detailed in executed Phase Orders, Consultant will
prepare the proper level of documentation that may include: a
Paleontological Identification Report (PIR), a Paleontological
Evaluation Report (PER), Paleontological Mitigation Plan (PMP),
Paleontological Mitigation Report (PMR), and a Paleontological
Stewardship Summary (PSS). All reports and studies shall be
prepared within the regulations, policies, procedures, standards, and
guidelines presented in Caltrans’ Standard Environmental
Reference,
Volume
I,
Chapter
8,
Paleontology
(http://www.dot.ca.gov/ser/vol1/sec3/physical/Ch08Paleo/chap08p
aleo.htm).
•
Draft reports/studies. Consultant shall submit three (3)
copies of the draft report(s) within the time frame specified
in the Phase Order. The draft report(s) shall include all
illustrations, maps and site records. Caltrans shall complete
review of the draft within three (3) weeks after receipt.
•
Final reports/studies. Consultant will submit the final
report(s) within four (4) weeks after receipt of Caltrans’
comments (or as specified in Phase Order). In addition,
Consultant will submit one (1) original copy of the report(s),
including all original copy maps, illustrations and
photographs (with negatives). This submittal shall include
an electronic copy (Microsoft Word) of all files as stipulated
in the Phase Order.

The Consultant shall have a good working knowledge of computer graphic
programs that shall produce high level graphic/photo-realistic simulations and the
ability to produces professionally formatted reports and studies.
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8.

The Consultant shall perform professional and technical oversight review on behalf
of Caltrans for locally-prepared visual analysis studies and reports, including high
level graphic/photo-realistic simulations, and provide written comments to the
Caltrans Contract Manager in coordination with the Caltrans Phase Order Manager
in support of the planning, design and construction of elements for proposed
Caltrans transportation facilities.

9.

The Consultant and Subconsultant personnel shall not meet, discuss, nor confer
with the public, Caltrans personnel, Agency personnel, State personnel, Federal
personnel or any person other than the Caltrans Contract Manager or Caltrans
designee, and approved Consultant personnel. Any communications with any
person, excluding the Caltrans Contract Manager or Caltrans designee and
approved Consultant personnel, require prior written approval from the Caltrans
Contract Manager.

10.

Any communications with the public, Caltrans personnel, and local, state or federal
agency personnel should be at the direction of the Caltrans Phase Order Manager.

11.

When authorized by the Caltrans Contract Manager and required by a Phase Order,
the Consultant may establish direct contact for the purpose of obtaining
information, expertise, and assistance in developing baseline data and resource
inventories relative to the project OR assist with coordination to achieve
compatibility with the concerns and requirements of Caltrans and other resource or
regulatory agencies with, but not limited to: other consultants; other contractors;
Federal, State, and Local resource and regulatory agencies; U.S. Army Corps of
Engineers; U.S. Fish and Wildlife Service; National Marine Fisheries Service; U.S.
Forest Service; U.S. National Park Service; U.S. Department Of The Interior
Bureau of Land Management; Federal Highway Administration; California
Department of Fish and Wildlife; California Fish and Game Commission;
California Department of Parks and Recreation; California State Water Quality
Control Boards; California State Water Resources Control Boards; California
Regional Water Resources Control Boards; California Coastal Commission; Native
American Heritage Commission; Regional Clearinghouse of the California
Historical Resources Information System; Regional Water Quality Control Boards;
other involved agencies; other agencies; institutions; researchers or groups; and
others.
a.
Caltrans shall provide prior written approval for, and may participate in, any
and all contacts, intra-agency scoping meetings, or other meetings with
resource or regulatory agencies to discuss the project, project impacts,
project mitigation proposals, project mitigation, project compensation,
project proposals. The Consultant shall maintain a record of all such
contacts and shall transmit copies of these records to Caltrans, at a
minimum, with the regular monthly progress reports.
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b.
c.

C.

The Consultant shall not commit Caltrans to any mitigation measures or
mitigation compensation.
The Consultant shall not negotiate or make decisions in Caltrans' name.
Caltrans shall retain responsibility for initiating and managing all final
consultation, both informal and formal, with other consultants; other
contractors; Federal, State, and Local resource and regulatory agencies; and
other involved agencies, regarding regulatory, project, project impacts,
project mitigation proposals, project mitigation, project compensation,
project proposals, and any issues. The Consultant shall be available (within
two (2) working day(s) written notice) to provide advice and to participate
in such consultations as required in each Phase Order, as directed by the
Caltrans Contract Manager in coordination with the Project Manager or
designee, and at the request of Caltrans. Should specific permits or
agreements be required, Caltrans may require the Consultant to prepare
appropriate information.

12.

The Consultant shall assist Caltrans in obtaining necessary approvals and permits.
The Consultant shall identify all necessary approvals and permits, prepare
signature-ready permit applications, and track the status of permit applications, as
specified in each Phase Order.

13.

Consultant shall participate in an informal consultation process with Caltrans and
responsible Federal and State agencies to develop recommendations for project
modifications to eliminate or lessen project impacts on sensitive biotic resources,
including species of concern. Similar consultation may also be required to develop
measures to compensate for unavoidable Project impacts identified by these studies
and to develop mitigation measures. Measures agreed to by Caltrans during
informal consultation with responsible Federal and State agencies shall be included
in relevant reports. If agreement cannot be reached, all recommendations for
project modifications and/or mitigation/compensation measures developed through
this informal consultation process, including general strategies for monitoring the
success of proposed mitigation measures shall be presented in a separate transmittal
document to accompany the appropriate report(s).

14.

At Caltrans’ request, the Consultant shall conduct a field review for Caltrans’
environmental personnel of any resources identified during the Consultant’s field
studies.

Environmental Generalist Personnel Requirements.
1.

The Consultant, including the prime Consultant and all Subconsultants, shall
throughout the life of the Contract, retain within its firm, a staff of people who shall
be properly licensed and certified in accordance with the laws of the State of
California and qualified to perform all aspects of the required work described in
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this Contract and all work specified in a Phase Order along with any emergencies
that may arise during the life of this pursuant to Federal and State laws and
regulations, and local plans and ordinances, governing environmental impacts of
projects, including but not limited to, the National Environmental Policy Act
(NEPA), the California Environmental Quality Act (CEQA the Federal Endangered
Species Act, California Endangered Species Act Section 106 of the National
Historic Preservation Act the Clean Water Act Porter-Cologne Water Quality Act
Clean Air Act, Tahoe Regional Planning Agency Code of Ordinances, California
Fish and Game Code, Coastal Zone Protection Act, and California Coastal Act.
The Consultant shall be prepared to provide additional personnel, as necessary,
during the period performance of this Contract to accommodate the work.
2.

Cultural Resource Personnel Requirements
All consultants and subconsultants performing work under the 106 PA or on state-only
Caltrans projects either must: 1) meet the Secretary of the Interior's Professional
Qualifications Standards, incorporated into the PQS qualifications outlined in 106 PA
Attachment 1, or 2) have the work overseen by a consultant who meets the PQS
requirements in the relevant discipline(s). Documentation that the consultants or
oversight consultants meet the PQS requirements shall be made available to Caltrans
for inspection. Caltrans, however, does not certify consultants as PQS.

The Consultant shall provide documents that proposed staff meet the approporiate
minimum qualifications as defined in the Caltrans Environmental Handbook,
Volume II, Chapters 1 and 2 (http://www.dot.ca.gov/ser/envhand.htm.) and the
United States Secretary of the Interior’s Professional Qualification Standards (36
CFR Part 61). The qualifications define minimum education and experience
required to perform identification, evaluation, registration, and treatment activities
for purposes of historic preservation for Federal Undertakings
(http://www.nps.gov/history/local-law/arch_stnds_9.htm). Caltrans’ prior written
approval is required for all historians and archaeological personnel not identified
on the Consultant’s organization chart.
The Consultant shall provide documents that proposed personnel meet the
appropriate minimum qualifications as defined in the Caltrans Environmental
Handbook (http://www.dot.ca.gov/ser/envhand.htm), Volume II, Chapter 2; and
Attachment 1 of the First Amended Programmatic Agreement among the Federal
Highway Administration, the Advisory Council on Historic Preservation, the
California State Historic Preservation Officer, and the California Department of
Transportation Regarding Compliance with Section 106 of the National Historic
Preservation Act as it Pertains to the Administration of the Federal-Aid Highway
Program in California (PA); and the United States Secretary of the Interior’s
Professional Qualification Standards (36 CFR Part 61). The qualifications define
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minimum education and experience required to perform identification, evaluation,
registration, and treatment activities for purposes of historic preservation for
Federal Undertakings (http://www.nps.gov/history/local-law/arch_stnds_9.htm).
Caltrans’ prior written approval is required for all historians and archaeological
personnel not identified on the Consultant’s organization chart.
3.

Consultant Personnel and Team Member Qualifications.
The Consultant team member’s professional qualification shall be specified in each
Phase Order; however, the professional qualifications depending on the task
performed shall at a minimum, include, but not be limited to the Caltrans Quality
Control
and
Assurance
for
Biological
Technical
Documents
(http://www.dot.ca.gov/ser/vol1/sec3/natural/Ch14Bio/files/QC_guidance.pdf)
and the following:
a.
The Consultant personnel or the Subconsultant performing Environmental
Generalist Services shall have a documented minimum five (5) years of
demonstrated experience acceptable to Caltrans and appropriate credentials
approved by the Caltrans Contract Manager in coordination with the
Caltrans Phase Order Manager, Functional Manager, District/Region Area
Construction (Claims) Engineer, Laboratory Supervisor, Headquarters’
Structural Construction Engineer, Resident Engineer, District Landscape
Architect, District Surveys Office Chief, and/or District’s Public
Information Officer for conducting the tasks and studies as referenced in the
Scope of Work.
b.
Personnel performing Environmental Generalist Services for public
outreach/awareness activities shall possess the following qualifications:
i.
A documented minimum three (3) years of demonstrated experience
acceptable to Caltrans, in providing public relations services.
ii.
A documented minimum three (3) years of demonstrated experience
acceptable to Caltrans at a minimum, in developing and preparing
news releases, brochures, newsletters, fact sheets, and fliers.
c.
The Consultant personnel or the Subconsultant performing Environmental
Generalist Services shall have all knowledge, skills, experience, permits and
approvals required by Permits, Licenses, Agreements or Certifications that
apply to the specific project(s) that is (are) relevant to each Phase Order,
prior to beginning Phase Order field work.
d.
A Degree (Bachelors, Masters, or higher) in Water Quality, Hydrology, or
related Environmental Engineering field from an ABET accredited
institution (College or University) or possession of a valid Engineer-inTraining (EIT) certificate issued or accepted by the California State Board
for Professional Engineers, Land Surveyors, and Geologists.
e.
A Degree (Bachelors, Masters, or higher) in Landscape Architecture from
an LAAB accredited institution (College or University).
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f.
g.
h.

i.

Certified Professional in Storm Water Quality and/or Certified Professional
in Erosion Control with the Erosion Control Association.
Qualified SWPPP Developer (QSP).
Bachelor Degree in Natural Sciences field and shall have a documented
minimum three (3) years of demonstrated experience acceptable to Caltrans
in: (1) biological impact analysis of transportation projects including
impacts to species of concern and their habitats, wetlands, or waters of the
United State (U.S.); or (2) biological mitigation development and
monitoring.
Consultant biologists and ecologists shall have a documented minimum
three (3) years demonstrated experience acceptable to Caltrans, and shall be
trained and qualified to conduct the tasks listed in this Contract. Personnel
shall possess or obtain the necessary collecting and/or handling permits,
and/or have species specific experience, in order to provide services as
required for all sensitive, threatened, and endangered species. Resumes
must be submitted to Caltrans prior to execution of the Contract and shall
include permit information and shall be provided to resource agencies for
their review and approval.

j.

Cultural resource qualifications equivalent to or exceeding all Principal
Levels of Caltrans Professional Qualifications Standards as outlined in
Attachment 1 of the Programmatic Agreement Among the Federal Highway
Administration, the Advisory Council on Historic Preservation, the
California State Historic Preservation Officer, and the California
Department of Transportation Regarding Compliance with Section 106 of
the National Historic Preservation Act, as it pertains to the Administration
of the Federal-Aid Highway Program in California.

k.

Personnel performing field activities as specified in this Scope of Work and
wildlife corridor analysis shall possess the following qualifications:
i.
A documented minimum three (3) years of demonstrated experience
acceptable to Caltrans, managing field services in conjunction with
project construction activities and schedule.
ii.
A documented minimum three (3) years of demonstrated experience
acceptable to Caltrans, working with protected resources that are
impacted.
Or perform duties under direct supervision of
experienced personnel.

l.

Registered of Professional Archaeologists (RPA) with specific California
experience.

m.

The Consultant’s personnel who conduct Air Quality Studies shall be
knowledgeable and capable of performing Air Quality Studies, including
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use of common analysis models and methods such as EMFAC 2017,
AERMOD, CALINE4, Caltrans’ CO protocol, U.S EPA’s quantitative PM
hot-spot analysis guidance, FHWA’s MSAT guidance, and the Local
CEQA analysis guidelines.
n.

Expertise in acoustic and vibration modeling field investigations to
transportation noise is required. Some staff development work and research
may be required with this Contract. A documented minimum five (5) years
of demonstrated experience acceptable to Caltrans analyzing complex
transportation noise and vibration is required.

o.

The Consultant shall provide a professional Geologist licensed in the State
of California in good standing with the California State Board for
Professional Engineers, Land Surveyors, and Geologists at all times during
the Contract period for Paleontology work conducted under the contract.
The licensed Geologist must also be a qualified paleontologist with a
paleontological resource Excavation Permit for the collection of vertebrate
fossils issued by the Bureau of Land Management. If a licensed
professional Geologist is not available as stated above, the Consultant must
provide, in addition to a professional licensed Geologist, a qualified
Paleontologist with a paleontological resource excavation permit for the
collection of vertebrate fossils issued by the Bureau of Land Management.
The professional Paleontologist shall work under the direction of the
professional Geologist licensed in the State of California in good standing
with the California State Board for Professional Engineers, Land Surveyors,
and Geologists at all times during the Contract period.

p.

Full knowledge of Federal, State, and Local water and waste water
regulations and compliance requirements including, but not limited to, the
following areas:
i.
National Pollutant Discharge Elimination System (NDPES) permit
process.
ii.
Clean Water Act.
iii.
EPA regulations.
iv.
Storm Water Regulations.
v.
Storm Water Pollution Prevention.
vi.
Temporary and Permanent treatment of storm water runoff.
vii.
Treatment and disposal of contaminated groundwater.
viii. Hydromodification impacts and their mitigation.
ix.
State Water Resources Control Board (SWRCB) regulations.
x.
Biological/restoration field personnel experienced in wetland
delineations and restoration mitigation.
xi.
Horticultural expertise in plant and seed collection, propagation and
assessment of newly created mitigation sites.
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D.

Environmental Generalist Deliverables.
1.

The Consultant shall obtain written approval from Caltrans for all analysis, reports,
graphics, drawings, visual simulations, studies, product, data, manuals, details,
deliverables, backup documents, other documents, and other items required by this
Contract. If there are no Caltrans standardized forms, the format and content
requirements for all analysis, reports, graphics, drawings, visual simulations,
studies, product, data, manuals, details, deliverables, backup documents, other
documents, and other items required by this Contract shall be specified in each
Phase Order. All analysis, reports, graphics, drawings, visual simulations, studies,
product, data, manuals, details, deliverables, backup documents, other documents,
and other items required by this Contract to be used for the project include, but are
not be limited to, the following:
a.
b.
c.
d.
e.
f.
g.
h.
i.
j.
k.
l.
m.
n.
o.
p.
q.
r.
s.
t.
u.
v.
w.
x.
y.

DPR 523 Record Forms.
Archaeological Survey Reports (ASR).
Historical Resources Evaluation Reports (HRER) - Archaeology.
Historical Resources Evaluation Reports (HRER) - Architectural History.
Proposals for Extended Phase I Studies.
Extended Phase I Reports (XPI).
Phase II Test Excavation Reports (usually in form of Archaeological
Evaluation Reports).
Proposals for Phase III Excavations.
Phase III Excavation Reports.
Extended Phase I, Phase II, and Phase III Preliminary Reports, if
appropriate.
Historic Property Survey Reports (HPSR).
Historical Resources Compliance Reports (HRCR).
Finding of Effects (FOE).
Treatment Plan (TP).
Data Recovery Plan (DRP).
ESA Action Plan.
Construction Monitoring Report (CMR).
Draft MOA.
Public Information and Outreach Deliverables.
Miscellaneous Letter Reports and Memos.
Paleontological Identification Report (PIR).
Paleontological Evaluation Report (PER).
Paleontological Mitigation Plan (PMP).
Paleontological Mitigation Report (PMR).
Paleontological Stewardship Summary (PSS).
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2.

All Environmental Generalist Services analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, deliverables, backup
documents, other documents, and other items required by this Contract performed
on computer shall be delivered to Caltrans including, but not limited to, the formats
specified below:
a.
Text-based documents shall be submitted as an Adobe Portable Document
Format (“pdf”) file using Adobe Acrobat Professional version 5 or later
software. The pdf file shall be inclusive of all graphics (e.g. page
orientation, photographs or other images, charts, and tables) and be suitable
for printing in final form. The pdf file shall:
i.
Contain functioning bookmarks, indexes, tables of contents or other
hyperlinks as required by the Phase Order.
ii.
Be configured (e.g. bookmarks, indexes, table of contents,
thumbnails, annotations, signatures, and security settings) as
required, or as directed by the Phase Order.
iii.
Be optimized for use by Adobe Acrobat Reader 10 or newer.
b. Text-based documents shall also be submitted in Microsoft Word format,
version 2007, or format currently in use by Caltrans. The document shall
include all graphics (e.g. photographs, image graphics, charts, and tables).
Photographs shall be in “jpeg” file format. Other image graphics shall be in
“gif” format unless otherwise specified.
c.
All graphics (e.g. photographs or other drawings) shall be submitted
separately from the pdf and Microsoft Word documents in archive-type file
formats (e.g. photographs and bitmapped drawings as “tif”, Microstation
drawings as “dgn”, and vector drawings as “ai”) unless otherwise specified.
The intent of this section is for the Consultant to provide Caltrans with a
copy of each graphic in an uncompressed file format for archive purposes.
The Consultant may suggest alternative formats that are compatible with
this goal.
d.
Spreadsheet files shall be submitted in Microsoft Excel format, version
2007, or format currently in use by Caltrans.
e.
Word processing files shall be submitted in Microsoft Word format, version
2007, or format currently in use by Caltrans.
f.
Database files shall be submitted in Microsoft Access format, version 2007,
or format currently in use by Caltrans.
g.
The Consultant shall not format digital electronic files as “view only” or
“read only” unless so specified in the Phase Order.
h.
Other - As specified in the Phase Order.
i.
GIS data in ESRI readable format.
j.
Maps in PDF format.

3.

Caltrans uses a standard project development alphanumeric coding system for all
reports. The Consultant shall adhere to this system when preparing such
documents. Consultant-prepared reports shall not contain any references to their
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firm name, including logos, acknowledgements, or credits. Consultant may utilize
an “internal filing number or other methodology” while document is in draft stages
and distribution is internal. If a draft document is distributed beyond internally, all
reference numbers, other than Caltrans’ alphanumeric system, must be removed
prior to distribution.
All reports must contain the following statement inside the front cover:
"For individuals with sensory disabilities this document can be made
available in alternate formats. Please call or write to: (the Caltrans Contract
Manager in coordination with the Caltrans Phase Order Manager Name),
(the Caltrans Contract Manager in coordination with the Caltrans Phase
Order Manager Address) (the Caltrans Contract Manager in coordination
with the Caltrans Phase Order Manager Phone Number), or use the CA
Relay Service TTY number 1-800-735-2929."
4.

Deliverables include: Noise Study Reports and Design Soundwall Reports.

5.

Noise Abatement Decision Report.

6.

Plans shall be prepared in conformance with the current editions of Caltrans’ Plans
Preparation Manual, the CADD Users Manual, and the following:
a.
All CADD work shall be in compliance with Caltrans’ CADD Users
Manual. CADD work shall also incorporate, as deemed necessary by the
Caltrans Contract Manager in coordination with the Caltrans Phase Order
Manager, any revisions to the CADD Users Manual that are made during
the course of the Contract.
b.
The Consultant shall obtain and use the latest versions of the CADD files
in order to conform to Caltrans’ graphics and plotting standards. Files
needed include, but not be limited to: cell libraries for highways and
structures, font resources, color tables, and graphics seed files. These files
are provided only in MicroStation format (.dgn) and is accessible
electronically from Caltrans’ Internet site at
http://www.dot.ca.gov/hq/oppd/cadd/rsc_files/webpage.php (click on
CTCELLIB.cel to download file).

7.

All CADD graphics files submitted to Caltrans shall be two-dimensional (2-D)
graphics files in MicroStation format (.dgn). All graphics files submitted shall
display and plot properly on the District's plotting system. Effective October 1,
1992, in accordance with the CADD Users Manual, submitted CADD plan sheet
files should not contain any referenced data. All drawing data and features relating
to a CADD plan sheet file shall be fully contained in that CADD file.
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E.

8.

The Consultant shall submit CAiCE/AutoCAD Civil 3D archive files as described
in the CADD Users Manual, Project Development Procedures Manual (PDPM),
PS&E guide gold book.

9.

Diskettes are not acceptable to Caltrans. Any translation efforts necessary to obtain
these formats shall be the responsibility of the Consultant at no extra cost to
Caltrans.

10.

The Consultant requests for applicable District CADD copies of plans or
topographic maps (past or present) to complete the task shall be made in writing to
the Caltrans Contract Manager in coordination with the Caltrans Phase Order
Manager at a minimum two (2) weeks prior to their need. The request shall describe
what is needed and the reasons therefore. The Caltrans Contract Manager in
coordination with the Caltrans Phase Order Manager shall review the request and
only forward request of information that is deemed necessary by the Caltrans
Contract Manager in coordination with the Caltrans Phase Order Manager.
Requests for additional CADD copies of information previously provided to the
Consultant by Caltrans shall be at the Consultant’s expense, with no extra cost to
Caltrans. The CADD files associated with another project (past or present) shall
not be released without prior written authorization from the Caltrans Contract
Manager or Caltrans designee.

11.

The Consultant shall be responsible to convert any past CADD files and/or modify
any CADD graphics to current standards. If CADD copies are not available, the
Consultant shall convert what is available to meet current CADD submittal
standards.

Licenses and Permits
1.
The Consultant shall be an individual or firm licensed to do business in California
and shall obtain at its expense all license(s) and permit(s) required by law for
accomplishing any work required in connection with this Contract.
2.
If the Consultant is located within the State of California, a business license from
the city/county of the Consultants headquarter is necessary however, if the
Consultant is a corporation, a copy of the incorporation documents/letter from the
Secretary of State’s Office can be submitted.
3.
In the event, any license(s) or permit(s) expire at any time during the term of this
Contract, the Consultant agrees to provide Caltrans with a copy of the renewed
license(s) or permit(s) within 30 days following the expiration date. In the event the
Consultant fails to keep in effect at all times all required license(s) and permit(s),
Caltrans may, in addition to any other remedies it may have, terminate this Contract
upon occurrence of such
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List of Abbreviated Terms.
A&E

Architecture and Engineering.

AER

Archaeological Evaluation Report.

ANSI

American National Standards Institute.

APE

Area of Potential Effects.

ASR

Archaeological Survey Report.

CO

Change Order.

CCRD

Caltrans Cultural Resource Database.

CE

Categorical Exemptions or Categorical Exclusions.

CEQA

California Environmental Quality Act.

CHRIS
CMR
CPM

California Historical Resources Information System office.
Construction Monitoring Report.
Critical Path Method.

DED

Draft Environmental Document.

DOE
DPR
DRP

Determinations of Eligibility.
Department of Parks and Recreation.
Data Recovery Plan.

DTM

Division of Traffic Management.

EA
ED
E-FIS
EIR
EIS
ESRI
FED

Environmental Assessments.
Environmental Documents.
Enterprise Resource Planning Financial InfraStructure.
Environmental Impact Reports.
Environmental Impact Statements.
Environmental Systems Research Institute.
Final Environmental Document.

FHWA

Federal Highway Administration.

FOE

Findings of Effect.
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FONSI
GIS
GPS

Finding of No Significant Impacts.
Geographic information system.
Global Positioning System.

HABS
HAER
HRCR
HRER
HPSR

Historic American Buildings Survey.
Historic American Engineering Record.
Historical Resources Compliance Report.
Historic Resource Evaluation Report.
Historic Property Survey Report.

IS
MND

Initial Study.
Mitigated Negative Declaration.

MOU
NAHC

Memorandum of Understanding.
Native American Heritage Commission.

ND

Negative Declaration.

NEPA

National Environmental Policy Act.

NES

Natural Environmental Study.

NHPA

National Historic Preservation Act.

OSHA

Occupational Safety and Health Administration.

PA

Programmatic Agreement Among the Federal Highway
Administration, the Advisory Council on Historic Preservation, the
California State Historic Preservation Officer, and the California
Department of Transportation Regarding Compliance with Section
106 of the National Historic Preservation Act, as it Pertains to the
Administration of the Federal-Aid Highway Program in California.

PA&ED

Project Approval and Environmental Document.

PDT

Project Development Team.

PID

Project Initiation Document.

PER
PIR
PMP
PMR

Paleontological Evaluation Report.
Paleontological Identification Report.
Paleontological Mitigation Plan.
Paleontological Mitigation Report.
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PSS

Paleontological Stewardship Summary.

PS&E
RE
R/W

Plans, Specifications, and Estimate.
Resident Engineer.
Right of Way.

SER

Caltrans Standard Environmental Reference.

SHPO
TP
TR
UTM

State Historic Preservation Officer.
Treatment Plan.
Historic Property Treatment Plans.
Universal Transverse Mercator.

WBS

Work Breakdown Structure.

XPI

Extended Phase I.
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SCOPE OF WORK/DELIVERABLES
Water Quality Studies Services
A.

Purpose of Work.
The Consultant shall perform consultation, research, professional and technical services
required for Water Quality Studies Services, including, but not limited to, support and
preparation of the required environmental documentation for project approval, preparation
of Plans, Specifications and Estimate (PS&E), and construction contract bid documents
under Federal and State environmental laws and regulations; conducting various technical
water quality studies as required under National Environmental Policy Act (NEPA),
California Environmental Quality Act (CEQA) compliance with Clean Water Act (CWA),
California Porter-Cologne Water Quality Control Act, National Pollutant Discharge
Elimination System (NPDES) permits, project-specific CWA Section 401 water quality
certification and waste discharge requirements, California Wetlands Policy (No Net Loss
of Wetlands), and Water Quality Control Plans adopted by the Regional Water Quality
Control Boards (RWQCBs) and State Water Resources Control Board (SWRCB)
providing support with addressing water quality issues in obtaining environmental permits
from various federal, state, or local resource agencies or entities.

B.

Required Services.
1.

Pursuant to an authorized Phase Order, the Consultant shall provide Water Quality
Studies Services for each Project on each Phase, of the projects listed in the phase
order.

2.

Water Quality Studies Services included, but not liminted to:
a.
Water quality studies for Environmental Impacts Statements
/Environmental Impact Reports.
b.
Prepare Storm Water Data Reports (SWDR).
c.
Prepare Plans, Specifications and Estimates (PS&E) documents including
the following:
i.
Best Management Practice (BMP) implementation
ii.
Erosion Control (EC).
iii.
Water Pollution Control (WPC).
d.
Conducting field reviews.
e.
Prepare permit applications for submittal to State Water Resources Control
Board/Regional Water Quality Control Boards (SWRCB/RWQCBs).
Phase Orders may be assigned to include the above work.
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3.

The work shall be performed pursuant to the National Environmental Policy Act
(NEPA), California Environmental Quality Act (CEQA), regional, local, and other
applicable statutes, laws, codes, regulations, policies, procedures, ordinances,
standards, specifications, performance standards, and guidelines, including but not
be limited to, NPDES compliance and requirements.

4.

The Consultant’s Water Quality Studies Services shall be in support of Federal and
State environmental laws and regulations. Reports/Studies shall become part of the
required documentation for project approval under Federal and State environmental
laws and regulations. These formal environmental compliance documents and
formal clearance may include Environmental Impact Reports (EIR), Environmental
Impact Statements (EIS), Initial Study (IS)/ Negative Declaration (ND)/ Mitigated
Negative Declaration (MND), Environmental Assessments (EA)/ Finding of No
Significant Impacts (FONSI), or Categorical Exemptions (CE)/ Categorical
Exclusions (CE).

5.

Responsibilities with regards to NEPA, in most cases, shall be that of Caltrans,
since these responsibilities have been assigned to Caltrans by the Federal Highway
Administration (FHWA). Caltrans shall be the lead State agency or Responsible
Agency for environmental compliance for these projects under CEQA.

6.

Personnel with expertise in Global Positioning System (GPS), Geographic
Information System (GIS), GeoRef (http://www.agiweb.org/index.html), and
Environmental Systems Research Institute (ESRI) GIS software will also be
needed.

7.

A wide range of Water Quality Services tasks should be expected. The Consultant
shall be prepared to perform specialized services themselves or via a Subconsultant
including, but not limited to, the following:
a.

Preparing Water Quality Reports/Studies/Assessments (WQR/S/A)
including, but not limited to, the following:
i.
Review water quality assessments related to the project area.
ii.
Identify and document receiving water bodies for each studied
project alternative.
iii.
Identify and document all applicable water quality standards and
regulations, including, but not limited to, CWA 303(d) listed
impairments, Total Maximum Daily Loads (TMDLs), water quality
objectives, Municipal Separate Storm Sewer System (MS4), and
beneficial uses.
iv.
Identify and document the existing environment/water resource
setting and impacted watersheds, including, but not limited to, the
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b.

regional and local hydrology, and possible pollutants effecting water
quality for surface water and groundwater.
v.
Identify and document the existing groundwater resources
environment, including, but not limited to, recharge areas, local
springs, and/or wells, and constituents.
vi.
Identify and document down stream water uses and other
biotic/aquatic consideration.
vii.
Identify and document permit requirements, Regional Water Quality
Control Board (RWQCB) and local project specific requirements,
NPDES compliance, and coordination with regulatory agencies.
viii. Complete relevant questionnaire(s) and checklist(s) for WQR/S/A.
ix.
Identify and document permanent, temporary, and cumulative
impacts to water quality.
x.
Identify and document design alternatives that were considered to
avoid impacts to waters and discuss potential to create benefits, such
as converting sections of culverts to open channels.
xi.
Identify and document risk determination as required in the CGP
and minimization measures/construction site best management
practices (BMPs) required including, but not limited to, temporary
creek diversions, coffer dams, handling and disposal of accumulated
storm water, uncontaminated and/or contaminated groundwater.
xii.
Identify permanent design pollution prevention and treatment BMPs
for source control, hydromodification control and minimizing
pollutant discharges to receiving waters.
Preparing Storm Water Data Reports (SWDRs) including, but not limited
to, the following:
i.
Prepare SWDRs and complete relevant SWDR checklists by
compiling necessary data, including field work.
ii.
Determine and document if a project creates permanent water
quality impacts and identify measures for avoiding or reducing
storm water impacts.
iii.
Review project design and determine the possibility for
incorporating storm water control measures.
iv.
Identify water quality permit requirements.
v.
Coordinate with relevant agencies and functional units to complete
the SWDRs.
vi.
Attend meetings to provide guidance in implementing storm water
BMPs into Caltrans projects.
vii.
Hydromodification Control Measures.
viii. Describe Treatment BMP strategy for the watershed within the
project limits, including Treatment BMPs consideration and
justification and if treatment off-site shall be required due to a deficit
in the on-site treatment.
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ix.

c.

d.

Develop and conduct monitoring studies to evaluate storm water
control measures that are to be constructed and operated.
x.
Review SWDRs that are submitted for all phases of projects and
provide comments and ensure that adequate funds are allocated for
on-site and/or off-site treatment BMPs.
xi.
Prepare drainage shed maps.
xii.
Design project specific Treatment BMPs, perform calculations on
Water Quality Volume and Water Quality Flow, and determine
location, quantity and cost for all project phases.
xiii. Provide locations, Standard Special Provisions (SSPs) and plans for
Drainage Inlet stenciling requirements.
xiv. Provide all the required attachments for the SWDR including, but
not limited to:
•
Vicinity Map.
•
Pertinent Correspondence with RWQCB.
•
Evaluation Documentation Form.
•
All the required and supplemental SWDR checklists.
•
Drainage Plans.
•
Drainage Course (Shed Maps).
•
Rainfall intensity curves or equations.
•
Construction estimates or PR /PSSR estimate.
•
Storm Water cost Estimate Spreadsheet.
•
Treatment BMP Summary Spreadsheet.
•
Cross section of Biofiltration Swales.
•
Water Quality Flow Calculations.
•
Water Quality Volume Calculations.
•
Risk Level Determination.
•
Stormwater Multi Application Reporting and Tracking
(SMARTS) Input.
xv.
Provide cost estimate for all four (4) different categories of BMPs
as an attachment to SWDR.
Completing the Treatment BMP Consideration sheets, including, but not
limited to, the following:
i.
Identify and document feasible and infeasible Treatment BMPs for
the project.
ii.
Prepare preliminary plans showing possible location and types of
Treatment BMPs.
iii.
Estimate and document percent of water being treated by Treatment
BMPs within project limits.
Completing CWA Section 401 Water Quality Certification and/or Waste
Discharge Requirements, or NPDES permit applications:
i.
Coordinate with Project Engineer/ Project Biologist to:
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•

ii.

iii.
iv.

v.

Obtain project impacts information including plans and
description of impacts to Waters of the State, which include,
but not be limited to, any surface water or groundwater,
including saline waters, isolated wetlands, vernal pools and
stream channels without a riparian corridor that may be dry
during most of the year.
•
Establish mitigation goals using acceptable methods
equivalent to California Rapid Assessment Method
(CRAM). CRAM may be used as a tool to provide
information regarding the condition of a wetland or riparian
habitat and the stressors that affect it. It may also be used as
a guideline to qualitatively assess the existing and potential
conditions, for use in planning protection and restoration
activities.
•
Develop conceptual mitigation plan and Monitoring Plan
(MMP) and ensure that mitigation proposal is consistent
with the RWQCB/SWRCB policies including, but not
limited to, the Water Quality Control Plans, Stream and
Wetland Protection Policies and the draft Fact Sheet for
Reviewing Wetland and Riparian Projects by the
RWQCB(s).
•
Ensure that funds are allocated for mitigation related to
impacts to Waters of the State in the early project
development phases along with the completion of the
Biological Assessment and/or the Natural Environmental
Study Report.
Coordinate with Project Engineer to document avoidance and
minimization measures:
•
Proposed Construction Site Water Pollution Control BMPs
proposed.
•
Proposed Design Pollution Prevention/source control BMPs
and BMPs proposed to address hydromodification impacts.
•
Proposed Treatment BMP for post-construction storm water
runoff.
Coordinate with Environmental Generalist to obtain information on
the CEQA documentation for the project.
Prepare materials needed to present project water quality issues at a
public hearing or meetings with SWRCB/RWQCB, other Federal,
State, or Local Resource Agencies, and assist with preparing a
response to comments/questions related to the project impacts and
mitigation proposal.
Upon obtaining the 401 certification/permit, review permit
conditions to incorporate changes to the construction contract
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e.

special provisions including, but not limited to, Earth Work, Order
of Work, Water Pollution Control, Construction Site Management,
Temporary Environmentally Sensitive Area (ESA) Fence,
corresponding plans/details and cost estimate to ensure compliance
with permit and construction contract’s conformance with the
special provisions.
Preparing PS&E documents including the following:
i.
Erosion Control (EC) Plans, Specifications and Estimates.
ii.
Provide locations, SSPs and plans for Drainage Inlet stenciling
requirements.
iii.
Perform risk assessment for the project with more than 1 acre of
Disturbed Soil Area.
iv.
Preparation of Water Pollution Control (WPC) Plans, Specifications
and Estimates in compliance with the new CGP.
v.
Non-standard Special Provisions for management of dewatering
discharges that shall involve: Reviewing Geotechnical Design
Report (for retaining walls), and Foundation Report (for structures)
to assess the existing subsurface conditions and presence of
groundwater. Reviewing soil conditions based on boring logs to
determine the permeability of soils. Reviewing Hazardous Waste
Investigation Report to assess the water quality of groundwater and
determine if there are existing contaminants that exceed Water
Quality Objectives (WQO) set forth in the Regional Board's basin
plan. If contaminants exist above the WQOs, then the groundwater
should be considered contaminated, if not then the sediment is the
only pollutant of concern. Developing alternatives and cost
estimates for treatment and disposal of dewatering discharges.
Development of each alternative shall take into consideration the
permits required and the level of treatment required prior to
disposal, and the best available technologies (BAT) available for
treatment. Developing a Conceptual Dewatering Plan to be
provided to the Consultant as part of the Information Handout that
documents that basis for the flow rate/volume of groundwater, the
water quality assessment and the dewatering discharge management
options
developed
based
on
Geotechnical
Design
Report/Foundation Reports and the Hazardous Waste Site
Investigation Report. Developing non-standard Dewatering special
provision and cost estimate based on the recommendations in the
Conceptual Dewatering Plan.
vi.
Prepare a conceptual design of an Active Treatment System for
treatment of accumulated storm water runoff, uncontaminated
groundwater and contaminated groundwater.
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vii.

f.

g.

Prepare conceptual design and PS&E for mitigation sites that
include, but not be limited to, restoration work to enhance beneficial
uses, reduce excessive erosion and sediment inputs into Region
waters. Develop concepts by considering the use of bioengineering
systems principles to provide long-term stability to riparian systems
for all new projects. Designs shall include a process for including
native riparian plantings into creek stabilization projects, and
consider the performance guidelines established for the applications
of soil bioengineering systems developed by Federal and State
agencies in the design of bank and slope stabilization projects and
justify variances from these guidelines to the Regional Water Board.
Develop monitoring programs to track the long-term success of soil
bioengineering systems.
viii. Preparation of Storm Water Information Handout, Conceptual
Storm Water Pollution Prevention Plan (CSWPPP), Permit
Registration Documents, and Information for the Resident Engineer
files (SWPPP projects) and Permit Registration Documents as
required in the CGP.
ix.
Reviewing and commenting on PS&E work by others at various
stages in development specific to EC and WPC and providing
comments.
x.
Preparing construction contract Plans specific to EC and WPC
according to Caltrans Standards.
xi.
Reviewing project reports, project initiation documents and
providing comments specific to EC and WPC.
xii.
Developing a checklist of EC and WPC issues and concerns that are
to be accounted for in project reports and project initiation
documents.
xiii. Attend meetings with Caltrans personnel or other agencies on an as
needed basis.
xiv. Perform other EC and WPC duties related to PS&E as directed by
the Caltrans Contract Manager in coordination with the Caltrans
Phase Order Manager and the Caltrans Functional Manager.
Performing Construction Activities:
i.
Conduct field reviews of constructed Treatment BMPs and assess
their performance.
ii.
Assist in evaluation of Treatment BMP during construction
including construction Change Orders.
Performing other water quality compliance duties as directed by the
Caltrans Contract Manager in coordination with the Caltrans Phase Order
Manager and detailed in executed Phase Orders.
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C.

Water Quality Studies Personnel Requirements.
1.

Consultant Personnel and Team Member Qualifications.
a. The Consultant personnel or the Subconsultant performing Water Quality Studies
Services shall have
i.
a documented minimum five (5) years of demonstrated experience
acceptable to Caltrans and appropriate credentials approved by the Caltrans
Contract Manager in coordination with the Caltrans Phase Order Manager,
Functional Manager, District/Region Area Construction (Claims) Engineer,
Laboratory Supervisor, Headquarters’ Structural Construction Engineer,
Resident Engineer, District Landscape Architect, District Surveys Office
Chief, and/or District’s Public Information Officer for conducting the water
quality compliance and hydrology tasks and studies as referenced in the
Scope of Work.
ii.
The Consultant personnel or the Subconsultant performing Water Quality
Studies Services shall have all knowledge, skills, experience, permits and
approvals required by Permits, Licenses, Agreements or Certifications that
apply to the specific project(s) that is (are) relevant to each Phase Order,
prior to beginning Phase Order field work.
b. The Consultant team member’s professional qualification shall be specified in each
Phase Order; however, the professional qualifications depending on the services
performed may include the following:
i.

ii.

iii.

iv.
v.

vi.
vii.

Registered Professional Civil Engineer licensed in the State of California in
good standing with the California State Board for Professional Engineers,
Land Surveyors, and Geologists at all times during the Contract period.
Registered Geologist licensed in the State of California in good standing
with the California State Board for Professional Engineers, Land Surveyors,
and Geologists at all times during the Contract period.
A Degree (Bachelors, Masters, or higher) in Water Quality, Hydrology, or
related Environmental Engineering field from an ABET accredited
institution (College or University) or possession of a valid Engineer-inTraining (EIT) certificate issued or accepted by the California State Board
for Professional Engineers, Land Surveyors, and Geologists.
A Degree (Bachelors, Masters, or higher) in Landscape Architecture from
an LAAB accredited institution (College or University).
Registered Landscape Architect licensed in the State of California in good
standing with the California Architects Board Landscape Architects
Technical Committee at all times during the Contract period.
Certified Professional in Storm Water Quality and/or Certified Professional
in Erosion Control with the Erosion Control Association.
Qualified SWPPP Developer (QSP).
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viii.

Full knowledge of Federal, State, and Local water and waste water
regulations and compliance requirements including, but not limited to, the
following areas:
1)
National Pollutant Discharge Elimination System (NDPES) permit.
2)
Clean Water Act.
3)
EPA regulations.
4)
Storm Water Regulations.
5)
Storm Water Pollution Prevention.
6)
Temporary and Permanent treatment of storm water runoff.
7)
Treatment and disposal of contaminated groundwater.
8)
Hydromodification impacts and their mitigation.
9)
State Water Resources Control Board (SWRCB) regulations.
10)
Biological/restoration field personnel experienced in wetland
delineations and restoration mitigation.
11)
Horticultural expertise in plant and seed collection, propagation and
assessment of newly created mitigation sites.

c. Personnel performing Water Quality Studies Services for public
outreach/awareness activities shall possess the following qualifications:
i.
A documented minimum three (3) years of demonstrated experience
acceptable to Caltrans, in providing public relations services.
ii.
A documented minimum three (3) years of demonstrated experience
acceptable to Caltrans at a minimum, in developing and preparing news
releases, brochures, newsletters, fact sheets, and fliers.
2.

Consultant Water Quality Studies Responsible Person
a. In this Contract, a person who is authorized to review and approve Consultant
Water Quality Studies, analysis, reports, graphics, drawings, visual simulations,
studies, product, data, manuals, details, other documents, other items, and
deliverables in place of the Consultant Contract Manager shall be hereafter referred
to as the Consultant Water Quality Studies responsible person. The Consultant
Water Quality Studies responsible person (or engineer, certified technician, the
Consultant Contract Manager registered in the State of California) signing analysis,
reports, graphics, drawings, visual simulations, studies, product, data, manuals,
details, other documents, other items, and deliverables under this Contract requiring
the signature of a Consultant Water Quality Studies responsible person (or
engineer, certified technician, the Consultant Contract Manager registered in the
State of California) shall be currently employed by the Consultant or its
Subconsultants at the time the deliverables are submitted to Caltrans for
consideration und
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b. er the review and acceptance process.
c. All analysis, reports, graphics, drawings, visual simulations, studies, product, data,
manuals, details, other documents, other items, and deliverables under this Contract
not fully approved by Caltrans bearing the signature of the Consultant Water
Quality Studies responsible person (or engineer, certified technician, the Consultant
Contract Manager registered in the State of California) who is no longer employed
by the Consultant or its Subconsultants, shall be replaced by a qualified replacement
Consultant Water Quality Studies responsible person (or engineer, certified
technician, the Consultant Contract Manager registered in the State of California)
who is currently employed by the Consultant or its Subconsultants. In such an
event, no additional time shall be allowed or cost reimbursed to the Consultant
without the prior written approval of the Caltrans Contract Manager.
d. All of the Consultant’s work shall be conducted under the direction of the
Consultant Contract Manager who shall have the appropriate experience as
described in this Contract. All analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, other documents, other items,
and deliverables under this Contract requiring the Consultant Water Quality Studies
responsible person (or engineer, certified technician, the Consultant Contract
Manager registered in the State of California)’s signature, shall be produced by the
responsible Consultant personnel having appropriate experience, and shall be
signed by a Consultant Water Quality Studies responsible person (or engineer,
certified technician, the Consultant Contract Manager registered in the State of
California).
D.

Water Quality Studies Equipment Requirements.
1.

Office Equipment and Supplies (Consultant’s Office):
The Consultant shall have and provide adequate office equipment and supplies to
complete the work required by this Contract. Such equipment and supplies shall
include, but not be limited to, the following:
i.
ii.
iii.
iv.

Caltrans’ Basin Sizer
(http://svctenvims.dot.ca.gov/wqpt/basinsizer.aspx)
U.S. Hourly Precipitation Data (CD-ROM) from NOAA National
Climatic Data Center.
ESRI Arcview/Arcinfo Geographic information system (GIS)
software.
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E.

Water Quality Studies Materials to be Provided or made available by Caltrans.
1.

Relevant and existing documents, if any are available, that are applicable to the
current project within the project limits.

2.

Project Map depicting the Area of Potential Effects (APE) or Study Area.

3.

Information from other relevant on-going and previous studies conducted and
prepared by Caltrans.

4.

Reproducible project map(s), aerial photographs, and/or Digital highway inventory
photography program (DHIPP) aerial photos, if available.

Note: The Consultant is responsible for the return to Caltrans, in original condition, of all
items provided for use under this Contract. The Consultant shall replace, at the
Consultant’s sole expense, all lost or damaged Caltrans data or materials.
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SCOPE OF WORK/DELIVERABLES
Visual Impact Analysis Services
A.

Purpose of Work.
The Consultant shall perform consultation, research, professional and technical services
required for Visual Impact Analysis Services, including, but not limited to, Engineering
Studies producing Project Development and Design products and deliverables to support
the preparation of the Project Report (or Project Report equivalents), Project Approval
report, developing Design Plans, Specifications and Estimates (PS&E); support to the
Office Engineers during project Advertisement and Award; project history files; design
support during the construction phase visual impact analyses (VIA); technical report
composition; computer generated visual simulation (VS) graphics; visual imagery,
simulations and graphics; oversight review; computer-generated visual simulation
graphics; computer-generated 3D digital terrain modeling; computer-generated 3D
modeling with an emphasis on photo-realism, precision and accuracy developed from
engineering Computer Aid Drafting & Design (CADD) files (Microstation, AutoCAD
Civil 3D, and GIS); legal defensibility.

B.

Required Services.
1.

The Consultant shall perform and have the expertise, capability, and equipment
necessary to perform this Scope of Work, including, but not limited to, any or all
of the following types of tasks/reports/studies/activities/functions which will all be
related to Visual Impact Analysis Services:
a.
b.
c.
d.
e.
f.
g.
h.
i.
j.
k.
l.

Perform visual inventory of the project area, including tree surveys.
Perform viewshed analyses.
Perform scenic resource(s) determination and studies.
Assist in coordination with local agencies, citizen groups, and business
groups related to community design and scenic issues.
Prepare and distribute viewer surveys to determine viewer sensitivity and
reaction to visual change.
Develop visual impact analyses and prepare technical reports.
Prepare conceptual mitigation plans and recommendations.
Prepare abstract for inclusion in environmental document text.
Prepare transmittal memo outlining study results, potential significance of
impacts and significance criteria, and proposed mitigation measures.
Prepare photo-realistic visual simulation graphics and exhibits.
Perform 3D topographic modeling.
Prepare public exhibits, including, but not limited to, large-scale imagery
and graphics, handouts, and videos. Large-scale imagery shall be created
using “Genuine Fractals,” or similar software as approved by Caltrans.
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m.
n.
o.
p.

Prepare required correspondence, meeting minutes, agendas, action items,
invoices, and status reports.
Prepare and maintain project files.
Prepare and update project schedules.
All final documents must be delivered in print and digital electronic media
formats. Print size and numbers as stated in Phase Orders. Digital
Electronic format of documents must be in Microsoft Word format with
simulations in editable format.

2.

The Consultant shall also provide large-scale graphic presentations for public
exhibits and design support in the development of environmental documents and
project approval on Caltrans transportation facilities under the Contract.

3.

The Visual Impact Analysis Services shall include, but not be limited to, tasks
pertaining to Project Reports (PR), PS&E bidding documents, and other project
delivery activities. Specific work in the following areas may be needed:
a.
Independent Cost Estimating for PS&E or Project Report phase for all cost
items in construction project(s), which may include the preparation of a
critical path construction schedule that is used to determine the construction
contract duration.
b.
Americans with Disability Act (ADA) compliance for transportation
facilities and right-of-ways, which includes work in site assessments, PR
and PS&E.
c.
Technical/Specification writing for PR, and PS&E phases.
d.
Drafting services for PS&E or other project drawings for this project(s).

4.

The Consultant shall assist Caltrans Office Engineer by providing answers to the
bidders’ questions during advertisement and award phase.

5.

If set forth in an authorized Phase Order, the Consultant shall assist Caltrans in
reviewing the construction contractor’s Request for Information by performing
independent modeling, analysis, and engineering studies during construction.

6.

The Consultant shall perform professional and technical oversight review on behalf
of Caltrans for locally-prepared visual analysis studies and reports, including high
level graphic/photo-realistic simulations, and provide written comments to the
Caltrans Contract Manager in coordination with the Caltrans Phase Order Manager
in support of the planning, design and construction of elements for proposed
Caltrans transportation facilities.

RFQ Number 08A3063
Attachment 1G
Page 3 of 5

C.

Visual Impact Analysis Personnel Requirements.
1.

Consultant Personnel and Team Member Qualifications.
The responsible Project Engineer person shall be a registered Professional Engineer
licensed in the State of California in good standing with the California State Board
for Professional Engineers, Land Surveyors, and Geologists at all times during the
Contract period, and shall have a documented minimum five (5) years of
demonstrated experience acceptable to Caltrans in Visual Impact Analysis or
related fields. Other project design professionals, such as Assistant Project
Engineers, shall have, at a minimum, a Degree (Bachelors, Masters, or higher) in
Engineering from an ABET accredited institution (College or University) or
possession of a valid Engineer-in-Training (EIT) certificate issued or accepted by
the California State Board for Professional Engineers, Land Surveyors, and
Geologists), and shall have a documented minimum three (3) years of demonstrated
experience acceptable to Caltrans in Visual Impact Analysis and related fields.

2.

The Consultant Visual Impact Analysis responsible person is authorized to review
and approve analysis, reports, graphics, drawings, visual simulations, studies,
product, data, manuals, details and other documents. The Consultant Visual Impact
Analysis responsible person, shall be a Registered Professional Landscape
Architect licensed in the State of California in good standing with the California
Architects Board Landscape Architects Technical Committee at all times during
the Contract period, (or engineer, certified technician, the Consultant Contract
Manager registered in the State of California) signing analysis, reports, graphics,
drawings, visual simulations, studies, product, data, manuals, details, other
documents, other items, and deliverables under this Contract requiring the signature
of a Consultant Visual Impact Analysis responsible person (or engineer, certified
technician, the Consultant Contract Manager registered in the State of California)
shall be currently employed by the Consultant or its Subconsultants at the time the
deliverables are submitted to Caltrans for consideration under the review and
acceptance process.

3.

All analysis, reports, graphics, drawings, visual simulations, studies, product, data,
manuals, details, other documents, other items, and deliverables under this Contract
not fully approved by Caltrans bearing the signature of the Consultant Visual
Impact Analysis responsible person (or engineer, certified technician, the
Consultant Contract Manager registered in the State of California) who is no longer
employed by the Consultant or its Subconsultants, shall be replaced a qualified
replacement Consultant Visual Impact Analysis responsible person (or engineer,
certified technician, the Consultant Contract Manager registered in the State of
California) who is currently employed by the Consultant or its Subconsultants.

RFQ Number 08A3063
Attachment 1G
Page 4 of 5

4.

D.

All of the Consultant’s work shall be conducted under the direction of the
Consultant Contract Manager who shall have the appropriate experience as
described in this Contract. All analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, other documents, other items,
and deliverables under this Contract requiring the Consultant Visual Impact
Analysis responsible person (or engineer, certified technician, the Consultant
Contract Manager registered in the State of California)’s signature, shall be
produced by the responsible Consultant personnel having appropriate experience,
and shall be signed by a Consultant Visual Impact Analysis responsible person (or
engineer, certified technician, the Consultant Contract Manager registered in the
State of California).

Visual Impact Analysis Equipment Requirements.
1.

Office Equipment and Supplies (Consultant’s Office):
a.

E.

Graphic/Publishing software;
i.
Professional image-editing and graphic publishing software capable
of producing visual simulation graphics and documents required in
the Phase Order, in a format compatible with the latest software used
by Caltrans (Adobe PhotoShop and Illustrator).
ii.
Caltrans compatible Software that shall create high level 2D and 3D
photo-realistic simulations and is compatible with Caltrans’
software.
iii.
Software to produce professionally formatted reports that integrate
written text with graphics.

Visual Impact Analysis Materials to be provided or made available by Caltrans.
1.

Relevant and existing documents, right-of-way record data, survey maps, control,
data, topographic maps, and planimetric maps, if any are available, that are
applicable to the current project within the project limits.

2.

Reproducible project map(s), aerial photographs, and/or Digital highway inventory
photography program (DHIPP) aerial photos, if available.

3.

Unprotected and modifiable digital electronic file(s) in Adobe Creative Suite2 v
9.0.1 format or newer, of background border to be used in final photo simulations
and photo/cross sectional illustrations.

4.

Color digital images to be used as baseline imagery for the computer generated high
level graphic/photo-realistic simulations and illustrations, if available and as
specified in the Phase Order.
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F.

Visual Impact Analysis Deliverables.
All Visual Impact Analysis Services analytical results, plans, designs, specifications,
estimates, notes, calculations, analysis, reports, graphics, drawings, visual simulations,
studies, product, data, manuals, details, deliverables, backup documents, other documents,
and other items required by this Contract performed on computer shall be delivered in a
format acceptable to Caltrans
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SCOPE OF WORK/DELIVERABLES
Biological Services
A.

Purpose of Work.
The Consultant shall perform consultation, research, professional and technical services required for
Biological Services including, but not limited to the entire Biological Study Area (BSA) including Caltrans
right-of-way, proposed new right-of-way, and appropriate species buffer distances as applicable. The
Consultant shall coordinate with various agencies including but not limited to Caltrans, Bureau of Land
Management (BLM), Army Corps of Engineers (USACE), United States Fish and Wildlife Service (USFWS)
and California Department of Fish and Wildlife (CDFW).

B.

Required Services.

WBS 160.30.10 Surveys and Mapping for Environmental Studies
The Consultant will prepare for and perform initial scoping for biological resources.
WBS 165.15 Biological Studies
The Consultant shall provide standardized reports including, but not limited to, Natural Environment Studies (NES),
Biological Assessments (BA), Wetlands Study, and Mitigation Monitoring Plan Reports (MMP) detailing all findings.
WBS 165.15.05 Biological Assessment
The CONSULTANT will prepare a Biological Assessment (BA) Report for federal listed species that the project may
affect. The report shall adhere to Caltrans standards and guidelines and utilize the surveys conducted. The BA will
assess and analyze impacts to federally listed species.
WBS 165.15.10 Wetlands Study
Jurisdictional Determination (JD) along with a completed Preliminary Jurisdictional Determination (PJD) and/or
Approved JD Form (if applicable) Graphical display of results (tables will separate data displaying the impacts to
waters of the U.S. and the State), as indicated below.
Jurisdictional Determination (AJD, if applicable) – The Consultant will prepare a Jurisdictional Delineation report for
Caltrans using the project footprint from protocol surveys and the habitat assessment. The Consultant will perform
Wetland Study (Jurisdictional Delineation [JD]) to determine the limits of the Waters of the United States and the
Waters of the State. This JD shall be conducted in accordance with the United States Army Corps of Engineers'
(ACOE) Wetland Delineation Manual (Environmental Laboratory 1987) and the Regional Supplement to the Corps
of Engineers Wetland Delineation Manual: Arid West Region (Version 2.0) (U.S. Army Corps of Engineers
September 2008). The JD report shall describe the delineated waters of the State and Waters of the United States
within the project study area that may be regulated by the ACOE, California Regional Water Quality Control Board
(RWQCB), and CDFW pursuant to Sections 404 and 401 of the Clean Water Act and Section 1600 of the California
Fish and Game Code, respectively. Data from field studies shall be collected using a mapping grade GPS receiver and
shall be in ESRI-compliant format. The findings shall also be documented in GIS files (layers and shapefiles) and a
summary of jurisdictional waters, temporary and permanent impacts will be included in the table below. The
Consultant will provide photographs as appropriate.
The Consultant will provide maps documenting the study area (vicinity and topographical), soils, national wetland
inventory, watershed, findings (delineated waters, EP, permanent impacts), and directional flow lines of each
delineated drainage and its end point (i.e. to a dry lake or other water body). All maps shall follow USACE Map
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and Drawing Standards (https://www.spd.usace.army.mil/Missions/Regulatory/Public-Notices-andReferences/Article/651327/updated-map-and-drawing-standards/) and also be provided as GIS files (shapefiles).
The Consultant will provide a Jurisdictional Determination along with a completed Preliminary Jurisdictional
Determination (PJD) Form and/or Approved Jurisdictional Determination (AJD) Form as applicable.
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WBS 165.15.20 Natural Environment Study (NES) Report
The CONSULTANT will prepare a Natural Environmental Study Report for Caltrans using the surveys conducted.
The report shall adhere to Caltrans standards. The NES will assess the habitat and potential impacts to listed species.
WBS 205.05; 205.10; 205.10.05; 205.10. 15; 205.10.20; 205.10.45; 205.10.50 Obtain Permits, Licenses,
Agreements, and Certifications
The Consultant shall coordinate with various agencies including but not limited to Caltrans, Bureau of Land
Management (BLM), Army Corps of Engineers (USACE), United States Fish and Wildlife Service (USFWS) and
California Department of Fish and Wildlife (CDFW). The project will have temporary and permanent impacts to
jurisdictional waters and therefore, authorizations from the U.S. Army Corps of Engineers (USACE), Regional Water
Quality Control Board (RWQCB), and California Department of Fish and Wildlife (CDFW) are required. Pursuant to
Section 7 of the Federal Endangered Species Act, Caltrans will be required to obtain a Biological Opinion for listed
species. The Consultant will coordinate and apply for the following regulatory permits: US Army Corp of Engineer
404 Nationwide General Permit, State Water Resource Control Board 401 Water Certification, California Department
of Fish and Wildlife 1602 Streambed Alternation Agreement and Section 2081 Take Permit for state listed species
and the US Fish and Wildlife Section 7 take permit for federally listed species.
C.

Consultant’s Biological Services Qualifications

1.

The Consultant shall perform and have the expertise, capability, and equipment necessary to perform
this Scope of Work, including, but not limited to, any or all of the following types of
tasks/reports/studies/activities/functions which will all be related to Biological Services:
a.

b.

Studies of endangered, threatened, rare, proposed, and candidate species. These studies
shall include, but not be limited to, surveying, identifying, monitoring, restoring and
mitigation of impacts.
Aquatic resource delineations (wetlands, other waters of the U. S., and waters of the State).

Cowardin
Code
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D.

2.

The work shall be performed pursuant to the National Environmental Policy Act (NEPA), California
Environmental Quality Act (CEQA), regional, local, and other applicable statutes, laws, codes,
regulations, policies, procedures, ordinances, standards, specifications, performance standards, and
guidelines.

3.

The Consultant’s Biological Services shall be in support of Federal and State environmental laws
and regulations. Reports/Studies shall become part of the required documentation for project
approval under Federal and State environmental laws and regulations. These formal environmental
compliance documents and formal clearance may include Environmental Impact Reports (EIR),
Environmental Impact Statements (EIS), Initial Study (IS)/ Negative Declaration (ND)/ Mitigated
Negative Declaration (MND), Environmental Assessments (EA)/ Finding of No Significant Impacts
(FONSI), or Categorical Exemptions (CE)/ Categorical Exclusions (CE).

4.

Responsibilities with regards to NEPA, in most cases, shall be that of Caltrans, since these
responsibilities have been assigned to Caltrans by the Federal Highway Administration (FHWA).
Caltrans shall be the lead State agency or Responsible Agency for environmental compliance for
these projects under CEQA.

5.

Personnel with expertise in Global Positioning System (GPS), Geographic Information System
(GIS), GeoRef (http://www.agiweb.org/index.html),) and Environmental Systems Research
Institute (ESRI) GIS software will also be needed.

6.

The Consultant shall possess, or be capable of obtaining and actually obtain prior to conducting
work, any necessary permits, or approvals for harassing, trapping, handling, or determining the
presence and densities for those species as may be required by the various resource/regulatory
agencies.

7.

The Consultant shall be prepared to perform specialized services itself or via a Subconsultant
including, but not limited to, the following:
a.
Threatened, and endangered, proposed, candidate, rare and other sensitive species as
identified by CDFW California Natural Diversity Database and USFWS IPAC species
lists.

Biological Personnel Requirements.
1.

Consultant Personnel and Team Member Qualifications.
The Consultant team member’s professional qualification shall be specified in each Phase Order;
however, the professional qualifications depending on the task performed shall at a minimum,
include, but not be limited to, the Caltrans Quality Control and Assurance for Biological Technical
Documents (http://www.dot.ca.gov/ser/vol1/sec3/natural/Ch14Bio/files/QC_guidance.pdf) and the
following:
a.
The Consultant personnel or the Subconsultant performing Biological Services shall have
a documented minimum five (5) years of demonstrated experience acceptable to Caltrans
and appropriate credentials approved by the Caltrans Contract Manager in coordination
with the Caltrans Phase Order Manager, Functional Manager for conducting the biological
tasks and studies as referenced in the Scope of Work.
b.
Personnel performing Biological Services for public outreach/awareness activities shall
possess the following qualifications:
i.
A documented minimum three (3) years of demonstrated experience acceptable
to Caltrans, in providing public relations services.
ii.
A documented minimum three (3) years of demonstrated experience acceptable
to Caltrans at a minimum, in developing and preparing news releases, brochures,
newsletters, fact sheets, and fliers.
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d.

E.

The Consultant personnel or the Subconsultant performing Biological Services shall have
all knowledge, skills, experience, permits and approvals required by Permits, Licenses,
Agreements or Certifications that apply to the specific project(s) that is (are) relevant to
each Phase Order, prior to beginning Phase Order field work.
Bachelor Degree in Natural Sciences field and shall have a documented minimum three (3)
years of demonstrated experience acceptable to Caltrans in: (1) biological impact analysis
of transportation projects including impacts to species of concern and their habitats,
wetlands, or waters of the United State (U.S.); or (2) biological mitigation development
and monitoring.

2.

Consultant Biological responsible person is authorized to review and approve reports, graphics,
analysis, drawings, visual simulations, studies, product, data, manuals, details and other documents.

3.

The Consultant Biological responsible person, shall be a (or engineer, certified technician, the
Consultant Contract Manager registered in the State of California) signing analysis, reports,
graphics, drawings, visual simulations, studies, product, data, manuals, details, other documents,
other items, and deliverables under this Contract requiring the signature of a Consultant Biological
responsible person (or engineer, certified technician.

4.

All analysis, reports, graphics, drawings, visual simulations, studies, product, data, manuals, details,
other documents, other items, and deliverables under this Contract not fully approved by Caltrans
bearing the signature of the Consultant Biological responsible person (or engineer, certified
technician, the Consultant Contract Manager registered in the State of California) who is no longer
employed by the Consultant or its Subconsultants, shall be replaced by a qualified replacement
Consultant Biological responsible person (or engineer, certified technician, the Consultant Contract
Manager registered in the State of California) who is currently employed by the Consultant or its
Subconsultants. In such an event, no additional time shall be allowed or cost reimbursed to the
Consultant without the prior written approval of the Caltrans Contract Manager.

5.

All of the Consultant’s work shall be conducted under the direction of the Consultant Contract
Manager who shall have the appropriate experience as described in this Contract. All analysis,
reports, graphics, drawings, visual simulations, studies, product, data, manuals, details, other
documents, other items, and deliverables under this Contract requiring the Consultant Biological
responsible person (or engineer, certified technician, the Consultant Contract Manager registered in
the State of California)’s signature, shall be produced by the responsible Consultant personnel
having appropriate experience, and shall be signed by a Consultant Biological responsible person
(or engineer, certified technician, the Consultant Contract Manager registered in the State of
California).

6.

The Consultant shall provide documents that proposed personnel meet the appropriate minimum
qualifications as defined in the Caltrans Quality Control and Assurance for Biological Technical
Documents (http://www.dot.ca.gov/ser/vol1/sec3/natural/Ch14Bio/files/QC_guidance.pdf)

Standards.
In addition to the Standards specified elsewhere in this Contract, the following also shall apply:
1.

Products must meet contemporary professional standards for technical studies. Any and all reports
due shall be drafted/written in accordance with the Guidelines for reporting formats which are found
in the Caltrans Standard Environmental Reference (SER), Project Development Procedures Manual,
and as supplied by Caltrans.

2.

All Consultant work and document shall be prepared in accordance with the appropriate protocols,
procedures, templates, and document formats found in the SER. The SER is located at the following
website: http://www.dot.ca.gov/ser/.
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F.

G.

Biological Materials to be provided or made available by Caltrans.
1.

Relevant and existing documents, if any are available, that are applicable to the current project
within the project limits.

2.

Project Map depicting the Environmental Study Limits (ESL).

3.

Data and information from other relevant on-going and previous studies conducted and prepared by
Caltrans.

4.

Reproducible project map(s), aerial photographs, and/or Digital highway inventory photography
program (DHIPP) aerial photos, if available.

Biological Deliverables.
1.

The Consultant shall obtain written approval from Caltrans for all analysis, reports, graphics,
drawings, visual simulations, studies, product, data, manuals, details, deliverables, backup
documents, other documents, and other items required by this Contract. If there are no Caltrans
standardized forms, the format and content requirements for all analysis, reports, graphics, drawings,
visual simulations, studies, product, data, manuals, details, deliverables, backup documents, other
documents, and other items required by this Contract shall be specified in each Phase Order. All
analysis, reports, graphics, drawings, visual simulations, studies, product, data, manuals, details,
deliverables, backup documents, other documents, and other items required by this Contract to be
used for the project includes, but not be limited to, the following:

2.

All Biological Services analysis, reports, graphics, drawings, visual simulations, studies, product,
data, manuals, details, deliverables, backup documents, other documents, and other items required
by this Contract performed on computer shall be delivered to Caltrans including, but not limited to,
the formats specified below:
a.
Text-based documents shall be submitted as an Adobe Portable Document Format (“pdf”)
file using Adobe Acrobat Professional version 5 or later software. The pdf file shall be
inclusive of all graphics (e.g. page orientation, photographs or other images, charts, and
tables) and be suitable for printing in final form. The pdf file shall:
i.
Contain functioning bookmarks, indexes, tables of contents or other hyperlinks as
required by the Phase Order.
ii.
Be configured (e.g. bookmarks, indexes, table of contents, thumbnails,
annotations, signatures, and security settings) as required, or as directed by the
Phase Order.
iii.
Be optimized for use by Adobe Acrobat Reader 10 or newer.
b.
Text-based documents shall also be submitted in Microsoft Word format, version 2007.
The document shall include all graphics (e.g. photographs, image graphics, charts, and
tables). Photographs shall be in “jpeg” file format. Other image graphics shall be in “gif”
format unless otherwise specified.
c.
All graphics (e.g. photographs or other drawings) shall be submitted separately from the
pdf and Microsoft Word documents in archive-type file formats (e.g. photographs and
bitmapped drawings as “tif”, Microstation drawings as “dgn”, and vector drawings as “ai”)
unless otherwise specified. The intent of this section is for the Consultant to provide
Caltrans with a copy of each graphic in an uncompressed file format for archive purposes.
The Consultant may suggest alternative formats that are compatible with this goal.
d.
Spreadsheet files shall be submitted in Microsoft Excel format, version 2007, or format
currently in use by Caltrans.
e.
Word processing files shall be submitted in Microsoft Word format, version 2007, or
format currently in use by Caltrans.
f.
Database files shall be submitted in Microsoft Access format, version 2007, or format
currently in use by Caltrans.
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g.
h.

The Consultant shall not format digital electronic files as “view only” or “read only” unless
so specified in the Phase Order.
Other - As specified in the Phase Order.
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SCOPE OF WORK/DELIVERABLES
Hazardous Waste Site Investigation and Design Services
A.

Purpose of Work.
The Consultant shall perform professional and technical services required for Hazardous
Waste Site Investigation and Design Services to support the Department of Transportation
(Caltrans) in the development, construction, and maintenance of proposed Caltrans
transportation facilities to support the Project(s).
The Caltrans Contract Manager shall assign specific work to the Consultant through the
issuance of Phase Orders describing in detail the services to be performed. The Consultant
shall only perform work that is assigned in an authorized Phase Order.
The work shall be performed throughout. The specific location of the work to be performed
shall be identified in each Phase Order. Phase Orders may be simultaneously issued in
widely separated locations.

B.

Required Services.
The work shall be performed throughout Project Phase(s) 0, 1 and 3. Pursuant to an
authorized Phase Order, the Consultant shall provide all necessary personnel, material,
transportation, lodging, instrumentation, and the specialized facilities and equipment
necessary to satisfy all appropriate agencies and required to ensure compliance with all
applicable Federal, State, and Local statutes, laws, codes, regulations, policies, procedures,
ordinances, standards, specifications, performance standards, and guidelines, applicable to
the Consultant's services and work product. The Phase Order will define all work activities
and specify appropriate methods for completion of the needed services.
Caltrans intends to utilize this Contract to complete a specific piece of work as long as it is
located within the geographical jurisdiction of this Contract set forth in the “Location of
Work” for each of the projects listed in this Contract utilizing the services described in this
Scope of Work and as described in a Phase Order. In the future, Caltrans may find it
necessary to create a separate contract (or contracts) that involves a specific project listed
in this Contract and includes part of the work contained in this Contract. Caltrans reserves
the right to procure Architectural and Engineering (A&E) services involving the listed
projects or unlisted projects (within the geographical jurisdiction of this Contract set forth
in “Location of Work” Section) involving in whole or in part the same work using a projectspecific agreement if the schedule to complete performance of the specific project extends
beyond the term of this Contract or the cost to complete the specific project exceeds the
dollar balance remaining in the Contract after accounting for amounts due to the Consultant
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for work previously performed and for work that is scheduled to be performed in executed
Phase Orders.
Should a project-specific agreement be procured under these provisions, the parties
mutually agree that, in accordance with Exhibit D, Section III, Termination of this
Contract, Caltrans shall terminate for convenience the portion of the Contract that includes
the common scope of work identified in the project-specific agreement per Exhibit D,
Section III, Termination of this Contract. Such partial termination for convenience shall
be processed by amendment to this Contract. Unless otherwise required by law, regulation,
or Caltrans policy or procedure, the Consultant may compete for these project-specific
Contracts.
For the above mentioned Purpose of Work, the Consultant may provide services to Caltrans
including, but not limited to, any of the following:
1.

General Hazardous Waste Support:
a.
Health and safety
i.
Preparing and review of health and safety plans
ii.
Hazardous Waste Operations and Emergency Response
(Hazwoper),
iii. Asbestos Hazard and Emergency Response Act (AHERA)
iv.
Certified Industrial Hygienist (CIH) support
v.
Lead and asbestos compliance support
vi.
Exposure monitoring
b.
Initial and Environmental Site Assessments
i.
Environmental Data Resources (EDR) Reports and Surveys
ii.
Environmental Site Assessments (Phase I Assessment) performed
pursuant to ASTM, DTSC or Caltrans standards.
iii. Record research and review
iv.
Field review and survey
v.
Owner/occupant interviews and surveys
vi.
Historic material research and review
c.
Site Investigations:
i.
Preparing work plans
ii.
Preparing quality assurance project plans
iii. Preliminary or detailed site investigation of soil and groundwater
(PSIs, DSIs) using ASTM Phase I and II methods
iv.
Site characterization and Conceptual Site Model (CSM)
development
v.
Geophysical surveys
vi.
Soil borings including, hollow stem auger, mud rotary and direct
push methods
vii.
Collecting soil, groundwater, water, waste, soil vapor or air samples
for analysis
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viii.
ix.
x.

Collecting confirmation samples
Laboratory and mobile field laboratory services
Sample analyses including, qualitative and quantitative field
analyses
xi. Report preparation and presentation
xii. GIS application support and development of GIS layers
xiii. Asbestos and asbestos-containing material sampling and analysis.
xiv. Lead base paint, striping and thermoplastic stripe sampling and
analysis
d.
Data evaluation and analysis:
i.
Statistical analysis of analytical data
ii.
Determination of California or Federal Hazardous Waste
Classification
iii. Review and evaluation of data to determine impact of contamination
to groundwater or other receptors
iv.
Development of database files to analyze existing data
e.
PA&ED, PS&E and Construction support
i.
Estimation of investigation and mitigation costs
ii.
Development of avoidance, minimization and mitigation measures
and costs to conduct these measures
iii. Development, and preparation of plans, specifications, and
estimates (PS&E) for hazardous waste removal and mitigation
iv.
Development and preparing cost estimates for remedial activities
v.
Comparative cost and lifecycle cost analysis
vi.
Comparison of alternatives
vii.
Construction-Phase design support as requested by Caltrans District
staff or the Caltrans Resident Engineer
f.
Feasibility Studies
i.Identification, assessment of mitigation methods
ii.Permitting and permit coordination
iii.Collection and evaluation of field measurements
g.
Applying for and complying with regulatory permits
h.
Reporting
i.Preparation and data presentation
ii.Geotracker report submittal
iii.Envirostor report submittal
All fieldwork shall be completed in accordance with a site-specific workplan and a Health
and Safety Plan developed by the Consultant and signed by a CIH for conditions expected
during the work. The Health and Safety Plan shall be reviewed by the Caltrans Contract
Manager or Caltrans Phase Order Manager prior to the start of work. The Consultant shall
notify the Caltrans Contract Manager or Caltrans Phase Order Manager in writing a
minimum one (1) week before it begins any field work.
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C.

Contact and Coordination
The Consultant and Subconsultant personnel shall not meet, discuss, nor confer with the
public, Caltrans personnel, Agency personnel, State personnel, Federal personnel or any
person other than the Caltrans Contract Manager or Caltrans designee, and approved
Consultant personnel. Any communications with any person, excluding the Caltrans
Contract Manager or Caltrans designee and approved Consultant personnel, require prior
approval from the Caltrans Contract Manager.
The Consultant shall only contact property owners/operators/residents/lessees/etc. as
directed by the Caltrans Contract Manager or Caltrans designee.
As directed, the Consultant shall coordinate with other agencies, including, but not limited
to, United States Environmental Protection Agency (U.S. EPA), California Environmental
Protection Agency (Cal-EPA), California Department of Toxic Substances Control
(DTSC), Regional Water Quality Control Board (RWQCB), local environmental health
agency, utility companies, and others as necessary to complete the Hazardous Waste
Services required by this Contract. Contact with other agencies shall only be made at the
direction of the Caltrans Contract Manager or Caltrans designee.
All written correspondence with regulatory agencies written for Caltrans shall be submitted
to the Caltrans Contract Manager or Caltrans designee for approval and signature and shall
only be sent to the agencies by Caltrans. Consultant shall maintain a record of contacts
and provide it to Caltrans at a minimum on a monthly basis. The record shall include the
name of the person contacted, date of the contact, location where the contact was made by
phone or in person, the subject matter/purpose of the contact, outcome of such contact and
the dates of contacts. Consultant shall provide the record of contacts to Caltrans.
The Consultant shall not negotiate or make decisions in Caltrans' name. Caltrans shall
retain responsibility for initiating and managing all final consultation, both informal and
formal, with other consultants; other contractors; Federal, State, and Local resource and
regulatory agencies; and other involved agencies.
The Caltrans Contract Manager or Caltrans designee shall notify and invite the Consultant
to all regulatory agency meetings related to this Contract.
The Consultant shall be available (within two (2) working day(s) written notice) to provide
advice and to participate in such consultations as required in each Phase Order, as directed
by the Caltrans Contract Manager in coordination with the Caltrans Phase Order Manager,
and at the request of Caltrans.
The Caltrans Contract Manager shall decide the manner in which the coordination of
individual matters is undertaken. At the Caltrans Contract Manager’s option in
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coordination with the Caltrans Phase Order Manager, such coordination may be performed
by the Consultant’s direct contact personnel, by the Consultant acting on behalf of Caltrans,
or by Caltrans only. When coordination efforts require agreements, such agreements shall
be obtained by Caltrans.
The Consultant shall obtain approval from the Resident Engineer prior to entering any
Caltrans’ project construction site.
The Consultant shall obtain approval from the Caltrans Facility Manager prior to
conducting activities within a maintenance station or other Caltrans facility.
D.

Workplan Standards Guide Codes.
1.

Phase Orders are based on the Caltrans Workplan Standards Guide (WSG). The
latest WSG is found in the Guide to Project Delivery Workplan Standards Guide,
which is available from the Caltrans’ Publication Unit and on the Internet at
http://www.dot.ca.gov/hq/projmgmt/guidance.htm. The WSG references the Work
Breakdown Structure (WBS) categories, which are potential and related work
activities applicable to this Contract. The WGS references WBS categories which
present the potential and related work activities that the Consultant may be required
to perform. All revisions to the current version of the Work Breakdown Structure
(WBS) shall apply during the life of this Contract. Phase Orders may include, but
not be limited to, the Capital Project WBS 165 through WBS 285 elements listed
below.

2.

The WBS activities listed below are applicable to this Contract. This WBS
information below covers some work. The WBS will be adjusted dependent on the
needs of the contract at the Contract Manager’s discretion:
165.10.80
165.10.85

Hazardous Waste Initial Site Assessments/Investigations
Hazardous Waste Preliminary Site Investigations
•
Prepare Work Plans
•
Prepare Health and Safety Plans
•
Provide Traffic Control
•
Perform Soil Gas Surveys and Surface Geophysics
•
Perform Trenching and Drilling
•
Provide Surveys, including using GPS equipment
•
Perform Well Installation, Development, and Destruction
•
Aerially Deposited Lead Investigation Data Evaluation
•
Activity Description
•
Perform Soil and Water Sampling
•
Perform Statistical Data Evaluation

RFQ Number 08A3063
Attachment 1I
Page 6 of 81
•

E.

235
235.05
235.10
235.10.05
235.10.10
235.10.15
235.15
235.20
235.25
235.30
235.35

Provide Laboratory Sample Handling and Testing, including
using mobile Laboratories.
•
Perform Quality Assurance/Quality Control for Office, Field
and Laboratory Services
•
Decontamination and Disposal
Mitigate Environmental Impacts and Clean Up Hazardous Waste
Environmental Mitigation
Detailed Site Investigation for Hazardous Waste
Right or Permit for Hazardous Waste Site Investigations (SI)
Hazardous Waste Sites Survey
Detailed Hazardous Waste Site Investigation
Hazardous Waste Management Plan
Hazardous Waste PS&E
Hazardous Waste Clean-Up
Certificate of Sufficiency
Long Term Mitigation Monitoring

Notes:
1.
2.
3.

(Drafted Obtain Right of Entry for Environmental Studies)
(during Construction)
(for CO)

Personnel Requirements.
The Consultant, including the prime consultant and all subconsultants, shall throughout the
life of the Contract, retain within its firm, a staff of people who shall be properly licensed
and certified in accordance with the laws of the State of California and qualified to perform
all aspects of the required work described in this Contract and all work specified in a Phase
Order along with any emergencies that may arise during the life of this Contract.
All deliverables under this Contract not approved by Caltrans bearing the signature of the
responsible person who is no longer employed by the Consultant or its Subconsultants,
shall be replaced by deliverables bearing the signature of a qualified replacement who is
currently employed by the Consultant or its Subconsultants. In such an event, no additional
time shall be allowed or cost reimbursed to the Consultant without the prior written
approval of the Caltrans Contract Manager.
The Consultant shall be prepared to provide additional personnel and subconsultants, as
necessary during the period of performance of this Contract to accommodate the work.
1.

Consultant Contract Manager Responsibilities and Qualifications
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All of the Consultant’s work shall be conducted under the direction of the
Consultant Contract Manager who shall have the appropriate experience as
described in this Contract. All deliverables under this Contract requiring the
Consultant responsible person’s signature, shall be produced by the responsible
Consultant personnel having appropriate experience, and shall be signed by a
Consultant responsible person.
The Consultant Contract Manager shall coordinate work-related matters and
Consultant’s operations under this Contract with the Caltrans Contract Manager
and designated Phase Order Manager. The Consultant Contract Manager shall be
accessible to the Caltrans Contact Manager at all times during normal working
hours.
The Consultant Contract Manager shall be a California Professional Engineer (P.E.)
or California Professional Geologist (P.G.), licensed in the State of California in
good standing with the California State Board for Professional Engineers, Land
Surveyors, and Geologists at all times during the Contract period, and shall have a
documented minimum ten (10) years of demonstrated contract management
experience acceptable to Caltrans in similar work.
In addition to other specified responsibilities, the Consultant Contract Manager
shall be responsible for all matters related to the Consultant’s personnel,
Subconsultants, work activities and work products, and Consultant’s and SubConsultants’ operations including, but not limited to, the following:
a.
Ensuring that deliverables are clearly defined, acceptance tested and that
criteria are specific, measurable, attainable, realistic and time-bound; and
that the deliverables satisfy the acceptance tests and criteria.
b.
Supervising, reviewing, monitoring, training, and directing the Consultant’s
and Subconsultants personnel.
c.
Assigning qualified personnel to complete the required Phase Order work
as specified on an “as-needed” basis in coordination with the Caltrans
Contract Manager.
d.
Administering personnel actions for Consultant personnel and ensuring
appropriate actions taken for Subconsultant personnel.
e.
Maintaining and submitting organized project files for record tracking and
auditing.
f.
Developing, organizing, facilitating, and attending scheduled coordination
meetings, and preparation and distribution of meeting minutes.
g.
Implementing and maintaining quality control procedures to manage
conflicts, insure product accuracy, and identify critical reviews and
milestones.
h.
Assuring that all applicable safety measures are in place.
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i.
j.
k.
l.
m.
n.
o.

2.

Providing invoices in a timely manner and providing monthly Contract
expenditures.
Reviewing invoices for accuracy and completion before billing to Caltrans.
Managing Subconsultants.
Managing overall budget for Contract and provide report to the Caltrans
Contract Manager.
Monitoring and maintaining required DVBE, DBE, MBE and SB
involvement.
Ensuring compliance with the provisions in this Contract and all specific
Phase Order requirements.
Knowledge, experience, and familiarity with prevailing wage issues and
requirements in State of California.

Consultant Phase Order Manager Qualifications
For each Phase Order the Consultant shall provide a Consultant Phase Order
Manager to coordinate Phase Order operations with the Caltrans Contract Manager
and the Caltrans Phase Order Manager.
In addition to other specified responsibilities, the Consultant Phase Order Manager
shall be responsible for all matters related to the Consultant’s personnel,
Subconsultants, work activities and work products, and Consultant’s and SubConsultants’ operations on a specific Phase Order including, but not limited to, the
following:
a.
Develop and maintain Phase Order schedules, manage conflicts, and ensure
critical milestones are met.
b.
Ensure that draft and final deliverables are complete and satisfactory before
submission for review.
c.
Direct Consultant and Subconsultant personnel while in the field.
d.
Maintain and submit organized project files for record tracking and
auditing.
e.
Attending scheduled coordination meetings, and preparing Phase Order
progress reports.
f.
Assure that all applicable Health and Safety Plan measures are followed.
g.
Ensure compliance with all specific Phase Order provisions and
requirements.
As defined in the Phase Order, the Consultant Phase Order Manager shall be a P.E.
or P.G., licensed in the State of California in good standing with the California State
Board for Professional Engineers, Land Surveyors, and Geologists, at all times
during the Contract period, to perform the tasks described in this Contract and in
the Phase Orders, and shall have a documented minimum five (5) years of
demonstrated experience acceptable to Caltrans as a project director directing field
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projects, supervising and coordinating field activities and staff, implementing field
health and safety protocols, and coordinating the analysis of collected data. The
appropriate license, registration, certification or profession(s) for the Consultant
Phase Order Manager shall be identified in each Phase Order.
All drilling and subsurface investigations of soil and groundwater shall be under
the “Responsible Charge” of a P.G. licensed in the State of California in good
standing with the California State Board for Professional Engineers, Land
Surveyors, and Geologists at all times during the Contract period.
3.

Consultant’s Field Supervisor
If needed to expeditiously complete the work identified in the Phase Order, the
Consultant may identify a Field Supervisor other than the Phase Order Manager.
The Field Supervisor shall be a P.E., P.G., or Certified Asbestos Consultant (CAC),
as defined above, who shall provide supervision of all field tasks by junior staff and
subcontractors. The Consultant Field Supervisor shall be onsite at all times that
fieldwork is being conducted.
a.

California Professional Geologist Field Supervisor
For all drilling and subsurface investigations of soil and groundwater shall
be under the “Responsible Charge” of a P.G. licensed in the State of
California in good standing with the California State Board for Professional
Engineers, Land Surveyors, and Geologists at all times during the Contract
period. The P.G. in Responsible Charge of drilling and sampling activities
shall have a documented minimum three (3) years of demonstrated
experience acceptable to Caltrans. The P.G. shall sign the final boring logs.
If requested in the Phase Order, the P.G. shall be the Phase Order Manager
or provide field supervision.

b.

California Professional Engineer Field Supervisor
All activities other than those which must be conducted under the
“Responsible Charge” of a P.G. may be supervised by a P.E. licensed in the
State of California in good standing with the California State Board for
Professional Engineers, Land Surveyors, and Geologists at all times during
the Contract period, unless otherwise noted. The P.E. shall have a
documented minimum three (3) years of demonstrated experience
acceptable to Caltrans. If requested in the Phase Order, the P.E. shall be the
Phase Order Manager or provide field supervision.

c.

Certified Asbestos Consultant (CAC)
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The CAC Field Supervisor shall have current certification issued by the
California Department of Industrial Relations Division of Occupational
Safety and Health (DOSH, Cal/OSHA) at all times during the Contract
period. The CAC shall have a documented minimum three (3) years of
experience conducting the sampling and removal of asbestos containing
materials, preparing work plans for the assessment and removal of asbestos,
analyzing collected data, and preparing reports documenting assessment
and removal activities.
4.

Consultant Personnel and Team Member Qualifications.
The Consultant team member shall be capable of assisting the Consultant Contract
and Phase Order Manager in all aspects of the required work. The Consultant team
member’s required professional qualifications shall be identified in each Phase
Order.
a.

b.

All field staff shall have successfully completed initial 40-hour Hazardous
Waste Operations and Emergency Response (HAZWOPER) training or
completed the annual HAZWOPER refresher within the prior twelve
months. Staff shall maintain current HAZWOPER certification by
completing the HAZWOPER annual refresher training within twelve
months of the initial or prior refresher training.
Notwithstanding the minimum experience qualification for the Contract and
Phase Order Managers and Field Supervisors as defined above, the
Consultant personnel and team member professional registration, licensing,
certifications, and educational requirements that may apply are as follows:
i.
Class A General Engineering Contractor’s License with a
Hazardous Waste Certificate and Hazardous Substance Removal
Certification.
ii.
Professional Civil Engineer licensed in the State of California in
good standing with the California State Board for Professional
Engineers, Land Surveyors, and Geologists at all times during the
Contract period and shall have a documented minimum three (3)
years of demonstrated experience acceptable to Caltrans.
iii.
Professional Geologist licensed in the State of California in good
standing with the California State Board for Professional Engineers,
Land Surveyors, and Geologists at all times during the Contract
period and shall have a documented minimum three (3) years of
demonstrated experience acceptable to Caltrans.
iv.
Professional Geophysicist licensed in the State of California in good
standing with the California State Board for Professional Engineers,
Land Surveyors, and Geologists at all times during the Contract
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v.

vi.

vii.

viii.

ix.
x.
xi.
xii.
xiii.
xiv.
xv.
xvi.
c.

5.
F.

period and shall have a documented minimum five (5) years of
demonstrated experience acceptable to Caltrans
Certified Engineering Geologist in good standing with the
California State Board for Professional Engineers, Land Surveyors,
and Geologists at all times during the Contract period.
Certified Hydrogeologist in good standing with the California State
Board for Professional Engineers, Land Surveyors, and Geologists
at all times during the Contract period.
Professional Land Surveyor (PLS) licensed in the State of California
in good standing with the California State Board for Professional
Engineers, Land Surveyors, and Geologists at all times during the
Contract period.
Certified Industrial Hygienist (CIH) shall have current certification
issued by the American Board of Industrial Hygiene at all times
during the Contract period. The CIH shall have a documented
minimum ten (10) years of experience preparing and evaluating
health and safety plans, implementing field health and safety
protocols, and supporting worker health and safety and exposure
assessment programs.
Certified Asbestos Consultant with all required training completed
within the prior twelve months.
Certified Lead Inspector/Assessor with all required training
completed within the prior twelve months.
Traffic Control License (C31).
Drilling License (C57) (for drilling that exceeds 10 feet or
encroaches on groundwater).
Hazardous Waste Transporter registered by California Department
of Toxic Substance Control.
Laboratory Certification by California Department of Public Health
Services (Environmental Laboratory Accreditation Program).
Certified Mobile Laboratory (Environmental Laboratory
Accreditation Program).
Asbestos Hazard Emergency Response Act training.

The Consultant personnel (Assistants, and Technicians) shall have
environmental or hazardous waste site experience. Engineers-in-Training or
unlicensed geologists shall not be placed in responsible charge of Phase
Order activities unless directly supervised by a qualified P.E. or P.G.

Subconsultant Personnel

Consultant Availability and Work Hours.
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G.

1.

The typical workday includes all hours worked as identified in the Phase Order and
also as directed by the Caltrans Contract Manager. Unless otherwise specified in
the Phase Order or directed by the Caltrans Contract Manager the normal workweek
shall consist of forty (40) hours.

2.

If Caltrans determines that the work cannot be performed during normal business
hours or the work is necessary at off hours to avoid danger to life or property, the
Consultant's operations may be restricted to specific hours during the week. Night
work may be required on projects involving high traffic areas. If the Consultant’s
work hours are restricted to specific hours during the week, these shall become the
normal workday for Consultant’s personnel. Changes in hours or schedules shall
be documented in writing. Any shift differential rate pay shall be reimbursed in
accordance with the applicable Department of Industrial Relations (DIR)
determination.

3.

On days when work is not performed by the construction contractor, such as rainy
or unsuitable weather days, Consultant’s services shall not be provided unless
authorized by the Caltrans Contract Manager in coordination with the Caltrans
Phase Order Manager.

4.

The Consultant shall obtain approval from the Resident Engineer prior to entering
any Caltrans’ project construction site.

5.

The Consultant shall obtain approval from the Caltrans Facility Manager prior to
conducting activities within a maintenance station or other Caltrans facility.

General Requirements.
1.

The Consultant shall prepare the required deliverables, backup documents, other
documents, and other items required by this Contract according to requirements of
this Contract, approved Phase Order Work Plan and applicable Caltrans Manuals
for the work.

2.

As directed and as a first order of work, the Consultant shall prepare and update a
comprehensive Work Plan and project schedule, for each Phase Order issued by the
Caltrans Contract Manager. The Work Plan shall include a description of all
activities necessary to complete the work, a project and deliverables schedule as
well as other relevant data to monitor project progress, Consultant’s work control,
and Caltrans review of work status, if required in the Phase Order. The relevant
data shall include a list of activities with budgeted cost, milestones, and target date
for completion of each activity. The minimum number of task details shall be
identified in the Phase Order. This work plan shall be updated once a month to
show the approved baseline schedule and the actual progress schedule.

RFQ Number 08A3063
Attachment 1I
Page 13 of 81

Caltrans shall review these documents and return them to the Consultant with notes
and comments as soon as possible in order to validate the planning and cost control
procedures within the first calendar month of performance period.
3.

Under normal conditions the Consultant shall begin the required work within two
(2) working days after receiving a fully executed Phase Order and the issuance of
the Notice to Proceed (NTP) from the Caltrans Contract Manager to the the
Consultant Contract Manager or on the date specified in the Phase Order. Under
expedited conditions, some work may require Consultant personnel to mobilize
within 24-hour of notifications.

4.

Once the work begins, the work shall be performed diligently until all required
work has been completed to the satisfaction of the Caltrans Contract Manager or
Caltrans Phase Order Manager.

5.

The work shall not be performed when conditions prevent a safe and efficient
operation, and shall only be performed with written authorization by Caltrans.

6.

The Consultant Contract Manager, Consultant Phase Order Manager, and Key
Personnel shall be accessible to the Caltrans Contract Manager at all times during
normal Caltrans working hours or after hours as required by the Caltrans Contract
Manager.

7.

The Consultant Contract Manager may direct the Consultant’s employees to work
overtime to meet Phase Order schedules at the request of the Caltrans Contract
Manager. All overtime shall be pre-approved by the Caltrans Contract Manager.
Overtime shall be worked only when directed in writing by the Caltrans Contract
Manager and specifically required by the Phase Order, and shall only be paid to
persons covered by the Fair Labor Standards Act.

8.

All Consultant personnel are required to sign a confidentiality and nondisclosure
agreement.

9.

The Consultant may not disclose any information to third parties without prior
written approval of the Caltrans Contract Manager.

10.

The Consultant shall only provide incidental non-Architectural and Engineering
(A&E) services, such as Computer Aid Drafting & Design (CADD) support, GIS
support, utilities location support, traffic control, office support, field office
support, and meeting support, provided (a) such services are necessary for the
completion of the A&E tasks and/or deliverables performed by the Consultant
described in executed Phase Orders and covered by the work in this Contract and
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(b) the rendering of the services is approved in advance by the Caltrans Contract
Manager. These incidental services shall only be provided to support the
Consultant’s personnel who are performing A&E services, tasks, and deliverables
on this Contract. The Contract amount spent on such incidental services shall be
relatively minor when compared to the professional A&E services performed. The
Consultant shall not be paid or reimbursed for any incidental non-A&E services
provided to Caltrans unless provided in the fashion described in this Contract and
included in the executed Phase Order. The Consultant is responsible for ensuring
that Phase Orders only include any incidental non-A&E services. The Consultant
shall not independently train Caltrans personnel under this Contract but, shall
provide incidental assistance in preparing and providing materials and assistance
for training conducted by the Caltrans Contract Manager. The Consultant may be
requested to make presentations at Caltrans sponsored conferences or workshops
for any services provided under this Contract.

H.

11.

The Consultant shall include the Caltrans Contract Manager in written
communications to other Caltrans personnel for any clarification on the scope of
work.

12.

The Consultant personnel ( Assistants, and Technicians) shall be experienced in the
use of Caltrans’ engineering drafting/design software and Computer Aid Drafting
& Design (CADD) Based Software including MicroStation, AutoCAD Civil 3D.
The Consultant personnel shall be experienced in working with English and metric
units. This personnel shall be familiar in working with Caltrans’ coordinate system
and datum in transforming the Global Information System field data into Caltrans’
mapping platform for site plan plotting both in English units.

Owner/Regulatory Coordination and Contacts.
The Consultant shall only contact property owners/operators as directed by the Caltrans
Contract Manager or Caltrans designee. The Consultant shall coordinate with other
agencies, including, but not limited to, United Stated Federal Environmental Protection
Agency (U.S. EPA), California Environmental Protection Agency (Cal-EPA), California
Department of Toxic Substances Control (DTSC), Regional Water Quality Control Board
(RWQCB), local environmental health agency, utility companies, and others as necessary
to complete the Hazardous Waste Services required by this Contract. Contact with other
agencies shall only be made at the direction of the Caltrans Contract Manager or Caltrans
designee. The Caltrans Contract Manager or Caltrans designee shall notify and invite the
Consultant to all regulatory agency meetings related to this Contract. All written
correspondence with regulatory agencies written for Caltrans shall be submitted to the
Caltrans Contract Manager or Caltrans designee for approval and signature and shall only
be sent to the agencies by Caltrans. Consultant shall maintain a record of contacts and
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provide it to Caltrans at a minimum on a monthly basis. The record shall include the name
of the person contacted, date of the contact, location where the contact was made by phone
or in person, the subject matter/purpose of the contact, outcome of such contact and the
dates of contacts. Consultant shall provide the record of contacts to Caltrans.
I.

Hazardous Waste Site Investigation and Design Equipment Requirements.
1.

Office Equipment and Supplies (Consultant’s Office):
a.
b.

Processing digital terrain models in Caltrans' approved roadway design
format (AutoCAD Civil 3D).
Coordinate geometry calculations (COGO). This software shall use/create
coordinate geometry databases; naming and coding conventions in the
Caltrans approved formats (AutoCAD Civil 3D)).

c.

Computers with appropriate software, printers, plotters, fax machines,
calculators, data collectors and their necessary attachmentsand accessories.

d.

Date processing systems, software packages reference materials or other
tools, including hardware and software, used in providing transportation
engineering deliverables. This include but not limited to the following:
i.
ii.

2.

J.

Microsoft Office software,
Adobe Acrobat latest Professional version,

The Consultant shall provide all necessary tools, instruments, equipment, materials,
supplies, and safety equipment required to perform the work identified in each
Phase Order and this Contract accurately, efficiently, and safely. The Consultant’s
personnel shall be fully trained in the use of such necessary tools, instruments,
equipment, materials, supplies, and safety equipment. The Consultant shall not be
reimbursed separately for tools of the trade, which may include, but not be limited
to, the above-mentioned equipment.

Standards.
1.

All work /services under this Contract shall be performed in accordance with all
applicable Federal, State, and Local statutes, laws, codes, regulations, policies,
procedures, ordinances, standards, specifications, performance standards, and
guidelines, including the latest Caltrans regulations, policies, procedures, manuals,
standards, specifications, performance standards, directives, guidelines,
handbooks, guidance documents, forms, templates, policy memo, methodologies,
and other informational or directive publications, including compliance with
Federal Highway Administration (FHWA) and State guidelines for implementing
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those requirements; and any permits, licenses, agreements or certifications that
apply to specific Phase Orders; the terms and conditions of this Contract; and
current Caltrans Manuals and any future revisions. Work not covered by the
“Manuals” shall be performed as specified in the Phase Order. If no standards exist,
Phase Orders may call for the development of new standards, so long as these
standards do not conflict with the requirements, or amend the Scope of Work under
of this Contract.
a.
The Consultant is responsible for obtaining, at its expense, all necessary
manuals, reference documents, and other materials.
b.
Caltrans Manuals generally may be purchased from the Publication
Distribution Unit. The Publications staff may be reached at (916) 263-0822,
and the center is located at the following address:
State of California
California Department of Transportation
Publication Distribution Unit
1900 Royal Oaks Drive
Sacramento, CA 95815-3800
c.
Manuals and documents that are not available from the Caltrans Publication
Distribution Center or are not available from Caltrans’ Internet web site may
be requested from the Caltrans Contract Manager. Caltrans does not
guarantee the availability of publications nor its Internet web pages.
Required Manuals include:
i.
http://www.caltrans-opac.ca.gov/publicat.htm
ii.
http://www.dot.ca.gov/manuals.htm
d.
Caltrans’ regulations, policies, procedures, manuals, standards,
specifications, performance standards, directives, guidelines, handbooks,
guidance documents, forms, templates, policy memo, methodologies, and
other informational or directive publications, are dynamic documents and
subject to change. The Consultant is responsible to verify that the latest
version or update is used.
2.

Manuals, Documents, and Websites.
Please refer to Attachement 1 BASE template for for reference.
a.

“Minimum Standards for Management of Hazardous and Extremely
Hazardous Wastes,” Title 22, California Code of Regulations, Division 4
and 4.5, including all revisions through Register 85, No. 38 (9-21-85 or
latest revision:
http://www.leginfo.ca.gov/calaw.html
http://www.dtsc.ca.gov/LawsRegsPolicies/Title22/index.cfm
http://ccr.oal.ca.gov
https://archive.org/details/gov.ca.ccr.22.3
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b.

“Test Methods for the Evaluation of Solid Waste, Physical/Chemical
Methods," U.S. Environmental Protection Agency, SW-846, Third Edition,
Update IIIB (or latest Update), U.S. Environmental Protection Agency
(U.S. EPA SW-846), 1987 (or latest edition).
http://www.epa.gov/osw/hazard/testmethods/sw846/online/index.htm
http://www.epa.gov/osw/hazard/testmethods/sw846/index.htm

c.

Title 8 California Code of Regulations, Section 5192 and 1532:
http://www.dir.ca.gov/Title8/5192.html
http://www.dir.ca.gov/Title8/1532.html
http://www.dir.ca.gov/Title8/1532_1.html

d.

“Standard Methods for Chemical Analysis of Water and Wastes," U.S.
EPA-600/4-79-020, 18th edition, 1992:
http://www.epa.gov/
http://nepis.epa.gov/EPA/html/Pubs/pubtitleORD.htm (broken link)
http://www.epa.gov/osa/fem/methcollectns.htm (broken link)

e.

“Guidance for Conducting Remedial Investigations and Feasibility Studies
Under CERCLA," OSWER Directive 9335.3-01, Draft, March 1988 (or
latest edition):
http://www.epa.gov/
http://www.epa.gov/superfund/cleanup/rifs.htm
http://www.epa.gov/superfund/cleanup/rdra.htm

f.

“Leaking Underground Fuel Tank Field Manual: Guidelines for Site
Assessment, Cleanup, and Underground Storage Tank Closure," State
Water Resources Control Board, October 1989:
http://www.swrcb.ca.gov/water_issues/programs/ust/luft_manual.shtml
http://www.waterboards.ca.gov/publications_forms/publications/general/d
ocs/luft-manual-1989.pdf (broken link)
http://www.waterboards.ca.gov/ust/luft_manual/manual_oct1989.pdf
(broken link)

g.

“Preliminary Endangerment Assessment Guidance Manual," State of
California, Environmental Protection Agency, California Department of
Toxic Substances Control, January 1994 (or latest edition):
http://www.dtsc.ca.gov/
http://www.dtsc.ca.gov/PublicationsForms/pubs_index.cfm
https://www.dtsc.ca.gov/PublicationsForms/upload/PEA_Guidance_Manu
al.pdf
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https://dtsc.ca.gov/SiteCleanup/Brownfields/upload/PreliminaryEndangerment-Assessment-Guidance-Manual.pdf (broken link)

K.

h.

ASTM Guideline E 1527-05, Standard Practice Environmental Site
Assessments: Phase I Environmental Site Assessment Process, American
Society for Testing and Materials (ASTM) E1527-05, 2005:
http://www.astm.org/Standard/index.shtml and http://webstore.ansi.org/

i.

“Risk Assessment Guidance for Superfund, Human Health Risk
Assessment (RAGS)” Volumes A, B, C, United States Environmental
Protection Agency:
http://www.epa.gov/
http://www.epa.gov/oswer/riskassessment/alpha_list.htm
http://www.epa.gov/oswer/riskassessment/ragsa
http://www.epa.gov/oswer/riskassessment/ragsb
http://www.epa.gov/oswer/riskassessment/ragsc
Note: Should read Volumes 1, 2, 3 not A, B, C

j.

“Standard Guide for Risk-Based Corrective Action applied at Petroleum
Release Sites,” American Society for Testing and Materials (ASTM) E
1739-95 (2010)e1, 2010:
http://webstore.ansi.org/
http://www.astm.org/Standard/index.shtml
http://www.astm.org/DATABASE.CART/HISTORICAL/E173995E1.htm
http://www.astm.org/Standards/E1739.htm
ASTM E 1739-95el

k.

Certification of Asbestos.

Hazardous Waste Site Investigation and Design Materials to be Provided or made available
by Caltrans.
1.

Relevant and existing documents, if any are available, that are applicable to the
current project within the project limits.

Note: The Consultant is responsible for the return to Caltrans, in original condition, of all
items provided for use under this Contract. The Consultant shall replace, at the
Consultant’s sole expense, all lost or damaged Caltrans data or materials.
L.

Hazardous Waste Site Investigation and Design Deliverables.
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1.

The Consultant shall obtain written approval from Caltrans for all analytical results,
plans, designs, specifications, estimates, notes, calculations, analysis, reports,
graphics, drawings, visual simulations, studies, product, data, manuals, details,
deliverables, backup documents, other documents, and other items required by this
Contract. If there are no Caltrans standardized forms, the format and content
requirements for all analytical results, plans, designs, specifications, estimates,
notes, calculations, analysis, reports, graphics, drawings, visual simulations,
studies, product, data, manuals, details, deliverables, backup documents, other
documents, and other items required by this Contract shall be specified in each
Phase Order

2.

All Hazardous Waste Site Investigation and Design Services analytical results,
plans, designs, specifications, estimates, notes, calculations, analysis, reports,
graphics, drawings, visual simulations, studies, product, data, manuals, details,
deliverables, backup documents, other documents, and other items required by this
Contract performed on computer shall be delivered in a format acceptable to
Caltrans.
Engineering CADD plot files shall conform to the requirements of Caltrans
standards and requirements in this Contract or as specified in the Phase Order.

3.

M.

4.

As part of the work involved in the preparation of the plans, specifications,
estimates (PS&E) and reports, the Consultant shall prepare and furnish work in
conjunction with the most recent Caltrans special provisions for items of work for
possible inclusion in the plans, which are not currently covered by the "Standard
Specifications" and Caltrans approved Special Provisions.

5.

All work shall be prepared in English units, unless otherwise specified in a Phase
Order.

Detailed Scope of Work.
The applicable Phase Order and Phase Order work plan shall take precedence over any
conflicting instructions found in the manuals listed under this Contract or this section.
The Hazardous Waste Site Investigation and Design activities may include, but are not
limited to, the following:
The applicable Phase Order and Phase Order work plan shall take precedence over any
conflicting instructions found in the manuals listed under this Contract or this section.
All work shall be prepared in English units, unless otherwise specified in a Phase Order.
The Scope of the Work may include, but not be limited to, the following:
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1.

Basic Work Plan Preparation.
The Consultant shall prepare a basic work plan that describes means of
accomplishing the Scope of Work outlined in the Phase Order. The Consultant
shall provide a draft work plan for the Caltrans’ Contract Manager to review and
comment upon prior to commencing field work. The final work plan shall address
all Caltrans comments and shall be resubmitted for final approval by the Caltrans
Contract Manager or Caltrans designee.
Caltrans may prepare a Work Plan in lieu of having one prepared by the Consultant
or specify the scope of work in the Phase Order. Caltrans Work Plan shall be
attached to or included in the Phase Order.
The basic work plan shall describe the means of accomplishing the Scope of Work
outlined in the Phase Order. The work plan shall include
a.
b.
c.
d.
e.
f.

Maps of proposed sampling locations,
Sampling and analysis methodology,
Work scheduling,
Plans for accomplishing the work and,
Management and disposal of all investigation derived waste (IDW) and any
other wastes.
The Consultant Phase Order Manager shall sign the work plan.

The basic work plan preparation is necessary or normally required as part of a Phase
Order, without additional compensation from Caltrans. See special provision in the
Special Provisions Section, SP-2: Non-Detailed/Other Work for more information.
2.

Site-Specific Work Plan Preparation.
In more complex situations as determined by the Caltrans Contract Manager or
designee, a specific project may require development of a detailed site investigation
work plan. The Consultant shall provide a draft work plan for the Caltrans Contract
Manager to review and comment prior to commencing field work. The final work
plan shall address all Caltrans comments and shall be resubmitted for final approval
by the Caltrans Contract Manager or Caltrans designee. Caltrans may prepare a
Work Plan in lieu of having one prepared by the Consultant or specify the scope of
work in the Phase Order. Caltrans Work Plan shall be attached to or included in
the Phase Order.
The work plan developed by the Consultant shall include:
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a.
b.
c.
d.
e.
f.
g.

Preliminary scoping of investigation includes any available ISA
information (See “Initial Site Assessments” section).
Review of available information on the site and vicinity.
Site visit and review.
Evaluation of available area groundwater data.
Evaluation of available area geology data.
Investigation strategy and rationale for number and location of borings,
number of borings, and sample analysis.
Revision of site investigation objectives as necessary.

Under the direction of the Consultant Contract Manager, appropriate professional
personnel shall develop the work plan. Interpretation of geology, hydrogeologic,
and/or hydrologic information shall be completed under the supervision of a P.G.
The P.G. that supervised the work shall sign the final work plan.
3.

Health & Safety Plan:
If conditions in the subject area warrant, the Consultant shall identify health and
safety considerations and how they shall be addressed during the Phase Order
negotiation period, and at the Phase Order meeting prior to start of work. Any
necessary health and safety controls will be incorporated into the work plan or
provided in a separate Health and Safety Plan. The Consultant shall notify the
Caltrans Contract Manager or Caltrans designee in writing at a minimum one (1)
week before beginning any investigative or field work.
All elements of the site investigation shall meet standards set by Federal, State, and
Local regulatory agencies. The Caltrans Contract Manager or Caltrans designee
shall approve deviations from standards in advance, and in writing. The
investigative techniques (drilling methods, sampling plan and sample handling
procedures, and analytical methods and equipment) shall be procedurally
acceptable to the regulatory agencies. See special provision in the Special
Provisions Section, SP-4: Health and Safety for more information.
The Consultant shall provide certification that provisions of Title 8 CCR Section
5192 have been met for all employees who are on-site when respirator use becomes
necessary. If any site personnel are not certified in the use of required personal
protective equipment, the Consultant shall take immediate and prudent actions to
remove uncertified site personnel from the work location.
Throughout the performance of the site investigation, the Consultant shall, at a
minimum, fully comply with Level D protection requirements (including, but not
limited to, standard white hard hats, eye protection, approved safety vests, and work
shoes) at all times while working in the field. The Site Safety Officer (SSO) (See
special provision in the Special Provisions Section, SP-5: Site Safety Officer (SSO)
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for more information.), designated in the Health and Safety Plan shall be
responsible for informing the Consultant's work crew and Consultant Phase Order
Manager of the need to upgrade to Level C. On-site upgrade to Level C may be
determined by Photo Ionization Detector (PID) readings for gasoline
contamination, or Flame Ionization Detector (FID) reading for diesel contamination
during field activities. The personnel defined in the normal operating costs shall
be accounted for when level C protection is needed. The equipment to be either
worn, carried, or otherwise required under Level C protection shall be listed in the
Health and Safety Plan and be available on site, as described in the Occupational
Safety and Health Guidance Manual for Hazardous Waste Site Activities, National
Institute for Occupational Safety and Health (NIOSH), OSHA, USCG, and U.S.
EPA, DHHS (NIOSH) publication No. 85-115, 1985 which is found at
http://www.cdc.gov/niosh/85-115.html or http://www.cdc.gov/niosh/docs/85-115/.
See special provision in the Special Provisions Section, SP-4: Health and Safety for
more information and additional health and safety requirements.
4.

Traffic Control Plan.
When requested in the Phase Order, the Consultant shall provide traffic control
plan.
The Consultant shall fulfill all applicable requirements stated in the Phase Order.
See special provision in the Special Provisions Section, SP-13: Traffic Control for
more information and traffic control requirements.

5.

General Field Reconnaissance/Survey.
The Consultant shall conduct a field survey for potential hazardous waste sites of
all parcels of land within and adjacent to the project site/proposed right-of-way as
specified in the Phase Order.
It is not necessary to confirm the actual presence of hazardous waste in soil or
groundwater during the ISA.

6.

General Historic Research and Report.
The Scope of Work for these activities shall be defined in the approved work plan
prepared for the project under this section of the Contract including all steps
necessary to conduct the historic research and report preparation. The approved
work plan prepared for the project under this section of the Contract shall include
all steps necessary to conduct research and prepare the report. Records on the
following lists shall be reviewed to determine past and present land uses and to
identify known or potential hazardous waste sites on parcels of land within and
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adjacent to the proposed right-of-way as specified in the Phase Order. The
Consultant shall research the entire period extending to when the land was
undeveloped or agricultural.
When requested as part of the Phase Order the Consultant shall research appropriate
sources of historic information to identify historic land uses within the project area
and identify those that used hazardous materials and/or may have generated
hazardous waste, or where hazardous wastes or substances are known or suspected.
The Consultant shall at a minimum review the following published lists of
hazardous waste sites information:
a.
Hazardous Waste and Substances Sites List (known as the Cortese list)
contains FINDS, CALSITES, HWIS, LTANK, SWRCB, UTANK, SWIS,
AGT25, and A1025. However, the individual agency's lists may be updated
more frequently.
b.
United States Environmental Protection Agency (U.S. EPA).
i.
NPL - National Priority List.
ii.
FINDS - Facility Index System.
c.
California Environmental Protection Agency (Cal EPA).
d.
California Department of Toxic Substances Control (DTSC).
i.
CALSITES - Abandoned Sites Program Information System.
ii.
HWIS - Hazardous Waste Information System.
iii.
ENVIROSTOR database
e.
California State Water Resources Control Board.
i.
LTANK - Leaking Underground Storage Tanks.
ii.
SWRCB - Waste Discharger System.
iii.
UTANK - Underground Tanks.
f.
California Integrated Waste Management Board/Department of Resources
Recycling and Recovery (CalRecycle).
i.
SWIS - Solid Waste Disposal Facilities.
g.
California Air Resources Control Board.
i.
AGT25 - Dischargers of criteria air pollutant (>25 tons).
ii.
A1025 - Dischargers of criteria air pollutants (10 to 25 tons).
h.
County/City Department of Environmental Health for each county/city.
i.
California Regional Water Quality Control Board (RWQCB) (lists, reports,
violations & permits).
i.
Geotracker database (contains Underground Storage Tanks (UST),
Leaking Underground Storage Tanks (LUST), Report of Waste
Discharge, Spills, Leaks, Investigation, and Cleanup (SLIC)
database, Landfill Disposal Sites, and Groundwater Monitoring
Well data).
j.
Caltrans (right-of-way maps, aerial photos, spill records, and/or ‘as-built’
map files).
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k.
l.
m.
n.

Sanborn Fire Insurance Maps - indicates uses of properties at specified
dates.
Aerial photograph repositories - allow for identification of historical
development of site activities.
United States Geological Survey 7.5 Minute Topographic Maps provide
basis for establishing site location and topographic information.
When requested in the Phase Order, the Consultant shall also research the
records and information sources as follows:
i.
Office of Emergency Services (hazardous materials management
plans).
ii.
California Department of Water Resources (maps, well logs, and
files).
iii.
California Department of Conservation, Division of Oil and Gas
(maps, oil survey maps, well logs, and files) and California
Geological Survey (geologic hazards maps).
iv.
Environment Affairs Agency Office of Hazardous Materials Data
Management/Superfund Amendment and Reauthorization Act
(SARA) Title III, Section 313.
v.
Local health departments (site lists, permits, and reports).
vi.
Local fire departments (emergency response activities and
hazardous materials storage, business license, plans, site lists,
permits, and reports).
vii.
County Recorder's Office (parcel maps and files).
viii. County Tax Assessor’s Office - Title records, environmental liens
or activity and use limitations (deed restrictions).
ix.
County Court House (maps and files).
x.
Utility companies (maps, plans, records).
xi.
Air Pollution Control District (database).
xii.
Real estate records.
xiii. Property Title Searches.
xiv. Other databases including, but not limited to, FirstSearch,
Environmental Data Resources, and Vista.
xv.
City directories.
xvi. State, City and County libraries.
xvii. County Recorder's office.
xviii. Business License and other business records.
xix. Planning departments.
xx.
Newspapers.
xxi. State Archives.
xxii. Historical Societies.
xxiii. Public documents.
xxiv. Flood control maps.
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7.

General Site Investigation Requirements.
The Scope of Work for these activities shall be defined in the approved work plan
prepared for the project under this section of the Contract including all steps
necessary to conduct the site investigation. The Consultant shall complete the
following requirements:
a.
Perform all work in accordance with a site-specific Workplan and Health
and Safety Plan.
b.
Provide well construction design, acquire drilling permits, and check for
utilities and other underground obstacles including, but not limited to,
water, electric, gas, and sewer lines. See special provision in the Special
Provisions Section, SP-15: Underground Services Alert (USA) for more
information.
c.
Ensure that all necessary equipment and materials are present at the site and
in good operating condition at the beginning of each workday. The
Consultant shall supply backup equipment, as needed on-site for each job.
This includes, but not be limited to, extra drill bits, auger flights, cables,
fuel, and soil sampling equipment.
d.
Have, or be able to obtain, all the personnel, energy sources, equipment and
materials necessary to comply with the provisions of this Contract
throughout the contract term. The Consultant’s (or Subconsultant’)
personnel shall hold all appropriate California Contracts State License
Board licenses including, but not limited to, C-57 and/or C-61 licenses.
e.
Obtain all necessary regulatory and/or Caltrans’ permits, including
encroachment permits. (See special provision in the Special Provisions
Section, SP-11: Right of Entry and SP-12: Encroachment Permits for more
information.)
All assessment and investigation work will be conducted using the procedures
described in the current version of Caltrans Guidance, USEPA SW-846, and
pertinent guidance documents published by regulatory agencies and the Phase
Order specific work plan.

8.

General Surface Water Sampling.
The Scope of Work for these activities shall be defined in the approved work plan
prepared for the project under this section of the Contract including all steps
necessary to conduct the surface water sampling that may be necessary to comply
with the RWQCB National Pollutant Discharge Elimination System (NPDES)
requirements.
Surface water sampling shall be accomplished as defined by the work plan at
locations and depths specified in the Phase Order.
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a.

b.

9.

Depending on the type of analysis, the sample bottles should be appropriate
for the constituent, including, plastic (inorganic) or glass (organics), and
certified pre-cleaned.
All samples shall be collected and analyzed for the constituents as specified
in the NPDES permit and the work plan.

Procedures for Aerially Deposited Lead (ADL) Investigation
The Scope of Work for these activities shall be defined in the approved work plan
prepared for the project under this section of the Contract including all steps
necessary to conduct the ADL investigations. ADL investigations are conducted to
obtain sufficient information to determine future soil management requirements as
specified in the 2016 Soil Management Agreement for Aerially Deposited LeadContaminated Soils (Agreement) issued by the California Department of Toxic
Substances Control (DTSC) to Caltrans for the management of disturbed soil. The
Scope of Work for these activities shall be defined in the approved work plan
prepared for the project under this section of the Contract including all steps
necessary to conduct an investigation in compliance with the Agreement. The
approved Phase Order issued to the Consultant may include specific contents of
these work plan and the scope of work necessary for inclusion in the work
ADL investigations shall be conducted using the procedures described in the
current version of the Caltrans Aerially Deposited Lead Guidance, USEPA SW846, other pertinent regulatory guidance documents and the work plan.

10.

Hazardous Waste Initial Site Assessments/Investigations (WBS 165.10.80).
The Scope of Work for these activities shall be defined in the approved work plan
prepared for the project under this section of the Contract including all steps
necessary to conduct an Initial Site Assessment (ISA) including, but not limited to,
records review, field reconnaissance, interviews, and preparation of investigative
report with conclusions and recommendations. The ISA is undertaken to identify
hazardous and potentially contaminated areas, and hazardous waste problems
within and next to existing and proposed right-of-way, for Caltrans projects. The
ISA shall present all pertinent information regarding listed hazardous waste sites
and potential hazardous waste sites in the project vicinity. The ISA checklist in the
Caltrans
Project
Development
Procedures
Manual,
found
at
http://www.dot.ca.gov/hq/oppd/pdpm/pdpmn.htm, shall not be considered as the
ISA or substitute for the ISA. The ISA checklist is for guidance use only. ASTM
standards 1527 and/or 1528 may be used as guidance documents for preliminary
screening purposes and completion of the ISA.
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ISAs may also be used to fulfill the background research requirements of a
Preliminary Endangerment Assessment (PEA), following the guidance developed
by the DTSC. (The background research requirements of the PEA are similar to
the ISA except that the Preliminary Endangerment Assessment focuses on impacts
to public health and the environment). The data collection portion of the United
States Environmental Protection Agency Risk Assessment guidance may also be a
required part of the ISA work.
11.

Combined Hazardous Waste Preliminary Site Investigations and Detailed Site
Investigation for Hazardous Waste (WBS 165.10.85 and 235.10).
The Scope of Work for these activities shall be defined in the approved work plan
prepared for the project under this section of the Contract including all steps
necessary to conduct the site investigations. The Consultant shall perform all
services required to perform site investigations, including such items of work as
work plans, Health and Safety Plans, surface geophysical investigations, trenching,
drilling, sampling, chemical analysis, and reporting.
The Phase Orders that shall be issued to the Consultant may include specific drilling
and sampling methods, work plans, Health and Safety Plans, soil gas survey,
surface geophysics, mobile laboratory and chemical analysis and other site
investigation activities. Laboratory Quality Assurance/Quality Control (QA/QC)
testing is included as part of this work and shall be performed by a state certified
laboratory and not a separate item of work.

12.

Hazardous Waste Management Plan, Removal Action Work plan, and Remedial
Action Plan (WBS 235.15)
The Scope of Work for these activities shall be defined in the approved work plan
prepared for the project under this section of the Contract including all steps
necessary to conduct preparation of the Hazardous Waste Management Plan,
Removal Action Work plan, or Remedial Action Plan. The approved Phase Order
issued to the Consultant may include specific contents of these plans and the scope
of work necessary for developing the plan which shall be prepared to describe the
selected remediation of a specific hazardous waste site, and shall include
preliminary design information, cost estimates, and schedule.

13.

Plans, Specifications, and Estimates (WBS 235.20).
The Scope of Work for these activities shall be defined in the approved work plan
prepared for the project under this section of the Contract including all steps
necessary to conduct preparation of the Plans, Specifications, and Estimates shall
be prepared following Caltrans standards and requirements as shown in the current
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Caltrans Standard Specifications and Caltrans Standard Plans, which may be
obtained from http://www.dot.ca.gov/hq/esc/oe/construction_standards.html.
The approved Phase Order issued to the Consultant may include specific contents
of the plans, specifications and estimates necessary for the project.
14.

Post-Construction Monitoring of Remedial Action (WBS 235.35)
The Scope of Work for these activities shall be defined in the approved work plan
prepared for the project under this section of the Contract including all steps
necessary to conduct post-construction monitoring support, if needed. The
approved Phase Notwithstanding the approved Phase Order, the Consultant may be
directed to conduct post-construction monitoring support activities that include, but
may not be limited to:
a.

b.

c.

After construction of the remediation system, the Consultant may be
requested to assist in monitoring the remediation system or to take physical
samples from monitoring equipment.
Have, or be able to obtain, all the personnel, energy sources, equipment and
materials necessary to comply with the provisions of this Contract
throughout the Contract term. Consultant (or Subconsultant) personnel
shall hold all appropriate California Contracts State License Board licenses
including, but not limited to C-57 and/or C-61 licenses.
The Consultant shall notify the Caltrans Contract Manager or Caltrans
designee in writing at a minimum one (1) week before it begins any
investigative or field work.

N.
Work Plan Preparations.
Basic Work Plan Preparation.
For many site investigations, Phase Orders shall include the general scope of the required
investigation. The Phase Order shall specify the number of borings and/or wells, approximate
location, Data Quality Objectives, rationale for sampling specific media, depth, sampling
methodology, number of samples and test methods to be used, additional sampling points where
contaminants may preferentially migrate, analytical parameters, analytical methods, and field
screening methods when not specified in the Phase Order relative to a contaminant source, surface
and subsurface features, depth to groundwater, and site stratigraphy. For Phase Orders of this
nature, the Consultant shall review the work scope and recommend any changes needed to address
regulatory requirements, perform work more efficiently, and to improve the overall objectives of
the investigation.
The Consultant shall prepare a basic work plan that describes means of accomplishing the Scope
of Work outlined in the Phase Order. The work plan shall include maps of proposed sampling
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locations, sampling and analysis methodology, work scheduling, plans for accomplishing the work
and for disposing of drill cuttings and any other wastes. The Consultant Phase Order Manager
shall sign the work plan. The Consultant shall provide a draft work plan for the Caltrans Contract
Manager or Caltrans designee to review and comment upon prior to commencing field work. The
final work plan shall address all Caltrans comments and shall be resubmitted for final approval by
the Caltrans Contract Manager or Caltrans designee. The draft and final work plan shall be
completed within the completion schedule presented in the Phase Order.

The basic work plan preparation is necessary or normally required as part of a Phase Order, without
additional compensation from Caltrans. See special provision in the Special Provisions Section,
SP-2: Non-Detailed/Other Work for more information.
2.

Detailed Site-Specific Work Plan Preparation.

In more complex situations, a specific project may require development of a detailed site
investigation work plan/Scope of Work with—or without—subsequent field work. A Phase Order
shall be used to direct the Consultant to prepare the investigation work scope. The work
plan/Scope of Work developed by the Consultant shall include:
a.
Preliminary scoping of investigation including any available ISA
information.
b.
Review of available information on the site and vicinity. c. Site visit and review.
d.
Evaluation of available area ground water data. e. Evaluation of available area geology
data.
f.
Investigation strategy and rationale for number and location of borings, number of borings,
and sample analysis.
g.
Revision of site investigation objectives as necessary.
The Consultant shall provide a draft work plan/Scope of Work to the Caltrans Contract Manager
or Caltrans designee to review and comment upon prior to commencing field work. The final work
plan/Scope of Work shall address all Caltrans comments and shall be resubmitted for final
approval by the Caltrans Contract Manager or Caltrans designee. The draft and final work
plan/Scope of Work shall be completed within the completion schedule presented in the Phase
Order. Caltrans may prepare a Work Plan in lieu of having one prepared by the Consultant or
specify the scope of work in the Phase Order. Caltrans Work Plan shall be attached to or included
in the Phase Order.
The work plan/Scope of Work shall be developed by appropriate professional personnel under the
direction of the Consultant Contract Manager. Interpretation of geology, hydrogeologic, and/or
hydrologic information shall be completed under the supervision of a Registered Professional
Geologist or Certified Engineering Geologist licensed in the State of California in good standing
with the California State Board for Professional Engineers, Land Surveyors, and Geologists at all
times during the Contract period. The Registered Professional Geologist or Certified Engineering

RFQ Number 08A3063
Attachment 1I
Page 30 of 81

Geologist licensed in the State of California with Hazardous Waste Services experience that
supervised the work shall sign the final work plan.
Once the work plan/Scope of Work has been accepted, Caltrans may issue a separate Phase Order
for the site investigation. The final work plan/Scope of Work shall be implemented as part of
future site investigation Phase Order.
3.

Dynamic Detailed Work Plan (DDWP).

A dynamic detailed work plan (DDWP) may be proposed to delineate impacted areas and achieve
project goals when deemed necessary or proven to be cost effective. A dynamic detailed work
plan is defined in this Contract as a work plan that provides real time data, in-field resolution of
any uncertainty about sample location, and allows for the interpretation of results in the field,
performance of additional sampling to complete site characterization and project objectives.
O.

Field Activities.
1.

General.
The Consultant (or the Subconsultants) shall fulfill the following requirements:
a.
The Consultant shall provide and operate all traffic safety devices/vehicles,
equipment, and all other work items required for or incidental and necessary
to perform the field work for the investigation. The Consultant shall ensure
that all necessary field materials and equipment are present and are in
normal operating condition at the beginning of each workday, including
performance of all required equipment maintenance and calibration.
b.
Ensure that all equipment is maintained and operated in conformance with
the manufacturer's recommendations.
c.
Supply all water, electrical power and any other energy sources required for
the Consultant's work at each site.
d.
Comply with all Federal, State, and Local laws and regulations regarding
trench shoring, confined space entry, and worker safety.
e.
Remove from the site all equipment, unused materials, temporary facilities
and other miscellaneous items resulting from or used in the operation and
replace or repair any items damaged during the activities at no additional
cost to Caltrans.
f.
Provide personnel, sampling equipment and decontamination equipment.
g.
The Consultant shall have the capability to drill, core, and sample all media,
including, but not limited to, well indurated, soft or poorly consolidated soil,
soil backfill, asphalt concrete, concrete slab, and stockpiled soil. In
addition, the drilling activity may include installation/development of
monitoring wells.
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h.

The Consultant shall provide leak tight containers (including, but not
limited to, bins, drums, and baker tanks) for storage of generated waste
materials, drill cuttings, excavated materials, and liquids to prevent
migration of soil and liquids from the work area. The containers shall be
removed from the storage location within 60 days after the date of
accumulation.

2.

Data and Sample Collection.
a.
A sample is defined as collection of specific media at a location (including,
but not limited to, borehole, drum, and stockpile) and placement in the
sample containers that shall be tested for all constituents necessary.
b.
The Consultant shall provide new or certified clean containers for the
collection of in- and/or ex-situ soil and water samples from borings, waste
materials, drill cuttings, excavated materials, stockpiles, surface water,
groundwater, and liquids to determine types and concentrations of
constituents and proper disposal. See special provision in the Special
Provisions Section, SP-6: Decontamination and SP-7: Investigation
Derived Waste Disposal (decontamination water, well development water,
and purge water, and boring cuttings) for more information and
decontamination and disposal requirements.

3.

Soil Gas Survey.
When requested, the Consultant shall provide subsurface soil gas survey sampling
and analysis services. The Consultant shall submit for review and approval by the
Caltrans Contract Manager or designee, a Work Plan for soil gas surveys.
The soil gas survey monitoring service is to include field personnel, equipment, and
quantitative and qualitative data to provide rapid and cost effective definition of
Volatile Organic Compounds (VOC's) present in the subsurface and vadose zone.
A mobile laboratory with gas chromatographic/mass spectrometer capability shall
be available and provide personnel and sampling equipment capable of extracting
soil gases and identifying a broad range of VOC's and their concentrations as well
as fixed gases. Soil Gas survey personnel on site shall include a chemist or other
experienced professional responsible for equipment operation. The professionals
shall be experienced in probe installation, and collection and analysis of samples
from soil gas probes.
An active soil gas survey shall be conducted in accordance with the most recent
guidance entitled, Advisory - Active Soil Gas Investigations published by the State
of California Department of Toxic Substances Control and Regional Water Quality
Control Board - Los Angeles and San Francisco Regions, April 2012, or latest
revision.
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Soil Gas Investigation results are typically included as part of the site investigation.
If soil gas testing is required under a separate cover, the Consultant shall generate
reports according to the requirements outlined in this Contract. Reports shall
include a discussion of field operations, deviations from the approved work plan,
data inconsistencies, and other significant operational details.
When requested due to insufficient airflow and suspected semi-volatile or low
volatile compounds, a passive soil gas survey may be employed utilizing probes
that remain in the ground for days or weeks to adsorb soil-gas constituents on
sorbent material.
The Consultant (or the Subconsultants) shall fulfill the following requirements:
a.
Have the capability of sampling through native material of varying
densities, engineered fill, asphalt, and concrete in on-road and off-road
locations. The Consultant shall provide all necessary equipment.
b.
Drive sample probes to varying depths, with a nominal probe depth of five
(5) feet, depending on soil conditions and as specified in the Phase Order.
c.
Decontaminate all necessary equipment prior to sampling, upon completion
of sampling and analysis, and before leaving the site. See special provision
in the Special Provisions Section, SP-6: Decontamination for more
information.
d.
Provide a sufficient number of probes so that no equipment is reused
without cleaning.
e.
Run ambient air through the entire sampling system from probe (above
ground) through the adapter to collect a system blank at the start of each
day, after every ten (10) samples, and before reusing any sampling system
component.
f.
Collect soil gas samples from the gas stream being withdrawn from the
sample probe. The withdrawal of the soil gas shall be measured on a cubiccentimeter-per-minute and/or cubic-inch-per-minute basis. An in-line flow
meter placed between the sample probe and vacuum pump shall be used to
monitor flow rates during sampling. Three (3) to five (5) probe volumes
shall be evacuated prior to withdrawing the first soil gas sample for analysis.
After purging the sample extraction device with soil gas, a sample shall be
collected.
g.
Backfill boreholes with local soil or granulated bentonite after sampling,
and replace removed concrete or asphalt with new patch material.
h.
Decontaminate all equipment per Special Provision SP-6 upon completion
of sampling and analysis and before leaving the site.
i.
The Consultant shall maintain a logbook, which contains pertinent
sampling, environmental and technical information for each location. This
log shall be provided to Caltrans as part of the soil gas survey report. The
following information shall be included in the log book:
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i.
ii.
iii.
iv.
v.
vi.
vii.
viii.
ix.

x.
xi.
4.

Time.
Ambient air and soil temperature.
Sample number.
Sampling depth.
Evacuation time between samples.
Flow rate (cubic centimeters per minute and/or cubic-inch-perminute).
Probe and adapter numbers and volume of the sample probe.
Number of sampling points used.
Observations (including, but not limited to, ground conditions,
presence of concrete or asphalt, paving, soil appearance, surface
water, odors, and vegetation).
Backfill procedure and materials.
Actual sample location marked on the site map.

Surface Geophysics.
The Consultant shall have the capability to mobilize a surface geophysics team for
the purpose of acquiring data as specified in the Phase Order. The surface
geophysical work shall be interpreted by and conducted under the “Responsible
Charge” of a Professional Geophysicist who shall be present during the pre-work
site visit and during field work, and included in a formal report as an appendix to
the site investigation report unless directed otherwise by the Caltrans Contract
Manager and Caltrans designee. The Consultant shall submit for review and
approval by the Caltrans Contrac Manager or designee, a Work Plan for surface
geophysical surveys.
The Caltrans Contract Manager or Caltrans designee shall provide access, specify
the area to be investigated, and in consultation with the geophysicist, determine the
appropriate method to attain quality resolution of the subsurface features of interest.
Geophysical surveys results are typically included as part of the site investigation.
If Geophysical testing is required under a separate cover, the Consultant shall
generate reports according to the requirements outlined in this Contract. Reports
shall include a discussion of field operations, deviations from the approved work
plan, data inconsistencies, and other significant operational details.
The Consultant shall fulfill the following requirements:
a.
Provide and operate all equipment necessary to perform geophysical
surveys (including, but not limited to, ground penetrating radar, magnetic
survey, electromagnetic (EM), metal detection techniques, utility surveys,
and other standard techniques available) to usual maximums for specific
equipment under normal conditions to identify the potential for buried
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b.

c.
d.

5.

objects such as unidentified utilities, drums, underground storage tanks, or
other types of buried objects. Utility surveys shall be performed on property
that cannot be cleared by Underground Services Alert (USA) and where
critical utilities may be present. Utility surveys are not to be done in lieu of
a USA clearance.
Procure licenses and/or permits necessary to perform the work as specified
in the Phase Order. See special provision in the Special Provisions Section,
SP-9: Permit Fees, SP-11: Right of Entry, and SP-12: Encroachment
Permits for more information.
Ensure that all necessary equipment, materials, and personnel are present
and in normal operating condition at the beginning of each workday.
Ensure that equipment operators have the necessary training and
certification to operate and handle geophysical devices.

Trenching.
Caltrans may require trenching for shallow site investigation purposes. Excavation
may be needed to determine shallow subsurface conditions or to excavate and
expose subsurface structures such as tanks, pipes, drains, or sumps. The Consultant
shall submit for review and approval by the Caltrans Contract Manager or designee,
a Work Plan for trenching surveys.
a.

b.
c.

d.

e.
f.

g.

The Consultant shall provide backhoe or other earth moving equipment
capable of excavating to a depth of 15 feet, shoring, stockpile liner,
personnel, sampling equipment, and decontamination equipment.
The Consultant shall restore the trenching site to pre-work condition unless
otherwise directed by the Caltrans Contract Manager or Caltrans designee.
Trenching activities shall be observed and supervised by a P.G. and CIH.
The subsurface geologic and geotechnical conditions found during
trenching shall be logged by the site P.G.
Trenching activities shall be monitored as specified in the approved work
plan and site health and safety plan. The Consultant shall check with the
local Air Quality Management District prior to excavation to determine
other regulatory requirements for monitoring and fugitive dust control.
Material removed from the trench shall be properly collected in containers
or stockpiled on plastic sheeting provided by the Consultant.
If analytical tests determine that the materials are non-hazardous, they shall
be returned to the trench or otherwise legally disposed of by the Consultant.
The Consultant shall legally dispose of contaminated and hazardous
materials.
If contaminated, the material may be returned to the trench or temporarily
stored as directed by the Caltrans Contract Manager or Caltrans designee
and ultimately disposed of in compliance with regulatory requirements.
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h.

i.
j.

6.

See special provision in the Special Provisions Section, SP-6:
Decontamination and SP-7: Investigation Derived Waste Disposal
(decontamination water, well development water, and purge water, and
boring cuttings) for more information and decontamination and disposal
requirements.
Non-geologic materials shall be containerized and characterized for
appropriate off-site disposal by Consultant.
The Consultant shall take the necessary measures to prevent soil and liquids
from migrating away from all stockpile/containerized materials. An
inspection should be performed at the start and end of each day.

Drilling, Driven Bailer, Direct Push, Hand Augering, and Sampling Capabilities.
The Consultant shall have the capability to drill through, core, and sample soft or
poorly consolidated material, engineered fill, asphalt, portland cement concrete,
and waste. The Consultant shall also have the capability to properly drill, construct,
and develop wells. Consultant shall submit for review and approval, a Work Plan
for drilling and sampling activites.
Drill rigs shall have the ability to drill and sample 8-inch-diameter boreholes to a
depth of at a minimum 100 feet and 12-inch-diameter boreholes to a depth of at a
minimum 50 feet. Drill rigs shall also be capable of hydraulically pushing thinwalled soil samplers or driving thick-walled soil samplers or coring sediments. In
addition, drill rigs shall be capable of obtaining continuous samples of soil through
hollow-stem augers by either wire line method, using thin-walled sample tubes or
by a five (5) feet (1.5-meter) sample tube used within the lead auger. Soil samples
shall be obtained in stainless steel sample tubes. Glass jars may be used for nonvolatile samples from containers, stockpiles, and excavations, if approved by the
Caltrans Contract Manager or Caltrans designee.
a.

Drilling Equipment.
In addition to the equipment requirements listed in this Contract, for all
drilling methods the Consultant shall have available all necessary
equipment to perform the following functions:
i.
Tremie materials into boreholes.
ii.
Maintain drilling fluids.
iii.
Mix grout or grout mixtures.
iv.
Pump grout in one continuous motion, beginning at the bottom of
the space to be grouted.
v.
Decontaminate drilling sections before reuse; the driller is
responsible for bringing all necessary support equipment to the site.
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b.

Driven Bailer.
The driven bailer (hydropunch or equivalent) technique shall use a
temporary tool emplacement to obtain undisturbed water samples or
product samples from ahead of the lead auger. Drill rigs or cone
penetrometer rigs shall have the ability to sample ground water by use of a
driven bailer to a depth of 100 feet in unconsolidated material. The sample
inlet area shall be in hydraulic contact with the water-bearing zone and
sample a discrete water interval. The water samples shall be unaltered and
uncontaminated by drilling fluids or cuttings. The sampler shall be
chemically inert.

c.

Direct Push Drilling.
Direct push drilling method shall consist of a single or dual tube sampling
system with continuous small diameter 1- to 2-inch (25.4 mm to 50.4 mm)
-diameter stainless steel tubes that are pushed or vibrated into the ground
and generate minimal drill cutting waste. Clear acetate sleeves, cellulose
acetate butyrate (CAB) liners, polyethylene terepthalate glycol (PETG)
liners, or polyvinyl chloride (PVC) liners may be used for sample and core
collection where samples will not be compromised by incompatibilities
between the acetate and chemical contamination in the soil or ground water.
Direct push rigs shall have the capability to drill to a depth of 50 feet in
unconsolidated materials. This method may be used for soil core lithologic
logging, soil vapor sampling, groundwater sampling, product sampling and
soil sampling.
In cases where soil samples are not required below a depth of 15 feet and
access or space is limited, a compact and/or mobile direct push rig may be
required. A compact direct push rig shall employ the same technology as a
standard direct push rig, but may be used from a smaller platform and is
only required to drill to a maximum depth of 15 feet. Dual tube systems
shall be used when cross-contamination of water-bearing zones is possible
or in unconsolidated soil where the borehole will not stay open when the
single tube is removed. Direct push (dual tube) drilling systems may be
used at: limited-space work areas, under low overhead structures that are
less than 10 feet in height, in buildings, on uneven/sloping topography, or
on soft terrain such as wetlands. Mobile (for instance, pickup truck
mounted) rigs may be needed for aerially deposited lead surveys next to
roads. Track-mounted rigs shall be required to traverse difficult terrain.

d.

Hand Augering.
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Hand augering may be used to collect soil samples for laboratory analysis,
or for detecting utility lines ahead of other drilling methods. All hand
augered borings shall be logged using the unified soil classification system
unless this requirement is waived by the Caltrans Contract Manager or
Caltrans designee. Prevailing wages are required for hand augering work
that does not require geologic logging of each individual borehole. This
work falls within the “Laborer” classification. Hand augering for the
purpose of collecting soil samples for laboratory analysis when boreholes
are logged shall be performed by either a registered, or unregistered
professional. All hand augering devices shall be cleaned prior to use in each
borehole. All hand auger sampling devices shall be cleaned prior to
collection of each sample.
e.

Sampling Capabilities.
Samples collected for laboratory analysis shall be obtained using a drive
hammer sampler equipped with stainless steel sample tubes unless the
Caltrans Contract Manager or Caltrans designee specifies otherwise (in
writing). At the Caltrans Contract Manager’s or Caltrans designee’s
direction, samples collected to analyze for non-volatiles may be obtained
using methods other than a drive hammer and shall be placed in individual
containers for delivery to the laboratory.
The Consultant shall provide containers for waste materials and shall
control and collect all drill cuttings and fluids for proper disposal. See
special provision in the Special Provisions Section, SP-6: Decontamination
and SP-7: Investigation Derived Waste Disposal (decontamination water,
well development water, and purge water, and boring cuttings) for more
information and decontamination and disposal requirements.

f.

Borings/Boring Logs.
The field geologist or engineering geologist shall log all borings. Borings
shall be logged in accordance with current Soil and Rock Logging
Manual, Classification, and Presentation Manual (Field Guide), State of
California, Department of Transportation, Engineering Service Center,
Office of Structural Foundations, which may be found at
http://www.dot.ca.gov/hq/esc/geotech/sr_logging_manual/srl_manual.html
. Soil and Fill materials shall be logged for content, color, texture,
moisture content, and cultural items. At a minimum, samples for logging
purposes shall be taken every five (5) feet or when encountering changes
in lithology, staining, or odors. Field instrument readings shall be noted
on the log corresponding to the depth of the sample.
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When borings are completed as monitoring wells, graphic representation of
the well construction shall be added to the log and the location surveyed or
recorded using GPS. The P.G. shall sign the final boring logs.
All emplacements shall be overseen, described, and signed in the field log
by the field geologist or engineering geologist. The Consultant Phase Order
Manager shall also review and sign the final field log.
The field log shall include, but not be limited to, description of materials
penetrated, drilling method, drill penetration rate, bit pressure and drill
chatter. When the sampling is complete, the sampler shall be retrieved and
the borehole backfilled with grout or neat cement during the same day or as
directed by the Caltrans Contract Manager or Caltrans designee.
Borings that are not turned into monitoring wells shall be backfilled with
grout, neat cement or bentonite grout during the same day or as directed by
the Caltrans Contract Manager or Caltrans designee and as required by
permitting agencies and
in accordance with the State of California,
Department of Water Resources, California Well Standards, in Bulletins 7481
and
74-90
which
may
be
accessed
at
http://www.water.ca.gov/groundwater/well_info_and_other/well_standard
s.cfm. Payment for backfilling is included as part of the cost of drilling.
Sample collection shall be performed in accordance with “Soil Sampling” Section.
Upon refusal, Consultant shall make two (2) additional attempts to collect the soil
sample before abandoning the proposed location. The additional attempts shall
involve moving laterally away from the borehole location one (1) to five (5) feet to
avoid the obstruction and use the hand auger to collect the soil samples. Stockpile
sampling shall follow the U.S. EPA Environmental Response Team Guidance:
Standard Operating Procedures, Waste Pile Sampling (March 13, 2003).
If the Consultant prefers to use alternate drill rigs or samples, a written notification
shall be provided and shall be approved by the Caltrans Contract Manager or
Caltrans designee at cost proposal preparation stage and/or initial Phase Order
meeting prior to the field work.
When proven beneficial and cost effective, other direct push technology (e.g. direct
drive, drive point, or push technology) to perform subsurface investigations may be
used. When choosing the soil sampling equipment, the Consultant shall consider
the ability of the sampler to collect samples for lithological description,
geotechnical characterization, or chemical analysis. Potential of a sample
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contamination with a specific sampler shall be considered. Selection of direct push
equipment shall consider the methods for sealing direct push holes to prevent
spread of contaminants.
7.

Surveying.
a.

Third Order Surveys.
Third order surveys may be performed under the supervision of a PLS.
When required in the Phase Order, locations shall be surveyed for X, Y and
Z coordinates. Unless specified by the Caltrans Contract Manager or
Caltrans designee, the horizontal (X and Y) coordinates shall be surveyed
to the nearest 1/2 inch, with the vertical (Z coordinate) measured to the
nearest 0.1 inch. The California Coordinate System 1983, epic 1991.35
(CCS 83[1991.35]) coordinates shall be calculated for each location. All
vertical measurements shall be based on the North American Vertical
Datum of 1988 (NAVD 88) or as required in Caltrans Surveys Manual.
Unless otherwise specified in the Phase Order, all survey data shall be
submitted in Microsoft Excel (version 2013 or newer) spreadsheet format,
ASCII file, and GIS-ready (Arc/Info or ArcView) format, should include
description, X, Y and Z data, and be sufficiently accurate to locate the
borehole and shall be reported in Decimal Degree format. When noted in
the Phase Order survey data shall be submitted in GIS-ready format.

b.

Global Positioning System (GPS) Requirements.
The Consultant shall provide site boundary and borehole locations within
six (6) inches accuracy in either geographic coordinates North American
Datum (both vertical and horizontal datum) or California State Plane
Coordinates CCS 83 (1991.35) datum. Unless otherwise specified in the
Phase Order, the GPS survey data shall be submitted in Microsoft Excel
(version 2013 or newer) spreadsheet format, ASCII file, and GIS-ready
(Arc/Info or ArcView) format, and should include description, X, Y and Z
data. The locations of collected field data for each boring, sample, test, and
drilling performed shall be provided in one of the following digital
electronic formats (as directed by the Caltrans Contract Manager or Caltrans
designee):
i.
Arc/Info or ArcView Geographic Information System files.
ii.
Trimble SSF or RINEX Global Positioning System files.
iii.
Microsoft Excel spreadsheet format (version 97 or newer).
iv.
Delimited text files.
v.
MicroStation (CADD) files.
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vi.

Microsoft Access database format provided by the Caltrans Contract
Manager.

All borings specified in a Phase Order possess a unique identity predefined
by the Caltrans Contract Manager.
Borehole Naming Convention - Boreholes shall bear names consisting of a
3 or 4 digit unique identification number assigned by the Caltrans Contract
Manager followed by a dash and the sequential boring number beginning
with "101." (Example: for a set of borings where the assigned Unique ID
is 526, the borehole names would be 526-101-0.15, 526-101-0.3, 526-1020.15, 526-102-0.3, etc.).
This information shall be submitted in a digital electronic format via email,
CD-ROM or other digital electronic storage device, along with the final
written report. If requested by the Caltrans Contract Manager or Caltrans
designee, Microstation (CADD) files shall be included in the report.
8.

Soil Sampling.
The objective of soil sampling is to obtain a representative sample of the subsurface
soils to determine the level of contamination at a site. The Consultant shall submit
for review and approval by the Caltrans Contract Manager or designee, a Work Plan
for soil sampling.
The Consultant shall communicate to the laboratory the analyses required on
samples and any special criteria for performing analyses. Soil samples shall be
obtained using thin and/or thick walled sample barrels with stainless steel inserts
(Acetate may be used for direct push core barrels) where appropriate and
practical. Soil samples obtained using the Standard Penetrometer Test shall be
accomplished according to ASTM D 1586-84 which may be found at
http://www.astm.org/Standard/index.shtml or http://webstore.ansi.org. Soil
samples obtained using rotary drilling methods and the Standard Penetrometer
Test shall be accomplished according to ASTM Standard D1586-11. Thin-walled
Shelby tube samples shall be obtained in accordance with ASTM D 1587-83
which may be found at http://www.astm.org/Standard/index.shtml or
http://webstore.ansi.org and 1587-08. Soil samples obtained using direct push
soil sampling equipment shall be accomplished in accordance with ASTM
Standard D6282-98(2005). Cost for equipment and supplies, including, but not
limited to, sample barrels, tubes, liners, Teflon tape, caps, and sealers are included
in the cost of sampling. Thin walled samplers shall be pushed into the soil while
thick walled samplers may be driven. Continuous coring of unconsolidated
materials or rock may be requested in the Phase Order.
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Soil samples shall be obtained in as undisturbed state as possible. Soil samples
shall be obtained in stainless steel sleeves during drilling or hand sampling. The
Caltrans Contract Manager or Caltrans designee on a case-by-case basis may revise
this requirement. At the discretion of the Caltrans Contract Manager or Caltrans
designee, glass jars may be used for aerial deposited lead samples and acetate liners
may be used for direct push samples where there is no chemical incompatibility.
Reused sampling equipment shall be decontaminated before and after each use with
a mild non-phosphate detergent and triple rinsed. The last rinse shall be with
deionized water. No fluids shall be introduced into sample boring except in special
cases approved by the Caltrans Contract Manager or Caltrans designee. Sample
tubes shall be capped with Teflon film or aluminum foil and plastic caps, sealed
with appropriate taping (not electrical or duct tape), marked to indicate depth
interval and top/bottom, and preserved immediately at 39o F (4o C). When soil is
to be analyzed for other contaminants, preservation shall be in accordance with the
procedures specified in U.S. EPA SW-846 for that particular constituent. Soil
samples shall be delivered to the laboratory for analysis within 24 hours of sampling
unless specified otherwise in the Phase Order. Soil samples to be analyzed for
volatile organic compounds shall be preserved with dry ice. For metals analysis of
soil samples, when the total metal concentration is greater than ten times the soluble
threshold limit concentration (STLC) the laboratory shall contact the Consultant,
who shall contact the Caltrans Contract Manager or Caltrans designee for approval
before proceeding with the waste extraction test (WET).
In some cases soil samples shall be obtained using U.S. EPA Method 5035, which
may be found at
http://www.epa.gov/osw/hazard/testmethods/sw846/pdfs/5035.pdf, the ClosedSystem Purge-and Trap and Extraction for Volatile Organics in Soil and Waste
Sample. Consultant shall collect samples for volatile organic compounds (VOC)
analysis using soil sample syringes to collect 5-gram aliquots of soil from the
target sampling depth. The sub-cored soil sample shall then be extruded from the
syringe into pre-labeled 40-mL volatile organic analysis (VOA) vials, containing
pre-measured quantities of preservatives (such as methanol and sodium bisulfate)
as described in U.S. EPA Method 5035. The vials shall be kept in an upright
position at all times to ensure sample remains submerged in the preservative. The
Consultant shall be directed in the Phase Order to collect samples using this
procedure and shall be responsible for supplying all equipment and trained
personnel for performing U.S. EPA Method 5035. If the Phase Order does not
require the Consultant to prepare a work plan, sampling locations and depths at
which samples are to be collected shall be provided in the Phase Order. When
sampling locations and depths are not defined in the Phase Order, the Consultant
shall provide a work plan with the rationale for each sampling location and depth.
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It is the Consultant's responsibility to be aware of any special handling procedures,
or collection or preservation requirements to obtain high quality, defensible data.
Data collection and/or analysis not consistent with the procedures specified in U.S.
EPA SW-846, the Contract, and the Phase Order shall not receive reimbursement.
9.

Water Sampling.
Water samples may be taken from surface sources, undeveloped borings made by
hollow stem auger, direct push, Cone Penetrometer Test (CPT) systems, temporary
wells, or from monitoring wells. The Consultant shall submit for review and
approval by the Caltrans Contract Manager or designee, a Work Plan for water
sampling.
Samples taken from undeveloped borings shall be obtained with clean, dedicated
or decontaminated stainless steel or Teflon bailers within the hollow stem auger or
pump tubing within the shell of the boring equipment or temporary slotted casing.
Water samples may be obtained from monitoring wells after the well has been
developed and purged. Well water shall be monitored for temperature, pH, and
conductivity during purging. A minimum of three (3) well volumes shall be purged
prior to sampling. Purging shall continue until measurements of temperature, pH,
and conductivity have stabilized (reproducible within 10%). This information shall
be documented on a well purge log. These requirements may be waived in the case
of low yielding wells that would be pumped dry during purging. This monitoring
shall be done during development and sampling and no additional compensation
shall be allowed. Bailer systems that agitate the water sample excessively are
prohibited.
Samples shall be placed in SW-846 required sterilized Volatile Organic
Compounds (VOC) containers, and preserved immediately at 39o F (4o C). Water
samples shall be delivered to the laboratory within 24 hours of sampling unless
specified otherwise in the Phase Order. A trip blank shall be included in each ice
chest with samples being tested for volatile compounds. When sample preservation
in the field is necessary, the laboratory shall supply containers with the added
preservative for water samples. Water samples shall be packed or secured in such
a manner so as to prevent cross contamination of samples and freezing or breaking
of containers. When wells are installed to determine if a chemical-free product is
present, the well shall be sampled to determine if such a product exists before
purging the well to test for dissolved constituents.
The objective of groundwater sampling is to obtain a representative sample of the
groundwater to determine the types of contaminants and concentrations. The
Consultant shall communicate with the laboratory regarding the analyses required
on samples and any special criteria for performing the analyses.
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The pre-sampling activities (i.e. measurement of static water level elevation,
detection of immiscible layers, well purging), selection and use of sampling
equipment, collection of samples, in-situ or field analyses, samples containers,
preservation, and handling, chain-of-custody and records management, analytical
methods, field and laboratory quality assurance and quality control, documentation
for sampling, and evaluation of the groundwater monitoring data shall conform to
the California Department of Toxic Substances Control Guidance manual:
Representative Sampling of Ground Water for Hazardous Substances, July 1995.
Requirements for filtering shall also be communicated to the laboratory. If a
sample is to be filtered before analysis for metals, no preservatives or acid shall be
added until after filtration. Samples taken for dissolved metal determination shall
be filtered through a 0.45 um filter. Filtration shall not be done for total metal
analyses. If filtration is performed, it shall be done in-line or in the field
immediately following sampling.
The Consultant shall obtain new samples without expense to Caltrans if Quality
Assurance/Quality Control (QA/QC) data shows any of the following:
a.
Cross contamination has occurred.
b.
Sample collection and handling or analytical tests were not consistent with
the procedures specified in U.S. EPA SW-846, the Contract, Phase Order,
and/or approved work plan.
c.
Samples were held too long before analysis.
d.
Samples were compromised while in the custody of the Consultant prior to
delivery for analysis.
e.
Any chain of custody violation. Payment shall be denied for unapproved
chemical testing.
P.

Laboratory.
1.

General Information.
Laboratories performing chemical analyses shall be certified by the California
Department of Public Health Services Environmental Laboratory Accreditation
Program (CDPHS-ELAP) for the specific laboratory test methods listed in List of
Chemical Analyses. The Consultant shall provide a current CDPHS-ELAP
certification and Fields of Testing for all Contract test methods throughout the life
of the Contract. For specific test methods not as yet certified by CDPHS-ELAP,
the laboratory may perform laboratory analysis only if presently certified by
CDPHS-ELAP for comparable test methods (for example, volatile organics, semivolatile organics or other specific hazardous substances), or if it is a currently
certified U.S. EPA Contract laboratory. Water sample analysis shall be considered
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to include, but not be limited to, surface water, ground water, rinse water,
monitoring, well samples, other water sources, and other required contract
components. Standard turnaround time for chemical analysis shall not exceed five
(5) business days. Expedited laboratory turnaround time may be required at the
discretion of the Caltrans Contract Manager and shall be specified in the Phase
Order.
All laboratory costs shall be borne by the Consultant. Laboratories shall be
physically located within the Contract Region in which the Phase Order work is
being performed. Under extenuating circumstances, laboratories outside the
Contract Region in which the Phase Order work is being performed may be used
with written permission from the Caltrans Contract Manager. The Consultant shall
be responsible for sample transport from worksite to the laboratory, for providing
decontaminated or new sample containers, labels, appropriate preservation, and
chain of custody records. Costs of these services and materials are included for
laboratory analyses listed in List of Chemical Analyses.
Remaining and unused portions of samples shall be stored in a chilled state 39o F
(4o C) at the laboratory for 30 days following completion of the last analysis for
that group of samples listed on the same chain of custody form. Disposal of
samples shall be the responsibility of the Consultant and/or laboratory.
Retention of samples beyond the 30-day period following the last analysis for a
sample or set of samples and additional laboratory work not listed in List of
Chemical Analyses shall be performed by the Consultant only when the Caltrans
Contract Manager or Caltrans designee provides a written request to the Consultant.
The Consultant and the laboratory shall be responsible to provide clear and accurate
explanation of analytical results including graphical presentations and summaries
of the validated laboratory data in reports.
Consultant shall be responsible for validation of all analytical data and provide a
summary of the level of data validation and findings in the report. The data
validation procedure shall be based on the principles of the U.S. EPA National
Functional Guidelines (U.S. EPA 2008, 2010, 2011) and were designed to ensure
completeness and adequacy of the data set. The Consultant shall contact the
Caltrans Contract Manager or Caltrans designee to check and verify the level (such
as Level I, II, or III) of data validation required for the data quality objective if the
level is not specified in the Phase Order. The data validation report shall be part of
the draft and final investigation report submittals.
2.

Caltrans Samples.
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Situations may arise that require Caltrans personnel to collect field samples for
laboratory analysis. The samples shall primarily be soil samples collected for ADL
investigations but may include other constituents of concern and water samples as
determined by Caltrans. Caltrans may also require analysis of soil or water samples
acquired as split samples.
When requested, the Consultant shall provide new sample containers, labels, and
blank chain of custody forms to the Caltrans Contract Manager or Caltrans
designee.
Caltrans shall be responsible for sample collection, sample container labeling,
preservation of the sample, and filling out the chain of custody form. The
Consultant shall be responsible for arranging sample transport from the project site
or Caltrans office to the designated laboratory and maintaining chain of custody.
3.

Mobile Laboratory.
Mobile laboratories shall be certified by the CDPHS-ELAP for analyses which are
specified in the Phase Order. Mobile laboratory gas chromatograph equipment
shall be calibrated on-site at the beginning of each working day as follows: Mobile
laboratories shall record gas chromatograph system parameters on the first page of
each day's chromatograms. The parameters include the temperatures of the
injector, column, and detector; integrator parameters of the injector, peak markers,
and baseline offset; column type, length and diameter; and packing material. The
name of the operator and the date shall also be included. Any changes to the system
parameters shall be documented.

4.

Quality Assurance/Quality Control (QA/QC).
a.

Field QA/QC.
Field QA/QC procedures shall be reported in summary form for all samples
submitted. Field QA/QC procedures shall include the following:
i.
One (1) equipment blank for every chain of custody shall be
collected by pouring de-ionized water onto the sampling device and
into a laboratory container.
ii.
For water or soil sampling events, one (1) trip blank for every ice
chest or sample shipment container. Water samples shall require
one (1) laboratory prepared trip blank for each individual group of
water samples transported to the laboratory. Soil samples collected
by U.S. EPA Method 5035 shall require vials containing the same
preservative that the soil samples are preserved in (including, one
(1) vial with methanol, two (2) vials with sodium bisulfate, or all
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iii.

iv.

v.

vi.

three). The contents of each ice chest or refrigerated container
constitute an individual group of water or soil samples. The trip
blank is a clean water or soil sample that shall be opened at the site
in the same location as the field sampling. The trip blank shall be
analyzed for the same compounds as the other samples.
A trip or travel blank consists of sample containers, which are filled
in the laboratory with purified water, taken into the field, and added
to each cooler before it is transported to the laboratory. These travel
blanks are especially important for volatile samples in which other
samples containing high concentration of contaminants of interest
may leak in the cooler and contaminate other samples. Travel
blanks are generally not used for other contaminants.
Field blanks consist of purified water such as High Performance
Liquid Chromatography or pesticide grade water or pesticide grade
water which is taken into the field and transferred from the water
container to the individual sample containers in the field as a check
on contamination in the atmosphere at the site. If the purified water
is also poured through sampling equipment before being added to
the sample containers, the field blanks may also substitute for
equipment blanks. Field blanks, when deemed necessary shall be
collected at the frequency of one per sampling day.
When deemed necessary, or at the request of the Caltrans Contract
Manager or Caltrans designee, background samples may be
collected from the site. Background samples are to be collected in
the exact manner as the regular samples. Background samples may
be used as a quality control sample, especially for non-aqueous
samples, to look for sampling or laboratory effects on concentration.
The more common use for background samples is to establish a
background concentration for parameters, which occur in the area of
the site, and distinguish between site-specific related contamination
and naturally occurring or anthropogenic contaminant levels.
Background samples shall be collected for each medium
investigated. These samples shall be collected at or near the site but
not in areas likely to be influenced by contamination from the site
or operations from nearby sites. These samples shall be collected
from locations up gradient or up-stream of any suspected
contamination or source areas. A minimum of four (4) locations to
determine the average concentration that is not a result of releases
from the site. The number and locations may be determined in the
field or pre-selected prior to field work. The minimum number or
samples may be increased at the discretion of the Caltrans Contract
Manager or Caltrans designee. Under no circumstances are the
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vii.

b.

samples collected in areas of potential contamination to be
considered as background samples.
When deemed necessary or at the request of Caltrans, the Consultant
shall collect field replicate samples. Field replicates may either be
co-located samples or split samples. Replicates shall be collected at
a minimum frequency of five (5) percent (%), with a minimum of
one (1) duplicate per day, whichever is greater.

Laboratory QA/QC.
Quality Assurance/Quality Control (QA/QC) shall be performed for each
method of analysis with specificity for every appropriate analyte requested
and/or representative analytes listed in the test method's QA/QC. QA/QC
data shall be reported in summary form for all samples submitted.
Laboratory QA/QC procedures specified by each test method shall include
the following:
i.
One (1) method blank for every ten (10) samples, batch of samples
or type of matrix, whichever is more frequent.
ii.
One (1) sample analyzed in duplicate for every ten (10) samples,
batch of samples or type of matrix, whichever is more frequent.
iii.
One (1) spiked sample for every ten (10) samples, batch of samples
or type of matrix, whichever if more frequent, with spike made at
ten (10) times the detection limit or at the analyte level.
Where the test method does not specify QA/QC procedures, all of the above
shall apply.
Trip blank(s), laboratory blank(s), spiked samples, and duplicate sample
analyses shall be reported on either the laboratory testing report or the
QA/QC summary report. Spiked samples shall be reported as percent spike
recovery.

c.

Other QA/QC Requirements.
Acetone, methylene chloride, chloroform, and methyl ethyl ketone (MEK)
detected in soil and ground water contaminants/samples shall be considered
laboratory contaminants. It shall be the laboratory’s responsibility to
determine if the laboratory processes introduced these chemicals to the
samples or if they are valid detections. The mere presence of common
laboratory contaminants in the sample is not sufficient to conclude that the
detections are the result of laboratory contamination. An evaluation of the
data is necessary to support any such claims. If the detections are the result
of laboratory contamination, measures shall be taken by the laboratory to
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correct the problem. A discussion of suspected laboratory contamination,
the evaluation, determination, and corrective measures taken shall be
included in the report.
With the draft Site Investigation report, the Consultant shall submit to
Caltrans the laboratory’s written discussion documenting QA/QC
evaluation and analytical checks.
Phase Orders which require more than 50 soil or ground water samples,
Work Plans, and Reports, shall also include a holding timetable. The
holding timetable shall include the sample collection date, the date the
sample should be and was received at the laboratory and the dates the
sample should be and was extracted and analyzed.
The discussion in the report shall provide information on the guidance used
to evaluate analytical results.
All costs for laboratory QA/QC work and reporting are included in the
proposal for each test method listed in List of Chemical Analyses.
The detection limits used shall be at or below the regulatory limits and/or
action levels whichever is lower. Analytical methods used for each sample
and matrix shall be specified in the report.
d.

Quality Assurance/Quality Control (QA/QC) Report.
The QA/QC summary reports shall include:
i.
Temperature of incoming samples.
ii.
Constituent/analyte.
iii.
Specific test method.
iv.
Date (include holding timetable for more than 50 samples).
v.
Detection limit of the specific test method (mg/kg or mg/liter).
vi.
Percent accuracy.
vii.
Percent precision.
viii. Signature of laboratory manager or director.
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e.

GeoTracker Requirements.
Some Phase Orders shall include investigation at sites under State Water
Resources Control Board (SWRCB) oversight. Analytical results, data and
reports for these Phase Orders shall be submitted by the Consultant to the
SWRCB GeoTracker program which may be accessed at
http://www.waterboards.ca.gov/ust/electronic_submittal/. Caltrans shall
obtain a third party authorization for the purpose of uploading the
groundwater information. Costs to laboratories and Consultants shall be
compensated based on actual cost.

f.

List of Chemical Analyses.
i.
ii.
iii.
iv.
v.
vi.
vii.
viii.
ix.
x.
xi.
xii.
xiii.
xiv.
xv.
xvi.
xvii.
xviii.
xix.
xx.
xxi.
xxii.
xxiii.
xxiv.
xxv.
xxvi.
xxvii.
xxviii.
xxix.
xxx.
xxxi.

(ICAP) U.S. EPA method 6010.
Any single element, including lead.
ARB Method 435.
Aromatic and Halogenated Volatile Organics.
CA Waste Extraction Test (WET).
CCR approved U.S. EPA series 200 methods.
Chlorinated Herbicides.
Combined GC/MS for Volatile Organics.
Cr, Hexavalent by U.S. EPA 7195.
Diesel Fuel: Modified U.S. EPA 8015.
U.S. EPA 8000 series (GC only).
U.S. EPA 8000 series (GC/MS).
Ethylene Glycol.
Filtration for dissolved constituents.
Fish Bioassay.
Gasoline Analysis Package: U.S. EPA 8015.
Gasoline: Modified U.S. EPA 8015.
GC/MS for Fuel Oxygenate Compounds.
GC/MS for Semi-volatile Organics.
GC/MS for Volatile Organics.
Hydraulic Conductivity.
ICAP any single element. U.S. EPA 6010.
Inorganic element analysis - element.
Inorganic element analysis - Extraction.
Moisture Content.
Nonhalogenated Volatile Organics.
Oil and Grease.
Organochlorine pesticides.
Organolead: per Title 22.
Organophosphorus Pesticides.
PCB's.
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xxxii.
xxxiii.
xxxiv.
xxxv.
xxxvi.
xxxvii.
xxxviii.
xxxix.
xl.
xli.
xlii.
xliii.
xliv.
xlv.
xlvi.
xlvii.
xlviii.
xlix.
Q.

Phased Contrast Microscopy.
Phenols.
Polarized Light Microscopy (PLM).
Polynuclear Aromatic Hydrocarbons.
Semivolatile organic compounds.
Sieve Analysis.
Soil pH.
Specific Gravity.
Total and Amenable Cyanide.
Total Dissolved Solids.
Total Organic Carbon.
TPH Oil: Modified U.S. EPA 8015.
Transmission Electron Microscopy.
Turbidity in NTUs.
Unit Weight (Bulk Density).
Volatile organic compounds.
WET Analysis.
Lead.

Report Requirements.
1.

Reporting Format.
See minimum reporting requirement based on the type of investigation. The
Consultant shall follow the reporting format specified below:
a.
Title sheet shall identify the Contract and Phase Order numbers, all
Expenditure Authorizations (EA’s) and Project Numbers (EFIS) included
in the report, project name, project location (shown in Postmile), Consultant
name, name and title of author, and date prepared.
b.
Signature page shall include signature, title, professional registration seal,
registration number, and expiration date of the P.G., P.E. responsible for the
report and the Consultant Phase Order Manager.
c.
Table of Contents.
d.
Executive/Investigative Summary - This section shall present and
summarize the findings of the report/investigation.
e.
Project Description - This section shall provide a brief description of the
project for which the work was undertaken, the objective(s) of the work, a
short chronology of the site activities, a summary of the previous site work
and item of work completed for the work.
f.
Site Description including physical setting (geology, hydrogeology,
hydrology, topography of site), location, legal description, site and vicinity
characteristics, current use of the property, structures, roads, use of adjacent
properties, maps, and copies of aerial photos.
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g.

h.

i.
j.

k.
l.
m.
n.

o.

Investigative Methods - This section shall describe in detail the field
methods used for the investigation work and any deviation from the work
plan. This section shall also include a description of the investigative
methodology employed including test procedures employed for the
investigation purpose.
Investigative Results and Field Observations - This section shall include a
discussion of the conditions observed during the investigation, including
site geology, historic data, hydrogeologic conditions, observed during the
investigation, laboratory analytical results, and chemical test results (to be
further described in “Laboratory” and “Laboratory Test Reports” Sections).
The data shall be presented clearly and concisely, including reference to
previous work or results, and shall be summarized in table form.
Field deviation - includes discussion to address field deviation from the
scope of the Phase Order/work plan and the justification for the deviation.
Field and Laboratory QA/QC information/discussion - Laboratory Data
Validation Report shall be required for all Phase Orders. Description of the
measures that were implemented to ensure high quality and defensible data
was obtained. Both field and laboratory procedures and any corrective
action taken to correct problems need to be discussed.
Decontamination Procedures - description of the procedure for reusable
equipment and analytical results of equipment blanks.
Chain of Custody forms.
Discussion regarding the effects of contamination found in the laboratory
QA/QC samples and method blanks.
Conclusions and Recommendations - This section shall describe the type,
lateral and vertical extent, estimated amount, and concentration of
contamination present in the soil, soil vapor, surface water, and/or ground
water. Regulatory concentration limits and level of any detected
contamination shall be clearly identified and the impact of such limits to the
project assessed. Recommendations shall be provided, clearly describing
the next Phase of investigation or no further investigation required, and the
rationale for the recommendation. Recommendations for any necessary
additional work to characterize the site and the estimated cost of that work
shall be included in this section.
Appendices - Reports shall contain, or be accompanied by appendices that
contain, all data used to support statements of the report including, but not
limited to:
i.
Well and boring logs for both existing and new well and soil borings.
This includes all wells that may influence hydrogeologic conditions
of the site, not just wells used to develop cross sections. Both field
and final logs shall be included in the report.
ii.
Copies of well permits from the California Department of Water
Resources, county regulatory agencies, or other applicable permits.
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iii.

iv.
v.
vi.

vii.
2.

Laboratory analysis of each sample tested. Laboratory reports shall
include copies of completed and signed Chain of Custody forms that
contain required U.S. EPA and California Department of Public
Health Services information, Laboratory incoming sample receipt
form, and test report cover letter signed by the Laboratory Quality
Assurance Officer or responsible personnel. The Laboratory reports
shall include a narrative of any laboratory quality assurance test
discrepancy with an evaluation of the reliability and usability of the
data. (See “Laboratory Test Reports” Section for reporting
requirements).
Tables containing the data for each type of contaminant and media
sampled.
Maps, cross-sections, photographs.
Surveyed elevations and horizontal positions of wells and borings,
bench marks and monuments (third order survey). Map showing
relative positions and coordinates of these features.
Reference List.

Initial Site Assessment (ISA) Reports /Phase I Environmental Site Assessment
(ESA, Phase I ESA) Report.
The reporting format shall conform to what is specified in ASTM Standard E152705 or its latest revision and Caltrans Initial Site Assessment Guidance Documents
to identify the recognized environmental conditions from present and past activities
for selected sites and adjacent properties.
The Initial Site Assessment (ISA) report shall include, but not be limited to, the
following:
a.
Title sheet shall identify the Contract and Phase Order numbers, all
Expenditure Authorizations (EA’s) and Project Numbers (EFIS) included
in the report, project name, project location (shown in Postmile), Consultant
name, name and title of author, and date prepared.
b.
Signature page shall include signature, title, professional registration seal,
registration number, and expiration date of the P.G. or P.E. responsible for
the report and the Consultant Phase Order Manager.
c.
Table of Contents.
d.
Investigative Summary - This section shall present and summarize the
findings of the investigation.
e.
Project Description - This section shall provide a brief description of the
project for which the investigation work was undertaken, the objective(s) of
the work, a short chronology of the site activities, a summary of the previous
site work and item of work completed for the work.
f.
Background section including:
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i.

g.
h.

Aquifer descriptions (depth to ground water, gradient, flow
direction, conductivity, yield, quality and beneficial uses). Public
sources such as California Department of Water Resources (DWR)
reports, area site investigations, and United States Geologic Survey
(USGS) reports shall be typical sources for this information.
ii.
Geologic units. Geologic and Hydrologic information should be
scaled to the freeway project. The shallow subsurface conditions,
for less than five (5) feet, shall have the greatest impact on
construction. However, this does not preclude the Consultant from
providing information on subsurface conditions greater than 50 feet
in the vadose and saturated zones.
iii.
Location and use of ground water monitoring wells in the project
vicinity. Public sources such as the California Department of Water
Resources, Regional Water Quality Control Boards, cities, and
counties will have well records.
iv.
A detailed description of contaminated sites identified in the records
review, including the source, type and concentrations of
contaminants, lateral and vertical extent of contamination, and
active or past remedial actions including impact to the regional
groundwater contamination, if any.
Historical background summary.
Investigative narrative including:
i.
Investigative methods and evaluation criteria.
ii.
Known hazardous waste sites (include data including, but not
limited to: problem type, Federal or State, impact, schedule for
cleanup).
iii.
Potential hazardous waste sites (name, type of operation, why
suspect, potential area of impact).
iv.
The following information for all known and potential hazardous
waste sites:
•
The name, addresses, and telephone number of the
business/owner(s) of each such site.
•
The type of hazardous waste/material containers involved at
each site, including, but not limited to, sludge pits, ponds,
underground or aboveground storage tanks, other container,
and other variables.
•
Chemicals/hazardous materials that have been stored/used in
the past at each site, and the known generators (if available)
of that material.
•
Permits, violations, plans, records and any other information
reviewed.
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i.

j.

k.

l.

m.

n.
o.

p.
q.

Site sketches, site photographs, and descriptive comments to
identify important features such as major utilities at each
site.
•
Site maps for every site with features of concern identified,
at a scale of 1:1000 unless otherwise specified in the Phase
Order, and depicting the relationship between the
contamination and the proposed right-of-way and pertinent
project features.
Maps including site features, topography, corresponding symbols, locations
of all borings and wells, and physical features such as geologic units, aquifer
descriptions, and depth to ground water. All maps shall have title blocks,
scale and north arrow. The Consultant shall obtain the Caltrans Contract
Manager’s approval of map scales.
A description of how project work will affect, or impinge upon, the suspect
site (for example, area of soil contamination in relation to construction
excavation).
The Consultant may be required to perform preliminary endangerment
assessment (PEA) work. If the suspected contamination is impacted by the
project, a description of how the suspect site will affect public health and
the surrounding environment shall be required.
When requested as part of the Phase Order, for prediction of impact on the
public, a description of how the suspect site will affect public health and the
surrounding environment if that suspected contamination is impacted by the
project (for Preliminary Endangerment Assessment work).
A list of sites that are recommended for detailed site investigations. To
facilitate scheduling these future site investigations, the sites on this list
shall be prioritized—ranked by magnitude of potential hazardous waste
problem and estimated expense for follow-up investigations, monitoring
and mitigation. The rationale used for this prioritizing of sites shall be fully
explained in the report.
Description of the magnitude of each hazardous waste problem in terms of
length of time and approximate costs for mitigating the problem.
Description of future plans, if any, (by the U.S. Environmental Protection
Agency, California Department of Toxic Substances Control, Regional
Water Quality Control Board, or others) to remediate the hazardous waste
sites listed in the ISA.
Resumes of personnel performing the ISA.
Reference list.

The Consultant shall describe the ISA development process the Consultant
followed and identify individuals or agencies contacted in developing the
information included in the ISA. The Consultant shall include a complete list of
contact names, phone numbers, dates contacted, and information reviewed. The
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Consultant shall explain any limitations in the adequacy and/or conclusions reached
in the assessment.
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3.

Historic Research Report.
Historic research reports that are prepared for Initial Site Assessments (ISAs) shall
include the following, in addition to the standard title sheet, table of contents,
investigative summary, and project description required for ISA reports:
a.
Survey scope and methods.
b.
Results of the research, focusing on properties which used or may have used
hazardous materials and/or generated or may have generated hazardous
waste.
c.
Interpretation of results.
d.
Recommendations.
e.
Sources consulted.
f.
Maps and figures, both historic and recent, depicting properties of interest.
Historic research reports shall be prepared and signed by an historian with a Master
Degree in Public History or History.

4.

Phase II Site Investigation Reports.
The site investigation report at a minimum shall include the following items in the
format described:
a.
Title sheet shall identify the Contract and Phase Order numbers, all
Expenditure Authorizations (EA’s) and Project Numbers (EFIS) included
in the report, project name, project location (shown in Postmile), Consultant
name, name and title of author, and date prepared.
b.
Signature page shall include signature, title, professional registration seal,
registration number, and expiration date of the P.G. or P.E.responsible for
the report and the Consultant Phase Order Manager for the investigation.
c.
Table of Contents.
d.
Investigative Summary - This section shall present and summarize the
findings of the investigation.
e.
Project Description - This section shall provide a brief description of the
project for which the site investigation work was undertaken, the
objective(s) of the work, a short chronology of the site activities, a summary
of the previous site work and item of work completed for the work.
f.
Introduction -This section shall include the general objectives of the
investigation, a short chronology of site activities, a summary of the
previous site work, and items of work completed for the investigation.
g.
Site Description including physical setting (geology, hydrogeology,
hydrology, topography of site), location, legal description, site and vicinity
characteristics, current use of the property, structures, roads, use of adjacent
properties, maps, and copies of aerial photos.
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h.

i.

j.
k.

l.
m.
n.

o.

Investigative Methods - This section shall describe in detail the field
methods used for the investigation work and any deviations from the work
plan.
Investigative Results and Field Observations -This section shall include a
discussion of the conditions observed during the investigation, including
site geology, historic data, hydrogeologic conditions observed during the
investigation, laboratory analytical results, and chemical test results (to be
further described in “Laboratory” and “Laboratory Test Reports” Sections).
The data shall be presented clearly and concisely, including reference to
previous work or results, and shall be summarized in table form.
Field deviation - includes discussion to address field deviation from the
scope of the Phase Order/work plan and the justification for the deviation.
Field and Laboratory QA/QC information/discussion - Laboratory Data
Validation Report shall be required for all Phase Orders. The Laboratory
Data Validation Report shall include a description of the measures that were
implemented to ensure that high quality and defensible data was obtained,
and a discussion of both field and laboratory procedures and any corrective
action taken to correct problems.
Discussion regarding the effects of contamination found in the laboratory
QA/QC samples and method blanks.
Description of any contacts with regulatory agencies or personnel.
Internal Data Validation - The Consultant shall perform data validation for
each Phase Order. Data validation shall be performed in conformance with
U.S. EPA Region IX Data Validation Guidance.
Data Evaluation and Discussion - Site investigation results shall be
evaluated in the report. Data evaluation shall include:
i.
Maps showing the site, topography, feature locations, boring and
well locations, vertical and horizontal extent of contamination,
contour maps of contaminant concentrations, and hydraulic
gradient. All maps shall have title blocks, scale, and north arrow.
The Consultant shall obtain the Caltrans Contract Manager’s or
Caltrans designee’s approval of map scales.
ii.
Site maps with sample points and depths indicated, concentrations
that exceed action levels and/or regulatory limits noted and depth
and contaminant specific concentration contours demonstrating
source areas, including the locations of any field tests.
iii.
Cross sections showing subsurface structural features, geologic and
hydrologic conditions, sampling results, and estimated extent of
contamination. The Consultant shall estimate the volumes of
contaminated soil and ground water present and shall describe fully
the assumptions and calculations on which estimates are based.
iv.
Charts showing contamination levels of soil, soil vapor, surface
water, and/or ground water in specific, identifiable locations.
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v.

p.

Consultant shall use Trimble Pathfinder Pro XR or XRS or
comparable GPS unit to record the locations. Positions shall have a
horizontal accuracy of less than one meter. Features shall be
collected as point, line or area features based on need including:
1.Trimble format raw data files (.ssf) and 2. corrected data files
(.cor). Corrected data shall be submitted in two (2) formats: 1) Point
data as latitude/longitude, WGS 1984 datum and decimal-degree
units, and 2) US State Plane 1983, for the appropriate CA zone, and
have units of meters.
vi.
Data that has a spatial reference and is included in mapping for the
project shall be delivered in shapefile format. Coordination shall be
made with the Caltrans GIS specialist in order to receive basemap
data for the subject mapping, and to address coordinate system and
attribute requirements for the shapefiles. The final product
delivered to Caltrans shall include a standard writeable CD labeled
with project information and CD contents that includes the final
report, maps, GPS information and tables.
vii.
Color photographs that document the site surroundings, the
investigation area with flagged boring locations, and any significant
geological features. If specified in the Phase Order or requested by
the Caltrans Contract Manager, the Consultant shall provide
additional photographs that document the progress of the
investigation and any significant areas or activities.
viii. Statistical analysis of sampling results, estimating trends,
contaminant distribution, and average concentration.
ix.
Maps, cross sections, and graphs that shall be supported by data and
shall be included in the reports.
x.
Summary of laboratory results.
xi.
Table summarizing all sampling results, including sample location,
media, sample depth, field and laboratory identification numbers,
and analytical results.
xii.
GPS data collection and results.
Conclusions and Recommendations - This section shall describe the type,
lateral and vertical extent, estimated amount, and concentration of
contamination present in the soil, soil vapor, surface water, and/or ground
water. Regulatory concentration limits and level of any detected
contamination shall be clearly identified and the impact of such limits to the
project assessed. Recommendations shall be provided, clearly describing
the next Phase of investigation or no further investigation required, and the
rationale for the recommendation. Recommendations for any necessary
additional work to characterize the site and the estimated cost of that work
shall be included in this section.
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q.

r.

s.
5.

Identification of Consultant and Subconsultants personnel performing
work, including resumes, if this information was not provided in the cost
proposals or work plan.
Appendices- Reports shall contain, or be accompanied by appendices that
contain, all data used to support statements of the report including, but not
limited to:
i.
Well and boring logs for both existing and new well and soil borings.
This includes all wells that may influence hydrogeologic conditions
of the site, not just wells used to develop cross sections. Both field
and final logs shall be included in the report.
ii.
Copies of well permits from the California Department of Water
Resources, county regulatory agencies, or other applicable permits.
iii.
Laboratory analysis of each sample tested. Laboratory reports shall
include copies of completed and signed Chain of Custody forms that
contain required U.S. EPA and California Department of Public
Health Services information. Laboratory incoming sample receipt
form and test report cover letter signed by the Laboratory Quality
Assurance Officer or responsible personnel. The Laboratory reports
shall include a narrative of any laboratory quality assurance test
discrepancy with an evaluation of the reliability and usability of the
data. (See “Laboratory Test Reports” section for reporting
requirements).
iv.
Tables containing the data for each type of contaminant and media
sampled.
v.
Maps, cross-sections, photographs.
vi.
Surveyed elevations and horizontal positions of wells and borings,
bench marks and monuments (third order survey). Map showing
relative positions and coordinates of these features.
Reference list.

Geophysical Reports.
A Professional Geophysicist shall sign geophysical reports. When geophysical
activities are included in the Phase Order, the following additional categories of
information shall be presented in the site investigation report:
a.
Data Presentation and Data Evaluation shall be presented in a manner that
may be interpreted by a layperson including the use of common language
to describe anomalies, use of graphics, and explanations of how the
geophysical tool works. Specific information Specific information
includes:
i.
Maps showing the survey area with property or site boundaries.
ii.
Mapping at a scale no smaller than 1:1000.

RFQ Number 08A3063
Attachment 1I
Page 60 of 81

iii.

b.
c.
d.

e.
f.

6.

Identification of sampling points for magnetometer surveys
measured at no greater than five (5) feet intervals, unless the
Caltrans Contract Manager or Caltrans designee approves greater
intervals.
iv.
Cross sections along lines of investigation illustrating subsurface
conditions, delineating the boundaries, man-made objects, and
others as appropriate.
v.
QA/QC - instrument calibration, verification, corrections,
interferences.
Description of field work.
Interpretation of all data, conclusions, and recommendations for additional
work.
Microsoft Excel or ACSII - compatible format computer files of the site
investigation and evaluation data including a summary of all supporting
data used to compile the report, if requested by the Caltrans Contract
Manager or Caltrans designee.
Raw data if requested by the Caltrans Contract Manager or Caltrans
designee.
A thorough discussion of field work and any deviations from the work plan.
Limitations of the geophysical methods and equipment employed.

Trenching Reports.
When trenching activities are included in the Phase Order the following additional
categories of information shall be included in the site investigation report:
a.
Detailed description of the trench and subsurface conditions with color
photographs and sketches to illustrate subsurface features.
b.
A description of the field activities, type of equipment used for excavation
of trench, area used to store excavated materials, backfill operations,
implementation of Health and Safety Plan.
c.
A summary table of OVA (Organic Vapor Analyzer) and PID (Photo
Ionization Detector) readings, when they were taken, measurement times,
and summary tables of the sample results.
d.
A map showing the trench locations, trench logs showing sampling
locations within the trenches, as well as other relevant site features, such as
boring and monitoring well locations, stratigraphy, changes in lithology,
and structural features, and cross sections incorporating information from
the trench log and sampling. Maps, logs, and cross sections shall include
title blocks, scales, and north arrows.
e.
Data Evaluation shall provide an analysis of the subsurface conditions
found in the trench and how the results relate to conditions found in any
other Phase of the investigation.
f.
Copies of required permits for trench excavation.

RFQ Number 08A3063
Attachment 1I
Page 61 of 81

RFQ Number 08A3063
Attachment 1I
Page 62 of 81

7.

Risk Based Corrective Action (RBCA) Reports.
a.

b.
c.

8.

The reporting format shall follow the general Site Investigation format
requirements. The contents shall follow ASTM Designation E 17395/1739-95, Standard Guide for Risk-Based Corrective Action Applied at
Petroleum Release Sites.
See http://webstore.ansi.org/ and
http://www.astm.org/Standard/index.shtml. Risk assessments may be
performed for human receptors, for biological/ecological system receptors,
or for both as specified in the Phase Order.
Tier 1 or Tier 2 evaluations may be completed as directed in the Phase
Order.
Reporting shall follow ASTM E1739 6.11. See http://webstore.ansi.org/
and http://www.astm.org/Standard/index.shtml.

Laboratory Test Reports.
Complete copies of all laboratory reports, including QA/QC summary reports, shall
be placed in an appendix of the laboratory report. Draft copies of raw laboratory
data shall be faxed, or electronically submitted, to the Caltrans Contract Manager
or Caltrans designee when requested. Chromatographs, graphical presentations and
summaries of the laboratory data shall be provided with the laboratory reports at no
additional cost to Caltrans. The Consultant shall keep the chromatographs on file
and shall provide them upon Caltrans’ request. Laboratory test reports shall contain
all of the following information:
a.
Name of analytical laboratory.
b.
Address of laboratory.
c.
Telephone number of laboratory.
d.
Laboratory number for each sample reported.
e.
Consultant's number for each sample reported, if applicable.
f.
Date sample(s) collected.
g.
Date sample(s) received by laboratory.
h.
Date of laboratory testing.
i.
Brief sample description (including, but not limited to soil, water, sludge).
j.
Specific test method.
k.
Extraction method utilized (if not unique to test method).
l.
Test result for each sample and method (reported in mg/kg or mg/liter as
appropriate).
m.
Limit of detection for each test method (reported in mg/kg or mg/liter as
appropriate).
n.
Written explanation of higher detection limits, dilution factors, laboratory
contaminants, or other unusual results.
o.
Samples which failed QA/QC procedures and why.
p.
Date of test report.
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q.

r.
9.

U.S. EPA Region IX’s current Preliminary Remedial cleanup Goals (PRG)
for industrial sites for the contaminants of concern when requested by the
Caltrans Contract Manager or Caltrans designee.
Signature and title of the director of the laboratory.

Hazardous Waste Management Plan/Remedial Action Options Report/Remedial
Action Alternative Analysis.
The Remedial Action Options Report shall be a separate report, which includes a
review of all potentially feasible remedial actions and their potential costs. The
review shall be of sufficient depth and breadth for Caltrans to make an informed
decision on the most appropriate remedial technology for a specific hazardous
waste problem at a specific site. The development of a Remedial Action Options
Report does not include the design of a remedial action or cleanup. The options
report shall include:
a.
An analysis of the “do nothing” alternative and analyses of a minimum of
two (2) other remedial alternatives. The analysis of each alternative should
address time; operation and maintenance requirements; risks to health and
environment; cost-effectiveness; level of cleanup; potential economic
impact on the responsible party; the physical limitations of the site; and the
impact of the cleanup methods on the continuing site activities, future
construction activities and use by Caltrans.
b.
Prediction of each treatment alternative’s effectiveness on the material in
question, and the applicability of the alternative relative to the project life.
c.
Reliability of each alternative in terms of its demonstrated degree of
effectiveness at other sites and its operation and maintenance requirements.
d.
Ability to implement each alternative, in the context of the site conditions,
location, and time frame.
e.
Discussion of any possible adverse impacts to public and site-worker health
and safety presented by alternative treatments.
f.
The regulations that will control each alternative and the permits required
to implement the alternative.
g.
Identification of the public health concerns of the current site conditions, as
well as those during and after the treatment or alternative action.
h.
Direct and indirect capital costs, including engineering, equipment, labor
and materials for the installation and construction of each remedial action
alternative.
If the Consultant finds that any additional data and information are needed before
a remedial action alternative may be chosen and designed, the Consultant shall
describe them in the report.
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10.

Survey Reports.
This section describes standard reporting requirements for all types of surveys
(including, but not limited to, asbestos, lead-based paint, PCBs, containers, barrels,
tanks, and any other survey type required by this Contract).
The report shall include, but not be limited to:
a.
Title Sheet shall identify the Contract and Phase Order numbers, all
Expenditure Authorizations (EA’s) and Project Numbers (EFIS) included
in the report, project name, project location (shown in Postmile), Consultant
name, name and title of author, and date prepared.
b.
Signature page shall include signature, title, professional registration seal,
registration number, and expiration date of the P.G. or P.E. responsible for
the report and the Consultant Phase Order Manager for the investigation.
Additionally the certified asbestos or lead inspector responsible for asbestos
or lead survey work shall sign the report.
c.
Table of Contents.
d.
Investigative Summary of Survey - This section shall present and
summarize the findings of the survey.
e.
Project Description - This section shall provide a brief description of the
project for which the survey work was undertaken, the objective(s) of the
work, a short chronology of the site activities, a summary of the previous
site work and item of work completed for the work.
f.
Introduction - This section shall describe the general objective of the
investigation, a short chronology of the site, previous site work, and items
of work completed for the survey investigation.
g.
Investigative Results and Field Observations - This section This section
shall include a discussion of the conditions observed during the
investigation, including site geology, historic data, hydrogeologic
conditions, observed during the investigation, laboratory analytical results
and chemical test results (to be further described in “Laboratory” and
“Laboratory Test Reports” Sections). The data shall be presented clearly
and concisely including reference to previous work or results, and shall be
summarized in table form. It shall include, but not be limited to, a
discussion of at least the following items:
i.
Location of items including, but not limited to, Asbestos Containing
Material (ACM), lead-based paint, Polychlorinated biphenyls
(PCB), barrel(s), tank(s), and other potential hazardous materials.
ii.
Estimated quantities of items including, but not limited to, ACM,
PCB, barrel(s), tank(s), and other potential hazardous materials.
iii.
Type of material (including, but not limited to, tiles, acoustical
spray-on and insulation).
iv.
Condition/distribution of material.
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v.

h.

i.
j.

k.

l.

m.

11.

Locations where obvious flaking lead-based paint would have to be
removed prior to demolition.
vi.
Drawing or plan showing location of the following (at a scale no
greater than 1:200, unless otherwise specified in the Phase Order):
•
Sampling points.
•
ACM - friable or non-friable.
•
Containers - including, but not limited to, barrels, and tanks.
•
Hazardous materials/waste storage.
Photographs of the exterior of structures, of sample locations, of
representative surface conditions, and of any significant areas, as requested
by the Caltrans Contract Manager or Caltrans designee.
Chemical Test Results - As stated in - “Laboratory” and “Laboratory Test
Reports” Sections.
Naturally-occurring asbestos laboratory results shall include point counting,
as per California Air Resources Board (ARB) Method 435, Section 7, which
may be found at http://www.arb.ca.gov/toxics/asbestos/tm435/tm435.htm.
The Consultant shall also discuss whether there is a need for National
Emissions Standards for Hazardous Air Pollutants (NESHAP) and Air
Quality Management District notifications during construction and/or
demolition.
Appendices - Reports shall contain, or be accompanied by appendices that
contain, all data used to support statements of the report including, but not
limited to:
i.
Copies of permits needed to gain access to site (if applicable).
ii.
Laboratory analysis of each sample tested. Laboratory reports shall
include copies of completed and signed Chain of Custody forms that
contain required U.S. EPA and California Department of Public
Health Services information. Laboratory incoming sample receipt
form and test report cover letter signed by the Laboratory Quality
Assurance Officer or responsible personnel. The Laboratory reports
shall include a narrative of any laboratory quality assurance test
discrepancy with an evaluation of the reliability and usability of the
data. (See “Laboratory Test Reports” section for reporting
requirements.
The Survey Report shall include a discussion of waste disposal
requirements, including waste classification, packaging requirements,
USDOT transportation requirements, manifesting and generator ID
requirements.

Aerially Deposited Lead (ADL) Reports/Lead in Soil Investigation Report.
The lead in soil investigation report shall include the following items in the format
described below:
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a.

b.

c.
d.
e.

f.

g.

h.

Title sheet shall identify the Contract and Phase Order numbers, all
Expenditure Authorizations (EA’s) and Project Numbers (EFIS) included
in the report, project name, project location (shown in Postmile), Consultant
name, name and title of author, and date prepared.
Signature page shall include signature, title, professional registration seal,
registration number, and expiration date of the P.G. or P.E. responsible for
the report and the Consultant Phase Order Manager.
Table of Contents.
Executive/Investigative Summary - This section shall present and
summarize the findings of the report/investigation.
Project Description - This section shall provide a brief description of the
project for which the work was undertaken, the objective(s) of the work, a
short chronology of the site activities, a summary of the previous site work
and item of work completed for the work.
Investigative Methods -This section shall describe in detail the field
methods used for the investigation work and any deviations from the work
plan.
Investigative Results and Field Observations - This section shall include a
discussion of the sediment conditions observed during the investigation,
including site geology, historic data, hydrogeologic conditions observed,
during the investigation, laboratory analytical results, and chemical test
results (to be further described in “Laboratory” and “Laboratory Test
Reports” Sections). The data shall be presented clearly and concisely,
including reference to previous work or results, and shall be summarized in
table form.
Data Evaluation and Discussion - Site investigation results shall be
evaluated in the report. The data evaluation and discussion shall include,
but not be limited to, the following:
i.
Maps showing the site, boring locations, depths, total and soluble
lead levels found in each boring. Each map shall include a title
block, scale, and north arrow. The Caltrans Contract Manager shall
approve map scale. Map sheets supplied by the Caltrans Contract
Manager shall have the Engineer's stamp removed from the maps
used in the report.
ii.
Table of laboratory results showing total and soluble lead levels in
soil samples with specific locations identified. Extraction ratio for
total versus soluble shall be included.
iii.
Statistical evaluation, tables, graphs, including histograms of
original data and transformations, and showing the mean, median,
standard deviation with 80% (two-tail) or 90% (one-tail) and 95%
upper confidence limit (UCL) percentiles of the total lead and
soluble lead distributions (as specified in the Phase Order) shall be
calculated and presented.
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iv.

i.

j.

k.

12.

Calculated lead distributions using the current statistical method as
specified in this Contract or by Caltrans including a diagram
showing concentrations expected in each layer of soil, a graph
showing the total versus soluble lead levels and a least squares (or
other method) regression line, a determination of the concentration
and show the total and soluble lead concentrations that would be
expected in each layer of soil depending on how the various levels
of soil were segregated, and comparison data to California Code of
Regulations (CCR) Title 22 Criteria and DTSC ADL Variance. The
statistical results shall be clearly described in the text.
v.
Data supporting all maps, cross sections, photographs, and graphs
shall be included in the reports.
vi.
Conclusion and Recommendations - the discussion shall include
descriptions of the type, extent, and estimated amount of lead
contamination present in the soil and recommendations for material
handling based on DTSC ADL Variance requirements or
exceptions.
Identification of Consultant and Subconsultants personnel performing
work, including resumes, if this information was not provided in the cost
proposals or work plan.
Laboratory analysis of each sample tested. Laboratory reports shall include
copies of completed and signed Chain of Custody forms that contain
required U.S. EPA and California Department of Public Health Services
information, Laboratory incoming sample receipt form and test report cover
letter signed by the Laboratory Quality Assurance Officer or responsible
personnel. The Laboratory reports shall include a narrative of any
laboratory quality assurance test discrepancy with an evaluation of the
reliability and usability of the data. (See “Laboratory Test Reports” Section
for reporting requirements).
At a minimum one representative typical cross-section shall be prepared
showing average statistical lead concentrations (80% UCL and 95% UCL)
for both TTLC and STLC data, relative to the depth and distance from the
edge of roadway pavement.

Soil Boring Reports.
Reports shall include the following specific documentation:
a.
Summary of Procedures - description of type of augers used and sample
collection procedures.
b.
Maps showing boring locations and adjacent structures.
c.
Soil boring data.
d.
Soil boring logs with soil classification and certifying signature.
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e.

f.
13.

Soil boring details, including surface elevations, number of borings, depths,
diameter, backfill materials, and methods of grout emplacement after
sampling.
Field QA/QC and Laboratory Data Validation Report.

Plans, Specifications and Estimates (PS&E).
All plans, specifications and quantity calculations shall conform to Caltrans’
requirements and shall be made available to Caltrans at stages specified in the Phase
Order milestones schedule, or upon request by the Caltrans Contract Manager.
a.

Design & Plans.
i.
Construction details for each design shall be prepared on Caltrans
plan sheets. Blank reproducible sample plan sheets or digital
electronic copies shall be provided by Caltrans.
ii.
Digital Electronic plan files shall be submitted to the Caltrans
Contract Manager or Caltrans designee. Compression of the files
may be required using PKZip (.zip) version 2.04. Information on
zip compression may be accessible at: http://www.winzip.com.
iii.
Construction details shall be submitted as Microstation 5.* and
above (.dgn) files shall use the Caltrans standard tables and conform
to
the Caltrans
CADD user
Manual,
found
at:
http://www.dot.ca.gov/hq/oppd/cadd/usta/caddman/english/toc.htm
iv.
Each plan sheet shall bear the seal of the P.E. who is in “Responsible
Charge” for developing the plan with the signature, license number
and registration certificate expirations date of the P.E.
v.
Each sheet shall be signed by the engineer who prepared the design.
vi.
All designs shall be independently checked and signed by a qualified
P.E performing the design check.
vii.
The calculations for both the design and the independent design
check (indexed with page numbers) shall be submitted as part of the
65%, 90% and 100% submittal requirements. The respective
calculations shall bear the seal, signature, license number and
registration certificate expiration date of the Design P.E. and
independent check P.E.
viii. All analytical results, plans, designs, specifications, estimates,
notes, calculations, analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, deliverables,
backup documents, other documents, and other items required by
this Contract shall be submitted in both hardcopy and unprotected
and modifiable digital electronic files in the Caltrans-approved
forms and in the Caltrans-approved and designated digital electronic
formats, in accordance with the guidelines in this Contract and each
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ix.

Phase Order, and shall conform to Caltrans standards and the
requirements of the Caltrans Office Engineer at the end of Contract
or when requested by the Caltrans Contract Manager or Caltrans
designee. The unprotected and modifiable digital electronic files
shall include the responsible person’s digital electronic signature
and seal. The Consultant shall verify the latest version of software
used prior to submittal. The Consultant shall also provide plot
parameter (.par) or IPARM (.i) files in accordance with I-Plot
standards.
All digital electronic software(s) developed, database generated,
spread sheet, and intellectual properties developed during the life of
this Contract shall become the property of Caltrans.

b.

Project Specifications.
i.
The Standard Special Provisions (SSP) are available for use by the
Consultant on the Caltrans web site
(http://www.dot.ca.gov/hq/esc/oe/conststand.html,
http://www.dot.ca.gov/hq/esc/oe/construction_standards.html).
The Special Provisions shall be prepared by the Consultant using
Microsoft Word. The Caltrans Contract Manager shall supply any
Standard Special Provisions to the Consultant that are not available
on the internet. Also, the Special Provisions shall be submitted to
Caltrans on a zip disk, formatted for the Mac Computer.
ii.
The Consultant shall edit the Standard Special Provisions in
conformance with the “Guide for the Submittal of Plans,
Specifications, and Estimates”, which is available on the Caltrans
web site, found at:
http://www.dot.ca.gov/hq/oppd/cadd/usta/ppman/default.htm.
iii.
Included in the Special Provisions shall be a construction contract
item list for each structure along with a construction contract item
list for all the structures. The Special Provisions shall contain a
signed signature seal sheet of the Engineer who prepared the
Special Provisions, or, of the Engineer under whose direction they
were prepared.
iv.
The Special Provisions shall be prepared in conformance with
Section IV of the State document “Guide for the Submittal of
Plans, Specifications, and Estimates” and with “Standards for the
Preparation of construction contract Special Provisions,” found at:
http://www.dot.ca.gov/hq/esc/oe/standards.php or
http://www.dot.ca.gov/hq/esc/oe/construction_standards.html.

c.

Project Estimates.
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i.

ii.

iii.
iv.

R.

A Consultant shall prepare a Cost Estimate in accordance with the
requirements of Caltrans Policy and Guidelines, found at:
http://www.dot.ca.gov/hq/oppd/costest/costest.htm.
Standard construction contract pay items are available to the
Consultant on the Caltrans Policy and Guidelines web site.
Additional construction contract pay items may be added to
accommodate a specific project.
A Suggested Working Day Schedule shall be prepared along with a
total Working Day Schedule for the entire project.
Quantities for all construction contract items shall be substantiated
by calculations. Quantity calculations shall be neat and orderly and
shall show all sketches, diagrams, and dimensions necessary to
allow them to be independently used by field inspectors.

Special Provisions.
The Consultant shall adhere to the following Special Provisions:
1.

SP-1: Caltrans and Consultant Representation.
a.

b.

c.

2.

The Caltrans Contract Manager or Caltrans designee shall monitor the work
performed by the Consultant under each Phase Order. The Caltrans
Contract Manager or Caltrans designee may consult with and be advised by
representatives of the applicable State and/or Local regulatory agencies for
the purpose of directing the Consultants’ work about hazardous waste site
investigation standards and cleanup goals necessary for the performance of
this Contract.
The Consultant shall always be represented by professional/senior staff
personnel who have experience in the performance of the work detailed in
the Phase Order when work is in progress on the site.
The Consultant Phase Order Manager or the Consultant’s Field Supervisor
shall be present when a Subconsultant is performing field work. Field work
includes geophysical, asbestos survey, lead survey, drilling, trenching,
sampling, mobile laboratory analysis, and drum removal.

SP-2: Non-Detailed/Other Work
a.

The Consultant shall perform items of work not mentioned or completely
detailed in this Contract, those are necessary or normally required as part of
a Phase Order development process, without additional compensation from
Caltrans. Examples of items of “non-detailed or other work” are work plan
development and work plan estimates.
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b.

3.

SP-3: Investigation Completion Schedule.
a.

b.

c.

4.

Caltrans may encounter certain site-specific conditions that cannot
reasonably be foreseen at the time of the Phase Order. Where these
conditions clearly impose an unreasonable cost burden on the Consultant
due to changed conditions, Caltrans may amend the Phase Order to add the
additional requirements and costs in accordance with this Contract and
address unforeseen and changed conditions at the project site.

A preliminary investigation completion schedule based on the overall
project schedule requirements shall be included in the Phase Order offered
to the Consultant. The Consultant may request a schedule modification if
the requested schedule cannot be met. The Caltrans Contract Manager shall
review the requested modification and may approve or deny the request. If
the Consultant cannot accept the proposed schedule modification, the Phase
Order will not be offered to the Consultant.
The typical activities/deliverables for completing a site investigation are:
i.
Phase Order meeting/site visit.
ii.
Site investigation work plan.
iii.
Health & Safety plan.
iv.
Begin field work.
v.
Complete field work.
vi.
Phase Order progress meetings.
vii.
Draft report.
viii. Transmit Final report.
ix.
Drum removal/disposal of Investigative-Derived Waste (IDW).
As work progresses, the schedule may be amended and updated as agreed
between the Consultant and the Caltrans Contract Manager.

SP-4: Health and Safety.
For the Initial Site Assessment, Site Investigations, Surveys, Inspections and
Testing, and any field work, the Consultant shall apply the following:
a.
The Consultant shall be solely responsible for the health and safety
protection of its employees, Subconsultants, and Subconsultants’
employees in performance of this Contract. The Consultant shall require all
Subconsultant’s Health and Safety Plan to be consistent with the Health and
Safety Plan prepared for the Phase Order. Caltrans assumes no
responsibility for the health and safety of the Consultant or its
Subconsultant employees or other non-State employees.
b.
All work performed by the Consultant shall conform to all applicable
occupational health and safety rules, statutes, laws, codes, regulations,
policies, procedures, ordinances, standards, specifications, performance
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c.

d.

e.

f.

g.

5.

standards, and guidelines, established by the State of California and the U.S.
Government as applicable and safety instructions issued by Caltrans in the
performance of this Contract. The Consultant shall be responsible for
implementation of measures needed for the protection of field personnel.
The site Health and Safety Plan shall be developed by an Industrial
Hygienist, which shall characterize the potential Phase Order site hazards.
The site Health and Safety Plan shall be signed by a Certified Industrial
Hygienist. During site investigation activities, a site safety officer (SSO)
shall be designated and shall be responsible for enforcing the Health and
Safety Plan.
Before the field investigation begins, a copy of the Health and Safety Plan
shall be distributed to all field personnel and they shall certify by signing
the Health and Safety Plan that they have read, understand, and agree to
comply with the site Health and Safety Plan.
Non-compliance by the Consultant, the Consultant’s personnel, or
Subconsultant’s personnel with the site Health and Safety Plan is grounds
for suspension of the work without cost to Caltrans during that time, or for
termination of Contract per Exhibit D, Section III, Termination of the
Contract.
The Consultant shall provide safe access to the Phase Order worksite for the
Caltrans Contract Manager or Caltrans designee and representatives of the
applicable state and/or local regulatory agencies during normal field
investigations work hours. Designated observation areas outside the work
zone shall be established for these site visits. The site safety officer (SSO)
shall accompany the representatives while on the site.
All hazardous materials survey work may require the presence of the
Certified Industrial Hygienist (CIH) who developed and approved the
Health and Safety Plan.

SP-5: Site Safety Officer (SSO).
a.

The Consultant shall designate a Phase Order specific site safety officer
(SSO) for each Phase Order and site that is under active investigation. The
site safety officer (SSO) shall present the Health and Safety Plan and
provide and implement pre-field work safety awareness training in
accordance with the Health and Safety Plan before the start of work. A site
safety officer (SSO) or designated representative shall be present at all times
at each site under active investigation. The site safety officer (SSO) shall
be familiar with and shall be responsible for implementing the hazardous
waste laws and regulations in California and with California Department of
Industrial Relations, Division of Occupational Safety and Health
(Cal/OSHA) and Federal OSHA requirements.
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b.

c.

6.

The site safety officer (SSO) or designated representative shall be available
to accompany and provide safe access to the work-site for the Caltrans
Contract Manager or Caltrans designee and/or representatives of the
applicable Federal, State, and/or Local regulatory agencies during normal
work hours or while they are on-site. Designated observation areas outside
the work zone shall be established for these site visits.
The site safety officer (SSO) shall direct the implementation and operation
of the Health and Safety Plan. The site safety officer (SSO) shall enforce
compliance with the Health and Safety Plan by all persons while they are
on-site.

SP-6: Decontamination.
a.
b.

c.

d.

e.

All personnel and equipment shall be decontaminated before leaving the
site exclusion zone as specified in the site Health and Safety Plan.
The Consultant shall equip, supply, and maintain an on-site
decontamination station for the drilling, installation, and sampling
equipment. The Consultant shall ensure that this station has the capacity to
contain all decontamination fluids used in the decontamination procedure.
The Consultant shall collect these fluids in appropriate containers. The
Consultant shall manage and dispose of these materials as part of the Phase
Order in compliance with all applicable regulations and permits.
The Consultant shall wash and clean all equipment before initiating work at
the site. This includes drilling machines, pipe, rods, samplers, pumps,
casing, screens and any other material brought on-site. Before reuse of any
equipment at another drilling location at the site, all equipment shall be
decontaminated.
General requirements for decontamination include:
i.
Auger flights and other tools used in drilling, monitoring, and
sampling shall be steam-cleaned before initial use and between
boreholes.
ii.
Before each use sampling tubes, stainless steel liners and bailers
shall be rinsed to remove all residuals in a mixture of Liquinox, or
similar non-phosphate product, and clear water, rinsed in clear
water, rinsed in distilled water, and air dried.
The Consultant shall avoid contamination of the project area and shall not
dump waste oil, drilling fluids, rubbish, or other materials on the ground.
All equipment, unused materials, temporary facilities, and other
miscellaneous items resulting from or used in the operation shall be
removed from the site. Any existing facilities damaged during site activities
shall be replaced or repaired at the Consultant's expense. Site cleanup shall
be completed to the satisfaction of the Caltrans Contract Manager or
Caltrans designee.
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7.

SP-7: Investigation Derived Waste Disposal (decontamination water, well
development water, purge water, and boring cuttings).
a.

b.

c.

d.

The Consultant shall properly collect decontamination water, well
development water, purge water, and boring cuttings in water tight
containers including, but not limited to, drums/dumpsters, other containers.
All containers shall be properly labeled with the Consultant's name and
borehole identification. The Consultant shall properly dispose of the
containers with contaminated materials at a permitted facility located in
California within 21 days after results of laboratory chemical analysis from
the investigation are available to the Consultant. Soils found to be
clean/non-contaminated may be disposed of at an appropriate permitted
disposal facility in California on the Phase Order site, depending on site
conditions, or other sites acceptable to the Caltrans Contract Manager or
Caltrans designee. No liquid or solid wastes shall be allowed to enter storm
drains or water ways. Trash, rags, tyvec, disposable PPE, or similar
materials shall not be disposed of with the cuttings.
Failure to remove storage containers within the prescribed 21-day time
frame shall result in per-day liquidated damages as detailed in the applicable
Phase Order and not pay the Consultant until storage containers are
removed. Caltrans may have such work completed in any way allowed by
law, for which the Consultant shall be liable for any additional costs
incurred by Caltrans to complete the work. Such costs may be deducted
from amounts due to the Consultant in pending or future invoices, or if the
Contract is terminated, may be recouped by any means allowed by law. The
Consultant’s storage and disposal of contaminated material shall be paid by
Caltrans.
Phase Order work under this Contract shall conform to the requirements of
National Pollutant Discharge Elimination System (NPDES) Permit for the
State of California Department of Transportation Properties, Facilities, and
Activities, Order No. 99-06-DWQ, No. CAS000003, issued by the State
Water Resources Control Board. This permit, hereafter referred to as the
“Permit,” regulates storm water discharges associated with construction
activities.
For ADL investigations, Consultant may use judgment to determine if IDW
soil and water are non-hazardous waste and may be disposed on-site (soil
placed back in borehole or spread around borehole, decontamination and
ground water poured onto ground and allowed to infiltrate) as specified in
the U.S. EPA publication OSWER Directive 9345.3-02 entitled
"Management of Investigation-Derived Waste During Site Inspections". If
Consultant determines that IDW are hazardous waste, then the IDW shall
be disposed as specified in this Contract.
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8.

SP-8: Project Diary/Time sheets.
a.

b.
c.

9.

A Project Diary shall be maintained and prepared by the Consultant
Contract Manager and/or the Consultant Project Engineer to document the
conditions of all work performed under this Contract and a specific Phase
Order. The diary shall be filled out and signed to affirm its accuracy, shall
identify the Consultant’s employee who is responsible for project
management and include, at minimum, the following:
i.
Contract and Phase Order numbers, all Expenditure Authorization
(EA’s) and Project Numbers (EFIS), and date prepared.
ii.
Project name and location (shown in Postmile).
iii.
Name and title of the personnel performing the work, including
Subconsultants.
iv.
Name of Consultant or Subconsultant performing work.
v.
Date work is performed.
vi.
Actual start and end times of work.
vii.
Description of work being performed.
viii. Additional notations, observations, or remarks (such as field
deviations from Phase Order or work plan and rationale) to further
characterize the site.
ix.
Clarify work being performed.
The Consultant is required to submit a daily field notes to the Caltrans Phase
Order Manager with the required information incorporated.
A copy of the signed project diary shall be included with invoices submitted
for payment to support all hours shown as billed on the invoice. Copies of
actual time sheets (signed) and certified payroll records shall be furnished
to the Caltrans Contract Manager to substantiate hours submitted for
payment.

SP-10: Site Access.
During work hours the Consultant shall provide the Caltrans Contract Manager (or
Caltrans designees) with safe access to the worksite during the field investigation
and shall furnish, at no cost to its employees, Caltrans employees, and visitors,
adequate safety equipment and personal protective equipment for such visits at the
project site. The worksite is defined for these purposes as the areas of the site
generally outside of the immediate exclusion zone in which such work as drilling
is taking place. Mandated minimum safety equipment and Personal Protective
Equipment shall include hard hats, safety vests, eye protection, tyvec coveralls,
gloves, and boot covers. The Consultant shall be prepared to furnish these
appropriate safety equipment and personal protective equipment for a maximum of
six (6) visitors at any one time. All work performed and all materials furnished
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shall be subject to inspection by the Caltrans Contract Manager or Caltrans
designee.
10.

SP-12: Encroachment Permits.
For Contract work on Caltrans’ Right-of-Way, an executed contract constitutes the
consultant’s “Encroachment Permit.” The Consultant (prime as well as any
Subconsultants) shall carry a copy of the fully executed Contract along with the
pertinent Phase Order(s) at all times while conducting work for Caltrans within
Caltrans’ Right-of-Way.

11.

SP-13: Traffic Control.
Traffic control (barricades, portable flashing beacons, and detours) necessary to
accomplish the Contract work within Caltrans’ right-of-way shall be performed by
the Caltrans unless the Consultant is directed to provide traffic control in the Phase
Order. When Caltrans is to provide the traffic control, the Consultant shall request
traffic control in advance of the work and obtain proper clearance. Traffic control,
which is necessary outside of Caltrans’ right-of-way, shall be the responsibility of
the Consultant in coordination with the appropriate local agency.

12.

SP-14: Hazardous Waste Manifest.
The Caltrans Contract Manager or Caltrans designee shall sign all Hazardous Waste
Manifests for hazardous waste removed from the site. The Consultant shall not
sign the Hazardous Waste Manifest as the waste generator.

13.

SP-15: Underground Services Alert (USA).
Before any Phase Order work involving disturbance of the ground beyond surface
sampling begins, the Consultant shall obtain an inquiry identification number from
USA, documentation of which shall be given to the Caltrans Contract Manager or
Caltrans designee prior to the start of any field work. The information shall be
documented in the final report. In Northern and Southern California the Consultant
should call 1-800-642-2444, 1-800-227-2600, or 811. USA should respond within
48 hours.

14.

SP-16: Cost.
The Consultant shall bear the cost of meeting the conditions of the Special
Provisions (SP). The Consultant shall provide all technical personnel, labor,
material, equipment, tools, field and office support services and incidental items
necessary to accomplish any or all of the items of work.
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S.

Remediation System Evaluation, Monitoring, and Reporting.
1.

Introduction.
a.
The purpose of these services is to evaluate, monitor, and report on
remediation systems installed to mitigate past releases from underground
storage tanks, indiscriminant dumping of wastes or other sources.
Mitigation or treatment processes shall vary and may include physical,
chemical, thermal and biological.
b.
The purpose of these services is to maintain compliance with applicable
laws and regulatory agencies. Applicable Federal laws and regulations may
include, but not be limited to, Comprehensive Environmental Resource
Compensation and Liability Act (CERCLA), Superfund Amendment and
Reauthorization Act (SARA), and Resource Conservation and Recovery
Act (RCRA). State and Local laws and regulations may include, but not be
limited to those of the following agencies:
i.
Regional Water Quality Control Board.
ii.
Department of Toxics Substance Control.
iii.
Integrated Waste Management Board.
iv.
Local Air Pollution Control Districts.
v.
Local Environmental Health Department.
c.
The scope of environmental remediation services that may be carried out
under a Phase Order encompasses the methods and activities necessary to
evaluate, monitor, and report on the operation of the installed remediation
systems to the appropriate regulatory agency. Using professional judgment,
the Consultant shall recommend any repairs or modifications identified
during the system monitoring and evaluation in the report to ensure that
reports prepared for regulatory agencies are complete and representative of
system operation.

2.

General Requirements.
a.
The Consultant shall review the Plans and Specifications, along with any
Evaluation Monitoring Plan, that are provided by Caltrans for any
remediation system prior to evaluating, monitoring, or reporting on the
operation of any remediation system to regulatory agencies.
b.
Caltrans shall rely on the Consultant’s expertise in recognizing problematic
issues and make recommendations to address those issues.
c.
The Consultant shall perform all work in accordance with Federal, State,
and Local statutes and regulations.
d.
Recommended remedies shall conform to environmental permits, decision
document requirements and other applicable legal requirements.
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e.

f.

g.

h.
i.

3.

The Consultant shall identify all necessary approvals and permits, prepare
signature-ready permit applications, and track the status of permit
applications, as specified in each Phase Order.
The Consultant shall document and report on monitoring activities when
requested by the Caltrans Contract Manager, and shall evaluate and advise
Caltrans personnel on how to perform certain activities including operation,
maintenance, repair, and reporting, as required.
Monitoring activities shall be planned and implemented in a manner that
protects existing site utilities, structures, surface features, service
operations, monitoring and other types of wells and other the general site
environment. This includes the protection of trees, shrubs, and other
vegetation.
The Consultant shall conduct all activities with the intent of reducing the
amount of pollution generated.
Specific areas to be focused on are generation of solid waste, use of
hazardous materials, use of ozone depleting chemicals, generation of
hazardous waste and use of energy and water.

Specific Requirements.
a.
The Consultant shall be capable of and provide engineering support with
sufficient resources (either through in-house personnel or Subconsultant’s
personnel) to perform all required or requested activities including, but not
limited to:
i.
Assure compliance with Federal, State, and Local laws and
coordinate with Federal, State, and Local regulatory agencies when
applicable.
ii.
Evaluate and monitor system performance.
iii.
Prepare reports for Caltrans and/or regulatory agencies.
iv.
Analyze and track system operation and performance.
v.
Recommend system enhancement.
vi.
Identify maintenance needs of remediation system, components and
media.
vii.
Collect environmental samples, analyze samples, and interpret the
results in accordance with Federal, State, and Local regulatory
requirements and protocols.
viii. Furnish site-specific health and safety plans.
ix.
Electronically submit laboratory data (in compliance with AB 2886)
to the State Water Resources Control Board (SWRCB Geotracker)
on behalf of Caltrans.
x.
Final reports shall include a confirmation number provided by the
SWRCB that signifies the data was received.
xi.
Obtain or maintain required permits.
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xii.

b.

c.

d.

e.

f.

g.

h.

Provide field reviews and reconnaissance of the remediation
enclosure.
xiii. Furnish and deliver all materials necessary to perform monitoring.
xiv. Provide technical support to ensure the systems operate at optimum
performance.
xv.
Provide remediation recommendations with the goal of achieving
site closure and No Further Action from the regulatory agencies as
cost-efficiently as possible.
Specific remediation systems and remedial actions that the Consultant may
encounter include, but not be limited to:
i.
Containment.
ii.
Soilvapor extraction.
iii.
Enhanced bioremediation.
iv.
Pump and treat.
v.
Ozone sparging.
vi.
Air sparging.
vii.
Bioventing.
viii. Natural attenuation.
ix.
Excavation.
The Consultant shall evaluate, and may occasionally make
recommendations to revise elements of a remediation system as necessary,
for effective and/or efficient performance of the system. Any recommended
modifications shall be in concurrence with regulatory permit(s) and
requirements and existing plans and specifications.
The Consultant shall provide engineering support to ensure that installed
remediation systems are monitored for optimum system performance. The
Consultant may be requested to develop manuals to operate and maintain
new or modified systems and components.
When required, the Consultant shall develop and update a long-term
operation and maintenance plan to maintain the effectiveness of the
remediation systems.
The Consultant shall provide engineering or geologic support to evaluate
and assess the remediation of impacted media, to document performance of
the remediation technologies or comply with regulatory requirements.
The Consultant shall report results, conclusions, and recommendations to
Caltrans and/or regulatory agencies. The Consultant shall collect samples
from any media necessary to document system performance.
The Consultant shall interpret and evaluate data to determine the
appropriate level of treatment and determine if any modifications to the
system or operating parameters as required by subsurface conditions or
regulatory agency direction are needed.
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i.

4.

5.

T.

When conducting engineering evaluation of a treatment technology or
remediation method, the Consultant may develop and implement a sampling
plan for the treatment facilities and/or the zone of remediation.

Sampling.
a.
The Consultant shall supply:
i.
An example of how the samples are to be collected including what
laboratory will be performing the sample analysis.
ii.
For each sample location, the constituents and pollutant parameters
for which chemical analyses will be obtained.
iii.
The method(s) of chemical analysis to be used.
iv.
A description of the quality assurance (QA) and quality control (QC)
procedures including the specific QA/QC samples to be taken.
v.
An estimate of analysis cost of sufficient detail to allow Caltrans to
make decisions on the value of each sampling point.
vi.
All sampling activities shall have a quality assurance program to
verify data credibility. Data may be for field and laboratory work.
Reporting.
a.
As specified by the Phase Order, Evaluation and Monitoring reports may
include:
i.
Narratives and maps of geologic cross sections and groundwater
tables.
ii.
Summary of all activities actually performed during evaluation and
monitoring including field data collection, chemical testing, and
remediation system monitoring.
iii.
Regulatory criteria standards and cleanup goals for the subject site.
iv.
Summary of the results of site activities.
v.
Chemical sampling and analysis data.
vi.
Remediation and monitoring system modification capabilities,
performance, operational information, system failures, and
adjustments made to the remediation system during the reporting
period.
vii.
Comparison of the results to applicable cleanup levels and relevant
historical groundwater monitoring and chemical data.
viii. Conclusions and recommendations with regard to the results of
evaluation and monitoring activities conducted at the site.
ix.
Recommendations and explanations regarding future monitoring,
remedial action or closure at the site identified in Phase Orders.

Remediation System Design.
1.

The Consultant shall provide professional engineering services to design
remediation systems as specified in a remedial action plan or similar document.
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This includes preparation of plans and specifications of such quality and detail that
the remediation may be constructed from those plans and specifications.
2.

Specific remediation systems that the Consultant may be tasked to design include,
but not be limited to:
a.
Containment.
b.
Soil vapor extraction.
c.
Enhanced bioremediation.
d.
Pump and treat.
e.
Ozone sparging.
f.
Bioventing.
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SCOPE OF WORK/DELIVERABLES
Cultural Resource Services
A.

Purpose of Work.
The Consultant shall perform consultation, research, professional and technical services
required for Cultural Resource Services, including, but not limited to field surveys,
analysis, and reports, to support the Department of Transportation (Caltrans), Division of
Environmental Planning, District 8, from 0 phase to 1 phase completion of Projects, in the
maintenance, development and construction of proposed Caltrans transportation facilities.
The Caltrans Contract Manager shall assign specific work to the Consultant to augment the
Caltrans work force through the issuance of Phase Orders describing in detail the services
to be performed. The Consultant shall only perform work that is assigned in an authorized
Phase Order.

B.

Required Services.
Pursuant to an authorized Phase Order, the Consultant shall provide Cultural Resource
Services for each Project on each Phase, of the projects listed in the Phase Order.
1.

The required information and documentation shall be prepared for project
environmental compliance under the National Environmental Policy Act (NEPA),
the California Environmental Quality Act (CEQA), Section 106 of the National
Historic Preservation Act (NHPA), the January 1, 2014 First Amended
Programmatic Agreement (PA) among the Federal Highway Administration, the
Advisory Council on Historic Preservation, the California State Historic
Preservation Officer, and Caltrans regarding compliance with Section 106 of the
National Historic Preservation Act, as it Pertains to the Administration of the
Federal-Aid Highway Program in California (PA), Memorandum of Understanding
between the California Department of Transportation and the California State
Historic Preservation Officer regarding Compliance with Public Resources Code
Section 5024 and Governor’s Executive Order W-26-92 (5024 MOU),
Memorandum of Understanding (MOU) between the Federal Highway
Administration and Caltrans concerning the State of California’s Participation in
the Surface Transportation Project Delivery Pilot Program, which became effective
on July 1, 2007, (MAP-21 amended 23 US 327 to establish a revised and permanent
Surface Transportation Project Delivery Program. As a result, Caltrans entered into
a memorandum of understanding pursuant to 23 USC 327 [NEPA Assignment
MOU] with FHWA. The NEPA Assignment MOU became effective October 1,
2012.) and other applicable statutes, laws, codes, regulations, and Federal and State
policies, procedures, ordinances, standards, specifications, performance standards,
and guidelines.
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Activities required to conduct specialized studies in architectural history, California
history, historical archaeology, ethnographic studies, and prehistoric archaeology
shall include, but not be limited to, archaeological survey, recordation, evaluation,
and excavations and specialized data analyses (including, but not limited to,
radiocarbon dating, obsidian hydration dating, identification and analysis of human
remains, marine and terrestrial mammal bone, fish bone, and invertebrate remains,
identification of macro and micro-botanical material, analysis of lithic artifacts, and
geomorphologic analyses). Survey, recordation, and evaluation of standing
architectural and engineering structures will sometimes be needed.

2.

The Consultant’s Cultural Resource Services shall be in support of Federal and
State environmental laws and regulations. Reports/Studies shall become part of the
required documentation for project approval under Federal and State environmental
laws and regulations. These formal environmental compliance documents and
formal clearance may include Environmental Impact Reports (EIR), Environmental
Impact Statements (EIS), Initial Study (IS)/ Negative Declaration (ND)/ Mitigated
Negative Declaration (MND), Environmental Assessments (EA)/ Finding of No
Significant Impacts (FONSI), or Categorical Exemptions (CE)/ Categorical
Exclusions (CE).

3.

Responsibilities with regards to NEPA, in most cases, shall be that of Caltrans,
since these responsibilities have been assigned to Caltrans by the Federal Highway
Administration (FHWA). Caltrans shall be the lead State agency or Responsible
Agency for environmental compliance for these projects under CEQA.

4.

Personnel with expertise in Global Positioning System (GPS) and Environmental
Systems Research Institute (ESRI) GIS software will also be needed.

5.

When required, the Consultant shall utilize Native American Monitors/Advisors as
specified in the Phase Order. Caltrans shall designate the appropriate Native
American Monitors/Advisors in the Phase Orders. The Consultant shall comply
with California Public Resources Code Section 5097.9 and Health and Safety Code
Section 7050.

6.

Cultural Resources Study Requirements - General
a.
Specialized services that the Consultant shall be prepared to perform itself
or via a Subconsultant includes, but not be limited to, the following:
i.
Historic and archaeological records searches.
ii.
Archaeological surveys.
iii.
Architectural history surveys in accordance with Office of Historic
Preservation Standards (https://www.nps.gov/history/locallaw/Arch_Standards.htm)
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iv.
v.
vi.
vii.
viii.

ix.

x.

xi.

xii.

xiii.

xiv.
xv.

xvi.

xvii.

Recordation and evaluation of historic engineering structures
(including, but not limited to, bridge and canals).
Ethnographic and ethnohistoric studies.
Native American consultation and coordination.
Identification, exposure, recovery, and documentation of prehistoric
and historic archaeological materials and features.
Recognition, interpretation, and recordation of natural soils; the
recognition, interpretation and recordation of California Holocene
and late Pleistocene natural and cultural stratigraphy and any
associated cultural deposits (geomorphology/geoarchaeology), as
well as late Holocene historic strata.
Laboratory processing, cataloging, analysis, and preparation of
recovered archaeological materials (artifacts and ecofacts) for
permanent curation.
Technical studies including, but not limited to, radiocarbon dating,
obsidian hydration and source analysis, vertebrate and invertebrate
faunal analysis, micro- and macro-botanical specimen extraction
and paleobotanical analysis, typological, technological, and
functional analysis of historic and prehistoric artifacts (lithic, shell,
bone, metal, ceramic, glass, and others).
Preparation of maps, plans, soil or stratigraphic profiles,
illustrations, photographs, and other records of archaeological and
historical finds.
Archaeological site stabilization and/or weatherization (including,
but not limited to, the acquisition and placement of clean fill of
specified particle size and the installation of rip-rap).
Systematic removal of cultural deposits within the area of direct
impact to identify and record features, stratigraphy, and other
structural components prior to destruction by construction.
Archaeological and/or Native American monitoring of highway
construction activities.
Identification of historic properties for eligibility to the National
Register of Historic Places and/or as historical resources for the
California Register of Historical Resources pursuant to CEQA,
including, but limited to, archaeological resource evaluations,
cultural or historic resource evaluations, bridge evaluations, other
engineering property evaluations, and historic architectural
evaluations.
Research and development of thematic contexts for specific periods
of significance to facilitate the identification and evaluation of
specific cultural resource types.
Determinations of effects of undertakings on historic
properties/historical resources.
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b.

c.

xviii. Recommending, developing, and implementing measures to
mitigate/resolve possible adverse effects and significant impacts to
historic properties and historical resources.
xix. Recordations of historic buildings or structures in accordance with
standards of the Historic American Buildings Survey (HABS)
and/or the Historic American Engineering Record (HAER).
xx.
Preparation of descriptive and interpretive reports, websites, videos,
and displays including those for public interpretation and outreach.
xxi. Developing GIS and Microsoft Access data consistent with existing
District cultural resources databases.
xxii. Collection of the field data necessary to enter points, lines, and
polygons into the District cultural resources databases.
Cultural resource compliance documents that the Consultant may be
required to prepare include, but not be limited to:
i.
Historic Property Survey Reports (HPSR).
ii.
Determinations of Eligibility (DOE).
iii.
Data Recovery Plans (DRP) and Historic Property Treatment Plans
(TR).
iv.
Archaeological Evaluation Reports (AER) (includes previously
identified as Phase II reports).
v.
Archaeological Survey Reports (ASR).
vi.
Historic Resource Evaluation Reports (HRER)-Architectural or
Engineering, Historic Resource Evaluation Reports (HRER)Historic Archaeology.
vii.
Extended Phase I Reports.
viii. Geoarchaeology/Geomorphology reports.
ix.
Ethnography Reports.
x.
Findings of Effect (FOE).
xi.
Memorandums of Agreement (MOA).
xii.
Data Recovery (Phase III) Reports.
xiii. Informational letter reports or memo as specified in the Phase Order.
xiv. Environmentally Sensitive Area (ESA) Action Plans
Unless otherwise noted in the Caltrans Phase Order, the following
requirements shall apply to all cultural resource studies performed under
this Contract. Specific requirements for surveys and excavations are
outlined in this Contract.
i.
The Consultant shall obtain copies of appropriate USGS
topographic maps/ Digital Ortho Quads (7.5’).
ii.
The Consultant shall utilize Global Positioning System (GPS) and
Environmental Systems Research Institute (ESRI) GIS software to
provide digial report data, as required
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iii.

iv.

v.

vi.

vii.

viii.

7.

The Consultant shall be responsible for contacting appropriate
historical societies or other groups for information about resources
within the study area unless otherwise specified in the Phase Order.
Caltrans shall be responsible for initially contacting appropriate
Native American groups to identify concerns about resources within
the study area.
Caltrans shall coordinate with the appropriate Native American
group if the project is on land controlled by a federally-recognized
Tribe.
The Consultant shall notify the Caltrans Contract Manager or
Caltrans designee in writing at a minimum one (1) week before it
begins any field work.
Unless otherwise specified in Phase Order, the Consultant shall
initiate field work within ten (10) business days of receipt of
Caltrans' signed Phase Order and Notice to Proceed.
Caltrans’ prior written authorization is required for dissemination,
in any form, confidential or sensitive information (including, but not
limited to, prehistoric site locations) received or developed by the
Consultant during the Consultant’s investigation.

Archaeological Study Requirements - Phase I (Surveys)
a.
The Consultant shall undertake Phase I archaeological studies to identify
archaeological (prehistoric and historic) and cultural (Native American or
other ethnic) resources within the project Area of Potential Effects (APE)
or Study Area. These resources shall include not only prehistoric,
ethnographic, and historic archaeological sites, but possible historic
architectural resources (including, but not limited to, buildings, structures,
and objects) observed during field visits and formal surveys. In the latter
case, the Consultant is responsible for notifying Caltrans regarding the
location of potential historic architectural or engineering resources in or
near the APE.
b.
Caltrans shall define the study area or APE for the undertaking. Unless
otherwise specified in the Phase Order, the Consultant shall conduct a
records search at the appropriate California Historical Resources
Information System office (CHRIS or Information Center). Information
regarding the aerial extent for the records search shall be specified in the
Phase Order. The Consultant shall be required to incorporate record search
information into GIS shapefiles, including, but not limited to, survey
boundaries and archaeological site locations and boundaries. Specific
details regarding shapefile attributes should be coordinated with the
Caltrans Contract Manager in coordination with the Caltrans Phase Order
Manager, Functional Manager, or the relevant personnel concerned. The
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c.
d.

Consultant shall also scan any site records that Caltrans does not already
have and provide those in .pdf or other specified format to Caltrans.
The Consultant shall conduct pre-field research, examining appropriate
archaeological, ethnographic, and historical documents for the project area.
The following requirements pertain to the Consultant’s field methods for
Phase I investigations:
i.
Physical, pedestrian survey coverage shall include 100% of the
project area, unless otherwise specified in the Phase Order or by the
Caltrans Contract Manager, Project Manager or designee. Transect
spacing shall be commensurate with the terrain and vegetation
coverage; however, unless specified in the Phase Order, transects
shall be no greater than 50 feet apart. Surveys outside the existing
Caltrans right-of-way shall take place only after Permits to Enter are
obtained by Caltrans.
ii.
In areas previously determined to be sensitive for subsurface
archaeological deposits, every effort shall be made during the Phase
I survey to assess the subsurface stratigraphy of an area. Including,
but not limited to, all cuts, animal burrows, waterway sidewalls, and
any other extant access to the subsurface. These observations shall
be supplied and accessed in the ASR.
iii.
All prehistoric and historical archaeological sites shall be recorded
following site recordation procedures described in the “Instructions
for Recording Historical Resources” (Office of Historic
Preservation, January, 1995) and Caltrans Environmental
Handbook, Volume II (http://www.dot.ca.gov/ser/vol2/vol2.htm).
At a minimum, a Primary Record (DPR 523A), Archaeological Site
Record (DPR 523C), a Location Map (7.5’ Topo or Digital Ortho
Quads (DPR 523J), and a Sketch Map (DPR 523K) for every
archaeological site shall be provided to Caltrans and filed at the
regional office of the CHRIS, unless specified otherwise by the task
manager. Artifacts shall not be collected during the Phase I survey
without written permission from the Caltrans Contract Manager in
coordination with the Caltrans Phase Order Manager. The
Consultant is required to obtain the Primary Number and Site
Trinomial for each site from the CHRIS prior to the completion of
the ASR; final California Department of Parks and Recreation
(DPR) 523 forms shall contain the Primary Number and Site
Trinomial and shall be submitted with the final ASR.
iv.
Unless specified otherwise by the task manager, Site Record updates
are required for all previously recorded- archaeological sites in the
APE or Study Area to ensure that the modern DPR 523 forms
described in the DPR website (http://ohp.parks.ca.gov/DPR_forms)
are used and all site information is current and accurate. At a
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v.

vi.

minimum, a Continuation Sheet (DPR 523L) shall be provided to
Caltrans and filed at the regional office of the CHRIS for every
previously recorded archaeological site within the Study Area or
APE and updated GPS data shall be supplied as well to both Caltrans
and the CHRIS.
Isolates shall be recorded and mapped at the direction of the Caltrans
Contract Manager in coordination with the Caltrans Phase Order
Manager, as specified in the Phase Order. A Primary Record (DPR
523A) and a Location Map (DPR 523J) indicating isolate location
shall be provided to Caltrans and filed at the regional office of the
CHRIS. Isolates shall not be collected during the Phase I survey
without permission from the Caltrans Contract Manager in
coordination with the Caltrans Phase Order Manager. Consultant is
required to obtain the Primary Number for each isolate from the
CHRIS; final DPR 523 forms shall contain the Primary Number and
shall be submitted with the final ASR and provide the GPS data.
Project mapping shall include:
•
Project Vicinity Map. This map is for general project
orientation. By request, county base maps shall be provided
by Caltrans in hard copy and/or in digital electronic format.
•
Project Location Map (U.S.G.S. 7.5’ topo or Digital Ortho
Quads at its original/actual scale). This map depicts the area
surveyed and location of all cultural resources identified.
•
Project Study Area/Area of Potential Effects (APE). This
map depicts the potential project boundaries in addition to
the area of archaeological (and architectural survey, when
appropriate) coverage. This map shall be a rectified aerial
photo at a scale of at a minimum one inch equals 200 feet.
The archaeological APE and architectural APE each shall be
distinguished on the APE map unless otherwise specified.
All cultural resources within the APE, and their boundaries,
are plotted on this map. Caltrans may provide base maps in
hard copy and/or digital electronic format.
•
Archaeological site map shall depict site boundaries, relative
density of cultural material, and the location of all features
and diagnostic artifacts. Site boundaries shall be depicted
relative to the existing edge of pavement, right-of-way fence,
and postmile markers. All site locations shall be recorded
with a GPS instrument, as described in this Contract.
Universal Transverse Mercator (UTM) coordinates shall be
obtained and provided for several locations along the site
boundary and for all major surface features.
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e.

Unless otherwise specified in Caltrans’ Phase Order, the following records
and reports shall be required for each Phase I investigation performed.
Submittal requirements and review periods specified below shall apply
unless otherwise specified in Caltrans’ Phase Order.
i.
Historic Architectural and Engineering Resource Information.
Within ten (10) days of the conclusion of each field event, the
Consultant shall notify Caltrans in writing of the presence of any
architectural or engineering structures or features identified. A
preliminary recommendation should also be made as to whether
additional historic studies are needed, such as the preparation of an
Historic Resource Evaluation Report (HRER). Photographs and a
copy of the field map showing the location(s) of any historic
architectural or engineering structures or features shall be submitted
at that time.
ii.
Archaeological Site Records (DPR 523c forms). Caltrans may
schedule a field review with the Consultant of all recorded
archaeological sites prior to submittal of the draft site records. The
purpose of the field review is to double-check all site descriptions,
including locations and mapping information relative to the
potential project limits. Following the field review, the Consultant
shall submit to Caltrans a minimum of three (3) copies, or the
specific number of copies as specified in the Phase Order, of the
draft archaeological site records within the given time frame, as
specified in the Phase Order. For previously recorded sites, this
submittal shall include all available previous versions of the site
record. Caltrans shall provide a review of the draft site records and
return it with comments to the Consultant within the timeframe
specified in the Phase Order after its receipt. Within the given time
frame, or as specified in the Phase Order, after the receipt of
Caltrans’ comments, the Consultant shall submit a minimum of two
(2) copies, or the specific number of copies as specified in the Phase
Order, of each record to the appropriate Information Center to obtain
permanent site trinomials, incorporating all required changes and
additions requested by Caltrans. In addition, the Consultant shall
submit one (1) reproducible original, or the specific number of
copies as specified in the Phase Order, including, but not limited to,
all original maps, illustrations, and photographs (with negatives or
unprotected and modifiable digital electronic files). Also, the
Consultant shall submit a digital electronic version of the document
on standard writeable CD in both MS Word and PDF versions
and/or in the format specified in the Phase Order.
iii.
When appropriate, the Consultant shall use the Caltrans Cultural
Resource Database (CCRD) format for documenting all cultural
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iv.

v.

vi.

resources. The CCRD includes an Access database for creating
DPR 523 forms, and an ArcView GIS Project for locational
information. The Consultant shall contact the Caltrans Contract
Manager in coordination with the Caltrans Phase Order Manager for
instructions and questions regarding the CCRD and expected
products.
Caltrans shall provide the Consultant with a current template of the
CCRD front-end in Access, as well as a back-end file, and
instructions on how to operate the CCRD. All DPR 523 forms shall
be entered in this format. The final product delivered to Caltrans
shall include a standard writeable CD labeled with project
information and CD contents, containing, but not limited to:
•
the Consultant’s backend file
•
JPEG images of any photographs used in the DPR forms,
labeled by trinomial or primary number.
•
PDF versions of all records entered in the CCRD, labeled by
trinomial or primary number.
The Consultant shall use Trimble Pathfinder Pro XR or XRS or
comparable GPS unit to record the locations of all newly discovered
archaeological sites. Evaluated historic buildings or engineering
structures and their property boundaries may be located in space via
GPS data or via polygons accurately mapped on a georeferenced or
rectified map of known projection. Post-processed differential
correction shall be performed on all GPS data files using data from
an acceptable base station or alternate source. Positions shall have
a horizontal accuracy of less than one (1) foot. Features shall be
collected as point, line or polygon based on type. The Consultant
should request the most current Data Dictionary from Caltrans prior
to field work. The final product delivered to Caltrans shall include
a standard writeable CD labeled with project information and CD
contents. This CD shall contain Trimble format raw data files (.ssf)
and corrected data files (.cor). Corrected data shall be submitted in
two (2) formats:
•
Latitude/longitude, WGS 1984 datum, decimal-degree units.
•
USGS UTM Projection, for the appropriate CA area, and
have units in feet.
Draft ASR. Archaeological survey results shall be documented in
an Archaeological Survey Report (ASR). If field survey results in
the identification of sites, within the given time frame, or as
specified in the Phase Order, after the receipt of Caltrans’
comments, the Consultant shall submit a minimum of three (3)
copies, or the specific number of copies as specified in the Phase
Order, of the draft ASR, incorporating all required changes and
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vii.

viii.

8.

additions requested by Caltrans. In addition, the Consultant shall
submit one (1) reproducible original draft ASR, or the specific
number of copies as specified in the Phase Order, including, but not
limited to, all original maps, illustrations, photographs (with
negatives or unprotected and modifiable digital electronic files), site
records, and CHRIS search results. Also, the Consultant shall
submit a digital electronic version of the document on standard
writeable CD in both MS Word and PDF versions and/or in the
format specified in the Phase Order. The document shall follow the
outline and content of the ASR guidelines presented in Volume II of
the Caltrans Environmental Handbook. Caltrans shall provide a
review of the draft and return it with comments to the Consultant
within four (4) weeks or the timeframe specified in the Phase Order
after its receipt.
Final ASR. Within four (4) weeks, or as specified in the Phase
Order, after the receipt of Caltrans’ comments on the Draft, the
Consultant shall submit a specific number of copies, or the specific
number of copies as specified in the Phase Order, of the final ASR,
incorporating all required changes and additions requested by
Caltrans. In addition, the Consultant shall submit one (1)
reproducible original Final ASR, or the specific number of copies as
specified in the Phase Order, including, but not limited to, all
original maps, illustrations, and photographs (with negatives or
unprotected and modifiable digital electronic files). Also, the
Consultant shall submit a digital electronic version of the document
on standard writeable CD in both MS Word and PDF versions
and/or in the format specified in the Phase Order.
All data shall be reviewed for completeness and accuracy prior to
submission on CD.

Architectural and Engineering Resources - Phase I Survey.
a.
When appropriate and specified in a Phase Order, the Consultant shall
conduct an inventory of architectural and engineering resources within the
APE or study area of the project.
i.
DPR 523A, 523B, 523D, or 523E Form
(http://ohp.parks.ca.gov/DPR_forms). The Consultant shall
complete a 523A, 523B, 523D, or 523E form for each architectural
or engineering resource or district recorded (if properties not
exempt from evaluation, as specified in Attachment 4 of the PA,
(http://www.dot.ca.gov/ser/vol2/106pa_14.pdf).
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ii.

b.

9.

The Consultant shall complete an HRER when there are
architectural and/or engineering resources that are not exempt from
evaluation.
iii.
The HRER is a technical document used to document the
identification and evaluation of buildings, structures, objects,
bridges, districts, landscapes, irrigation systems, farms, industrial
complexes, sites, roadways, railroads, canals, trails, and other builtenvironment resources within the APE, as well as evaluations of
historical archaeological resources (there may be exceptions where
evaluation of historical archaeological resources may be
documented with those for prehistoric resources).
iv.
After initiation of studies, the Consultant shall submit to Caltrans a
minimum of three (3) copies, or the specific number of copies as
specified in the Phase Order, of the draft HRER within the given
time frame, as specified in the Phase Order.
v.
Caltrans shall provide a review of the draft HRER and return it with
comments to the Consultant within the timeframe specified in the
Phase Order after its receipt.
vi.
Within two (2) weeks, or as specified in the Phase Order, after the
receipt of Caltrans’ comments on the draft HRER, the Consultant
shall submit a minimum of ten (3) copies, or the specific number of
copies as specified in the Phase Order, of the final HRER,
incorporating all required changes and additions requested by
Caltrans. In addition, the Consultant shall submit one (1)
reproducible original of the final HRER, or the specific number of
copies as specified in the Phase Order, including, but not limited to,
all original maps, illustrations, and photographs (with negatives or
unprotected and modifiable digital electronic files).
vii.
Also, the Consultant shall submit a digital electronic version of the
document on standard writeable CD in both MS Word and PDF
versions and/or in the format specified in the Phase Order.
The above documents are found on Caltrans Environmental Handbook,
Volume II (http://www.dot.ca.gov/ser/vol2/vol2.htm).

Archaeological Study Requirements - Archaeological HRERs, Extended Phase I or
Phase II Excavations, and Archaeological Evaluation Reports.
a.
Historical Resources Evaluation Report (HRER) - Archaeology.
i.
The HRER for archaeology is a technical document used to evaluate
historical archaeological resources. However, there may be times
when Caltrans determines that such an evaluation may be
documented in an Archaeological Evaluation Report (AER, see
below). The Consultant shall contact the Caltrans Contract Manager
in coordination with the Caltrans Phase Order Manager for
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b.

c.

instructions and questions regarding the inclusion of evaluation of
historical archaeological resources in the AER.
ii.
After study initiation, the Consultant shall submit to Caltrans a
minimum of three (3) copies, or the specific number of copies as
specified in the Phase Order, of the draft HRER within the given
time frame, as specified in the Phase Order.
iii.
Caltrans shall provide a review of the draft HRER and return it with
comments to the Consultant within the timeframe specified in the
Phase Order after its receipt.
iv.
Within the given time frame, or as specified in the Phase Order, after
the receipt of Caltrans’ comments on the draft HRER, the
Consultant shall submit a specific number of copies, or the specific
number of copies as specified in the Phase Order, of the final HRER,
incorporating all required changes and additions requested by
Caltrans.
v.
In addition, the Consultant shall submit one (1) reproducible original
of the final HRER, or the specific number of copies as specified in
the Phase Order, including, but not limited to, all original maps,
illustrations, and photographs (with negatives or unprotected and
modifiable digital electronic files).
vi.
Also, the Consultant shall submit a digital electronic version of the
document on standard writeable CD in both MS Word and PDF
versions and/or in the format specified in the Phase Order.
When Extended Phase I and/or Phase II archaeological excavation is
necessary, the following requirements shall pertain to the Consultant’s
excavation activities:
i.
Extended Phase I investigations shall be performed primarily to
determine whether there is an archaeological resource within the
project APE (presence/absence testing).
Extended Phase I
excavations may also be needed to identify the geoarchaeological
sensitivity and/or geomorphology of the project APE. Extended
Phase I excavations may be conducted to determine the presence of
subsurface deposits at a known archaeological site.
ii.
Phase II test excavations shall be performed primarily to determine
if an archaeological resource located within the project APE has the
integrity and research potential for it to be determined eligible for
listing on the National Register of Historic Places and/or the
California Register of Historical Resources.
Consultant’s pre-field research should include:
i.
A visit to each site to be investigated.
ii.
A comprehensive literature review of the appropriate regional
studies conducted by other archaeologists to place investigation in
proper temporal and regional context.
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iii.

d.

e.

f.

g.

A proposal, prepared in consultation with Caltrans, shall include a
research design and work plan, curation plan, Native American
coordination (for prehistoric sites), a budget, and appendices as
described in the Caltrans Environmental Handbook Vol. II Exhibit
5.4. (http://www.dot.ca.gov/ser/vol2/ex_5_4_aer_proposal.pdf).
iv.
In the case of Phase II study, a research design and/or historic
context of appropriate scale and depth requires a proposal that
realistically identifies substantive regional research issues. The
structure and content of this research design shall follow the
guidance provided in Vol. II of Caltrans Environmental Handbook.
The Consultant shall provide its own equipment for the purpose of
completing Extended Phase I or Phase II field and laboratory investigations.
Caltrans may provide additional services and/or facilities, to be decided
before implementation of any subsurface investigation, as defined in
Caltrans’ Phase Order.
After the completion of the field work, the Consultant shall meet with the
Caltrans Contract Manager in coordination with the Caltrans Phase Order
Manager to determine the nature, depth, and necessity of any proposed
ancillary studies (including, but not limited to, technological analysis of
flaked stone, faunal analyses, C-14 dating, obsidian hydration, obsidian
source studies, and pollen analysis) not specifically stated in the Phase
Order.
The Consultant shall coordinate with the appropriate curation facility that
shall store the recovered cultural materials for the purpose of obtaining a
curation
agreement,
as
appropriate,
(https://www.nps.gov/archeology/TOOLS/36cfr79.htm)
(http://ohp.parks.ca.gov/pages/1054/files/guide93.pdf).
Curation
arrangements and costs shall be included in the Consultant’s proposals.
Unless otherwise specified differently in Caltrans’ Phase Order, the
following records and reports shall be required for each Extended Phase I
or Phase II investigations performed. These submittals shall include a
Microsoft Word file on rewriteable CD, or DVD. A PDF version shall also
be submitted (refer to Phase Order). These submissions shall contain all
pertinent files unless specified otherwise in the Phase Order. Submittal
requirements and review periods specified below shall apply unless
otherwise specified in Caltrans’ Phase Order.
i.
Extended Phase I Proposal. After receipt of Caltrans’ Phase Order,
the Consultant shall submit to Caltrans a minimum of three (3)
copies, or the specific number of copies as specified in the Phase
Order, of an Extended Phase I proposal within the given time frame,
as specified in the Phase Order. Caltrans shall provide a review and
return proposal with comments to the Consultant within the
timeframe specified in the Phase Order after its receipt. Within one
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ii.

iii.

(1) week, or as specified in the Phase Order, after the receipt of
Caltrans’ comments, the Consultant shall submit a minimum of
three (3) copies, or the specific number of copies as specified in the
Phase Order, of the final proposal, incorporating all required
changes and additions requested by Caltrans. In addition, the
Consultant shall submit one (1) reproducible original, or the specific
number of copies as specified in the Phase Order, including, but not
limited to, all original maps, illustrations, and photographs (with
negatives or unprotected and modifiable digital electronic files).
Also, the Consultant shall submit a digital electronic version of the
document on standard writeable CD in both MS Word and PDF
versions and/or in the format specified in the Phase Order.
Extended Phase I Report. The Consultant shall submit to Caltrans a
minimum of three (3) copies, or the specific number of copies as
specified in the Phase Order, of the draft Extended Phase I report
within the given time frame, as specified in the Phase Order.
Caltrans shall provide a review and return report with comments to
the Consultant within the timeframe specified in the Phase Order
after its receipt. Within the given time frame, or as specified in the
Phase Order, after the receipt of Caltrans’ comments, the Consultant
shall submit a minimum of ten (3) copies, or the specific number of
copies as specified in the Phase Order, of the final report,
incorporating all required changes and additions requested by
Caltrans. In addition, the Consultant shall submit one (1)
reproducible original, or the specific number of copies as specified
in the Phase Order, including, but not limited to, all original maps,
illustrations, and photographs (with negatives or unprotected and
modifiable digital electronic files). Also, the Consultant shall
submit a digital electronic version of the document on standard
writeable CD in both MS Word and PDF versions and/or in the
format specified in the Phase Order.
Phase II Proposal. The Consultant shall submit to Caltrans a
minimum of three (3) copies, or the specific number of copies as
specified in the Phase Order, of a Phase II within the given time
frame, as specified in the Phase Order. Caltrans shall provide a
review and return proposal with comments to the Consultant within
the timeframe specified in the Phase Order after its receipt. Within
two (2) weeks, or as specified in the Phase Order, after the receipt
of Caltrans’ comments, the Consultant shall submit a minimum of
three (3) copies, or the specific number of copies as specified in the
Phase Order, of the final proposal, incorporating all required
changes and additions requested by Caltrans. In addition, the
Consultant shall submit one (1) reproducible original, or the specific
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iv.

v.

vi.

number of copies as specified in the Phase Order, including, but not
limited to, all original maps, illustrations, and photographs (with
negatives or unprotected and modifiable digital electronic files).
Also, the Consultant shall submit a digital electronic version of the
document on standard writeable CD in both MS Word and PDF
versions and/or in the format specified in the Phase Order.
Archaeological Evaluation Report (AER). The Consultant shall
submit to Caltrans a minimum of three (3) copies, or the specific
number of copies as specified in the Phase Order, of the draft AER
within the given time frame, as specified in the Phase Order.
Caltrans shall provide a review and return report with comments to
the Consultant within the timeframe specified in the Phase Order
after its receipt. Within the given time frame, or as specified in the
Phase Order, after the receipt of Caltrans’ comments, the Consultant
shall submit a specific number of copies, or the specific number of
copies as specified in the Phase Order, of the final report,
incorporating all required changes and additions requested by
Caltrans. In addition, the Consultant shall submit one (1)
reproducible original, or the specific number of copies as specified
in the Phase Order, including, but not limited to, all original maps,
illustrations, and photographs (with negatives or unprotected and
modifiable digital electronic files). Also, the Consultant shall
submit a digital electronic version of the document on standard
writeable CD in both MS Word and PDF versions and/or in the
format specified in the Phase Order.
Site Record updates are required for all excavated archaeological
sites to ensure modern 523 forms described in the DPR website
(http://ohp.parks.ca.gov/?page_id=28351) are used and all site
information is current and accurate. At minimum, a Continuation
Sheet (DPR 523L)
(http://ohp.parks.ca.gov/pages/1069/files/dpr523l.docx) describing
the excavation location and extent and eligibility determinations (if
applicable) shall be provided to Caltrans, filed at the regional
office of the CHRIS, and appended to the appropriate report.
Miscellaneous Documentation Extended Phase I or Phase II.
Caltrans shall determine the final disposition of any collections
recovered as a result of Extended Phase I or Phase II
investigations. Copies of all field notes, level records,
photographs, profiles, catalog sheets, analysis sheets, and all other
pertinent records, research documents, and correspondence
accumulated during the course of the investigation shall be kept in
a file by the Consultant and shall be submitted to Caltrans upon the
completion of the project. The file and its contents shall be well
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h.

marked and organized. Originals may be sent to curation facility
with archaeological collections or retained as specified in the
Phase Order.
Unless otherwise specified in Caltrans' Phase Order, the following
requirements shall pertain to the Consultant’s archaeological excavations:
i.
Excavation unit size, methodology, and recording procedures shall
be specified in the Phase Order.
ii.
Field excavation screen size(s) shall be 1/8th inch unless otherwise
specified in the Phase Order.
iii.
At a minimum, units shall be excavated to the depth of sterile
subsoils, or when a significant reduction in cultural material occurs.
In-field consultation between the Consultant and the Caltrans
Contract Manager or Caltrans designee shall provide input on unit
termination when appropriate. In some cases, the Consultant shall
be required to excavate units well into sterile soil to determine the
presence of deposits buried under alluvium or other deposited
materials.
iv.
All cultural items (including, but not limited to, faunal remains,
ground stone, flaked stone, plant macrofossils, historic artifacts,
recent historic items, and in some cases, fire-affected rock) shall be
saved and cataloged as specified in the Phase Order and in
accordance with accepted professional standards. The accession
number for each collection shall be consistent with cataloging
procedures of the curatorial facility to which the collection shall be
housed.
v.
After the completion of any unit, it shall be photographed and at a
minimum one (1) wall shall be profiled. Soil sample collection for
analysis shall be specified in the Phase Order. The unit shall be back
filled and only left open temporarily at the request of Caltrans for
comparison with other units in the vicinity.
vi.
The Consultant shall place safety coverings over each excavation
unit left open and unattended. The covering should be of sufficient
strength to prevent heavy equipment, cattle, horses, or humans from
falling into the unit.
vii.
Prior to excavation, the Consultant shall submit to Caltrans for
review its proposed field forms, including, but not limited to, level
records, photo logs, catalog sheets, and analysis sheets. Caltrans
may require the Consultant to modify these field forms.
viii. A Native American Monitor, from an appropriate local group (or
groups), may be present during any subsurface investigation of a
known prehistoric archaeological site, whether it involves trenching,
auger borings, shovel tests, or unit excavation. Caltrans shall advise
the Consultant on Native American consultation matters. Caltrans
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10.

shall determine the appropriate individual or individuals to serve as
Native American monitors. Caltrans shall provide prior written
approval for this type of service.
The Consultant shall enter into a curation agreement for each project
where the recovery of archaeological remains shall be involved.
The Consultant shall coordinate with the selected curatorial facility
in order to catalog and prepare collections in accordance with
requirements of that curatorial facility. The curation facility shall
meet the appropriate State and/or Federal standards. Curation
requirements and responsibilities shall be detailed in Caltrans’ Phase
Order. All materials subject to curation shall be appropriately
accessioned and boxed by the Consultant and delivered (not
shipped) to the selected curatorial facility. Delivery shall be
coordinated with Caltrans.

Historical Property Survey Report (HPSR) and Historical Resources Compliance
Report (HRCR).
a.
The HPSR is an umbrella document that summarizes efforts to identify
cultural resources within the APE of the undertaking and efforts to
determine if these resources are historic properties eligible to the National
Register of Historic Places. The HPSR summarizes results of the ASR,
HRER, AER, and Bridge Evaluation documents. The HPSR is the primary
document used to fulfill the requirements of 36 CFR Part 800.4 and 800.11
for federal undertakings. The HPSR provides the consulting parties,
including SHPO, information on efforts to identify and evaluate cultural
resources to determine if they are historic properties. The HPSR may also
address the effects of the undertaking on historic properties.
b.
The Consultant may be required to prepare a Historical Property Survey
Report (HPSR) on a project by project basis. Format for preparation of the
HPSR is provided in Caltrans Environmental Handbook, Volume II
(http://www.dot.ca.gov/ser/vol2/vol2.htm). The number of draft and final
copies shall be specified in each Phase Order. Time frame shall be specified
in the appropriate Phase Order.
c.
The HRCR documents all historical resources located within the Project
area; it discusses the results of the ASR, HRER, Bridge Evaluation, AER,
and other study documents. The HRCR is prepared for CEQA-only projects
(where there is no federal involvement). This includes local agency projects
when Caltrans is the lead agency under CEQA. The number of draft and
final copies shall be specified in each Phase Order.
d.
The Consultant may be required to prepare a Historical Resources
Compliance Report (HRCR) on a project-by-project basis; this shall be
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specified in the Phase Order.
specified in each Phase Order.

Time frames for deliverables shall be

11.

Finding of Effect (FOE).
a.
For Federal undertakings, the Consultant may be required to prepare a
Finding of Effects (FOE), and if the finding is adverse, a Memorandum of
Agreement (MOA) and Data Recovery Plan (DRP) or Treatment Plan
(TP), if appropriate, may be required. An Environmentally Sensitive Area
Action Plan (ESA Action Plan) and/or Post-Review Discovery and
Monitoring Plan (PRDMP) may also be required for FOEs. Contents of
the FOE, MOA, DRP/TP, ESA Action Plan, or PRDMP shall conform to
those specified in Caltrans Environmental Handbook, Vol. II
(http://www.dot.ca.gov/ser/vol2/vol2.htm).
b.
The Consultant shall submit to Caltrans a minimum of three (3) copies, or
the specific number of copies as specified in the Phase Order, of the draft
FOE package within the given time frame, as specified in the Phase Order.
Caltrans shall provide a review of the FOE and return it with comments to
the Consultant within the timeframe specified in the Phase Order after its
receipt. The Consultant shall make any required changes and return the
document. Within the given time frame, or as specified in the Phase
Order, after the receipt of Caltrans’ comments, the Consultant shall submit
a minimum of ten (10) copies, or the specific number of copies as
specified in the Phase Order, of the final FOE package, incorporating all
required changes and additions requested by Caltrans. In addition, the
Consultant shall submit one (1) reproducible original, or the specific
number of copies as specified in the Phase Order, including, but not
limited to, all original maps, illustrations, and photographs (with negatives
or unprotected and modifiable digital electronic files). Also, the
Consultant shall submit a digital electronic version of the document on
standard writeable CD in both MS Word and PDF versions and/or in the
format specified in the Phase Order.

12.

Treatment Plan, Data Recovery Plan, Environmentally Sensitive Area Action Plan,
or Post-Review Discovery and Monitoring Plan.
a.
If the finding is adverse for an archaeological site, a Data Recovery or
Treatment Plan is usually required.
b.
There may be instances when an Environmentally Sensitive Area Action
Plan may be required.
c.
In cases where archaeological and Native American monitoring may be
required, a Post-Review Discovery and Monitoring Plan shall be prepared.
d.
The Consultant shall be tasked to prepare a treatment, data recovery plan,
or monitoring plan via Phase Order.
e.
The schedule of completion shall be specified in the Phase Order.
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g.

h.

The Data Recovery Plan shall follow the guidance specified in the Caltrans
Environmental Handbook, Vol. II, EXHIBIT 5.6 Data Recovery Plan
Format
and
Content
Guide
(http://www.dot.ca.gov/ser/vol2/ex_5_6_drp_data_recovery.pdf
The Environmentally Sensitive Area Action Plan shall follow the guidance
specified in the Caltrans Environmental Handbook, Vol. II, EXHIBIT 2.7
Environmentally Sensitive Area Action Plan Format and Content Guide
(http://www.dot.ca.gov/ser/vol2/ex_2_7_esa.pdf).
The Post-Review Discovery and Montoring Plan shall follow the guidance
specified in the Caltrans Environmental Handbook, Vol. II, EXHIBIT 5.11
Post-Review Discovery and Montoring Plan Format and Content Guide
(http://www.dot.ca.gov/ser/envhand.htm.).

13.

Determination of Eligibility (DOE).
a.
A separate determination of eligibility (DOE) may be required for cultural
resources. Should Caltrans determine that a resource cannot be avoided by
a project; the Consultant may be required to prepare a separate document
that addresses eligibility. The DOE shall conform to the specifications
presented
in
Caltrans
Environmental
Handbook,
Vol.
II
(http://www.dot.ca.gov/ser/vol2/vol2.htm).
b.
The Consultant shall submit to Caltrans a minimum of three (3) copies, or
the specific number of copies as specified in the Phase Order, of the draft
DOE within the given time frame, as specified in the Phase Order. Caltrans
shall provide a review and return it with comments to the Consultant within
the timeframe specified in the Phase Order after its receipt. The Consultant
shall make any required changes and return copies (as specified in the Phase
Order). Within the given time frame, or as specified in the Phase Order,
after the receipt of Caltrans’ comments, the Consultant shall submit a
specific number of copies, or the specific number of copies as specified in
the Phase Order, of the final DOE, incorporating all required changes and
additions requested by Caltrans. In addition, the Consultant shall submit
one (1) reproducible original of the final DOE, or the specific number of
copies as specified in the Phase Order, including, but not limited to, all
original maps, illustrations, and photographs (with negatives or unprotected
and modifiable digital electronic files). Also, the Consultant shall submit a
digital electronic version of the document on standard writeable CD in both
MS Word and PDF versions and/or in the format specified in the Phase
Order.

14.

Phase III Data Recovery Excavations, Analysis, Reports, and Curation.
a.
Phase III data recovery excavations shall be undertaken when it is necessary
to mitigate/resolve adverse effects or substantial adverse change to
archaeological sites found eligible for listing on the National Register of
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c.

d.

e.

f.

g.

h.

Historic Places or California Register of Historical Resources. These
excavations shall follow the Data Recovery/ Treatment Plan finalized and
attached to the undertaking MOA.
The Consultant shall provide its own equipment for the purpose of
completing Phase III field and laboratory investigations. Caltrans may
provide additional services and/or facilities, to be decided before
implementation of any subsurface investigation, as defined in Caltrans’
Phase Order.
The Consultant shall submit to Caltrans a minimum of three (3) copies, or
the specific number of copies as specified in the Phase Order, of the
proposal within the given time frame, as specified in the Phase Order.
Caltrans shall provide a review and return proposal with comments to the
Consultant within the timeframe specified in the Phase Order after its
receipt. Within the time frame, or as specified in the Phase Order, after the
receipt of Caltrans’ comments, the Consultant shall submit a minimum of
ten (3) copies, or the specific number of copies as specified in the Phase
Order, of the final proposal, incorporating all required changes and
additions requested by Caltrans. In addition, the Consultant shall submit
one (1) reproducible original, or the specific number of copies as specified
in the Phase Order, including, but not limited to, all original maps,
illustrations, and photographs (with negatives or unprotected and
modifiable digital electronic files). Also, the Consultant shall submit a
digital electronic version of the document on standard writeable CD in both
MS Word and PDF versions and/or in the format specified in the Phase
Order.
The Consultant shall be responsive to the critical timing of the Phase III
field effort. The field work shall be completed between the encumbering of
construction funds and the beginning of construction.
The Consultant shall start excavations on the date specified in the Phase
Order and complete the excavations by the date specified in the Phase
Order.
The Consultant shall follow all standard requirements regarding data
recovery reports in the Caltrans Environmental Handbook, Vol. II
(http://www.dot.ca.gov/ser/vol2/vol2.htm). EXHIBIT 5.8 Archaeological
Data Recovery (Phase III) Report Format and Content Guide.
The Consultant shall submit to Caltrans a minimum of three (3) copies, or
the specific number of copies as specified in the Phase Order, of the Draft
Phase III report within the given time frame, as specified in the Phase Order.
Caltrans shall provide a review and return report with comments to the
Consultant within the timeframe specified in the Phase Order after its
receipt.
The final report shall incorporate all required changes. Within three (3)
months, or as specified in the Phase Order, after the receipt of Caltrans’
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j.

15.

comments, the Consultant shall submit a minimum of ten (3) copies, or the
specific number of copies as specified in the Phase Order, of the final report,
incorporating all required changes and additions requested by Caltrans. In
addition, the Consultant shall submit one (1) reproducible original, or the
specific number of copies as specified in the Phase Order, including, but not
limited to, all original maps, illustrations, and photographs (with negatives
or unprotected and modifiable digital electronic files). Also, the Consultant
shall submit a digital electronic version of the document on standard
writeable CD in both MS Word and PDF versions and/or in the format
specified in the Phase Order.
Site Record updates are required for all excavated archaeological sites to
ensure modern 523 forms described in the DPR website
(http://ohp.parks.ca.gov/?page_id=28351) are used, and all site information
is current and accurate. At minimum, a Continuation Sheet (DPR 523L)
(http://ohp.parks.ca.gov/pages/1069/files/dpr523l.docx),
http://ohp.parks.ca.gov/?page_id=28351 describing the excavation location
and extent and eligibility determinations (if applicable) shall be provided to
Caltrans, filed at the regional office of the CHRIS, and appended to the
appropriate report.
Miscellaneous Documentation Phase III:
Caltrans shall approve the final disposition of any collection recovered as a
result of Phase III investigations. If at all possible, this collection shall be
curated with the Phase II collection generated earlier in the history of the
project. Copies of all field notes, level records, photographs, profiles,
catalog sheets, analysis sheets, and all other pertinent research, records and
correspondence kept during the course of the investigation shall be kept in
a file by the Consultant and shall be submitted to Caltrans upon the
completion of the project, or to the appropriate curation facility as directed
by Caltrans.

Archaeological Monitoring of Construction Activities.
a.
Unless otherwise specified in Caltrans’ Phase Order, the following
requirements shall pertain to the Consultant’s monitoring activities.
b.
At the direction of the Caltrans Contract Manager, Project Manager or
designee, the Consultant shall undertake monitoring of construction
activities to identify the presence or absence of intact subsurface cultural
materials not previously identified within a construction area. If new
cultural deposits are revealed during monitoring activities and it is
determined, as directed by Caltrans, that data recovery effort are required,
the Consultant may be responsible for conducting those efforts.
c.
Consultant’s Pre-construction Activities:
i.
In most cases, the Consultant shall be required to attend a preconstruction meeting.
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ii.

d.

e.

A visit to each construction area to be monitored shall be undertaken
in advance of construction.
iii.
The Consultant shall review all of the archaeological reports that
identified the need for construction monitoring. This includes a
comprehensive literature review of archaeological reports for that
area that characterize the potential types of archaeological deposits
and their content that may be encountered during construction
monitoring.
iv.
The Consultant shall provide its own equipment for the purpose of
completing all monitoring activities. Caltrans may provide
additional services and/or facilities, to be decided before
implementation of construction monitoring, as defined in Caltrans’
Phase Order.
v.
The Consultant may be required to provide a Safety Plan prior to
construction. The Consultant shall adhere to the Construction
Company’s Safety Plan and Caltrans’ safety protocols and policies.
vi.
When applicable, the Consultant will follow the procedures and
protocols outline in the Post-Review Discovery and Monitoring
Plan.
If monitoring results are negative for archaeological deposits, the
Consultant shall submit to Caltrans a minimum of three (3) copies, or the
specific number of copies as specified in the Phase Order, of the draft
Construction Monitoring Report (CMR) within three (3) weeks, or the given
time frame, as specified in the Phase Order, of completion of monitoring
activities. The draft CMR shall include all required maps, stratigraphic
profiles, and photographs. Caltrans shall provide a review of the draft CMR
and return it with comments to the Consultant within the timeframe
specified in the Phase Order after its receipt. Within four (4) weeks, or as
specified in the Phase Order, after the receipt of Caltrans’ comments, the
Consultant shall submit a minimum of ten (3) copies, or the specific number
of copies as specified in the Phase Order, of the final CMR, incorporating
all required changes and additions requested by Caltrans. In addition, the
Consultant shall submit one (1) reproducible original final CMR, or the
specific number of copies as specified in the Phase Order, including, but not
limited to, all original maps, illustrations, and photographs (with negatives
or unprotected and modifiable digital electronic files). Also, the Consultant
shall submit a digital electronic version of the document on standard
writeable CD in both MS Word and PDF versions and/or in the format
specified in the Phase Order.
If intact cultural deposits are revealed during monitoring activities, the
Consultant shall inform the Caltrans Resident Engineer of the necessity of
halting work in the area of the deposits. Immediately thereafter, the
Consultant shall contact the Caltrans Contract Manager in coordination with
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f.

g.

16.

the Caltrans Phase Order Manager and consult on the eligibility of the
identified deposits. If necessary, the Consultant may be directed to conduct
data recovery efforts.
If Caltrans determines that data recovery efforts are necessary, Caltrans may
choose to issue a Phase Order for the additional work, prepare a separate
contract for the data recovery work, or may perform the work in-house.
If Caltrans issues a Phase Order for the data recovery work, the Consultant
shall prepare a proposal within five (5) days of receipt of Caltrans’ Phase
Order, unless this situation was anticipated and a plan (Post-Review
Discovery and Monitoring Plan) is already in place. Unless otherwise
specified in the Phase Order, the Consultant’s proposal shall outline the
scope of work, schedule of investigation, purposes of the investigation, field
and recordation techniques to be employed, analytical techniques to be
employed, Native American consultation/monitoring efforts, curation
requirements, appropriate safety measures to be taken, and a research design
of appropriate scale and depth for the purposes of meeting the objectives of
the investigation, as outlined in Caltrans' Phase Order.

Public Information and Outreach for Prehistory and History.
An outreach and information program may be initiated throughout the life of the
project and may be prepared for public venues, schools, and museums, among other
forums. The public information and outreach may include, but not be limited to:
displays, Internet websites, artifact reproductions, videos, lectures, training
programs, reports, brochures, and non-technical publications for public audiences.
All information provided to the public shall be approved by the Caltrans Contract
Manager in coordination with the Caltrans Phase Order Manager, and/or District’s
Public Information Officer in writing prior to release. (Note: Most detailed
archaeological and ethnographic information is exempt from both the State Public
Records Act and Federal Freedom of Information Act and so, not subject to
disclosure requirements. Also, use of CHRIS prohibits the distribution of such
information to inappropriate entities.)

17.

The Consultant shall not negotiate or make decisions in Caltrans' name. Caltrans
shall retain responsibility for initiating and managing all final consultation, both
informal and formal, with other consultants; other contractors; Federal, State, and
Local resource and regulatory agencies; and other involved agencies, regarding
regulatory, project, project impacts, project mitigation proposals, project
mitigation, project compensation, project proposals, and any issues. The
Consultant shall be available (within two (2) working day(s) written notice) to
provide advice and to participate in such consultations as required in each Phase
Order, as directed by the Caltrans Contract Manager in coordination with the
Caltrans Phase Order Manager, and at the request of Caltrans. Should specific
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permits or agreements be required, Caltrans may require the Consultant to prepare
appropriate information.

18.

When authorized by the Caltrans Contract Manager and required by a Phase Order,
the Consultant may establish direct contact for the purpose of obtaining
information, expertise, and assistance in developing baseline data and resource
inventories relative to the project OR assist with coordination to achieve
compatibility with the concerns and requirements of Caltrans and other resource or
regulatory agencies with, but not limited to: other consultants; other contractors;
Federal, State, and Local resource and regulatory agencies; U.S. Army Corps of
Engineers; U.S. Fish and Wildlife Service;; U.S. Forest Service; U.S. National Park
Service; U.S. Department Of The Interior Bureau of Land Management; Federal
Highway Administration; California Department of Fish and Wildlife; California
Fish and Game Commission; California Department of Parks and Recreation;
California State Water Quality Control Boards; California State Water Resources
Control Boards; California Regional Water Resources Control Boards; California
Coastal Commission; Native American Heritage Commission; Native American
Tribes/Bands; Regional Clearinghouse of the California Historical Resources
Information System; Regional Water Quality Control Boards; other involved
agencies; other agencies; institutions; researchers or groups; and others.
a.
Caltrans shall provide prior written approval for, and may participate in, any
and all contacts, intra-agency scoping meetings, or other meetings with
resource or regulatory agencies to discuss the project, project impacts,
project mitigation proposals, project mitigation, project compensation,
project proposals. The Consultant shall maintain a record of all such
contacts and shall transmit copies of these records to Caltrans, at a
minimum, with the regular monthly progress reports.
b.
The Consultant shall not commit Caltrans to any mitigation measures or
mitigation compensation.
c.
The Consultant shall not negotiate or make decisions in Caltrans' name.
Caltrans shall retain responsibility for initiating and managing all final
consultation, both informal and formal, with other consultants; other
contractors; Federal, State, and Local resource and regulatory agencies; and
other involved agencies, regarding regulatory, project, project impacts,
project mitigation proposals, project mitigation, project compensation,
project proposals, and any issues. The Consultant shall be available (within
two (2) working day(s) written notice) to provide advice and to participate
in such consultations as required in each Phase Order, as directed by the
Caltrans Contract Manager in coordination with the Caltrans Phase Order
Manager, and at the request of Caltrans. Should specific permits or
agreements be required, Caltrans may require the Consultant to prepare
appropriate information.
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C.

19.

Unless otherwise specified in the Phase Order, the Consultant shall be responsible
for obtaining Native American monitors or participants in coordination with
Caltrans.

20.

At Caltrans’ request, the Consultant shall conduct a field review for Caltrans’
environmental personnel of any resources identified during the Consultant’s field
studies.

Cultural Resource Personnel Requirements.
1.

Consultant Personnel and Team Member Qualifications.
The Consultant team member shall be capable of assisting the Consultant Contract
Manager in all aspects of the required work. The Consultant team member’s
required professional qualifications shall be identified in each Phase Order.

2.

Subconsultant Personnel
Sub-consultant personnel shall meet the same requirements as Prime Consultant
personnel.

3.

In this Contract, a person who is authorized to review and approve Consultant
Cultural Resource analytical results, plans, designs, specifications, estimates,
notes, calculations, analysis, reports, graphics, drawings, visual simulations,
studies, product, data, manuals, details, other documents, other items, and
deliverables in place of the Consultant Contract Manager shall be hereafter
referred to as the Consultant Cultural Resource responsible person. The
Consultant Cultural Resource responsible person, shall be a Principal Investigator
(PI), as defined in the Caltrans Environmental Handbook (Volume II, Chapter 2;
and Attachment 1 of the First Amended Programmatic Agreement among the
Federal Highway Administration, the Advisory Council on Historic Preservation,
the California State Historic Preservation Officer, and the California Department
of Transportation Regarding Compliance with Section 106 of the National
Historic Preservation Act as it Pertains to the Administration of the Federal-Aid
Highway Program in California (PA), signing analysis, reports, graphics,
drawings, visual simulations, studies, product, data, manuals, details, other
documents, other items, and deliverables under this Contract requiring the
signature of a Consultant Cultural Resource responsible person shall be currently
employed by the Consultant or its Subconsultants at the time the deliverables are
submitted to Caltrans for consideration under the review and acceptance process.
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4.

All analysis, reports, graphics, drawings, visual simulations, studies, product, data,
manuals, details, other documents, other items, and deliverables under this Contract
not fully approved by Caltrans bearing the signature of the Consultant Cultural
Resource responsible person who is no longer employed by the Consultant or its
Subconsultants, shall be replaced by analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, other documents, other items,
and deliverables under this Contract bearing the signature of a qualified
replacement Consultant Cultural Resource responsible person who is currently
employed by the Consultant or its Subconsultants. In such an event, no additional
time shall be allowed or cost reimbursed to the Consultant without the prior written
approval of the Caltrans Contract Manager.

5.

All of the Consultant’s work shall be conducted under the direction of the
Consultant Contract Manager who shall have the appropriate experience as
described in this Contract. All analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, other documents, other items,
and deliverables under this Contract requiring the Consultant Cultural Resource
responsible person’s signature, shall be produced by the responsible Consultant
personnel having appropriate experience, and shall be signed by a Consultant
Cultural Resource responsible person.

6.

The Consultant shall provide documents that proposed personnel meet the
appropriate minimum qualifications as defined in the Caltrans Environmental
Handbook (http://www.dot.ca.gov/ser/vol2/vol2.htm), Volume II, Chapter 2; and
Attachment 1 of the First Amended Programmatic Agreement among the Federal
Highway Administration, the Advisory Council on Historic Preservation, the
California State Historic Preservation Officer, and the California Department of
Transportation Regarding Compliance with Section 106 of the National Historic
Preservation Act as it Pertains to the Administration of the Federal-Aid Highway
Program in California (PA) (http://www.dot.ca.gov/ser/vol2/106pa_14.pdf) and
the United States Secretary of the Interior’s Professional Qualification Standards
(36 CFR Part 61). The qualifications define minimum education and experience
required to perform identification, evaluation, registration, and treatment activities
for purposes of historic preservation for Federal Undertakings
(http://www.nps.gov/history/local-law/arch_stnds_9.htm). Caltrans’ prior written
approval is required for all historians and archaeological personnel not identified
on the Consultant’s organization chart.

7.

The Caltrans Cultural Resources Task Manager shall determine wheter all
consulutant and sub-consultant personnel performing cultural resources studies
under the contract meet the minimum qualification requirments as outlined the
Caltrans Environmental Handbook (http://www.dot.ca.gov/ser/vol2/vol2.htm),
Volume II, Chapter 2; and Attachment 1 of the First Amended Programmatic
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Agreement among the Federal Highway Administration, the Advisory Council on
Historic Preservation, the California State Historic Preservation Officer, and the
California Department of Transportation Regarding Compliance with Section 106
of the National Historic Preservation Act as it Pertains to the Administration of the
Federal-Aid
Highway
Program
in
California
(PA)
(http://www.dot.ca.gov/ser/vol2/106pa_14.pdf).
D.

Standards.
1.

All studies shall be performed in accordance with the January 1, 2014 First
Amended Programmatic Agreement Among the Federal Highway Administration,
the Advisory Council on Historic Preservation, the California State Historic
Preservation Officer, and the California Department of Transportation Regarding
Compliance with Section 106 of the National Historic Preservation Act, as it
Pertains to the Administration of the Federal-Aid Highway Program in California
(PA), the Memorandum of Understanding (5024 MOU) between the Federal
Highway Administration and the Caltrans concerning the State of California’s
Participation in the Surface Transportation Project Delivery Pilot Program, which
became effective on July 1, 2007, (MAP-21 amended 23 USC 327 to establish a
revised and permanent Surface Transportation Project Delivery Program. As a
result, the Department entered into a memorandum of understanding pursuant to 23
USC 327 [NEPA Assignment MOU] with FHWA. The NEPA Assignment MOU
became effective October 1, 2012), and other Caltrans regulations, policies,
procedures, manuals, standards, specifications, performance standards, directives,
guidelines, handbooks, guidance documents, forms, templates, policy memo,
methodologies, other informational or directive publications, and formats,
including compliance with all Federal Highway Administration (FHWA)
requirements as implemented and interpreted by Caltrans.

2.

All Consultant work performed under this Contract shall follow the appropriate
protocols, procedures, templates, and format specifications outlined in the Caltrans
Environmental Handbook, Vol. II (http://www.dot.ca.gov/ser/vol2/vol2.htm); and
the United States Secretary of Interior’s Standards and Guidelines for Archaeology
and Historic Preservation (Federal Register, Vol. 48, No. 190, September 1983)
(http://www.cr.nps.gov/local-law/arch_stnds_0.htm).

3.

All Consultant work and document shall be prepared in accordance with the
appropriate protocols, procedures, templates, and document formats found in the
Caltrans Standard Environmental Reference (SER), Volume I and Volume II of the
Caltrans Environmental Handbook, an on-line technical resource, for guidance in
preparing and submitting environmental documents for transportation projects.
The
SER
is
located
at
the
following
website:
http://www.dot.ca.gov/ser/envhand.htm.

RFQ Number 08A3063
Attachment 1J
Page 28 of 30

E.

F.

Cultural Resource Materials to be Provided or made available by Caltrans.
1.

Relevant and existing documents, if any are available, that are applicable to the
current project within the project limits.

2.

Project Map depicting the Area of Potential Effects (APE) or Study Area.

3.

Data and information from other relevant on-going and previous studies conducted
and prepared by Caltrans.

4.

Reproducible project map(s), aerial photographs, and/or Digital highway inventory
photography program (DHIPP) aerial photos, if available.

5.

Caltrans Cultural Resources Database (CCRD) Access template for documenting
cultural resources within CCRD and creating DPR 523 site records.

6.

Coordination with various public agencies and jurisdictions to obtain any necessary
permits (except federal permits required for archaeological investigations on
federal land).

7.

Caltrans shall coordinate with the Native American Heritage Commission (NAHC)
to determine the Native American contacts and Most Likely Descendent, as
appropriate.

Cultural Resource Deliverables.
1.

The Consultant shall obtain written approval from Caltrans for all analysis, reports,
graphics, drawings, visual simulations, studies, product, data, manuals, details,
deliverables, backup documents, other documents, and other items required by this
Contract. If there are no Caltrans standardized forms, the format and content
requirements for all analysis, reports, graphics, drawings, visual simulations,
studies, product, data, manuals, details, deliverables, backup documents, other
documents, and other items required by this Contract shall be specified in each
Phase Order. All analysis, reports, graphics, drawings, visual simulations, studies,
product, data, manuals, details, deliverables, backup documents, other documents,
and other items required by this Contract to be used for the project includes, but not
be limited to, the following:
a.
b.
c.

DPR 523 Record Forms.
Archaeological Survey Reports (ASR).
Historical Resources Evaluation Reports (HRER) - Archaeology.
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d.
e.
f.
g.
h.
i.
j.
k.
l.
m.
n.
o.
p.
q.
r.
s.
t.
u.
v.
2.

Historical Resources Evaluation Reports (HRER) - Architectural History.
Proposals for Extended Phase I Studies.
Extended Phase I Reports (XPI).
Phase II Test Excavation Reports (usually in form of Archaeological
Evaluation Reports).
Proposals for Phase III Excavations.
Phase III Excavation Reports.
Extended Phase I, Phase II, and Phase III Preliminary Reports, if
appropriate.
Historic Property Survey Reports (HPSR).
Historical Resources Compliance Reports (HRCR).
Finding of Effects (FOE).
Treatment Plan (TP).
Data Recovery Plan (DRP).
ESA Action Plan.
Construction Monitoring Report (CMR).
Draft MOA.
Public Information and Outreach Deliverables.
Miscellaneous Letter Reports and Memos.
The Secretary of the Interior’s Standards for the Treatment of Historic
Properties Action Plan (SOIS Action Plan).
http://www.dot.ca.gov/ser/vol2/ex_7_5_sois_plan.pdf

All Cultural Resource Services analysis, reports, graphics, drawings, visual
simulations, studies, product, data, manuals, details, deliverables, backup
documents, other documents, and other items required by this Contract performed
on computer shall be delivered to Caltrans including, but not limited to, the formats
specified below:
a.
Text-based documents shall be submitted as an Adobe Portable Document
Format (“pdf”) file using a recent version of Adobe Acrobat Profession.
The pdf file shall be inclusive of all graphics (e.g. page orientation,
photographs or other images, charts, and tables) and be suitable for printing
in final form. The pdf file shall:
i.
Contain functioning bookmarks, indexes, tables of contents or other
hyperlinks as required by the Phase Order.
ii.
Be configured (e.g. bookmarks, indexes, table of contents,
thumbnails, annotations, signatures, and security settings) as
required, or as directed by the Phase Order.
iii.
Be optimized for use by Adobe Acrobat Reader 11 or newer.
b.
Text-based documents shall also be submitted in the most recent version of
Microsoft Word.
The document shall include all graphics (e.g.
photographs, image graphics, charts, and tables). Photographs shall be in
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c.

d.
e.
f.
g.

h.
i.

“jpeg” file format. Other image graphics shall be in “gif” format unless
otherwise specified.
All graphics (e.g. photographs or other drawings) shall be submitted
separately from the pdf and Microsoft Word documents in archive-type file
formats (e.g. photographs and bitmapped drawings as “tif”, Microstation
drawings as “dgn”, and vector drawings as “ai”) unless otherwise specified.
The intent of this section is for the Consultant to provide Caltrans with a
copy of each graphic in an uncompressed file format for archive purposes.
The Consultant may suggest alternative formats that are compatible with
this goal.
Spreadsheet files shall be submitted in Microsoft Excel format, in the
version currently in use by Caltrans.
Word processing files shall be submitted in Microsoft Word format, in the
version currently in use by Caltrans.
Database files shall be submitted in Microsoft Access format,in the version
currently in use by Caltrans.
The Consultant shall not format digital electronic files as “view only” or
“read only” unless so specified in the Phase Order.
GIS files in ESRI ArcMap GIS format.
Other - As specified in the Phase Order.
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SCOPE OF WORK/DELIVERABLES
Subsurface Utility Engineering Services
A.

Purpose of Work.
The Consultant shall perform professional and technical services required for Subsurface
Utility Engineering and related Project Development and Construction Support Services
for the Department of Transportation (Caltrans). The Consultant may provide services to
Caltrans including, but not limited to, to assisting Caltrans with minimizing unanticipated
construction costs for Projects associated with unknown underground utilities. The scope
of this work is intended to: provide SUE technologies, QL A and QL B mapping.

B.

Required Services.
Under an authorized Phase Order, the Consultant must provide SUE services within the
geographical jurisdiction of Project set forth in the “Location of Work” section, including
all necessary personnel, material, transportation, lodging, instrumentation, and the
specialized facilities and equipment to satisfy all appropriate agencies and required to
ensure compliance with all federal, state, and local statutes, laws, codes, regulations,
policies, procedures, ordinances, standards, specifications, performance standards, and
guidelines, applicable to the consultant's services and work product.

C.

Workplan Standards Guide (WSG) Codes
1.

Phase Orders are based on the Caltrans WSG. The latest WSG is found in the
Guide to Project Delivery WSG, which is available from the Caltrans’ Publication
Unit and on the Internet at http://www.dot.ca.gov/hq/projmgmt/guidance.htm.
The WSG references the WBS categories, which are potential and related work
activities applicable to this contract. The WSG references WBS categories which
present the potential and related work activities that the consultant may have to
perform. All revisions to the current version of the WBS must apply during the
life of this contract.

2.

The WBS activities below applicable to this Contract are limited to those set forth
below:
160.10.45

Utility Locations Determined for Preliminary Engineering

185.20.40

Utility Locations Determined for Design

185.25.30

Utility Conflict Maps
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D.

200.15

Approved Utility Relocation Plan

200.25

Utility Relocation Management

200.30

Utility Close Out

200.99

Other Utility Relocation Plan Products

230.25

Draft Utility Plans

230.25.10

Utility Relocation Plans

230.25.99

Other Draft Utility Plan Products

230.35.25

Utility Specifications

230.40.30

Utility Quantities and Estimate

255.10.30

Updated Utility PS&E

Required Services and Task Descriptions
Under an authorized Phase Order, the Consultant must provide SUE services within the
geographical jurisdiction of this contract set forth in the “Location of Work” section,
including all necessary personnel, material, transportation, lodging, instrumentation, and
the specialized facilities and equipment to satisfy all appropriate agencies and required to
ensure compliance with all federal, state, and local statutes, laws, codes, regulations,
policies, procedures, ordinances, standards, specifications, performance standards, and
guidelines, applicable to the consultant's services and work product.
1.

Miscellaneous Tasks
a. Work Plan and Schedule.
Develop a detailed work plan and schedule of activities showing conformance
to the work requirements and time constraints imposed by the Phase Order;
and obtain Caltrans’ approval of said work plan prior to commencing work.
b. Mobilization.
i.

Deploy necessary personnel, equipment, and supplies from the
Consultant’s central location to the work site, in preparation for the
work.

ii.

Unless otherwise approved by Caltrans, the Consultant shall not be
compensated for more than one mobilization per task.
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c. Traffic Control.
i.

When specified in the Phase Order, the Consultant shall provide all
traffic control and labor, equipment, and materials necessary to
accomplish the contract work.

ii.

Consultant shall comply with applicable sections of Caltrans 2010
Standard Specifications for traffic control requirements, Caltrans
Division of Maintenance – Chapter 8, “Protection of Workers” and
applicable sections of Caltrans Standard Plans for shoulder closure.
These manuals/documents are available on-line at:
http://www.dot.ca.gov/hq/esc/oe/construction_standards.html,
http://www.dot.ca.gov/hq/traffops/engineering/,
http://onramp.dot.ca.gov/hq/maint/mset/workersafety.shtml and
http://www.dot.ca.gov/hq/esc/oe/project_plans/highway_plans/2010RSPand-NSP/rspt10.pdf

iii.

The Consultant shall coordinate traffic control with the appropriate
local jurisdiction including Caltrans Traffic Operations.

iv.

Consultant shall obtain the necessary encroachment permits and
approvals.

v.

The Consultant’s Traffic Control Plan (TCP) and Method of Handling
Traffic (MHT) shall be subject to acceptance by Caltrans prior to
commencing work.

d. Permits and Rights of Entry.
The Consultant shall coordinate with federal, state, and local regulatory
agencies, and with Caltrans personnel, to obtain any permits as required for all
tasks under this contract. The Consultant shall obtain the following permits, if
necessary and as specified in the Phase Order:
i.

Fish & Game Permit, from the California Department of Fish & Game
when operating within a stream, river, or any other location that
requires a permit from the agency.

ii.

Corp of Engineers NWP Permit - The Consultant shall obtain written
permission from, or file written application for a Nationwide Permit
(NWP) exemption to the U.S. Army Corps of Engineers or California
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Regional Water Quality Control Board when excavating within any
stream, river, or other location that requires a permit.
iii.

County Drilling Permit - The Consultant shall obtain written
permission from the County environmental health department when
performing excavations that require a county permit.

iv.

Caltrans Encroachment Permit - The Consultant shall obtain written
permission from the Caltrans District Permit office in the appropriate
Caltrans district, where operating on state highways or any other
location that requires a permit from the Caltrans District Permit office.

v.

City/County Streets Permit, from the appropriate City or County when
operating within city or county streets or other location that requires a
permit from the city or county.

vi.

Right of Entry Permits – for work on private property, Caltrans will
provide the Consultant with Right of Entry agreements, including any
restrictions or conditions to the right of entry.

vii.

Permit Fees - The Consultant will estimate the cost of all permit fees
to perform the Phase Order work described in the Phase Order. The
Consultant shall pay for all permit fees, and submit receipts for
payment. The Consultant shall be reimbursed for permit fees at actual
cost charged entity issuing a permit.

e. Utility Condition Assessments.
Perform interior pipe wall inspections and/or thickness tests of existing buried
utility lines, utilizing video, ultrasonic, and/or visual techniques as
appropriate.
f. Aerial or Ground-Mounted Utility Facilities.
If specified by DOT, Quality Level D or C services as further described herein
shall include records research, identification, surveying, correlation, and/or
depiction of aerial or ground-mounted utilities, notwithstanding that such
surface features may not be associated with an existing subsurface utility line
or system.
g. Unknown Lines.
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If, when performing an assigned task, the Consultant detects line(s) of
unknown function, status, or ownership, the Consultant shall obtain, record,
and depict information on such line(s) to a quality level that is commensurate
with that of the original assigned task.
2.

Project Utility Coordination Tasks
a. Project Meetings, Site Reviews.
i.

Attend project meetings and/or site reviews with Caltrans staff and/or
other involved parties.

ii.

Record and report on proceedings.

b. Preconstruction Utility Coordination.
i.

Implement and comply with established Caltrans project utility
coordination procedures.

ii.

Notify and furnish preliminary project data to involved utility owners.

iii.

Provide liaison among Caltrans, utility owners, and other involved
parties.

iv.

Schedule and conduct coordination meetings and field reviews with
utility owners.

v.

Identify and coordinate the resolution or mitigation of utility conflicts.

vi.

Determine financial responsibility for utility relocation costs.

vii.

Negotiate and secure utility relocation agreements, owner commitments,
or sign-offs.

viii.

Facilitate the incorporation of existing/proposed utility facility
information into project plans.

ix.

Prepare project contract documents describing utility activities and
utility/contractor coordination requirements.

x.

Prepare project utility clearance documents certifying that all utility
work has been completed, or that all necessary arrangements have been
made for the work to be properly coordinated with the highway
construction project.
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3.

Conflict Assessment, Development of Alternatives, Cost Estimates.
a. Work with Caltrans and utility owners to determine conflict points between
planned construction and existing or planned utility facilities.
b. Develop and make recommendations on relocation alternatives, with emphasis
on cost effectiveness and on minimizing conflicts.
c. Develop or facilitate comparative cost estimates.
d. Develop and maintain a Utility Conflict Matrix and document utility conflict
resolution alternatives.

4.

Quality Level D Tasks
a. Records and Information Research.
Conduct appropriate investigations (e.g., owner records, Caltrans records,
RNC records, County records, personal interviews, visual inspections, etc.), to
help identify utility owners that may have facilities within the project limits or
that may be affected by the project.
b. Records Collection.
Collect applicable records (e.g., utility owner base maps, “as built” or record
drawings, permit records, field notes, geographic information system data,
oral histories, etc.) on the existence and approximate location of existing
involved utilities.
c. Records Review.
Review records for: evidence or indication of additional available records;
duplicate or conflicting information; need for clarification.
d. Aerial or Ground-Mounted Facilities.
Include records research, identification, and depiction of aerial or ground
mounted utility facilities in QL D tasks if specified (see 1.h., Miscellaneous
Tasks).
e. Compilation and Presentation of Data.
i.

Transfer information on all involved utilities to appropriate plan sheets,
electronic files, and/or other documents as required or directed by
Caltrans.
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5.

ii.

Exercise professional judgment to resolve conflicting information.

iii.

For information depicted, indicate: utility type and ownership; date of
depiction; quality level(s); end points of any utility data; line status (e.g.,
active, abandoned, out of service); line size and condition; number of
jointly buried cables; and encasement.

Quality Level C Tasks
a. Inclusive of QL D Tasks, perform tasks as described for QL D. There is no
prescribed order in which QL D and C tasks must be performed.
b. Identification of Surface Utility Features.
Using project topographic data (if available) and from field observations,
identify surface appurtenances of underground utilities.
c. Aerial or Ground-Mounted Facilities.
Include survey and correlation of aerial or ground-mounted utility facilities in
QL C tasks if specified.
d. Surveys.
i.

Survey surface features of subsurface utility facilities or systems, if such
features have not already been surveyed by a licensed professional. If
previously surveyed, check survey data for accuracy and completeness.

ii.

The survey shall include (in addition to subsurface utility features visible
at the ground surface): determination of invert elevations of any
manholes and vaults; interior dimensions and line connections of such
manholes and vaults; any surface markings denoting subsurface utilities
furnished by utility owners.

e. Confined Space Procedures.
Whenever the work requires the entry of personnel into confined spaces
(including but not limited to manholes, vaults, and pipes), comply with
applicable Cal-OSHA and OSHA (Occupational Safety and Health
Administration, U.S. Department of Labor) procedures and requirements.
f. Correlation, Interpretation, and Presentation of Data; Resolution of
Discrepancies.
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Exercise professional judgment to correlate data from different sources, and to
resolve conflicting information.
g. Update (or prepare) plan sheets, electronic files, and/or other documents to
reflect the integration of QL D and QL C information; as appropriate, amend
the indicated quality level of depicted information.
h. Recommend follow-up investigations (e.g., additional surveys, consultation
with utility owners, etc.) as may be needed to further resolve discrepancies.
6.

Quality Level B Tasks
a. Shall be inclusive of QL C Tasks as described in this SOW. There is no
prescribed order in which QL C and B tasks must be performed.
b. Utility Detection and Marking.
i.

Select and apply appropriate geophysical method(s) to search for and
detect subsurface utilities within the project limits, and/or to trace a
particular utility line or system.

ii.

Based on an interpretation of data, field mark the indications of utilities
on the ground surface for subsequent survey. Utilize paint or other
method acceptable to Caltrans for marking of lines.

iii.

Utilize the uniform color code of the American Public Works
Association to field mark the indications of utilities on the ground
surface.

iv.

Unless otherwise directed, field mark centerline of single-conduit lines,
and outside edges of multi-conduit systems.

v.

Unless otherwise approved, maintain horizontal accuracy of +/- 1.5 feet
(450 mm) in the marking of lines.

vi.

As an alternative to the field marking of lines, Consultant may, with
Caltrans approval, utilize other means of data collection, storage,
retrieval, and reduction that enables the correlation of surface
geophysical data to the project’s survey control.

c. Surveys.
i.

Survey all markings that indicate the presence of a subsurface utility.

A_E_template__ SUBSURFACE_UTILITY
Attachment K
Page 9 of 34

ii.

Perform surveys to a horizontal accuracy consistent with applicable
Caltrans survey standards. Reference surveys to the project’s survey
control.

iii.

If requested, record depth information as may be indicated by the
particular geophysical method used.

d. Correlation, Interpretation, and Presentation of Data; Resolution of
Discrepancies.

7.

i.

Exercise professional judgment to correlate data from different sources
and to resolve conflicting information.

ii.

Update (or prepare) plan sheets, electronic files, and/or other documents
to integrate QL D, QL C, and QL B information; as appropriate, amend
the indicated quality level of depicted information.

iii.

Recommend follow-up investigations that may be needed to further
resolve discrepancies.

Quality Level A Tasks
a. Shall be inclusive of QL B Tasks as described in this SOW. There is no
prescribed order in which QL B and A tasks must be performed.
b. Selection of Test Locations.
i.

Caltrans may require QL A data where exposure and survey of utilities
at specific points is needed for accurate horizontal and vertical location.

ii.

The Consultant may recommend QL-A test locations, based on the
requirements of the project and on existing subsurface utility
information.

c. Selection of Method.
i.

When available, at that same point, or at a suitable nearby point,
verifiable information on previously exposed and surveyed utilities shall
be furnished in lieu of new excavation, exposure and survey.

ii.

When utility lines must be exposed and surveyed at specified locations,
the Consultant shall use minimally intrusive excavation techniques
acceptable to Caltrans that ensure the safety of the excavation, the
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integrity of the utility to be measured, and the integrity of other utilities
which may be encountered during excavation.
iii.

Unless otherwise specified or agreed to by Caltrans, excavation shall be
by means of air-assisted vacuum excavation equipment appropriate for
the purpose.

d. Compliance with RNC Requirements.
i.

The Consultant shall comply with all applicable provisions of California
Law when planning or performing excavations at utility test hole sites.

ii.

Compliance actions include, but are not limited to: notify owners or
operators of underground utility facilities at least two (2) business days
prior to excavation; call the RNC at 811 for the marking of member
utilities; contact non-member utilities directly; coordinate with utility
owners as required for inspection or other on-site assistance.

iii.

In event of damage to a utility during excavation and exposure,
immediately cease excavation work and report damage to owner.

e. Excavation of Test Holes.
i.

Clear the area around the test hole of surface debris.

ii.

In paved areas, neatly cut and remove existing pavement; cut shall not
exceed 225 square inches (0.15 square meters) unless otherwise
approved.

iii.

Excavate the test hole by the method(s) acceptable to DOT and to the
standards set forth herein (see 10.c., Selection of Method). The nominal
diameter of the test hole shall not exceed 15 inches (375 mm) unless
otherwise approved.

iv.

Expose the utility only to the extent required for identification and data
collection purposes.

v.

Avoid damage to lines, wrappings, coatings, cathodic protection or other
protective coverings and features.

vi.

Hand-dig as needed to supplement mechanical excavation and to ensure
safety.

vii.

Revise the test hole location as necessary to positively expose the utility.
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viii.

Store excavated material for re-use or disposal, as appropriate.

f. Collection, Recording, and Presentation of Data.
Measure and/or record the following information on an appropriately
formatted test hole data sheet:
i.

Elevation of top and/or bottom of the utility tied to the project datum, to
a vertical accuracy of +/- 0.05 feet (15 mm).

ii.

Elevation of existing grade over utility at test hole.

iii.

Horizontal location referenced to project coordinate datum, to horizontal
accuracy consistent with Caltrans survey standards.

iv.

Approximate centerline bearing of utility line.

v.

As applicable and available: outside diameter of pipe, width of duct
banks, and configuration of non-encased multi-conduit systems.

vi.

As available: material composition of utility.

vii.

Identity of any benchmarks used to determine elevations.

viii.

Utility condition.

ix.

Soil type.

x.

Identity of utility owner/operator.

xi.

Name and license number of the professional performing the
observations.

xii.

Other pertinent information as is reasonably ascertainable from test hole
(pavement thickness, pavement type, site conditions, etc.).

g. Site Restoration.
i.

Replace bedding material around exposed utility lines in accordance
with owner’s specifications or as otherwise directed or approved.

ii.

Backfill and compact the excavation in a manner acceptable to Caltrans.
If approved, re-use excavated material with appropriate moisture/density
control.
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iii.

Install color-coded warning ribbon within the backfill area and directly
above the utility line.

iv.

Restore disturbed area as nearly as practicable to pre-existing conditions.

v.

As needed, restore pavement within the limits of the original cut using
materials, compaction, and thickness acceptable to Caltrans.

vi.

Repair or replace backfill or pavement that fails (i.e., subsidence and/or
loss of pavement material) within two (2) years of the original
restoration work.

vii.

Furnish and install permanent surface marker (e.g., P.K. nail, peg, steel
pin, or hub) directly above the centerline of the structure and record the
elevation of the marker.

h. Interpretation of Data and Resolution of Discrepancies.

E.

i.

Exercise professional judgment to correlate data from different sources,
and to resolve conflicting information.

ii.

Update plan/profile sheets, electronic files, and/or other documents to
reflect the integration of QL D, QL C, QL B, and QL A information; as
appropriate, amend the indicated quality level of depicted information.

iii.

Recommend follow-up investigations (e.g., additional surveys,
consultation with utility owners, etc.) as may be needed to further
resolve discrepancies.

SUE Personnel Requirements
1.

Consultant Personnel and Team Member Qualifications.
The Consultant’s personnel shall be capable, competent, and experienced in
performing the types of work in this Contract with minimal instruction. Personnel
skill level should match the specific job classifications and task complexity, as set
forth herein or in the Consultant’s Cost Proposal. The Consultant’s personnel
shall be knowledgeable about, and comply with, all applicable Federal, State, and
Local laws and regulations. The consultant team members must be capable of
assisting the consultant contract manager in all aspects of the required work. The
consultant team members’ required professional qualifications shall be identified
in each Phase Order.
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2.

Consultant Phase Order Lead person.
The Consultant Phase Order Lead person (who may be other than the Consultant
Contract Manager) shall be assigned to conduct, or direct the conduct of, all work
assigned under a single Phase Order. The Consultant Phase Order Lead person
shall be the primary contact for the assigned Phase Order and be available as
needed for communication with Caltrans.
a. The Consultant Phase Order Lead person shall possess the qualifications and
experience required for SUE tasks, be appropriately licensed by the California
Board for Professional Engineers, Land Surveyors and Geologists (BPELSG)
for the relevant SUE tasks, and shall be in good standing with BPELSG
during the contract period.
b. All deliverables under this contract requiring the signature of a BPELSGlicensed professional shall be signed by the Consultant Phase Order Lead
person, or a subordinate person who possesses the appropriate license for the
tasks performed.
c. All deliverables under this contract not fully approved by Caltrans bearing the
signature of the Consultant Phase Order Lead person who is no longer
employed by the consultant or its sub-consultants, must be replaced with
deliverables under this contract bearing the signature of a qualified
replacement consultant SUE responsible person currently employed by the
consultant or its sub-consultants. In such an event, no additional time will be
allowed or cost reimbursed to the consultant without the prior written
approval of the Caltrans contract manager.
d. The duties of the Consultant Phase Order Lead person include, but are not
limited to: planning, coordinating and directing the daily operations and/or
assignments of the team members; insuring the team members are working in
a secure and safe manner; directing the team members in work procedures to
be used that conform with the applicable Caltrans standards and policies and
CGA Best Practices; check the accuracy of the data collected; and produce a
daily work reports that verify the tasks performed and costs charged to the
project.

3.

Project Team Required Professional Licensing and Associated Duties
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The Consultant shall provide team members as needed who are capable of
assisting the Consultant Phase Order Lead person in all aspects of the required
work as described in Section C (Required Services and Task Descriptions). Team
members in responsible charge of specific duties related to engineering,
geophysics, surveying and excavation shall be licensed by the State of California
for the specific duties for which they are qualified by their education and
experience. At minimum, the following team members shall possess the
appropriate professional licenses for the general responsibilities as described.
a. Project Engineer
i. Shall be a team member in responsible charge for all engineering SUE
Tasks under this contract for which they are appropriately qualified.
ii. During the contract period, shall be licensed in the State of California as
a Professional Engineer in good standing with BPELSG.
iii. May be a Qualified Person for QL-B locating
b. Project Geophysicist
i. Shall be a team member in responsible charge for all geophysical work
performed as part of the QL-B SUE Tasks under this contract.
ii. During the contract period, shall be licensed in the State of California as
a Professional Geophysicist in good standing with BPELSG.
iii. Shall be a Qualified Person for QL-B locating.
c. Project Surveyor
i. Shall be a team member in responsible charge for land surveying tasks
under this contract.
ii. During the contract period, shall be licensed in the State of California as
a Professional Land Surveyor in good standing with BPELSG, or
iii. May be a licensed Professional Civil Engineer in good standing with
BPELSG, provided such license was acquired prior to January 1, 1982.
iv. May be a Survey Party Chief.
d. Project Driller
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i. Shall be a team member responsible for performing all QL-A
excavation.
ii. During the contract period shall be in good standing with and possess at
least one of the following licenses from the California Contractors State
Licensing Board:
A. A(General Engineering)
B. C-57

(Well Drilling)

C. C-61 with D-9 subcategory (Limited Speciality Classification for
Drilling, Blasting & Oil Field Work)
F.

SUE Equipment Requirements
1.

Office Equipment and Supplies (Consultant’s Office):
The consultant must have and provide adequate office equipment and supplies to
complete the work required by this contract.

2.

Field Equipment and Supplies:
Consultant must have and provide adequate field tools, instruments, equipment,
materials, supplies, and safety equipment to complete the required field work and
that meet or exceed Caltrans specifications per the Caltrans Manuals.

G.

Work Standards
1.

Except as may be modified or specified herein, or otherwise approved by DOT,
the collection and depiction of information, and any required submittals, shall
conform to the applicable provisions of CI/ASCE 38-02, “Standard Guideline for
the Collection and Depiction of Existing Subsurface Utility Data.” A copy of
CI/ASCE 38-02 may be ordered from the American Society of Civil Engineers at
www.asce.org.

2.

It is intended that this Scope of Work be construed harmoniously with CI/ASCE
38-02; however, in the event of conflict, the provisions of this Scope of Work
shall take precedence.

3.

Data types and data attributes required for data exchange are described by ASCE
Standard Guideline for Recording and Exchanging Utility Infrastructure Data
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(Sec. G.2 herein). The tables from that draft guideline are included herein for
reference.
4.

It is intended that this Scope of Work be construed harmoniously with ASCE
Standard Guideline for Recording and Exchanging Utility Infrastructure Data;
however, in the event of conflict, the provisions of this Scope of Work shall take
precedence.

5.

Levels of positional accuracy of utility infrastructure shall be described as shown
in Table 1.

Table 1. Positional Accuracy Requirements
Accuracy
Level
1

Position
Accuracy1
±0.1 feet (±25
mm) Vertical
±0.2 feet (±50
mm) Horizontal

Z

2

±0.2 feet (±50
mm)

X, Y,
and Z

3

±0.5 feet (±150
mm)
±1 foot (±300
mm)
±3 feet (±1000
mm)
±3 feet (±1000
mm)
Indeterminate

X, Y,
and Z
X, Y,
and Z
X, Y,
and Z
X and Y

4
5
6
7
1

Vector

Comment
Coincides with requirements in ASCE 38 (current
edition) quality level A (QL-A).

X and Y

Any

Substantially identical to Level 1, but removes the
close tolerance on vertical methods and thus can
be generally achieved without the need for
survey bench leveling.
Generally possible using GPS equipment and RTK
methods.
Generally achievable by post-processed mapping
grade GPS equipment.
Generally achievable with mapping grade GPS.
Positional accuracies of Z data are unreliable or
not available.
Positional accuracies of X, Y, and Z data are
indeterminate.

At the 95% confidence level, using the root-mean-square error (RMSE) in accordance with FGDC-STD-007.31998. “Positional Accuracy” is in direct reference to the actual geodetic positional coordinates as referenced to the
National Spatial Reference System (NSRS) maintained by the National Oceanic and Atmospheric Administration
(NOAA), National Geodetic Survey (NGS). Unless otherwise specified in a Phase Order, geodetic coordinates
(latitude, longitude, and orthometric heights) refer to the North American Datum of 1983 (NAD 83) and the North
American Vertical Datum of 1988 (NAVD 88).
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6.

Position accuracy of suspended aerial cables and wires shall be classified as
Level 7, except at the points where they are anchored to support structures
(such as poles).

7.

Data Collection Intervals along Linear Features
For linear utilities and utility features, data shall be collected at discrete points
to define chord segments along the lines. Computed splines or curves shall not
be used. The spacing between data points and chord lengths shall vary to
achieve the desired accuracy level as defined in Table 1.
a. Straight Alignments - For straight alignments, the linear utility or utility
feature may be represented by a single line with endpoints at the beginning
and end of the feature. The accuracy level shall be defined by the
maximum position error on the line as defined in Table 1.
b. Curved Alignments - For utilities that cannot be represented by a single
straight line, the accuracy level for any chord on the curved alignment shall
be represented by the maximum position error on the chord as defined in
Table 1. If only a single accuracy level is used to define the curved
alignment, the accuracy level for the least accurate chord shall be used.
c. Deflections - For an accuracy level to apply to a linear feature with
deflection points, additional data points must be collected along the
deflection such that the maximum offset error is less than the prescribed
limits in Table 1. The accuracy level of a chord acquired along any
deflection of a curved or straight alignment shall be represented by the
maximum position error on the chord as defined in Table 1. If only a single
accuracy level is used to define utilities that possess deflections, the
accuracy level for the least accurate chord or line shall be used.

8.

Data points shall be collected at the following locations:
a. At all observable deflection points (vertical and horizontal).
b. At all observed joints, including, but not limited to, flairs for bell joints, Tjunctions, Y- junctions, splices, and valves.
c. All non-segment features (see Table 2).
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d. For rigid feature segments (such as reinforced concrete pipe installed at fixed
grades), unless the desired accuracy level and direct visual observation of the
feature justifies a larger interval, data points shall be collected every 20 feet.
e. For flexible feature segments (such as direct bury fiber optic), unless the desired
accuracy level and direct visual observation of the feature justifies a larger
interval, data points shall be collected every 10 feet.
H.

Published Standards and Related Documents
1.

All work/services under this contract must be performed under all federal, state,
and local statutes, laws, codes, regulations, policies, procedures, ordinances,
standards, specifications, performance standards, and guidelines, including the
latest Caltrans regulations, policies, procedures, manuals, standards,
specifications, performance standards, directives, guidelines, handbooks,
guidance documents, forms, templates, policy memo, methodologies, and other
informational or directive publications, including compliance with FHWA and
State guidelines for implementing those requirements; and any permits, licenses,
agreements or certifications that apply to specific Phase Orders; the terms and
conditions of this contract; and current Caltrans Manuals and any future revisions.
Work not covered by the “Manuals” must be performed as specified in the Phase
Order. If no standards exist, Phase Orders may call for developing new standards,
so long as these standards do not conflict with the requirements, or amend the
Scope of Work under of this contract.
a. The consultant shall obtain, at its expense, all necessary manuals, reference
documents, and other materials.
b. Caltrans Manuals may be purchased from the Publication Distribution Unit.
The publications staff may be reached at (916) 263-0822, and the center is at
these address:
State of California
California Department of Transportation
Publication Distribution Unit
1900 Royal Oaks Drive
Sacramento, CA 95815-3800
c. Manuals and documents that are not available from the Caltrans Publication
Distribution Center or are not available from Caltrans’ internet web site may
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be requested from the Caltrans contract manager. Caltrans does not guarantee
the availability of publications nor its internet web pages.
d. Caltrans’ regulations, policies, procedures, manuals, standards, specifications,
performance standards, directives, guidelines, handbooks, guidance
documents, forms, templates, policy memo, methodologies, and other
informational or directive publications, are dynamic documents and subject to
change. The consultant is responsible to verify that the latest version or
update is used.
2.

Manuals, Documents, and Websites
These manuals, documents and links to internet sites are referenced in association
with the work in this contract. The list is not all-inclusive, but should illustrate
the reference material and sources of information.
a. Caltrans’ Internet Home Webpage:
http://www.dot.ca.gov/
b. Manual of Uniform Traffic Control Devices (MUTCD):
California Manual on Uniform Traffic Control Devices:
http://mutcd.fhwa.dot.gov/
http://www.dot.ca.gov/trafficops/engineering/
c. Caltrans Surveys Manual:
http://www.dot.ca.gov/hq/row/landsurveys/SurveysManual/Manual_TOC.html

d. Caltrans CADD User’s Manual:
http://www.dot.ca.gov/hq/oppd/cadd/usta/ppman/toc.htm
e. Caltrans Standard Plans and Standard Specifications:
http://www.dot.ca.gov/des/oe/construction-contract-standards.html
f. Caltrans Right of Way Manual:
http://www.dot.ca.gov/hq/row/rowman/manual/index.htm
http://www.dot.ca.gov/hq/row
g. CGA Best Practices (Common Ground Alliance Best Practices Guide):
http://commongroundalliance.com/best-practices-guide
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h. Caltrans Project Development Procedures Manual
http://www.dot.ca.gov/design/manuals/pdpm.html
i. ASCE 38-02 Standard Guidelines for the Collection and Depiction of Existing
Subsurface Utility Data
https://www.fhwa.dot.gov/programadmin/asce.cfm
j. White Paper on ASCE “Standard Guideline for Recording and Exchanging
Utility Infrastructure Data”
https://www.asce.org/uploadedFiles/Technical_Areas/Construction_Engeering
/Content_Pieces/as-built-standards-whitepaper.pdf
3.

I.

SUE services and associated work performed by the consultant must conform to
the California Professional Engineers Act, (Business and Professions Code §§
6700 et seq.), the California Land Surveyors Act (Business & Professions Code
§§ 8700 et seq.), and the Geologist and Geophysicist Act (§§ 7800 et seq.)

SUE Materials to be provided by Caltrans
1.

Relevant and existing documents related to utilities, if any are available, that
apply to the current project within the project limits. These may include: utility
maps, owner information, permit records, right-of-way record data, survey maps,
control, data, topographic maps, and planimetric maps. Note: Caltrans cannot
guarantee the accuracy or completeness of such information.

2.

Liaison with utility owners and property owners as necessary to facilitate the
Consultant’s access to pertinent records or property.

3.

Survey monument disks, plugs, tags, and marker posts.

Note: The consultant handles the return to Caltrans, in original condition, of all items
provided for use under this contract. The consultant must replace, at the consultant’s
sole expense, all lost or damaged Caltrans data or materials.
J.

Work Inspections.
The Consultant shall make reasonable provision for DOT representatives to observe the
Consultant’s work in progress.

K.

SUE Deliverables
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1.

All required reports, documentation, studies, field notes and sketches, plan
drawings, and electronic data shall be submitted for review and acceptance by the
Project Manager.

2.

Final submittals shall incorporate any corrections or revisions resulting from
Caltrans’ review.

3.

Plan Drawings.
a. If requested, the Consultant shall submit an example of an original plan sheet
and obtain approval from Caltrans prior to drafting plans.
b. Plan drawings shall conform to the requirements set forth in the Caltrans
Surveys Manual, Caltrans CADD User’s Manual, Caltrans Standard Plans and
Standard Specifications, or as otherwise directed or approved by DOT.
c. Drawings with colors shall be reproducible by all printing or duplication
media in black-and-white.
d. Drafting and lettering shall be of proper density and legibility for a 50%
reduction during reproduction.
e. The depiction of attributes such as line type, material type, age, condition,
ownership, status (e.g., in-service, out-of-service, active, abandoned), number
of conduits or direct buried cables, or other required information, shall not be
eliminated, obliterated, or obscured by the manner of reproduction or by 50%
reduction in size.
f. Final drawings for reproduction shall have all drafting work and image on one
side of the sheet.
g. The Consultant shall replace, at no cost to Caltrans, plan sheets that do not
comply with the above criteria.

4.

Digital Data File Deliverables.
a. Digital data file deliverables shall be in comma-separated variable format and
with a data structure to be specified by Caltrans. Digital data file deliverables
shall contain the utility data elements needed to enable virtual regeneration of
a 3-D model of the utility infrastructure for a project with appropriate attribution
and at a sufficient level of detail to aid in identifying potential utility conflicts
for project planning and design.
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b. The Consultant’s selected hardware and software, methodology, and format for
deliverables, shall conform to the applicable requirements of the Caltrans
Survey and/or Drafting Manuals, or shall be as otherwise directed or approved
by Caltrans.
c. The Consultant shall contact the Project Manager, prior to creating any
electronic data, to verify the current collection and submission requirements.
d. Where physical storage media are used, the Consultant shall identify each unit
of media submitted, with adhesive labels affixed to the media and containing
identifying and archival information prescribed by the Project Manager.
e. A transmittal letter must accompany the physical storage media and shall
contain the same information as required to be affixed to the media, and shall
also contain a description of the data formats and software utilized.
f. At a minimum, digital data file deliverables shall include:
i.

The Feature Type elements described in Table 2.

ii.

The Geometry Type elements described in Table 3.

iii.

The Feature Attribute elements descr4ibed in Table 4.

iv.

Additional metadata elements that describe
A. How and when the data was collected,
B. The coordinate reference system and datum used,
C. The individual(s) who certified the data, and
D. Any known limitations.

g. Feature Types, Geometry Types and Feature Attributes suitable for inclusion in
the digital data file deliverables are described using the following tables:
i.

Feature Attributes as shown in Table 4 and Table 5.

ii.

Domain definitions as shown in Table 6 and Table 7.
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Table 2. Feature Types
Feature Type
Segment

Definition
A linear utility feature represented by a
series of connected points.

Device

A discrete utility feature that is directly
involved with the conveyance, control,
or distribution of a particular utility
service.
An opening that provides access to
utility devices, segments, and containing
structures. This feature type is only a
point or two-dimensional.
A structure used to support utility lines
and devices.
A structure or chamber that houses or
provides access to utility devices and
typically provides a junction area for
multiple utility lines.
An area typically fenced off to restrict
access to utility facilities.
A structure that encloses and protects
utility facilities and surrounding
infrastructure, environment, and the
public.
A visible or remotely detectable sign or
device used to reference the location of
a utility facility.
A wire or tape used to reference the
location of a linear utility facility.

Access Point

Support Structure
Containing Structure

Secured Utility Area
Encasement

Marker

Tracer

Comment
Examples include water line,
electric cable, and
communication line.
Examples include valve, splice,
and transformer.

Examples include lid, cover,
door, and grate.

Examples include pole, tower,
and thrust block.
Examples include pull box,
junction box, manhole, vault,
and valve box.

Examples include concrete cap,
steel pipe, and tunnel.
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Table 3. Geometry Types
Feature Type
Segment
Device
Access Point
Support Structure
Containing Structure
Secured Utility Area
Encasement
Marker
Tracer
1Minimum

Geometry Type
(Minimum Required1)
Line String
Point
Point
Point
Polygon
Polygon
Line String
Point
Line String

Geometry Type (Optional2)
3D Object3
Polygon or 3D Object
Polygon
Polygon or 3D Object
3D Object
3D Object

required geometry type is the simplest geometric depiction of a feature type that conforms to this standard.
geometry type is any alternative geometric depictions of a feature type that may be used under this standard.
3If using a 3D Object geometry type, the 3D Object shall include all necessary transformation data to convert local
coordinates to georeferenced coordinate data
2 Optional
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Table 4. Feature Attributes

Marker

Tracer

ID
M
M
M
M
M
M
Owner
M
M
M
M
M
M
Operator
O
O
O
O
O
O
Utility Type
M
M
M
M
M
M
Device Type
M
M
M
M
M
Conveyance Purpose
M
M
M
M
Intended Permanence
M
M
M
M
M
M
Buried Status
O
O
O
O
O
O
Operational Status
M
M
M
M
M
M
Horizontal Spatial Reference
M
M
M
M
M
M
Vertical Spatial Reference
M
M
M
M
M
M
Accuracy Level
M
M
M
M
M
M
XYZ
M
M
M
M
M
M
Azimuth
C
C
C
C
C
XYZ Observed
O
O
O
O
O
O
XY Relative Position
C
C
C
C
C
C
Z Relative Position
C
C
C
C
C
C
XYZ Junction Point
O
O
O
O
O
O
Quality Level
O
O
O
O
O
O
Linked File
O
O
O
O
O
O
Date Data Collected
O
O
O
O
O
O
Data Sensitivity Level
O
O
O
O
O
O
Is Certified
O
O
O
O
O
O
Certification Summary
O
O
O
O
O
O
Material
O
O
Is Cathodic Protected
O
O
Is Encased
O
Is Filled
O
O
Fill Material
O
Conveyance Method
O
O
Cross Section Configuration
O
Number of Conduits
O
Inside Height
O
O
Inside Width
O
O
Inside Length
O
Outside Height
O
O
O
O
Outside Width
O
O
O
O
O
O
Outside Length
O
O
O
O
O
Wall Thickness
O
O
M = Mandatory
O = Optional
C = Conditional (applies if the geometry type used is a 3D object or if observed data are available)

Encasement

Secured Utility
Area

Containing
Structure

Support
Structure

Access Point

Device

Feature Attribute

Segment

Applies to Feature Type

M
M
O
M
M
M
M
O
M
M
M
M
M

M
M
O
M
O
O
M
O
M
M
M
M
M

M
M
O
M
O
O
M
O
M
M
M
M
M

O
C
C
O
O
O
O
O
O
O
O
O
O
O
O

O
C
C
O
O
O
O
O
O
O

O
C
C
O
O
O
O
O
O
O
O
O
O

O
O
O
O
O

O
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Blank = Does not apply

Table 5. Feature Attribute Definitions
Attribute
Accuracy
Level
Azimuth
Buried
Status
Cathodic
Protected
Certification
Summary
Certified
Conveyance
Method

Conveyance
Purpose

Cross
Section

Data
Sensitivity
Level
Date Data
Collected

Definition
Numerical code describing the positional accuracy of
points defining the utility feature, as described in
Table 1.
Horizontal angle (measured clockwise) of the length
dimension of a utility feature with respect to a north
base line.
Indicator of whether the feature is partially or
completely underground.
Cathodic Protected
Name and credentials of the party that certified the
data
Indicator of whether the data have been certified
Method to move or convey matter through the utility
feature

Primary purpose of service of the utility feature

Configuration of the cross section of the utility feature

Indicator of the sensitivity level of the data recorded for
a utility feature. If the data are considered sensitive
security information (SSI), the data must be labeled
on any output produced and handled in accordance
with 49 CFR 1520.
Date when a utility feature was surveyed in the field

Domain

Aboveground
Completely
Buried
True

Partially Buried

True

FALSE

Gravity
High Pressure
Low Pressure
Pressurized
Cathodic
Protection
Collector
Control
Monitoring
Cooling
Data Transfer
Distribution
Fire
Heating
Irrigation
Arch
Box
Cable
Circular Pipe
Duct
Restricted
Unrestricted

Other
Unknown
Not Applicable

FALSE

Lighting
Service
Sign Illumination
Trace
Traffic Control
Transmission
Other
Unknown

Duct Bank
Horizontal Ellipse
Pear
Trench
Other
SSI
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Device Type

Type of device

Air Eliminator
Amplifier
Anchor
Anode
Antenna
Armor
Attenuator
Cable
Cap
Capacitor
Catch Basin
Cathodic Test
Station
Clean Out
Conduit
Cover
Culvert
Culvert End
Curb Inlet
Door
Downspout
Drain
Drain Separator
Drop Inlet
Duct
Duct Bank
Fill Point
Filter
Fire Connection
Point
Generator
Glycol Recovery
Pit
Grate
Grease Trap
Grit Chamber
Ground
Ground Point
Ground Rod
Guy Anchor
Guy Pole
Guy Wire
Hand Hole
Head Bolt Outlet
Headwall
Hydrant
Impedance
Matching Point
Inlet

Outlet
Paging Device
Panel
Pedestal
Pig Launch Point
Pipe End
Pole
Pressure
Reducing
Station
Pump Ejector
Station
Pre-Conditioned
Air Unit
Pull Box
Pump
Pump Booster
Station
Pump Station
Pump Station
Ejector
Push Brace
Radio
Receptacle
Rectifier
Reducer
Regulator
Regulator
Reducer
Relay
Repeater
Reservoir
RFID Marker
Riser
Sample Point
Satellite
Sensor
Service Loop
Service Point
Solar Panel
Speaker
Splice
Splice Box
Splitter
Sprinkler
Stilling Basin
Stormceptor
Storm Filter
Storm Gate
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Encased
Fill Material
Filled
Horizontal
Spatial
Reference
ID

Inside
Height

Inside
Length

Indicator of the presence of encasement to insulate or
protect the utility feature
Material used to fill the space between a utility feature
and its encasement or an out-of-service feature.
Indicator of the presence of filling material inside the
infrastructure feature
Coordinate system and datum associated with the X
and Y coordinates
Alphanumeric utility feature identifier
For circular shaped segments, inside diameter of the
utility feature cross section.
For non-circular shaped segments, maximum inside
height of cross-sectional shape.
For features other than segments, maximum inside
height of feature.
For segments, not applicable.
For features other than segments, maximum inside
length of feature (measured in the horizontal plane,
perpendicular to the width).

Intake
Junction Box
Lid
Lift Station
Light
Lighting Circuit
Point
Lighting Service
Point
Line
Line Clean Out
Load Capacitor
Load Coil
Manhole
Marker Post
Marker Sign
Media Converter
Meter
Motor
Network Systems
Site
Neutralizer
Oil Water
Separator

Stub Out
Switch
Tank
Tape
Telephone
Terminal
Terminator
Thrust Block
Tower
Transformer
Treatment Unit
Trench
Tunnel
Undefined Utility
Point
Vault
Valve Box
Valve
Vent
Wing wall
Wire
Other
Unknown

True

FALSE

Flowable Fill
Foam

Sand
Styrofoam

True

FALSE

A_E_template__ SUBSURFACE_UTILITY
Attachment K
Page 29 of 34

Inside Width

For circular shaped segments, not applicable.
For non-circular shaped segments, maximum inside
width of cross-sectional shape.
For features other than segments, maximum inside
width of feature.

Intended
Permanence

Intended longevity of the utility feature

Linked File

Name of file(s) containing information about the utility
feature (e.g., digital photos, CAD files, video, permits,
agreement, and other supporting information). Files
may be stored as separate fields in a table or as part
of an array that contains file names in a single field.

Material

Predominant material of which the utility feature is
constructed. For features that transmit a signal or
electrical power, material refers to the conductor
material.

Number of
Conduits

Number of conduits within a pipe or duct bank

Operational
Status

Operational status of the utility feature (see definition
of various operational status options in Table 7).

Operator

Name of the entity that operates the utility feature

Permanent

Temporary

Acrylonitrile
Butadiene
Styrene
Aluminum
Asbestos Cement
Asphalt
Block
Abandoned in
Place
Brick
Canvas
Clay
Coaxial Cable
Composite
Concrete
Copper
Corrugated Metal
Corrugated
Plastic
Ductile Iron
Earthen
Fiber Optic (or
Optical Fiber)
Fiberglass
Galvanized Steel
Geotextile
Glass

Gravel
High Density
Polyethylene
(HDPE)
Iron
Multiple
Nickel
Pitch Fiber
Plastic
Polyethylene
Polypropylene
Polystyrene
Polyvinyl
Chloride (PVC)
Reinforced
Concrete
Removed
Steel
Stone
Terracotta
Tile
Titanium
Transite
Twisted Pair
Copper
Unknown
Wood
Wrapped Steel

Number of
Conduits
Abandoned In
Place
In Service

Other
Out of Service
Proposed

A_E_template__ SUBSURFACE_UTILITY
Attachment K
Page 30 of 34

Outside
Height

Outside
Length
Outside
Width
Outside
Width
Owner
Quality
Level

Utility Type

Vertical
Spatial
Reference
Wall
Thickness

For circular shaped segments, outside diameter of the
utility feature cross section.
For non-circular shaped segments, maximum outside
height of cross-sectional shape.
For features other than segments, maximum outside
height of feature.
For segments, not applicable.
For features other than segments, maximum outside
length of feature (measured in the horizontal plane,
perpendicular to the width).
For circular shaped segments, not applicable.
For non-circular shaped segments, maximum outside
width of cross-sectional shape. For features other
than segments, maximum outside width of feature.
Name of the entity that owns the utility feature
Quality level in accordance with ASCE/CI 38- 02

Type of utility feature (see definitions of various utility
types in Table 6)

A
B
Chemical
Communication
Compressed Air
or Other Gas
Disposal
Electric
Heating and
Cooling
Natural Gas
Non-Potable
Water

C
D
Petroleum
Reclaimed Water
Steam
Storm Water
Wastewater
Water
Joint Use
Other
Unknown

Center

Right Edge
Left Edge

Coordinate system and datum for the Z coordinate
Maximum wall thickness.

XY Relative
Position

Relative position of XYZ Observed with respect to the
horizontal alignment of the utility feature.

XYZ

X, Y, and Z coordinates representing the center of the
utility feature for data exchange purposes. Depending
on the implementation, the X, Y, and Z coordinates
may be stored as separate fields in a table or as part
of an array that contains spatial data in a single field.
For non-linear structures, XYZ represents an anchor
point used for 3D representations, which may or not
coincide with the feature’s centroid. In many cases,
XYZ coincides with the observed location in the field
(e.g., center of manhole lid). For proper orientation in
a 3D space, the Azimuth attribute is also necessary.
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XYZ Junction
Point

XYZ
Observed

Z Relative
Position

X, Y, and Z coordinates of the junction point where two
features connect (e.g., the point where a pipe into a
manhole or vault, or the point where a manhole
chimney connects to a vault).
X, Y, and Z coordinates of the utility feature as
measured in the field. Depending on the
implementation, the X, Y, and Z coordinates may be
stored as separate fields in a table or as part of an
array that contains spatial data in a single field.
Relative position of XYZ Observed with respect to the
elevation of the utility feature.

Center
Crown/Top
Soffit

Invert
Bottom

Table 6. Domain Definitions for Utility Type
Utility Type
Chemical
Communication

Compressed Air or Other Gas
Disposal
Electric
Heating and Cooling
Natural Gas
Non-Potable Water

Petroleum
Reclaimed (or Recycled) Water
Steam
Storm Water
Wastewater
Water
Joint Use

Carries
Chemical substances other than petroleum and
natural gas.
Data, voice, and/or video signals. Depending on the
carrier technology and other factors, a
communication feature can include optical fiber,
coaxial cable, or twisted pair copper.
Compressed air or a gas other than natural gas.
Disposal substances, typically in connection with the
extraction of hydrocarbon products.
Electrical power.
Fluids used to heat or cool buildings and other
facilities.
Flammable gas, mostly methane, that occurs
naturally underground.
Non-potable water. Non-potable water is water that
has not been tested, treated, and approved for
human consumption.
Raw or refined petroleum products in a liquid state.
Water that has been reclaimed or recycled and can
be used for new, usually non-drinking, purposes.
Pressurized steam.
Storm water.
Water that has been used at homes, businesses, and
industrial processes.
Potable water.
More than one type of utility.
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Table 7. Domain Definitions for Operational Status
Operational Status
Proposed
In Service

Out of Service
Abandoned in-Place

Removed
Unknown

A.

Description
Proposed utility feature that has not been built yet
Active, in-service utility feature (including shortterm service interruptions for maintenance
activities)
Temporary non-usage of a functioning utility
feature in which property rights are maintained
Permanent non-usage (i.e., the utility feature will
not be used again) in which property rights are
relinquished but liabilities (e.g., environmental
liabilities) are maintained
Physically removed from the field
Operational status not determined

Definitions and Terms.
1.

Abandoned Utility: Any subsurface installation that is no longer in service and
not connected to any portion of any active subsurface installation.

2.

BPELSG: California Board for Professional Engineers, Land Surveyors, and
Geologists

3.

CI/ASCE 38-02: “Standard Guideline for the Collection and Depiction of Existing
Subsurface Utility Data,” American Society of Civil Engineers, 2003.

4.

CGA Best Practices: The technologies and practices recommended by the
Common Ground Alliance for locating, marking, excavating and mapping
underground utilities.

5.

Consultant: The individual or firm directly, or indirectly through subconsultants,
providing engineering and design-related services as a party to the contract.

6.

Contract Manager: The designated DOT representative responsible to coordinate,
authorize, and monitor the status of Phase Orders issued pursuant to the contract.

7.

Excavation: Any operation in which earth, rock, or other material in the ground is
moved, removed, or otherwise displaced by means of tools, equipment, or
explosives in any of the following ways: grading, trenching, digging, ditching,
drilling, augering, tunneling, scraping, cable or pipe plowing and driving, or any
other way
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8.

Field Mark: To indicate the existence of any utility using the guidelines in
Appendix B of the “Guidelines for Operator Facility Field Delineation” published
in the most recent version of the Best Practices guide of the Common Ground
Alliance, and in conformance with the uniform color code of the American Public
Works Association..

9.

Project Manager: The designated Caltrans representative responsible on a
specific project to evaluate and prescribe SUE needs, and to monitor the
performance of approved tasks.

10.

MUTCD: “Manual on Uniform Traffic Control Devices,” U.S. Department of
Transportation, Millennium Edition, December 2000.

11.

QL A: Utility Quality Level A. The activities involved to obtain the highest
accuracy available for horizontal and vertical location of utilities, via excavation
and exposure (or verification of previously exposed and surveyed utilities), and
subsequent measurement of subsurface utilities, usually at a specific point.

12.

QL B: Utility Quality Level B. The activities involved to determine the existence
and approximate horizontal position of subsurface utilities, via application of
appropriate geophysical methods, and the professional judgment used to correlate
such information to QL C information.

13.

QL C: Utility Quality Level C. The activities involved in surveying and plotting
visible above-ground utility features, and the professional judgment used to
correlate such information to QL D information.

14.

QL D: Utility Quality Level D. Any information on utilities derived from existing
records and oral recollections.

15.

Qualified Person: Any person who completes a training program in accordance
with the requirements of Section 1509 of Title 8 of the California Code of
Regulations Injury and Illness Prevention Program, that meets the minimum
locators training guidelines and practices published in the most recent version of
the Best Practices guide of the Common Ground Alliance.

16.

RNC: Regional Notification Center. The organization of operators of subsurface
installations (currently California811) that provides advance warning of existing
subsurface installations, for the purpose of protecting those installations from
damage, removal, relocation, or repair.
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17.

Subsurface Utility Engineering, or SUE: A branch of engineering practice that
involves managing certain risks associated with utility mapping at appropriate
quality levels, utility coordination, utility relocation design and coordination,
utility condition assessment, communication of utility data to concerned parties,
utility relocation cost estimates, implementation of utility accommodation
policies, and utility design.

18.

Utility: Any subsurface installation, high priority subsurface installation, active
subsurface installation, or inactive subsurface installation, as defined by the
California Safe Dig Act (Government Code §§ 4215 et seq.)

19.

Utility Quality Level: A professional opinion of the quality and reliability of
utility information. Such reliability is determined by the means and methods of
the professional.
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SCOPE OF WORK/DELIVERABLES
Structure Design, Geotechnical Design, Structure Hydraulics, and related Project
Development and Construction Support Services
A.

Purpose of Work.
The Consultant shall perform professional and technical services required for Structure
Design and related Project Development and Construction Support Services for the
Department of Transportation (Caltrans). The Consultant may provide services to Caltrans
including, but not limited to, engineering studies producing Project Development and
Structure Design products and deliverables to support the preparation of the Project Report
(or Project Report equivalents), Project Approval report, developing Structure Design
Plans, Specifications and Estimate; support to the DES Office Engineer during project
Advertisement and Award; project history files; and design support during the construction
phase

B.

Required Services.
1.

Pursuant to an authorized Phase Order, the Consultant shall provide Structure
Design, Geotechnical Design, Structure Hydraulics, and related Project
Development and Structure Construction Support Services.

2.

Structure Design and related Project Development and Structure Construction
Support Services shall include, but not be limited to, Structures Advanced Planning
Studies (APS), Geotechnical reports, Final Hydraulic Report (FHR), tasks
pertaining to Project Reports (PR), Structure PS&E, Structure PS&E bidding
documents, and other project delivery activities. Specific work in the following
areas may be needed:
a.
Independent Cost Estimating for Structure PS&E or Project Report phase
for all cost items in construction project, which may include the preparation
of a critical path method (CPM) construction schedule that is used to
determine the construction contract duration.
b.
Americans with Disability Act (ADA) compliance for transportation
facilities and right-of-ways, which includes work in site assessments, PR
and Structure PS&E.
c.
Technical/Specification writing for PR, and Structure PS&E phases.
d.
Drafting services for Structure PS&E or other project drawings for this
project

3.

The Consultant shall assist Caltrans Division of Engineering Services Office
Engineer (DES-OE) by providing answers to the bidders’ questions during
advertisement and award phase.
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4.

If set forth in an authorized Phase Order, the Consultant shall assist Caltrans in
reviewing the construction contractor’s Request for Information (RFI) by
performing independent modeling, analysis, and engineering studies during
construction.

5.

The Consultant shall assist Caltrans in reviews and approvals of all submittals from
the construction contractor. The most current Caltrans Standard Specifications
allow a minimum six (6) weeks of review time for Caltrans.

6.

Perform Constructability Review: This task involves reviews of plans, special
provisions, and construction sequencing. Review and approve plans and stage
construction prepared by the construction contractor.

7.

The Consultant shall not provide details for construction contractor’s access and
work areas, hauling and disposal methods, equipment, and other similar work items
required solely for the construction contractor’s operations.

8.

The Consultant shall be available to review and validate engineering calculations,
application of engineering judgment, and operation of facilities constructed per the
Consultant’s design in the event of claims or lawsuits arising out of the Consultant’s
work connected with this project at the expense of the Consultant without further
compensation.

9.

The Consultant shall conduct hydraulic studies and prepare written reports, models,
maps, charts, and graphs for rivers, canals, and floodways where Caltrans or local
agency infrastructure encroach into waterways. The Consultant shall calculate
flood frequencies and design flows. Calculate scour associated with bridge
openings and recommend design elements. Design hydraulic structures bank
protection and energy dissipaters.

10.

The Consultant shall compose Structure Hydraulic and Hydrology Reports for
waterway crossings as needed. Perform site visits as needed. Review and calculate
scour associated with seismic retrofit bridges. Prepare Draft Final Hydraulic
Reports during PAED Phase. These are checked, unsigned reports. Prepare Final
Hydraulic Reports. These are checked, signed and sealed reports.

11.

The Consultant shall provide geotechnical services, perform geotechnical site
investigations and design services. The Consultant must comply with applicable
current Geotechnical Services Standards and policies and quality requirements.
These standards and policies are available from the Geotechnical Services website:
http://www.dot.ca.gov/hq/esc/geotech/.
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12.

The Consultant shall perform C-57 oversight of Caltrans drill crews as described in
the applicable sections of this Article, and any other applicable articles. The C-57
oversight requirement is defined as the permitting requirement in California for
borehole or well construction work. The permit application must be signed by a C57 State licensed contractor as the representative of Caltrans (Owner).

13.

The Consultant will provide staff to assist Caltrans drill crews to allow Caltrans
forces to perform drilling operations. The consultant will also supply their own rigs
and drill crew as needed. The Consultant will provide personnel to submit a
completed permit request. The Consultant will provide personnel to work aside
Caltrans staff to assure Caltrans is in compliance with all local requirements and
complete the necessary documentation pre/post drilling to the proper authorities.
After C-57 work is completed the work will be over sighted by the Engineer in
charge to assure compliance with all regulatory requirements.

14.

Geotechnical site investigations, C-57 oversight of Caltrans drill crews and design
services will lead to delivery of work products including but not limited to:
•
Structure Preliminary Geotechnical Report (SPGR)
•
Preliminary Foundation Report (PFR)
•
Foundation Report (FR)
•
Foundation Reports for Earth Retaining Systems ( FR for ERS)
•
District Preliminary Geotechnical Report (DPGR)
•
Geotechnical Design Report (GDR)
•
Well Completion Report (WCR)
•
Borehole Backfill Data Sheet (BBDS)
•
Drill Logs (DL)

15.

The Consultant shall prepare all SPGRs, FR’s and PFR’s in conformance with,
and in accordance with all relevant sections of the manual “Foundation Reports
for Bridges,” hereafter “Foundation Guidelines” and “Foundation Foundation
Reports for Earth Retaining Systems,” which is available online:
http://www.dot.ca.gov/hq/esc/geotech/geo_manual/manual.html

16.

The Consultant shall prepare all DPGRs as needed in conformance with the
“District Preliminary Geotechnical Reports” as stated in “Geotechnical Manual”.

17.

The Consultant shall prepare all GDRs as needed in conformance with the manual
“Guidelines for Preparing Geotechnical Design Reports”, hereafter “GDR
Guidelines” which is available on-line:
http://www.dot.ca.gov/hq/esc/geotech/geo_manual/manual.html. The Consultant
shall also include all relevant sections of the “GDR Guidelines” with all GDRs.
Deviations must be approved by the Caltrans Phase Order Manager in writing.
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18.

GEOTECHNICAL DATA MANAGEMENT
a.

b.

c.

d.

19.

LOTBs will be prepared for all geotechnical-boring logs performed for a
structure project, and are included in the project construction contract plans,
and as an addendum to geotechnical reports provided under this contract.
Boring records will be prepared for GDRs and included in the report.
All LOTBs shall be produced for each borehole logged by the Consultant (a
PG, CEG, PE, or GE) and shall be signed and affix their professional seal to
the final LOTBs.
LOTBs and Boring Records must comply in form and content with the “Soil
and Rock Logging Classification and Presentation Manual”, latest edition
(Logging Manual) and the QC/QA procedures which are available on-line:
http://www.dot.ca.gov/hq/esc/geotech/sr_logging_manual/page/logging_ma
nual_2010.pdf and
http://www.dot.ca.gov/hq/esc/geotech/geo_manual/manual.html
The Consultant shall prepare As-Built LOTBs in accordance with Section
5.2.4 of the Logging Manual listed in paragraph “c” above.

SITE INVESTIGATIONS

a.

Site investigations includes efforts and products required to reday a site for
subsurcae exploration including; work plans; health and safety plans; site
safety plans; site assessment questionnaire; utility clearance; obtaining
permits; traffic control; site preparation, including but not limited to grading
. Drilling, includes drilling with remote access using helicopter and portable
rig; sampling; field testing; working at contaminated sites; disposal of drilling
waste; surveying; performing laboratory tests; and scope of final reports.

b.

The Consultant shall perform site investigations in accordance with the
following requirements:
•
Perform all work in accordance with the approved work plan and site
safety plan.
•
Notify the Contract Manager at least two (2) working days before the
commencement of any fieldwork.
•
Perform all work in accordance with the Scope of Work of this contract.
•
Ensure that all required equipment and materials are present at the site
and in good operating condition at the beginning of each workday.
Consultant shall supply backup equipment, as needed on-site for each
job.
• Have, or be able to obtain, all the personnel, energy sources, equipment
and materials necessary to comply with the provisions of this contract
throughout the contract term. Consultant personnel must hold all
appropriate California licenses, including, but not limited to C-57 and if
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•
•
•

•

•
•

•

•

20.

required C-61 licenses. The C-61 license is defined as drilling, blasting
and oil field work contractor. A drilling contractor that does core and
post hole drilling, horizontal drilling (no piping) and drilling for
placement of charges and performing blasting work; performs drilling
for site dewatering, oil well drilling and other oil field related specialty
work.
Obtain all necessary regulatory and/or Caltrans permits (Caltrans will
provide environmental permits for grading).
Notify and coordinate with Caltrans District Maintenance Personnel as
appropriate for the project.
Conduct all drilling and sampling under the responsible charge of a PG,
CEG, GE, or PE with at least five (5) years’ experience conducting
geotechnical investigations.
Perform all geologic borehole logging in accordance with Caltrans “Soil
and Rock Logging Classification and Presentation Manual”, 2010
edition (Logging Manual) which is available online:
http://www.dot.ca.gov/hq/esc/geotech/sr_logging_manual/page/logging_
manual_2010.pdf
Seal all test borings in compliance with this Contract and local
regulatory requirements.
Follow Caltrans GS-1 Directive and Geotechnical Manual-Supplemental
A which is available online:
http://www.dot.ca.gov/hq/esc/geotech/geo_manual/manual.html
Have, or be able to obtain, all the personnel, energy sources, equipment
and materials necessary to conduct geotechnical site investigations in
contaminated environments.
Characterize, transport, and dispose of all drilling wastes to an
appropriately licensed disposal facility and provide appropriate
documentation to the Caltrans Phase Order Manager or Contract
Manager.

TRAFFIC CONTROL
a.

When specified in the Phase Order, the Consultant shall provide traffic
control (barricades, portable flashing beacons, cones, lights for night
work, and detours) necessary to accomplish the contract work. The
Consultant shall coordinate traffic control with the appropriate local
jurisdiction including Caltrans Traffic Operations.

b.

The Consultant shall provide traffic control in accordance with the
following provisions:
Consultant shall comply with applicable sections of Caltrans 2010
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Standard Specifications for traffic control requirements, Caltrans Division
of Maintenance – Chapter 8, “Protection of Workers” and applicable
sections of Caltrans Standard Plans for shoulder closure. These
manuals/documents are available on-line:
http://www.dot.ca.gov/hq/esc/oe/construction_standards.html
and
http://www.dot.ca.gov/hq/traffops/engineering/
and
http://onramp.dot.ca.gov/hq/maint/mset/workersafety.shtml
and
http://www.dot.ca.gov/hq/esc/oe/project_plans/highway_plans/2010RSPand-NSP/rspt10.pdf
c.

Consultant shall obtain the necessary encroachment permits and
Approvals required for placing, operating, maintaining, repairing,
replacing, transporting and removing of traffic control and traffic control
devices.

d.

Consultant shall conduct operations so as to offer the least possible
obstruction and inconvenience to the public and to have under trafficontrol
no greater length or amount of work than can be prosecuted properly with
due regard to the rights of the public. All public traffic shall be permitted to
pass around the work with a minimum of inconvenience and delay.

e.

Consultant shall implement protective measures that are necessary to
prevent accidents or damage or injury to the public or its employees. No
operations shall create a condition hazardous to traffic or to the public.

f.

Consultant shall enter and leave the highway via existing ramps and
crossover in the direction of public traffic. There will be no movement
across lanes.

g.

All trucks or other mobile equipment leaving the public traffic lane to enter
the work area shall slow down gradually in advance of the turnoff to allow
following traffic an opportunity to slow down.

h.

If the Phase Order indicates that Caltrans will provide traffic control, the
Consultant shall make arrangements with the Caltrans District Maintenance
Supervisor in advance of the work and obtain any necessary encroachment
permits. The Contract Manger or the Phase Order Manager will provide the
necessary information for the Caltrans District Maintenance Supervisor.
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21.

i.

The Consultant shall provide equipment for highway shoulder closures as
directed in the Phase Order and its work plan. The shoulder closure
equipment shall include a crash-attenuation truck or other appropriately
sized vehicle that protects workers from errant vehicles in the immediate
vicinity of the work in progress (e.g. drilling).

j.

The Consultant shall perform all work necessary to maintain shoulder
closures during the drilling operation. Such work includes but is not limited
to setting up and removal of traffic cones, changeable message signs,
warning signs, and providing safe access of work vehicles into and out of
the closure.

k.

The Consultant shall provide equipment for highway lane closures as
directed in the Phase Order and its work plan. The lane closure equipment
shall include a crash-attenuation truck or other appropriately sized vehicle
that protects workers from errant vehicles in the immediate vicinity of the
work in progress.

l.

The Consultant shall perform all work necessary to maintain lane closures
during the drilling operation. Such work includes but is not limited to setting
up and removal of traffic cones, changeable message signs, warning signs,
and providing safe access of work vehicles into and out of the closure.

DRILLING
a.

Drilling shall be performed in compliance with the Geotechnical ManualSupplement A which is available online:
http://www.dot.ca.gov/hq/esc/geotech/geo_manual/manual.html.
(GMSA is not available via the link provided at the time of this review)
The Consultant shall be capable of providing drill rigs and support equipment
for any of the following types of subsurface boring techniques:
•
Mud rotary
•
Rock coring
•
Casing advancer
•
Solid-stem auger
•
Hollow-stem auger
•
Bucket auger
•
Horizontal drilling
•
Limited access drill rig
•
All terrain drill rig
•
Air–rotary/percussion
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•
•
•

Electronic Cone Penetrometer
Dynamic Testing (driving rig)
Borehole geophysical testing

b.

The Consultant shall have the capability to drill through, core, and sample soft
or poorly consolidated material, engineered fill, asphalt, concrete, intermediate
geologic material, and rock. Equipment used to make test borings must be
capable of recovering continuous soil and rock core samples to a depth of 600
feet below the ground surface.

c.

Borehole logging vehicles shall be capable of transporting and operating all
borehole geophysical probes requested by the Phase Order.

d.

Bucket Auger rigs shall be capable of attaining a minimum of 150 feet depth
and shall have the capability to core weak rock. The rig shall be equipped with
various samplers that include Standard Penetration Test (SPT) wireline
sampling and modified California samplers. The Consultant shall advance test
borings in both soil and rock by equipment, techniques, and methods specified
in the Phase Order. The Consultant shall be able to drill or drive casing that is
greater diameter than the drill bit. The Consultant shall anticipate the
occasional need to install drill casing to assist drilling, sampling, and core
recovery. The Consultant shall use water, bentonite mud, or polymers to keep
the borehole open and samples recoverable.

e.

Consultant must maintain adequate water supply and/or water truck to drill at
all times. No downtime should occur because of lack of water. Consultant
will not be reimbursed for any down time occurred due to lack of water.
Consultant must make arrangements with local water districts or agencies to
obtain water and provide copies of the permit or agreement to the Contract
Manager. Consultant will obtain the meters from the appropriate authorities
and will be responsible for meter usage and care. Metering will be the
responsibility of the Consultant. Water for drilling operations shall be supplied
by the Consultant at its own expense.

f.

All drilling shall be performed in conformance with the minimum bit size
requirements specified in the following table:
Type of Drilling
Mud rotary
Solid-stem auger
Hollow-stem auger
Bucket auger

Minimum Bit O.
Diameter (inch)
3.75
6
7.5
24
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Air-rotary/percussion
Hand augering

4

g.

Drill rigs must be capable of hydraulically pushing thin-walled soil samplers
or driving thick-walled soil samplers, and obtaining continuous core samples
of soil through by either wireline or conventional-, using thin-walled sample
tubes, or 5-foot punch core barrels used within the lead auger system.

h.

Electronic Cone Penetration or Cone PenetrationTest (CPT) rigs shall be 20ton rig or heavier. The probe shall consist of a piezocone with 10 cm2
projected tip area, 60o apex, and 150 cm2 friction sleeve. The soundings shall
be performed according to ASTM D5778 standard using electronic Type-1
and Type-2 piezocones. The sounding data shall be provided in both hard copy
and digitized version in ASCII formats.

i.

The CPT instrument shall also be capable of providing the generation and
recording of seismic shear waves at a 3-feet test interval.

j.

The Consultant shall be able to core or cut oversize holes (up to 12 inches
diameter) through existing roadway or bridge asphalt, concrete, and rebar up
to 20 inches thick to perform borings beneath such materials.

k.

Drilling lead workers shall have a minimum of five (5) years of experience in
conducting drilling operations for geotechnical investigations in both soil and
rock, and be knowledgeable about mud rotary and augering drilling and
sampling techniques. Drilling lead workers should have resume included in a
bid package. The Contract Manager or Caltrans Drilling Services Supervisor
(CDSS) or Caltrans Senior Foundation Driller (CSFD) acting on behalf of the
CDSS, may inspect the drilling operation to determine whether the operation
is in conformance with acceptable drilling and sampling standards and this
contract. Upon notice of non-compliance of drilling and/or sampling
standards by any of the Caltrans personnel listed above, the Consultant shall
promptly remove Drillers from Caltrans project sites, who fail to perform
adequately, and take immediate action to correct poor performance.

l.

The Consultant shall be able to set up and drill boreholes at each of the
locations specified in its work plan. The Consultant shall have capability to
drill boreholes in difficult access areas.

m. The Consultant shall perform hand augering in advance of drilling where
utilities are suspected. In general, hand augering shall be performed no less
than 6 feet beneath the ground surface if drilled within 3 feet of a utility line
in accordance with “Code of Safe Drilling Practices”. The Contract Manager
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will provide a copy of the “Code of Safe Drilling Practices” to the Consultant
upon execution of the contract and notice to proceed by the Contract Manager.

22.

23.

n.

During night drilling, Consultant is responsible for providing adequate night
lighting.

o.

The Consultant shall contain all drilling fluids and dispose as specified in
Soils and Rock Lagging Section below.

p.

The Consultant will conduct Tailgate Safety Meetings as specified in the
“Caltrans Safety Manual” (http://www.dot.ca.gov/manuals.htm) and the
“Code of Safe Drilling Practices”, and provide the necessary documentation
that the meeting took place, provide handouts if needed and provide written
requirements for the specific work locations.

SOILS AND ROCK LOGGING
a.

All test borings and geologic logging shall be performed by, or under direct
supervision of a PG or PE registered in the State of California. The personnel
involved in the work shall have at least five (5) years’ experience in performing
geologic logging for geotechnical investigations. Field personnel shall be
qualified and experienced in recording boring data, describing and identifying
soils with respect to engineering properties, and conducting field tests on the
recovered soil and rock core samples.

b.

Borings shall be logged in accordance with the Caltrans Logging Manual. At
a minimum, samples for logging purposes shall be taken every 5 feet intervals.
Tests and descriptions shall be noted on the log corresponding to the depth of
the sample.

c.

Caltrans may elect to perform its own borehole geophysical logging on
boreholes constructed by the Consultant. In such case, Caltrans shall be
responsible for providing all equipment and personnel necessary for
conducting such tests.

OVERSIGHT OF CALTRANS DRILLING OPERATIONS
a. The Consultant shall review the Caltrans GS-01 Directive and Geotechnical
Manual-Supplemental A which is available on-line:
http://www.dot.ca.gov/hq/esc/geotech/geo_manual/manual.html
b. The Consultant shall obtain and review the Local Enforcement Agency (LEA)
permits and requirements prior to performing any work.
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c. The Consultant is responsible to ensure all drilling activities and regulatory
documents (i.e. Well Completion Reports (WCRs)) are in compliance will all
California Water Code and/or LEA permit/condition requirements.
d. Consultant shall perform all work in compliance with the LEA
permit/conditions and the California Water Code.
e. When required, the Consultant shall be responsible for completing and
submitting the “Well Completion Report” (Department of Water Resources
(DWR) Form 188)) for construction and destruction of monitoring wells. The
Consultant will provide a copy of the DWR Form 188 for review within five
(5) days of construction/destruction. After Caltrans' review and approval, the
Consultant will submit a copy of the DWR Form 188 to the LEA, DWR and
Caltrans within the timeframes prescribed in the Well Completion Report
Process.
f. The Consultant shall provide to the Caltrans Phase Order Manager the date the
WCR was submitted to the LEA and DWR.
g. When required the Consultant shall complete the Borehole Backfill Data sheet
(BBDS) and the Drill Logs (DL).
24.

BOREHOLE GEOPHYSICAL LOGGING
a. The Consultant shall perform borehole geophysical logging as specified in the
Phase Order. The Consultant shall provide the appropriate geophysical
instrument for each log to be performed.
b. The Consultant shall be able to perform the following tests:
•
PS Suspension Logging
•
Resistivity
•
Conductivity
•
Natural Gamma
•
Full Wave Sonic (P-wave velocity)
•
Mechanical Caliper
•
Borehole Deviation
•
Acoustic Televiewer
•
Optical Televiewer
c. All borehole geophysical logs provided by the Consultant shall contain the
following boring information:
•
Boring Name/Number
•
Location/Site Name
•
Surface Elevation
•
Casing Height (above surface)
•
Depth Reference (description)
•
Borehole Diameter
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•
•
•
•
•

Casing Information (type, diameter, depth)
Drilling Fluid Description required for specific log corrections (e.g., type,
resistivity, temperature)
Level of Fluid in Borehole at Time of Logging
Other construction information that may impact interpretation (e.g.,
locations and composition of annular seals, filter pack and screen)
Drilling Information (date drilled, drilled depth, time/date circulation
stopped)

d. All borehole geophysical logs provided by the Consultant shall contain the
following log information:
•
Type of Log
•
Run Number
•
Name(s) of Operators, Observers
•
Date Logged
•
Probe Description (Name, Serial Number)
•
Logging Speed (if analog equipment is used)
•
Recorder Scale (if analog equipment is used)
•
Module/Panel Settings (if analog equipment is used)
•
Calibration Data
•
Listing of all other logs run on same date
•
Additional comments (e.g., adverse weather, logging conditions, any
irregularities in calibration, logging procedure)
e. If borehole location is not provided by Caltrans, boreholes shall be located per
Section LOCATING BOREHOLES of this Scope of Work. The starting depth
of the log shall be referenced to the borehole elevation.
f. Repeat logs shall be performed for quality control. The repeated portion of the
log should span an interval of maximum signal variation and any intervals of
particular interest to the study. Repeat logs shall be documented and the logs
included in the LOTB.
g. Log headers shall contain the information listed in paragraphs ”c” and “d”
above.
h. Where combination probes are used, the borehole measurements should be
corrected for differences in measuring depth between the tools. The correction
may be automatic, or may be performed by manually shifting the responses of
the accessory logs to align with the primary log. The correction shall be noted
in the log header.
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i. Geophysical logs should be presented using linear scales whenever possible.
However, when necessary to show the range of signal variation, logarithmic
scales in the appropriate tracks are acceptable.
j. The vertical scale shall be chosen based on site specific resolution requirements,
but should not be greater 1:200. The horizontal scale for each log should be
chosen to accommodate the expected range of signal variation.
k. Copies of the geophysical log data and header information shall be provided on
digital media. The media type to be used shall be acceptable to Caltrans. All
digital copies of geophysical logs shall conform to Version 2.0 of the CWLS
Log ASCII Standard (LAS 2.0), available for download at:
http://www.cwls.org/las
l. Caliper probes shall be of the finger type, and possess at least three (3)
mechanical measuring arms of sufficient length to span the expected range of
borehole diameter changes. X-Y Caliper probes (4-arm probes capable of
measuring borehole diameter independently on two orthogonal axes) may be
substituted upon approval by the Contract Manager.
m. The appropriate logging speed shall be chosen on a site-specific basis for the
geophysical test to be run. Unless otherwise specified by the Contract
Manager, logging speeds shall not exceed 33 feet (10 meters) per minute.
n. For borehole geophysical tests performed by Caltrans, the Consultant shall
provide access to the borehole and assist Caltrans personnel during the testing.
Assistance includes maintaining fluid in the borehole, providing lines for the
winch and pulley, and guiding instruments into and out of the borehole.
o. The Consultant shall provide the borehole geophysical data along with
interpretation of the data in a written report. Geophysical reports shall be
prepared under the direction of and signed by a Professional Geophysicist
(PGP). The Consultant may be provided with copies of additional information
to support development of the borehole geophysical report, including:
• General Plans
• Borehole Geophysical Test Data performed by Caltrans
• Foundation Plans
• Logs of Test Borings (LOTBs)
• Foundation data as needed (e.g., unit weight, soil and rock classification,
unconfined compressive strength, core photos)
q. Geophysical reports performed under this section shall contain the following:
• Introduction / Description of Geophysical Tests Performed
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•
•
•
•

Purpose of Geophysical Tests performed
Interpretation of Test Data
Presentation of Graphical Results (including copies of all borehole
geophysical logs used for interpretation)
Data Quality

r. Shear-wave velocity measurements acquired by Electronic Cone Penetrometer
shall be considered Borehole Geophysical Logging for purposes of this
Contract.
s. Copies of all borehole geophysical logs acquired under this Contract shall be
electronically affixed to the Caltrans Project Plan sheet and comply with the
appropriate LOTB format requirements. The LOTBs shall be signed by the
PGP, CEG, PE or GE with seal affixed.
25.

SURFACE GEOPHYSICAL SURVEYS
a. The Consultant shall perform surface geophysical surveys as specified in the
Phase Order. The Consultant shall provide the appropriate geophysical
instrument for each survey to be performed.
b. Caltrans may elect to perform its own surface geophysical surveys. In such
case, Caltrans shall be responsible for providing all personnel necessary for
conducting such tests. The Consultant may be asked to provide equipment to
support the survey.
c. The Consultant shall be able to perform the following tests:
•
Seismic Refraction
•
Seismic Tomography
•
Ground Penetrating Radar
•
Surface Wave Inversion
•
Frequency Domain Electromagnetic
•
Time Domain Electromagnetic
•
Resistivity
•
Magnetometry
d. The Consultant shall provide the geophysical data along with interpretation of
the data in a written report. Geophysical reports shall be prepared under the
direction of and signed by a Professional Geophysicist (PGP). The Consultant
may be provided with copies of additional information to support
development of the geophysical report, including:
•
•

General Plans
Borehole Geophysical Test Data performed by Caltrans
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•
•
•
•

Surface Geophysical Test Data performed by Caltrans
Foundation Plans
Logs of Test Borings (LOTBs)
Foundation data as needed (e.g., unit weight, soil and rock classification,
unconfined compressive strength, core photos)

e. Geophysical reports performed under this section shall contain the following:
•
•
•
•
•
26.

Introduction / Description of Geophysical Tests Performed
Purpose of Geophysical Tests performed
Interpretation of Test Data
Presentation of Graphical Results (including copies of all surface
geophysical profiles / surface plots used for interpretation)
Data Quality Summary

SAMPLING AND FIELD TESTS
a. The Consultant shall perform field tests and obtain representative samples of
the subsurface soil and rock materials for soil laboratory tests at a site, as
specified in the Phase Order. The Consultant shall provide the sampling
containers, sizes, identification protocol, and quantities in accordance with the
Logging Manual.
b. The Consultant shall be able to obtain undisturbed soil samples using thin
and/or thick walled sample barrels with brass sleeve inserts. Thin-walled
samplers shall be pushed into the soil while thick walled samplers may be
driven. Thin-walled Shelby tube samples shall be obtained in accordance with
ASTM D1587.
c. The Standard Penetration Test (SPT) shall be performed in accordance with
ASTM Procedure D1586. Disturbed soil samples may also be obtained from
the SPT, from punch cores, or from auger cuttings. Representative disturbed
soil samples shall be collected and submitted to the soils laboratory for analyses
of gradation, corrosion, Atterberg Limit Tests, or other tests as directed in the
Phase Order. The Consultant shall perform pocket-penetrometer and torvane
tests on cohesive soil samples, and record the values in the field logs and in the
LOTB’s.
d. The Consultant shall perform other field tests that acceptable geologic practice
would deem necessary to describe and classify the soils for logging. If the
Consultant desires to perform more tests then necessary by the common stateof practice then the consultant will bear the cost of such tests. Permission from
the Contract Manager is required prior to a change in scope or testing.
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e. As directed by the Phase Order, continuous coring of unconsolidated materials
(punch cores) shall be recovered by drilling systems configured with a 5-foot
long inner tube core barrel. Punch core shall be a minimum of 2.4 inches in
diameter requiring either Type “HX” or 94-mm system. Type “NX” core
diameter system will only be used at the request of the Contract Manager,
CDSS, or CSFD request. The Consultant at its option may perform punch core
at its own expense.
f. Rock core samples shall be recovered by drilling systems configured with a 5foot assembly with an outer core barrel and split inner barrel. Rock core shall
be a minimum of 2.4 inches in diameter. The Consultant is required to use Type
“HX”, 94-mm wireline, or equivalent wireline coring system such as a triple
tube on approval from the Contract Manager. The Consultant shall properly
store all rock cores in rock core boxes and label samples in accordance with the
“Logging Manual” listed above. The Consultant shall provide photos of each
core box.
g. The Consultant shall keep all soil samples at the project site or other secure
location that is accessible to the Contract Manager for inspection. The
Consultant shall photo document the inventory of all labeled soil samples, and
submit the inventory to the Contract Manager upon invoicing.
27.

TEMPORARY INSTALLATIONS: This include slope inclinometer,
piezometers and geophysics boreholes.
a. The Consultant shall install temporary piezometers when necessary to verify
ground water levels during the investigation and provide ground water
information for the design of the project. Groundwater information shall be
provided for each boring. See Logging Manual, “Soil and Rock Logging
Classification and Presentation Manual”, 2010 edition (Logging Manual) and
the QC/QA procedures which are available on-line:
http://www.dot.ca.gov/hq/esc/geotech/sr_logging_manual/page/logging_manu
al_2010.pdf and
http://www.dot.ca.gov/hq/esc/geotech/geo_manual/manual.html
Non-measurement of ground water due to the use of rotary wash drilling will
not be acceptable. Temporary piezometers shall consist of 38-mm (1.5-inch)
diameter slotted PVC plastic pipe installed within a completed borehole.
Ground water shall be monitored in the temporary piezometers during the
project drilling as follows:
•
Once upon installation of the piezometer
•
Once during the project or as directed by the Phase Order Manager
•
Once prior to piezometer destruction.
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1. The Consultant shall remove the temporary piezometer by removing the
PVC pipe from the borehole. The borehole shall then be destructed in
compliance with the provisions of this Contract and Local Enforcement
Agency (LEA) requirements.
2. If so directed in the Phase Order, the annular space between the borehole
and the installed PVC pipe shall be tremie-filled with No. 8 Monterey
sand or equivalent. These piezometers shall be removed by over-drilling
the borehole, if necessary and destructed in compliance with the
provisions of this contract.
b. The Consultant shall install slope inclinometers in completed boreholes as
directed in the Phase Order. Slope inclinometer (SI) pipe shall be made of 70mm diameter solid Acrylonitrile Butadiene Styrene (ABS) with a wall thickness
of 5-mm. The pipe shall be longitudinally grooved at 90-degree intervals within
the circumference. The pipe shall be installed such that the grooves within the
pipe are aligned in the direction of suspected slope movement. The Consultant
shall grout the annulus between the slope inclinometer pipe and the borehole
from the bottom to the surface. The Consultant shall use reverse-thread tremie
pipe and a sufficient number of check valves to prevent back flow of grout into
SI casing. The grout mixture shall comply with the LEA requirements. The
Consultant shall supply and install 6-inch locking well covers flush to the
ground surface on the completed SI’s, or raised well covers as specified by the
Contract Manager, CDSS or CSFD. Consultant shall survey and provide the
locations of the SI’s on a plan map of the project.
c. For geophysics case and grout boreholes the Consultant shall install PVC casing
and grout the annulus of completed boreholes as directed in the Phase Order.
Casing and grouting may be necessary when borehole geophysical testing
cannot be performed immediately or when other conditions exist that may
necessitate casing and grouting. Unless otherwise specified by the Contract
Manager, the casing pipe shall be made of closed-end, 3-inch diameter solid
Schedule 40 PVC.
28.

LABORATORY TESTS
a. The Consultant’s soils laboratory shall be accredited by AASHTO Materials
Reference Laboratory (AMRL). The laboratory shall also be qualified by
Caltrans. Laboratory testers shall be qualified by Caltrans to perform specific
tests that require Caltrans certification/qualification. All ancillary costs
associated with the analytical test performed, including but not limited to
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shipping, storage, preservation, preparation, reporting, and disposal, are borne
by the Consultant.
b. The Consultant shall communicate to the laboratory any special criteria for
performing the analyses.
c. The Consultant’s soil laboratory shall report results according to the test method
including graphical presentations and summaries of the laboratory data. The
laboratory report shall state the condition of the soil samples and suitability for
testing, and reliability of results.
d. Soils laboratory tests shall be in conformance with California Test Method,
ASTM or AASHTO standards as appropriate.
e. Caltrans, at its option, may elect to perform tests in Caltrans Geotechnical
Laboratory.
f. The Consultant shall be able to perform the following laboratory tests on
contaminated soils as well as non-contaminated soils and/or rock:
LT-Unit Weight (gm/cc)
LT-Percent Moisture Content
LT-Specific Gravity
LT-Mechanical Analysis
LT-Plasticity Index
LT-Consolidation
LT-Triaxial – Unconsolidated Undrained – UU
LT-Triaxial – Consolidated Undrained with pore pressure meas. – CU (e)
LT-Sand Equivalent CTM-217
LT-Durability Index CTM-229
LT-Triaxial – Consolidated Drained - CD
LT-Triaxial – Bump
LT-Unconfined Compression - qu
LT-Direct Shear
LT-Permeability – Falling head
LT-Permeability – Constant head
LT-Compaction Curve CTM-216
LT-Tube Calibration CTM-110
LT-Maximum-Minimum Density
LT-Shrinkage Limit
LT-Swell Pressure
LT-Swell Volume
LT-CTM No. 301 – Soil R-value
LT-Wick Drain
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LT-Corrosivity per Caltrans Standards: CTM’s 201, 202, 417, 422, 643
LT-Unconfined Compressive Strength for Rock Sample
LT-Point Load Test for Rock Samples
g. The Consultant shall label, identify, preserve, and ship soil samples as directed
in a Phase Order. Soil samples to be tested by Caltrans shall be sent to either
Caltrans Translab at 5900 Folsom Boulevard, Sacramento, CA, 95819-4612 or
Southern Cal Soils Testing Lab, 13970 Victoria Street, Fontana, CA, 923360877 as directed by Caltrans.
29.

CONTAINMENT, STORAGE, AND REMOVAL OF DRILLING WASTE
a. The Consultant shall perform the following:
•
Contain drilling wastes within a portable drilling mud-tub during the
drilling operation. The Consultant shall contain all drilling fluids at all
times during the operation.
•
Store excess drilling wastes in drums or other sealed containers after each
day’s work. Drums must be properly labeled and removed to specified
drum storage as directed by the Contract Manager or the Phase Order
Manager. Perform all analytical tests deemed necessary by the
Consultant, in consultation with the accepting waste facility, to
characterize the drilling wastes prior to transporting the drilling wastes off
site. At the request of the Contract Manager, the Consultant shall provide
copies of the analytical reports performed on the wastes.
•
Drilling Waste must be transported and disposed of to a licensed waste
disposal facility in accordance with all applicable state and federal
regulations. All fees and costs and documentation verifying proper chain
of custody associated with the disposal of drilling wastes to a stateregulated Class 2, Class 3, or unclassified disposal facility are the
responsibility of the Consultant.
b. The Consultant shall notify the Contract Manager or the Phase Order Manager
if analytical results of tests performed on the drilling wastes indicate the drilling
waste is classified as ‘hazardous waste’ in accordance with state or federal
regulations. The Consultant shall be responsible for providing transportation
and disposal of hazardous waste using appropriately licensed subcontractors.
Consultant will select/approve disposal facility nearest to job site, provide an
EPA Generator Identification Number, and sign all Uniform Hazardous Waste
Manifests and Waste Profiles.

30.

BOREHOLE SEALING
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a. All boreholes constructed by the Consultant shall be properly sealed in
accordance with the LEA requirements and water codes.
b. The Consultant shall have available all necessary equipment to tremie materials
into boreholes, mix grout, and pump grout in one continuous operation.
31.

LOCATING BOREHOLES
a. The Consultant shall determine the elevations of all boreholes at the project site,
as directed by the Phase Order. Caltrans will provide at least one elevation
benchmark for the project site. The Consultant shall use the benchmark
provided by Caltrans as its primary reference to determine borehole elevation.
Borehole elevations shall be measured to within an accuracy of 0.5 inch.
b. The Consultant shall locate borehole positions with respect to physical
features shown on the project plans, and determine stationing and offset
distances from the project layout line shown on the foundation plan. The
stationing, offset, and elevation shall be shown on the field notes for each
borehole.
c. Borehole locations shall be measured to a horizontal accuracy of one foot.

32.

CONTAMINATED SITES
a. The Phase Order will specify whether the site has been identified as having
environmental contamination. Caltrans will provide the Consultant with the
copies of available reports that characterize contamination at the site at the
time the Phase Order is executed.
b. For sites that are characterized by Caltrans as environmentally contaminated,
the Consultant shall review reports describing the nature and extent of
contamination with respect to its proposed work plan. The Consultant shall
provide a site specific Health & Safety Plan prepared and signed by a California
licensed Certified Industrial Hygienist (CIH) that addresses protection
measures to be taken while conducting the field exploration. The Health &
Safety Plan shall include, at minimum, the following:
•
Health and safety hazards – chemical and physical
•
Level of Protection required for site work
•
Air monitoring plan
•
Personal protective equipment selected for the project
•
Work zone delineation and decontamination procedures
•
Worker training requirements
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•

•

Medical surveillance program for field staff that complies with CalOSHA, the California Code of Regulations, and Federal OSHA
requirements
Plan for testing and disposal of drilling wastes

c. The Consultant shall complete all work in accordance with the Health and
Safety Plan, and shall ensure that all employees, including employees of any
subcontractors, comply with the Health and Safety Plan requirements. All
personnel engaged in field investigations shall be properly trained and certified
for work in contaminated environments. The Consultant shall have current
training certificates of these personnel available at the request of the Contract
Manager. Training shall include, but not be limited to, the use of personal
protection equipment, decontamination procedures, hazard recognition, safe
operation procedures, and emergency response.
d. The Consultant at its option may combine into one all-inclusive report the
required elements of the Health & Safety plan with the Site Safety Plan
requirements of this Contract.
33.

OVERNIGHT SITE SECURITY AND LIGHTING
a. The Consultant shall be solely responsible for safety and security of its
equipment including any associated costs for securing its equipment.

34.

PERMITS
a. General - The Consultant shall secure permits for geotechnical investigations.
The Consultant shall coordinate with federal, state, and local regulatory
agencies, and with Caltrans personnel, to obtain the necessary permits for
drilling. The Consultant shall obtain the following permits, if necessary and as
specified in the Phase Order:
1. Fish & Wildlife Permit - The Consultant shall obtain written permission
from the California Department of Fish & Wildlife when proposing to
perform drilling operations within a stream, river, or any other location
that requires a permit from the agency.
2. Corp of Engineers NWP Permit - The Consultant shall obtain written
permission from, or file written application for a Nationwide Permit
(NWP) exemption to the U.S. Army Corps of Engineers or Regional
Water Quality Control Board when proposing to perform drilling
operations within any stream, river, or any other location that requires a
permit from the agency.
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3. County Drilling Permit - The Consultant shall obtain written permission
from the County environmental health department when performing soil
borings that requires a permit from the agency.
4. Caltrans Encroachment Permit - The Consultant shall obtain written
permission from the Caltrans District Permit office in the Caltrans district
where proposing to perform drilling on state highways or any other
location that requires a permit from the Caltrans District Permit office.
5. City Streets Permit - The Consultant shall obtain written permission from
the City or County when proposing to perform drilling operations within
city or county streets or any other location that requires a permit from the
agency.
6. Right of Entry Permits - Caltrans will obtain permission for performing
any work on private property. The Contract Manager will provide the
Consultant with a copy of the Right of Entry Agreement. Any restrictions
or conditions to the right of entry agreement will be conveyed to the
Consultant in the Phase Order, if available.
b. Permit Fees - The Consultant will estimate the cost of all permit fees to perform
the Phase Order work described in the Phase Order. The Consultant shall pay
for all permit fees, and submit receipts for payment. The Consultant shall be
reimbursed for permit fees at actual cost.

C.

35.

TUNNEL CLASSIFICATION

a.

Prepare and submit memo to determine gassy/non gassy classification in
accordance with the provisions of California Code of Regulation, Title 8,
Subchapter 20-Tunnel Safety Orders.

Structure Design and related Project Development and Structure Construction Support
Personnel Requirements.
1.

Consultant Personnel and Team Member Qualifications.
The responsible Project Engineer person shall be a registered Professional Engineer
licensed in the State of California in good standing with the California State Board
for Professional Engineers, Land Surveyors, and Geologists at all times during the
Contract period, and shall have a documented minimum five (5) years of
demonstrated experience acceptable to Caltrans in Structure Design, Geotechnical
Design and related Project Development and Structure Construction Support or
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related fields. Other project design professionals, such as Assistant Project
Engineers, shall have, at a minimum, a Degree (Bachelors or higher) in Engineering
from an ABET accredited institution (College or University) or possession of a
valid Engineer-in-Training (EIT) certificate issued or accepted by the California
State Board for Professional Engineers, Land Surveyors, and Geologists, and shall
have a documented minimum three (3) years of demonstrated experience
acceptable to Caltrans in Structure Design, Geotechnical Design and related Project
Development and Structure Construction Support or related fields. Other
transportation professionals and specialists should have appropriate degrees,
education, certificates, licenses, applicable work experience, and other professional
affiliations in their related fields.
The Consultant Structure Hydraulics Design person must know the methods of
hydraulic and hydrologic analysis required for various complex stream/ structure
interfaces, be familiar with existing computer programs used in analysis and
knowledge of basic civil engineering surveying methods.
The Consultant Geotechnical Design person shall be a registered PE or CEG.
• Ensuring that all geotechnical services are compliant with all applicable laws,
regulations and local ordinances.
• Ensuring that all geotechnical services are compliant with current Caltrans
Geotechnical Services Standards and Policies.
2.

In this Contract, a person who is authorized to review and approve Consultant
Structure Design and related Project Development and Structure Construction
Support deliverables in place of the Consultant Contract Manager shall be hereafter
referred to as the Consultant Structure Design responsible person. The Consultant
Structure Design responsible person, shall be a Registered Professional Engineer
licensed in the State of California in good standing with the California State Board
for Professional Engineers, Land Surveyors, and Geologists at all times during the
Contract period, signing deliverables under this Contract shall be currently
employed by the Consultant or its Subconsultants at the time the deliverables are
submitted to Caltrans for consideration under the review and acceptance process.

3.

All deliverables under this Contract not fully approved by Caltrans bearing the
signature of the Consultant Structure Design responsible person who is no longer
employed by the Consultant or its Subconsultants, shall be replaced by deliverables
under this Contract bearing the signature of a qualified replacement Consultant
Structure Design responsible person who is currently employed by the Consultant
or its Subconsultants. In such an event, no additional time shall be allowed or cost
reimbursed to the Consultant without the prior written approval of the Caltrans
Contract Manager.
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D.

4.

All Consultant’s work shall be conducted under the direction of the Consultant
Contract Manager who shall have the appropriate experience as described in this
Contract. All deliverables under this Contract requiring the Consultant Structure
Design responsible person’s signature, shall be produced by the responsible
Consultant personnel having appropriate experience, and shall be signed by a
Consultant Structure Design responsible person.

5.

The page which identifies the preparer of engineering reports, technical studies, the
title sheet for specifications, and each sheet of plans, shall each bear the
professional seal, certificate number, registration classification, expiration date of
the certificate, and the signature of the Registered Professional Engineer(s) licensed
in the State of California in good standing with the California State Board for
Professional Engineers, Land Surveyors, and Geologists at all times during the
Contract period, responsible for their preparation.

6.

Consultant personnel (Engineers, Assistants, and Technicians) shall be experienced
in the use of Caltrans engineering drafting/design software and Computer Aid
Drafting & Design (CADD) Based Software including CSiBridge, SAP2000,
Mathcad, MicroStation and others.

7.

All Geotechnical Reports produced by the Consultant under this contract shall be
signed by a California licensed Civil Engineer (PE) or a California licensed
Certified Engineering Geologist (CEG) with at least 5 years experience in the field
of expertise related to the report subject matter. Professional signatures shall
comply with the California Business and Professions Code as well as licensing
requirements set forth by the Board for Professional Engineers, Land Surveyors,
and Geologists. Note: based on these requirements, signatures by both a PE and a
CEG may be required on some reports.

8.

Well Completion Reports (WCRs) or Borehole Backfill Data Sheet (BBDS) shall
be completed and signed by the C-57 licensed Consultant in accordance with the
Geotechnical Manual.

9.

Consultant personnel shall be capable of performing geotechnical site
investigations, C-57 oversight of Caltrans drill crews and design services and/or
preparing reports with recommendations.

Standards.
1.

Manuals, Documents, and Websites.
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The following manuals, documents and links to internet sites are referenced in
association with the work in this Contract. The list is not all-inclusive, but is
intended to illustrate the types of reference material and sources of information.
a.

Memo to Designers (MTD)
http://www.dot.ca.gov/des/techpubs/mtd.html

b.

Bridge Design Aids (BDA)
http://www.dot.ca.gov/des/techpubs/bda.html

c.

Bridge Design Details (BDD)
http://www.dot.ca.gov/des/techpubs/bdd.html

d.

Seismic Design Criteria (SDC)
http://www.dot.ca.gov/hq/esc/earthquake_engineering/sdc/

e.

Bridge Standard Detail Sheets
http://www.dot.ca.gov/des/techpubs/bsds.html

f.

OSFP Information and Procedures Guide, 2-4 Hydraulics Report
http://www.dot.ca.gov/hq/esc/osfp/osfp-manual/manual-sections/204.pdf

g.

23 CFR Part 650
https://www.ecfr.gov/cgi-bin/text-idx?rgn=div5&node=23:1.0.1.7.28

h.

California Bank & Shore Rock Slope Protection Design
http://www.dot.ca.gov/hq/oppd/hydrology/ca_riprap_thru_b.pdf

i.

Geotechnical Services Standards and Polices and Geotechnical Manuals
http://www.dot.ca.gov/hq/esc/geotech/

j.

“Foundation Reports for Bridges”, or referred to as, “Foundation
Guidelines” http://www.dot.ca.gov/hq/esc/geotech/

k.

“Foundation Foundation Reports for Earth Retaining Systems”
http://www.dot.ca.gov/hq/esc/geotech/

l.

“Guidelines for Preparing Geotechnical Design Reports”
http://www.dot.ca.gov/hq/esc/geotech/

m.

“Soil and Rock Logging Classification and Presentation Manual”, 2010
Edition http://www.dot.ca.gov/hq/esc/geotech/
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n.

Geotechnical Services Quality Management Systems
http://www.dot.ca.gov/hq/esc/geotech/quality/quality.html

o.

PART 650—BRIDGES, STRUCTURES, AND HYDRAULICS of the
Electronic Code of Federal Regulations:
https://www.ecfr.gov/cgi-bin/text-idx?rgn=div5&node=23:1.0.1.7.28

p.

Central Valley Flood Protection Board:
http://cvfpb.ca.gov/

q.

r.

E.

California Coastal Commision
https://www.coastal.ca.gov/
California Bank and Shore Rock Slope Protection Design:
http://www.dot.ca.gov/hq/oppd/hydrology/ca_riprap_thru_b.pdf

Structure Design and related Project Development and Construction Support Deliverables.
All Structure Design and related Project Development deliverables, backup documents,
other documents, and other items required by this Contract performed on computer shall
be delivered in a format acceptable to Caltrans.
1.

Plans shall be prepared in conformance with the current editions of Caltrans’ Plans
Preparation Manual, the CADD Users Manual, and the following:

2.

The Consultant shall submit CSiBridge, SAP2000, Mathcad, MicroStation, archive
files as described in the CADD Users Manual, Project Development Procedures
Manual (PDPM), PS&E guide gold book.

3.

Structures PS&E shall be prepared in conformance with current editions of
Caltrans’ Plans, Specifications, and Estimates Guide.

